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NOTICE 

EIA Engineering Standards and Publications are designed to serve the 
public interest through eliminating misunderstandings between 
manufacturers and purchasers, facilitating interchangeability and 
improvement of products, and assisting the purchaser in selecting and 
obtaining with minimum delay the proper product for his particular 
need. Existence of such Standards and Publications shall not in any 
respect preclude any member or non-member of EIA from manufacturing or 
selling products not conforming to such Standards and Publications, 
nor shall the existence of such Standards and Publications preclude 
their voluntary use by those other than EIA members, whether the 
standard is to be used either domestically or internationally. 

Recommended Standards and Publications are adopted by EIA without 
regard to whether or not their adoption may involve patents on 
articles, materials, or processes. By such action, EIA does not 
assume any liability to any patent owner, nor does it assume any 
obligation whatever to parties. adopting the Recommended Standard or 
Publication. 

This EIA standard is considered to have international standardization 
implication, but the International Electrotechnical Commission 
activity has not progressed to the point where a valid comparison 
between the EIA standard and the IEC document can be made. 

e This Standard does not purport to address all safety problems 
associated with its use or all applicable regulatory requirements. It 
is the responsibility of the user of this Standard to establish 
appropriate safety and health practices and to determine the 
applicability of regulatory limitations before its use. 
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RECOMMENDED PRACTICE FOR MEASUREMENT 
OF X-RADIATION FROM 

PROJECTION CATHODE-RAY TUBES 

(From EIA Standards Proposal No. 2148, formulated under the 
cognizance of EIA JT-32 Committee on Electron Tube Safety.) 

1.0 PURPOSE 

The purpose of this Standard is to obtain the x-radiation 
characteristics of projection cathode-ray tubes in order to 
predict the levels emitted by tubes when the electrical 
characteristics of the application are known. 

1.1 Scope 

This test method applies to the measurement of 
x-radiation emitted from projection cathode-ray tubes. 

For some applications the test procedures described in 
Recommended Standard EIA-503 IIRecommended Practice for 
Measurement of X-Radiation from Direct-View Television 
Picture Tubes," may be more appropriately used than 
those described herein. 

CAUTION 

SAFETY CONSIDERATIONS 

Measuring instruments should be properly grounded. 

Caution should be taken to avoid shock hazard, 
particularly in the vicinity of the anode connection 
and the voltage metering system. 

Safety equipment should be worn at all times during 
the measurement procedure. 

X-ray film badges should be worn in accordance with 
established plant safety practices for monitoring 
radiation dosage. 
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2.0 APPARATUS 

2.1 X-Radiation Detection Instruments 

2.1.1 Search Instrument 

The location of maximum intensity (see 
paragraph 5.0) may be determined by the use 
of either of the following: 

a) A Rapid response instrument designed to 
detect low energy x-radiation. 
(Examples: G-M tube instruments such as 
the Texas Nuclear Model 2652; the 
Johnson TV X-1; or the Victoreen Model 
491). Thin window ion chamber survey 
meters may also be used. 
See EIA Consumer Products Engineering 
Bulletin No. 3 ItMeasurement 
Instrumentation for X-Radiation from 
Television Receivers.Il 

b) X-Ray film (on the surfaces of the 
hypothetical cabinet as shown in Figure 
1.) (Examples of x-ray film - Kodak 
X-OMAT R Film, Code XR-2). 

2.1.2 X-Radiation Measuring Instrument 

The principal x-radiation measuring 
instrument shall comply with the 
requirements of Title 21, Code of Federal 
Regulations (CFR), Chapter I, Subchapter J, 
Section 1020.10 I subparagraph (c) - (2) I and 
with EIA Consumer Products Engineering 
Bulletin No. 3 (CPEB-3). 

The instrument shall provide x-radiation 
measurements (mR/h) in the range of the 
applicable limit. 

The x-radiation sensitive volume shall have a 
cross section parallel to the external 
surface of the hypothetical cabinet with an 
area of 10 cm2 and no dimension larger than 5 
cm . 
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