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NOTICE

EIA Engineering Standards and Publications are designed to serve the public interest
through eliminating misunderstandings between manufacturers and purchasers,
facilitating interchangeability and improvement of products, and assisting the purchaser
in selecting and obtaining with minimum delay the proper product for his particular need.
Existence of such Standards and Publications shall not in any respect preclude any
member or nonmember of ECIA from manufacturing or selling products not conforming
to such Standards and Publications, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than ECIA members, whether
the standard is to be used either domestically or internationally.

Standards and Publications are adopted by ECIA in accordance with the American
National Standards Institute (ANSI) patent policy. By such action, ECIA does not
assume any liability to any patent owner, nor does it assume any obligation whatever to
parties adopting the Standard or Publication.

This EIA Standard is considered to have International Standardization implication, but
the International Electrotechnical Commission activity has not progressed to the point
where a valid comparison between the EIA Standard and the IEC document can be
made.

This Standard does not purport to address all safety problems associated with its use or
all applicable regulatory requirements. It is the responsibility of the user of this
Standard to establish appropriate safety and health practices and to determine the
applicability of regulatory limitations before its use.

(From Standards Proposal No. 5224, formulated under the cognizance of the ECIA
P-2.1 Ceramic Dielectric Capacitors Subcommittee.)
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EIA STANDARD SPECIFICATION SHEET
MULTILAYER (MONOLITHIC), UNENCAPSULATED, CERAMIC DIELECTRIC, SURFACE-MOUNT LOW INDUCTANCE CHIP

\Y%

Figure 1. Reverse Terminated Low Inductance Multilayer Ceramic Chip Capacitor Dimensions- mm (inches)

CAPACITORS AND MULTI-TERMINAL LOW INDUCTANCE
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TERMINATION | TERMINATION
STYLE LENGTH WIDTH THICKNESS | SEPARATION BANDWIDTH
Metric (Imperial) W L T-MAX g-MIN e-MIN
C0510 (CC0204) 1.0+0.05 0.51+0.06 0.30+0.05 NA NA
Tape and reel (0.040+0.002) (0.020+0.002) (0.024+0.002)
C0816 (CC0306) 1.60+0.15 0.81+0.15 0.90 NA 0.13
Tape and reel (0.063+0.006) (0.032+0.006) (0.035) (0.005)
C1220 (CC0508) 2.00+0.25 1.27+0.25 1.02 0.50 0.13
Tape and reel (0.079+0.010) (0.050+0.010) (0.040) (0.020) (0.005)
C1632 (CC0612) 3.20+0.25 1.60£0.25 1.45 1.00 0.13
Tape and reel (0.126+0.010) (0.063+0.010) (0.057) (0.040) (0.005)
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