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NOTICE

EIA Engineering Standards and Publications are designed to serve the public interest
through eliminating misunderstandings between manufacturers and purchasers,
facilitating interchangeability and improvement of products, and assisting the purchaser
in selecting and obtaining with minimum delay the proper product for his particular need.
Existence of such Standards and Publications shall not in any respect preclude any
member or nonmember of ECIA from manufacturing or selling products not conforming
to such Standards and Publications, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than ECIA members, whether
the standard is to be used either domestically or internationally.

Standards and Publications are adopted by ECIA in accordance with the American
National Standards Institute (ANSI) patent policy. By such action, ECIA does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties
adopting the Standard or Publication.

This EIA standard is considered to have International Standardization implications, but
the International Electrotechnical Commission activity has not progressed to the point
where a valid comparison between the EIA standard and the IEC document can be made.

This Standard does not purport to address all safety problems associated with its use or
all applicable regulatory requirements. It is the responsibility of the user of this Standard
to establish appropriate safety and health practices and to determine the applicability of
regulatory limitations before its use.

(From Standards Proposal No. SP-5294 formulated under the cognizance of the EIA
CE-2.0 Committee on National Connector and Socket Standards).
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permission.

Organizations may obtain permission to reproduce a limited number of copies
through entering into a license agreement. For information, contact:

IHS
15 Inverness Way East
Englewood, CO 80112-5704 or call
USA and Canada (1-877-413-5186), International (303-397-7956)

Documents

Document Sharing Hub

Copyright Electronic Components Industry Association
Provided by IHS Markit under license with ECIA Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ECIA EIA-364-1000A 2016


http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016
http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016

CONTENTS

Clause Page
1 INEFOTUCTION ..ttt ettt et b e sre e be s 1
11 {0l 0] o U R TUUPU RO P UURTPPROTRTPRN 1
2 TESE SPECIMEIN ...ttt sttt ettt et e b et e e st e e be e beeneesreenbeenee e 1
7220 N 0 1 To [ 1 o] o TSP PRRTRTRTRN 1
2.2 SAMPIE SIZE oottt re e teaaenre s 2
3 LI 0 (0] 1S PO TUPRTTI 2
4 Details to be SPECITIEA ......ecvveie e 12
5 TeSt dOCUMENTALION ...ovveviiiiiieiiieee bbb 12
Table
1 Test Group 1 (required for all connectors or SOCKELS) .......cccvvvevveriiiiienecie e 3
2 Test Group 2 (required for all connectors and SOCKELS) ........ccccvvvvieeiieiieciie e, 4
3 Test Group 3 (required for all connectors or SOCKELS) .......cccvvvevverviviieneeie e 5
4 Test Group 4 (required for connectors or sockets with a precious metal plating

(o (I (oo g v Uod i) RS 6
4.1  Mixed flowing gas exXposure durations .........ccccccveveeieereerieseeseeiee e e 8
5 Test Group 5 (required for connectors or sockets with a tin-based plating

on the contacts and optional for connectors or sockets with < 0.38 microns

of gold plating 0N the CONTACTS) .......cceviiiiiiiiee e 9
6 Test Group 6 (required for connectors or sockets with a surface treatment

on the contacts or for connectors or sockets with a wipe length of

0.127 MM OF IESS) vttt ettt ettt e e re e te e sreenas 10
7 Test Group 7 (required for connectors or sockets rated for

> 50 mating/unmating CYCIES) ......veiveiiiie e s 11
8 Test durations (hours) for temperature life ... 15
9 Test durations (hours) for temperature life (preconditioning) ..........cccccvevevieieennenn, 16
C Test durations (hours) for temperature life complete data ............ccooeveiiiiiiinnn. C-1
D Test durations (hours) for temperature life (preconditioning) complete data............ D-1

i Documents
Document Sharing Hub
Copyright Electronic Components Industry Association
No reproduction o networking permited wihout cense from HS Notor Recale,

Full document details: ECIA EIA-364-1000A 2016


http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016
http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016

CONTENTS (continued)

Annex Page
A Reference documents (NOMMALIVE) .......cceoiiiieiieiieie et A-1
B Objective of the tests contained in the test groups (informative) ...........ccccceeverenen. B-1
C Test durations (hours) for temperature life complete data (informative) ................. C-1
D Test durations (hours) for temperature life (preconditioning) complete data
(INFTOMMALIVE) ..eeeiecei ettt et e e e s e e raeaeeneenrs D-1
i Documents

Document Sharing Hub

Copyright Electronic Components Industry Association
Provided by IHS Markit under license with ECIA Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ECIA EIA-364-1000A 2016


http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016
http://www.avadocuments.com/doc/ecia-eia-364-1000a-2016

EIA-364-1000A
Page 1

TEST SEQUENCE No. 1000A

ENVIRONMENTAL TEST METHODOLOGY FOR ASSESSING
THE PERFORMANCE OF ELECTRICAL CONNECTORS AND SOCKETS
USED IN CONTROLLED ENVIRONMENT APPLICATIONS

(From EIA Standards Proposal No. 5294, formulated under the cognizance of EIA CE-2.0
Committee on National Connector Standards, and previously published in EIA-364-1000.)

1 Introduction
1.1 Scope

This standard establishes the test procedures and test sequences to be followed when evaluating
the performance of electrical connectors and sockets used in controlled environments.
Furthermore, it applies to contacts operating under low level circuit conditions. ? The assumption
is made that the contacts are metal. Polymer contacts, or other contact types, may require a
different test methodology.

2 Test specimen
2.1 Condition

Connectors or sockets to be tested may be prototype parts to assess their design, or production

parts to evaluate against an end user’s criteria. In either case, preparation of them for testing should

consider board carrier or cable assembly processes. To simulate exposure to solvents used to clean

components see EIA-364-11 (Resistance to Solvents Test Procedure for Electrical Connectors).
~ Tosimulate exposure to soldering heat from initial attach see EIA-364-56 (Resistance to Soldering

Heat Test Procedure for Electrical Connectors). To simulate exposure to soldering heat from
- rework see EIA-364-61 (Resistance to Soldering Heat from Rework Test Procedure for Electrical
- Connectors or Sockets Mounted on Printed Circuit Boards).

1) Controlled environments are classified as no more severe than class number G1.2, according
to the latest revision of EIA-364 (Electrical Connector/Socket Test Procedures Including
Environmental Classifications).

2) The applied voltage, generally < 50 millivolts, is not sufficient to break through any surface
film. For contacts not operating under low level circuit conditions, such as those used in power
applications; see the latest revision of EIA-364-70 (Test Procedure for Current vs. Temperature
Rise of Electrical Connectors).
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NOTE — Board carrier assembly operations are typically setup to attach all solderable
components before press-fit connectors. Even so, those connectors may still be
subjected to manual or automated soldering conditions during component
rework. This circumstance should be considered by the test engineer when
preparing test specimens.

2.2 Sample size

2.2.1 For the test sequences in each of the test groups of clause 3, at least 100 separable contact
interfaces from at least 5 connector or socket systems (plug/receptacle) should be evaluated. For
low contact counts, at least 10 connector or socket systems should be tested. Additional samples
are required under the following circumstances:

— If one set of test samples is used to monitor low level contact resistance in test group 3
and another set is used to monitor discontinuity then twice the sample size for that test
sequence is required;

— If Option 1 of test group 4 is chosen, then twice the sample size for that test sequence
is required,;

— If one set of test samples is used to monitor low level contact resistance in test group 7
and another set is used to monitor dielectric withstanding voltage then twice the sample
size for that test sequence is required.

2.2.1.1 If the connector or socket contains contacts that differ in the design of the critical area,
then the sample size requirement should be applied to each design and the test results should be
distinguishable.

2.2.2 When a failure rate is desired, a significantly larger sample size for the test sequence in test
group 4 should be tested. The user may require a larger sample size for other test groups, as well.
The increase is dictated by the method of calculation chosen by the user.

3 Test groups

For an understanding of the objective of each test contained in the test groups; see annex B.
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Table 1 — Test Group 1 (required for all connectors or sockets)

or cable shall be included in
measurements)

Test Test Test procedure Condition of Test criteria
order test specimens
1 Low level contact EIA-364-23 (termination of Mated None
resistance connector or socket to board carrier (base line measurements)
or cable shall be included in
measurements)
2 Durability EIA-364-09 (perform 5 unplug/plug No evidence of physical
(preconditioning) cycles if the application requires up damage
to 25 over the life of the connector
or socket; 20 cycles if the
application requires 26-200; or, 50
cycles if the application requires 201
or greater)
3 Temperature life EIA-364-17, method A (see table 8 Mated None
for durations and temperatures)
4 Low level contact EIA-364-23 (termination of Mated Change in measurements
resistance connector or socket to board carrier evaluated against criteria
or cable shall be included in specified by user
measurements)
5 Reseating Manually unplug/plug the connector No evidence of physical
or socket. Perform 3 such cycles. damage
6 Low level contact EIA-364-23 (termination of Mated Change in measurements
resistance connector or socket to board carrier evaluated against criteria

specified by user

Note — See 2.1 for preparation of test specimens.
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Table 2 — Test Group 2 (required for all connectors and sockets)

Test
order

Test

Test procedure

Condition of
test specimens

Test criteria

Low level contact
resistance

EIA-364-23 (termination of
connector or socket to board carrier
or cable shall be included in
measurements)

Mated

None
(base line measurements)

Durability
(preconditioning)

EIA-364-09 (perform 5 unplug/plug
cycles if the application requires up
to 25 over the life of the connector
or socket; 20 cycles if the
application requires 26-200; or, 50
cycles if the application requires 201
or greater)

No evidence of physical
damage

Thermal shock

EIA-364-32, method A, test
condition |, test duration A-4

Mated

None

Low level contact
resistance

EIA-364-23 (termination of
connector or socket to board carrier
or cable shall be included in
measurements)

Mated

Change in measurements
evaluated against criteria
specified by user

Cyclic temperature &
humidity

EIA-364-31 method 11 without
conditioning, initial measurements,
cold shock and vibration. (Except
cycle the connector or socket
between 25 °C £+ 3 °C at 80 % + 3%
RH and 65 °C £ 3 °C at 50 % + 3%
RH. Ramp times should be 0.5 hour
and dwell times should be 1.0 hour.
Dwell times start when the
temperature and humidity have
stabilized within the specified
levels. Perform 24 such cycles.)

Mated

None

Low level contact
resistance

EIA-364-23 (termination of
connector or socket to board carrier
or cable shall be included in
measurements)

Mated

Change in measurements
evaluated against criteria
specified by user

Reseating

Manually unplug/plug the connector
or socket. Perform 3 such cycles.

No evidence of physical
damage

Low level contact
resistance

EIA-364-23 (termination of
connector or socket to board carrier
or cable shall be included in
measurements)

Mated

Change in measurements
evaluated against criteria
specified by user

Note — See 2.1 for preparation of test specimens.
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