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NOTICE

EIA Engineering Standards and Publications are designed to serve the public interest
through eliminating misunderstandings between manufacturers and purchasers,
facilitating interchangeability and improvement of products, and assisting the purchaser
in selecting and obtaining with minimum delay the proper product for his particular need.
Existence of such Standards and Publications shall not in any respect preclude any
member or nonmember of ECIA from manufacturing or selling products not conforming
to such Standards and Publications, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than ECIA members, whether
the standard is to be used either domestically or internationally.

Standards and Publications are adopted by ECIA in accordance with the American
National Standards Institute (ANSI) patent policy. By such action, ECIA does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties
adopting the Standard or Publication.

This standard is based upon the major technical content of International Electrotechnical
Commission standard 60512-11-3 (was 512-6, test 11c), Damp Heat, Steady State, 2002-
02, first edition; and 60512-11-12 (was 512-6, test 11m), Damp Heat, Cyclic, 2002-02,
first edition. There are known differences between this standard and the IEC standard.

This Standard does not purport to address all safety problems associated with its use or
all applicable regulatory requirements. It is the responsibility of the user of this Standard
to establish appropriate safety and health practices and to determine the applicability of
regulatory limitations before its use.

(From Standards Proposal No. 5381, formulated under the cognizance of the CE-2.0
Committee on EIA National Connector and Sockets Standards.)

Published by

©Electronic Components Industry Association 2017
EIA Standards & Technology Department
2214 Rock Hill Road, Suite 265
Herndon, VA 20170

Documents

Document Sharing Hub

Copyright Electronic Components Industry Association
Provided by IHS Markit under license with ECIA Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ECIA EIA-364-31E 2017


http://www.avadocuments.com/doc/ecia-eia-364-31e-2017
http://www.avadocuments.com/doc/ecia-eia-364-31e-2017

PLEASE !
DON'T VIOLATE
THE
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This document is copyrighted by the ECIA and may not be reproduced without
permission.

Organizations may obtain permission to reproduce a limited number of copies
through entering into a license agreement. For information, contact:

[HS Markit
15 Inverness Way East
Englewood, CO 80112-5704 or call
USA and Canada (1-877-413-5186), International (303-397-7956)
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TEST PROCEDURE No. 31E

HUMIDITY TEST PROCEDURE
FOR
ELECTRICAL CONNECTORS AND SOCKETS

(From EIA Standards Proposal No. 5381, formulated under the cognizance EIA CE-2.0 Committee
on National Connector and Socket Standards, and previously published as EIA-364-31D.)

1 Introduction
1.1 Scope

The purpose of these tests is to evaluate materials and/or connector/socket assemblies as they are
~ impacted by the effects of high humidity and heat. These tests are intended to be non-condensing.

1.2 Object
1.2.1 Steady state humidity

This test imposes a vapor on the material under test that constitutes the force behind the moisture
migration and penetration. Hygroscopic materials are sensitive and deteriorate rapidly under
humidity conditions. Absorption of moisture may result in swelling that would destroy functioning
utility, and cause loss of physical strength and changes in other important mechanical properties.
Degradation of electrical properties may also occur. This is a static environment.

1.2.2 Humidity — temperature cycling tests

1.2.2.1 The addition of temperature cycling provides the opportunity for air exchanges within the
test specimen, inducing corrosion processes, and the introduction of moisture into partially sealed
test specimens. This condition imposes a vapor pressure on the specimens which constitutes the
major force behind the moisture migration and penetration. This is a dynamic environment.

1.2.2.2 Measurements made under high humidity conditions may reflect the peculiar conditions
under which the readings were made, and should be compared only to initial readings when careful
analysis indicate that such comparison is valid and applicable.

1.3 Definition

Room ambient is defined as a temperature of 15 °C to 35 °C at a relative humidity 20% to 80%.
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2 Test resources
2.1 Equipment

The test chamber and accessories shall be constructed and arranged in such a manner as to avoid
condensate dripping on the test specimen. A suitable open screen tray or rack shall be provided to
ensure that the specimen shall be exposed to circulating air. Specimens shall not be subjected to
radiant heat from chamber conditioning processes. The chamber shall be trap-vented to the
atmosphere to prevent the buildup of total pressure. When readout charts are used, they shall be
capable of being read with a resolution within 0.6 °C (1 °F). The relative humidity shall be
controlled within + 3%, and the temperature within+ 3 °C (£ 5 °F). Steam, distilled, demineralized,
or deionized water shall be used to obtain the specified humidity. No rust or corrosion
contaminants shall be imposed on the test specimen by the test facility.

3 Test specimens
3.1 Description:

A test specimen shall consist of individual plugs, receptacles, or mated assemblies including
accessories, shells, heat sinks, etc. that are normally part of the assembly.

3.2 Preparation:

The specimens, when specified, shall be wired using the contacts, wire type, size and, if applicable,
sealing plugs. When required, and as applicable, mounting to test boards shall be indicated.
Moisture absorption and temperature ratings should be reviewed when selecting test board
material. Conformal coating may be used.

4 Pretest procedures
4.1 Mounting (applies to all procedures unless otherwise specified)

The specimens shall be placed in the test chamber in their normal application orientation, unless
otherwise specified. They shall be so positioned that they do not contact each other and shall be
minimum of 5 centimeters (2 inches) from each other and any chamber surface. There shall be no
drip loops in wires.

4.2 Initial measurements (applies to all procedures)

Unless otherwise specified, prior to any initial preconditioning, the pre exposure measurements as
specified shall be performed at room ambient conditions.
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