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NOTICE

EIA Engineering  Standards and Publications are designed to serve the public interest through 
eliminating  misunderstandings between manufacturers and purchasers,  faci l i tating 
interchangeabil i ty and improvement of products,  and assisting  the purchaser in  selecting  and 
obtaining  with  minimum delay the proper product for his particular need.   Existence of such 
Standards and Publications shall  not in  any respect preclude any member or nonmember of 
ECIA from manufacturing  or sel l ing  products not conforming  to such Standards and 
Publ ications,  nor shall  the existence of such Standards and Publications preclude their voluntary 
use by those other than ECIA members,  whether the Standard is to be used either domestically 
or internationally.  

NOTE – The user’s attention  is called to the possibi l i ty that compliance with  this 
standard may require use of an  invention  covered by patent rights.  

By publication  of this standard,  no position  is taken with  respect to the validity of 
any such claim(s)  or of any patent rights in  connection  therewith.   I f a patent 
holder has fi led a statement of wi l l ingness to grant a l icense under these rights 
on reasonable and nondiscriminatory terms and conditions to applicants desiring  
to obtain  such a l icense,  then detai ls may be obtained from the standards 
developer 

Neither the standards developer nor ANSI  is responsible for identifying  patents 
for which  a l icense may be required by an American National  Standard or for 
conducting  inquiries into the legal  val idity or scope of those patents that are 
brought to their attention.  

This EIA Standard is considered to have International  Standardization implications,  but the 
International  Electrotechnical  Commission activity has not progressed to the point where a valid 
comparison between the EIA Standard and the IEC document can be made.  

This Standard does not purport to address al l  safety problems associated with  its use or al l  
applicable regulatory requirements.   I t is the responsibi l i ty of the user of this Standard to 
establish  appropriate safety and health  practices and to determine the applicabi l ity of regulatory 
l imitations before i ts use.  

(From Standards Proposal  No.  5237,  formulated under the cognizance of the EIA Automated 
Component Handling  Standards Committee and reaffirmed under Standards Project No.  5428.  
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Standards & Technology Department 
1 3873 Park Center Road,  Suite 31 5 

Herndon,  VA 201 71  

Copyright Electronic Components Industry Association

 

Full document details: ECIA EIA-971 2019

http://www.avadocuments.com/doc/ecia-eia-971-2019
http://www.avadocuments.com/doc/ecia-eia-971-2019


PLEASE!  

DON'T VIOLATE 

THE  

LAW!

This document is copyrighted by the ECIA and may not be reproduced without 

permission.  

Organizations may obtain permission to reproduce a limited number of copies 

through entering into a license agreement.   For information,  contact:  

IHS Markit 

15  Inverness Way East 

Englewood,  CO 80112-5704 or call 

USA and Canada (1 -877-413-5184),  International (303-397-7956) 
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EIA-971  

Page 1  

4 mm EMBOSSED CARRIER TAPING OF MICRO-SIZED SURFACE MOUNT 

COMPONENTS FOR AUTOMATIC HANDLING 

Adopted from IEC 60286-3  for Type 2B  embossed carrier tapes.   (From Standards Proposal 

Number 5237,  formulated under the cognizance of the EIA Automated Component Handling 

Committee (ACH).)  

1  Scope 

This Standard covers requirements for taping micro-sized surface mount components onto 

embossed carrier tape 4 mm wide and with 1  mm pocket pitch.   

2  Introduction 

This Standard was formulated to provide dimensions and tolerances necessary to tape micro-

sized surface mount components such that they may be automatically handled.  

3  Applicable Documents 

Unless otherwise specified the following documents form a part of this standard to the extent 

specified herein:  

EIA-383  “Preparation for the Delivery of Electrical and Electronic Components” 

EIA-481  “8 mm Through 200 mm Embossed Carrier Taping and 8  mm & 12 mm Punched 

Carrier Taping of Surface Mount Components for Automatic Handling” 

ANSI/ESD S541  “Packaging Material Standards for ESD Sensitive Items”  

EIA-556 “Electronic Industries Association Outer Shipping Container Bar Code Label Standard” 

EIA-583  “Packaging Material Standards for Moisture Sensitive Items” 

EIA-624 “Product Package Bar Code Label Standard for Non-Retail Applications” 

JEP95 “JEDEC Registered and Standard Outlines for Solid State and Related Products” 

IPC 7351  “Generic Requirements for Surface Mount Design and Land Pattern Standard” 

4  Requirements

4.1   Carrier tapes,  cover tapes,  reels,  and taped components must meet the requirements defined 

in the Figures and Tables presented herein.  

4.2  Procurement documents and quotation requests shall include the following information:  

(a) Reference to this Standard by Title and Number.  
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