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NOTICE

EIA Engineering Standards and Publications are designed to serve the public interest
through eliminating misunderstandings between manufacturers and purchasers,
facilitating interchangeability and improvement of products, and assisting the purchaser
in selecting and obtaining with minimum delay the proper product for his particular need.
Existence of such Standards and Publications shall not in any respect preclude any
member or nonmember of ECIA from manufacturing or selling products not conforming
to such Standards and Publications, nor shall the existence of such Standards and
Publications preclude their voluntary use by those other than ECIA members, whether
the standard is to be used either domestically or internationally.

Standards and Publications are adopted by ECIA in accordance with the American
National Standards Institute (ANSI) patent policy. By such action, ECIA does not assume
any liability to any patent owner, nor does it assume any obligation whatever to parties
adopting the Standard or Publication.

This EIA Standard is considered to have International Standardization implication, but the
International Electrotechnical Commission activity has not progressed to the point where
a valid comparison between the EIA Standard and the IEC document can be made.

This Standard does not purport to address all safety problems associated with its use or
all applicable regulatory requirements. It is the responsibility of the user of this Standard
to establish appropriate safety and health practices and to determine the applicability of
regulatory limitations before its use.

(From Standards Proposal No. 5242, formulated under the cognizance of the P-1
Committee on EIA National Resistive Devices Standards).
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THE
LAW!

This document is copyrighted by the ECIA and may not be reproduced without
permission.

Organizations may obtain permission to reproduce a limited number of copies
through entering into a license agreement. For information, contact:

IHS
15 Inverness Way East
Englewood, CO 80112-5704 or call
USA and Canada (1-877-413-5184), International (303-397-7956)
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RESISTORS, RECTANGULAR, SURFACE MOUNT
PRECISION

(From Standards Proposal No. 5242, formulated under the cognizance of the EIA P-1.2 Subcommittee on Non-
Wirewound Fixed Resistors.)

1.0 SCOPE

This standard covers thin film precision rectangular leadless discrete fixed resistors with temperature coefficients of
+ 50 PPM/°C and tighter and resistance tolerances of 1%, 0.5%, 0.25%, 0.1% and 0.05% for use in surface
mounting applications using soldering techniques.

1.1 Typical Construction Characteristics

The termination shall include a leach-resistant barrier layer, made of nickel or an equivalent material. The barrier
layer shall be covered with a layer of solderable material.

1.2 Classification

The type designation shall be as follows:

PRC3216 C 1003 D
Style Characteristic Resistance Tolerance
(1.2.1) (1.2.2) (1.2.3) (1.2.4)

1.2.1 Style

The style is identified by three letters describing the type of surface mount component (Precision Resistor Chip)
followed by four digits giving the resistor’s nominal length and width in millimeters per Table I.

1.2.2 Characteristics

The characteristic is identified by a single letter in accordance with Table 1. Individual part requirements shall be
specified in Table Il and the test paragraphs.

1.2.3 Resistance

The nominal resistance expressed in ohms is identified by four digits; the first three digits represent significant
figures and the last digit represents the number of zeros to follow.

When the value of resistance is less than 1000, the letter “R” shall be substituted for one of the significant digits to
represent the decimal point.

When the letter "R" is used, succeeding digits of the group represent significant figures. The resistance value
designations are shown in Table I1l. Zero ohm jumper chip resistors are identified by three zeros.

1.2.3.1 Standard Values
The standard values for every decade shall follow the sequence of IEC Publication 63. Refer to Table IV.
1.2.4 Resistance Tolerance

The resistance tolerance is identified by a single letter: “F” for 1%, “D” for 0.5%, “C” for 0.25%, “B” for 0.1%, and
“A” for 0.05%.
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1.2.5 Resistance Range

The resistance range applicable to this standard is 10 ohms to | megohm, inclusive. Characteristics for nominal
resistance values less than 10 ohms or greater than | megohm may differ from those specified in Table II.

millimeters

Dimensions in

TABLE |

Resistive Element

(preferred Dimensions)

inches

(Reference Dimensions)
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Termination (Duter>
Ternination (Barrier)

Termmotion Inner>

TYPE BODY BODY BODY (*) TERM RATED MAX INCH SIZE

LENGTH (L) | WIDTH(W) | THICKNESS(H) | WIDTH(P) POWER | CWV (REF)

mw

PRC0603 | 0.6+ 0.03 0.3+0.03 0.25 + 0.05 0.10 + 0.05

.024 +.001 .012+.001 | .010 +.002 .004 +.002 50 25 0201
PRC1005 | 1.0+0.10 0.5+ 0.10 0.30 +0.10 0.20 + 0.10

.039 +.004 .020+.004 | .012 +.004 .008 +.004 62.5 25 0402
PRC1608 | 1.60+0.10 0.80+0.10 | 0.50+0.10 0.20 + 0.10

.063 +.004 .031+.004 |.020+.004 .008 +.004 62.5 50 0603
PRC2012 | 2.00+0.15 1.25+0.15 | 0.50+ 0.15 0.40 + 0.25

.079 + .006 049+ .006 | .020 +.006 .016 +.010 100 100 0805
PRC3216 | 3.20+0.15 1.60+0.15 | 0.56+0.15 0.50 + 0.25

.126 + .006 .063+.006 | .022+.006 .020 +.010 125 200 1206
PRC3225 | 3.20+0.15 250+0.15 | 0.56+0.15 0.50 + 0.25

.126 +.006 098 +.006 | .022 +.006 .020 + .010 250 200 1210
PRC5025 | 5.00 +0.15 250+0.15 | 0.56+0.15 0.60 + 0.25

.197 +.006 098 +.006 | .022 +.006 .024 + .010 500 225 2010
PRC6332 | 6.30+0.15 3.20+.015 | 056 +0.15 0.60 + 0.25

248 + .006 126 +.006 | .022 +.006 024+ .010 1000 250 2512

Reference: EIA PDP-100
* Dimension H includes termination solder finish
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