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As part of a program of harmonisation of industry standards, the European Industrial Gases Association 
(EIGA) has issued Code of Practice, Hydrogen Selenide, jointly produced by members of the International 
Harmonisation Council and originally published by the Japanese Industrial and Medical Gases Association 
(JIMGA) as JIMGA-T-S/85, Code of Practice, Hydrogen Selenide. 
 
This publication is intended as an international harmonised publication for the worldwide use and 
application by all members of Asia Industrial Gases Association (AIGA), Compressed Gas Association 
(CGA), EIGA, and Japan Industrial and Medical Gases Association (JIMGA). Regional editions have the same 
technical content as the EIGA edition, however, there are editorial changes primarily in formatting, units 
used and spelling. Regional regulatory requirements are those that apply to Europe. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

Disclaimer 
 

All technical publications of EIGA or under EIGA's name, including Codes of practice, Safety procedures and any other technical 
information contained in such publications were obtained from sources believed to be reliable and are based on technical 
information and experience currently available from members of EIGA and others at the date of their issuance. 
 
While EIGA recommends reference to or use of its publications by its members, such reference to or use of EIGA's publications by 
its members or third parties are purely voluntary and not binding. 
 
Therefore, EIGA or its members make no guarantee of the results and assume no liability or responsibility in connection with the 
reference to or use of information or suggestions contained in EIGA's publications. 
 
EIGA has no control whatsoever as regards, performance or non performance, misinterpretation, proper or improper use of any 
information or suggestions contained in EIGA's publications by any person or entity (including EIGA members) and EIGA expressly 
disclaims any liability in connection thereto. 
 
EIGA's publications are subject to periodic review and users are cautioned to obtain the latest edition. 
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1 Introduction 

Hydrogen selenide is a highly toxic, flammable, colourless gas with a disagreeable penetrating odour 
at room temperature and atmospheric pressure [1]1. It is shipped as a liquefied compressed gas under 
its own vapour pressure of 0.950 MPa (138 psi) at 20 °C (68 °F) [2]. It is also supplied in a gaseous 
state, diluted with other gases under pressure.  

The use of hydrogen selenide has constantly been growing and this usage is expected to continue 
throughout the world. The issue of the safe handling of hydrogen selenide is a very important and 
relevant topic to the compressed gas industry as well as the user community of this electronic specialty 
gas. 

Hydrogen selenide is used to prepare metallic selenides and organoselenium compounds. It is used in 
doping gas mixtures for the preparation of semiconductor materials containing a controlled amount of a 
significant impurity [3]. It is also used to manufacture photovoltaic cells such as copper-indium 
selenide/sulphide (CIS) or copper-indium-gallium-selenide (CIGS) as in thin-film deposition of multiple 
junction photovoltaic cells. 

Hydrogen selenide can be safely handled if equipment is properly designed, maintained, and employees 
are trained. As a minimum, all personnel should have access to a hydrogen selenide safety data sheet 
(SDS) and training in the use of the SDS and other reference material. 

NOTE In this publication, hydrogen selenide is understood to be in the gaseous phase unless otherwise stated. 

2 Scope and purpose 

2.1 Scope 

This publication is intended for the suppliers, distributors, and users of hydrogen selenide and its 
handling equipment. The publication includes guidance for design of equipment, cylinders and valve 
usage, handling controls, and safety. Guidelines on the operational steps associated with the use of 
hydrogen selenide and hydrogen selenide mixtures as well as fire protection, gas detection, ventilation, 
and related safeguards are also included. The manufacture, purification, and analysis of hydrogen 
selenide are beyond the scope of this publication, although the general guidance given is also relevant 
to these processes. 

2.2 Purpose 

This publication was written to address the high toxicity and flammability of hydrogen selenide where 
the consequences of improper handling of hydrogen selenide could cause injury, death, and/or facility 
damage. This publication will provide a description of the potential hazards involved in handling 
hydrogen selenide and the guidelines to be taken to minimize risk potential. 

3 Definitions 

For the purpose of this publication, the following definitions apply. 

3.1 Publications terminology 

3.1.1 Shall 

Indicates that the procedure is mandatory. It is used wherever the criterion for conformance to specific 
recommendations allows no deviation.  

 
1 References are shown by bracketed numbers and are listed in order of appearance in the reference section. 
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3.1.2 Should 

Indicates that a procedure is recommended. 

3.1.3 May and need not 

Indicate that the procedure is optional. 

3.1.4 Will 

Is used only to indicate the future, not a degree of requirement. 

3.1.5 Can 

Indicates a possibility or ability. 

3.2 Technical definitions 

3.2.1 Absolute pressure 

Based on a zero reference point, the perfect vacuum. Measured from this reference, the standard 
atmospheric pressure at sea level is 101.325 kPa, abs (14.696 psia); however, local atmospheric 
pressure can deviate from this standard value because of weather conditions and the elevation above 
or below sea level. 

3.2.2 Apparatus 

Accessory equipment such as valves, pressure relief devices (PRDs), regulators, and non-return valves 
(check valves) used with compressed gas. 

3.2.3 ADR/RID 

European Agreement Concerning the International Carriage of Dangerous Goods by Road (ADR) and 
Rail (RID).  

3.2.4 Containers 

Vessels of various shapes, sizes, and materials of construction such as cylinders, portable tanks, or 
stationary tanks, of designs meeting the specifications of the American Society of Mechanical Engineers 
(ASME), Transport Canada (TC), U.S. Department of Transportation (DOT), European Agreement 
Concerning the International Carriage of Dangerous Goods by Road (ADR), Japanese Industrial 
Standard (JIS), or national authorities and are filled with compressed gases. 

3.2.5 Corrosive 

Gas that in contact with materials or living tissue can cause damage or destruction. 

3.2.6 Critical temperature 

Temperature above which a pure gas cannot be liquefied, regardless of the degree of compression. 

3.2.7 Cryogenic liquid 

Refrigerated liquefied gas having a boiling point lower than –90 °C at 0.101 MPa, abs (–130 °F at 14.696 
psia). 
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3.2.8 Cylinder 

Transportable pressure receptacle having a water capacity that does not exceed 150 litres that can be 
filled with a gas under pressure. 

NOTE For pure hydrogen selenide or hydrogen selenide mixtures that are classified as highly toxic, some 
countries prohibit the use of cylinders larger than 57 L. 

3.2.9 Filling ratio 

Ratio of the mass of liquefied gas introduced in a container to the mass of water at 15 °C (59 °F) that 
would fill the same container fitted ready for use. 

NOTE Also known as fill density, filling factor, maximum fill degree, or maximum fill pressure. 

3.2.10 Flammable gas 

When either a mixture of 13% or less (by volume) with air is ignitable at 0.101 MPa, abs (14.696 psia) 
or has a flammable range with air of at least 12% regardless of the lower limit. These limits shall be 
determined at 0.101 MPa, abs (14.696 psia) pressure and at a temperature of 20 °C (68 °F). 

3.2.11 Gas 

Gas or gas under pressure as defined in United Nations (UN) Recommendations on the Transport of 
Dangerous Goods, Model Regulations and in Globally Harmonized System of Classification and 
Labelling of Chemicals (GHS) [4, 5]. 

A gas is a substance that (a) At 50 °C has a vapour pressure greater than 300 kPa; or (b) Is 
completely gaseous at 20 °C at a standard pressure of 101.3 kPa. 

3.2.12 Gas supplier 

Business that produces, fills, and/or distributes compressed gases and compressed gas containers 

3.2.13 Handling 

Moving, connecting, or disconnecting a gas container under normal conditions 

3.2.14 Hazard 

Any condition that could potentially cause injury to personnel or property. 

3.2.15 Highly toxic 

Gases that have an LC50 in air less than or equal to 200 ppm for a 1 hour exposure. National regulations 
may have additional classifications. 

NOTE In this publication, ppm means parts per million by volume 

3.2.16 Hot zone 

Area immediately around the chemical spill and the surrounding region that may be in serious danger 
from physical hazards such as fire, explosion, or chemical exposure. Generally, only firefighters and 
emergency response team who are members of a specialized hazardous material (HAZMAT) team will 
enter the hot zone. 

3.2.17 Inert gas 

Gas that is not toxic, doesn’t support human breathing, and reacts scarcely or not at all with other 
substances. 
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3.2.18 LC50 

Concentration of a substance in air, exposure to which for a specified length of time is expected to cause 
the death of 50% of the entire defined experimental animal population. 

NOTE Usually measured as ppm or mg/m3. 

3.2.19 Lower flammability limit (LFL) 

Lower limit of flammability (point at which a flame just starts to propagate) of a gas or vapour at ordinary 
ambient temperatures and pressures expressed in percent of the gas or vapour in air by volume. The 
LFL will vary with temperature and pressure. 

NOTE Also referred to as lower explosive limit (LEL). 

3.2.20 National standards, guidelines, regulations 

Technical standards set by the regulatory authorities of the country in which the equipment/facility is 
used, with respect to design, construction, testing, and use. Where available and applicable, these 
standards shall be followed. 

3.2.21 Oxidizer 

Gas or gas mixture that is able, at atmospheric pressure, to support the combustion more than a 
reference oxidizer consisting of 23.5% oxygen in nitrogen (for example, gaseous oxygen, nitrous oxide, 
or fluorine). 

3.2.22 Pressure 

Force per unit of area exerted by a gas to its surroundings. The term megapascal (MPa) will be the 
standard term for pressures used in this publication. 1 MPa = 1000 kPa = 20,885.4 psf = 145 psi = 10 
bar. 

3.2.23 Pressure relief device 

Pressure and/or temperature activated device that may be used to prevent the pressure from rising 
above a predetermined maximum and thereby prevent equipment or container failure due to 
overpressurization. 

3.2.24 Safety data sheet (SDS) 

Written or printed information concerning a hazardous material (properties, precautions, etc.) following 
national regulations. 

3.2.25 Test pressure 

Pressure at which the pressure receptacle is hydraulically or pneumatically tested and is the pressure 
which shall not be exceeded under any foreseeable normal operating conditions (for example, during 
filling). 

3.2.26 Toxic gas 

Compressed gas that has an LC50 in air of less than or equal to 5000 ppm but greater than 200 ppm for 
a 1 hour exposure. National regulations may have additional classifications. 
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3.2.27 Upper flammability limit (UFL) 

Upper limit of flammability (point at which a flame can still nominally propagate) of a gas or vapour at 
ordinary ambient temperatures and pressures expressed in percent of the gas or vapour in air by 
volume. The UFL will vary with temperature and pressure. 

NOTE Also referred to as upper explosive limit (UEL). 

3.2.28 Valve outlet caps and plugs 

Removable attachments that usually form a gas-tight seal on valve outlets provided by the gas supplier 
with certain gases. 

NOTE Some caps are designed only for valve thread protection and are not gas-tight. 

3.2.29 Valve protection cap 

Rigid removable cover provided for container valve protection during handling, transportation, and 
storage. 

4 Gas properties 

4.1 General 

Hydrogen selenide is a hydride gas with the chemical formula H2Se.It is highly toxic with an established 
LC50 of 0.3 ppm/8 hours inhalation-guinea pig. In addition to its toxicity, it is also flammable and is 
capable of forming flammable mixtures when mixed with air. It possesses a disagreeable, unpleasant 
odour. The odour threshold is less than 0.1 ppm. At higher concentrations, olfactory fatigue can rapidly 
occur with loss of any awareness of the gaseous odour [7]. 

Hydrogen selenide is routinely shipped in seamless steel or aluminium alloy cylinders. For safety 
reasons, cylinders used for pressurized hydrogen selenide will have a test pressure of 4.2 MPa (609 
psi). Some national bodies mandate higher test pressures. The vapour pressure of hydrogen selenide 
is 0.950 MPa (138 psi) at 20 °C (68 °F) [2].  
 
Table 1 shows properties of hydrogen selenide.   
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Table 1 Properties of hydrogen selenide 

Property SI Units U.S. Units Reference 
Synonyms Selenium hydride; hydrogen selenide, 

anhydrous; hydroselenic acid, anhydrous; 
dihydrogen selenide; selenium dihydride; 
selane 

[1] 

Chemical formula H2Se  
CAS number 7783-07-5  
UN number UN 2202  
Physical state Gas  
Colour Colourless [3] 
Odour Disagreeable, unpleasant. 

Similar to decayed horseradish or garlic 
[3, 8,1] 

Molecular weight 80.976 [9] 
Boiling point –41 °C –42 °F [9] 
Freezing point –64 °C –83 °F [9] 
Decomposition temperature 160 °C 320 °F [3] 
Critical temperature 138 °C 280.4 °F [3] 
Critical pressure 9017 kPa, abs  1308 psia [2]  
Critical volume 112.24 cm3/mol [3] 
Critical density 675.7 kg/m3  42.18 lb/ft3 [2] 
Critical compressibility factor 0.274 [3] 
Density of the liquid at –41 °C (–42 °F)  2004 kg/m3 125.1 lb/ft3 [2]  
Density of the gas (1 atm) at 20.0 °C (–68 °F)  3.348 kg/m3 0.209 lb/ft3 [2]  
Relative density of gas at 21.1 °C (70 °F) 
 at 101.325 kPa (air=1) 

2.796  

Vapour pressure at 20 °C (68 °F) 0.950 MPa 138 psi [2]  
Solubility in water, vol gas/vol water at 
 0 °C (32 °F) and 1 atm  

2.05 vol/vol [2]  

pH Acidic [1] 
Volatility Not applicable  
Odour threshold (varies with impurities） 0.1 ppm [1] 
Lower flammability limit (LFL) 4.0%,  [9, 10]  
Upper flammability limit (UFL) 67.5% [2] 
Molecular shape Bent  
Standard enthalpy of formation  
    at 25 ºC, ⊿fH0 gas 

+29.7 kJ/mol [3] 

Structure: H2Se adopts a “bent” structure with a 
H-Se-H bond angle of 91°. Consistent with this 
structure, three IR-active vibrational bands are 
observed: 2358, 2345, and  
1034 cm-1. 
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Figure 1 Hydrogen selenide vapour pressure versus temperature (SI units [9] 
   

 
 

Figure 2 Hydrogen selenide vapour pressure versus temperature (US units) [9] 

4.2 Physical properties 

Hydrogen selenide is a weak acid. It is less thermally stable than hydrogen sulphide. It decomposes to 
elemental selenium at about 160 °C (320 °F). If ignited, it burns to give off selenium dioxide and water 
[3, 8]. Hydrogen selenide will react violently with nitric acid [11].   

It is best to avoid sources of ignition, sparks, and flames because of the flammable properties of 
hydrogen selenide. The concern for explosions shall be recognized. Hydrogen selenide poses a severe 
fire hazard and a moderate explosion risk. 

A flammable mixture of hydrogen selenide in air requires an ignition source to ignite; it is not pyrophoric. 
The autoignition temperature of hydrogen selenide is not defined. 
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