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ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision of,
professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both published and
unpublished, and are invariably supported by original work of ESDU staff engineers or consultants. The whole process is
subject to independent review for which crucial support is provided by industrial companies, government research
laboratories, universities and others from around the world through the participation of some of their leading experts on ESDU
Technical Committees. This process ensures that the results of much valuable work (theoretical, experimental and
operational), which may not be widely available or in a readily usable form, can be communicated concisely and accurately
to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your use of our
data, or any suggestions for new topics or information that might lead to improvements, will help us to provide a better service.

THE PREPARATION OF THIS DATA ITEM

The work on this particular Data Item was monitored and guided by the Aircraft Noise Committee. This Committee first met
in 1971 and now has the following membership:

The person with overall responsibility for the work in this subject area is Dr. C.B. Chinoy, Head of the Aircraft Noise and
Structural Dynamics Group.

Chairman
Mr R. Pinker — QinetiQ, Farnborough

Members
Mr S. Arrowsmith — Civil Aviation Authority, Aircraft Environmental Section, 

Gatwick
Mr W.D. Bryce — Bryce Research (Member Emeritus)
Dr M.J. Fisher — Institute of Sound and Vibration Research, Southampton
Mr R.A. Golub* — NASA, Langley Research Center, USA
Mr P.J. Hopkins — Rolls-Royce plc, Derby
M. P. Lempereur — Airbus France, Toulouse, France
Mr D. Patience — BAE SYSTEMS, Farnborough
Mr W.J. Readman*

* Corresponding Member

— European Aviation Safety Agency (EASA), Germany
Mr D.C. Riordan — Bombardier Aerospace Short Brothers plc, Northern Ireland
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PREDICTION OF COMBUSTOR NOISE FROM GAS TURBINE ENGINES

1. NOTATION

ambient speed of sound m/s

directivity function dB

frequency Hz

flight Mach number

overall sound power level, re dB

one-third octave band sound power level, re dB

total pressure at combustor inlet (Sketch 1.1, station 3) Pa*

reference sound pressure (= 20 × 10–6 Pa) Pa

ambient air pressure Pa*

spherical coordinates (see Appendix A)

one-third octave spectral function dB

one-third octave band sound pressure level, re dB

ambient air temperature K

total temperature at combustor inlet (Sketch 1.1, station 3) K

total temperature at combustor exit or turbine inlet (Sketch 1.1, station 4) K

total temperature at turbine exit (Sketch 1.1, station 5) K

mass flow through engine core kg/s

reference power W

, the total temperature drop across the complete turbine system, at 
maximum take-off condition

K

nominal engine angle  (see Sketch 3.3) degrees

c0

D θi( )

f

M

OAPWL Wref

PWL Wref

P3

pref

p0

r θ φ, ,

S f( )

SPL pref

T0

T3

T4

T5

W

Wref 10= 12– W( )

∆Tref T4 T5–

θi 180 θj–=( )
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Sketch 1.1   Idealized engine station designation

2. INTRODUCTION

This Item allows the user to estimate the noise levels in one-third octave bands resulting from the
combustion process within a gas turbine engine. The engine may be either static or flying. This noise,
referred to as combustor noise, generally comprises two components: direct and indirect noise. The direct
noise is the noise of combustion itself propagating out of the engine through the exhaust nozzle. The indirect
component, also referred to as entropy noise, is believed to be generated when the hot turbulent products
of combustion pass through pressure gradients downstream of the combustor e.g. in the turbine stages.

The prediction program accompanying this Item is based on the semi-empirical SAE method described in
Derivation 1.

angle between engine exhaust axis and direction of sound propagation degrees

ambient air density kg/m3

angle between aeroplane flight path and engine axis degrees

* It should be noted that P3 and p0 are entered into the computer program in kPa for convenience.
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3. THEORETICAL BACKGROUND

The overall sound power level, , is first determined from the combustor operating conditions and
the total temperature drop across the complete turbine system at the maximum take-off condition using
Equation (3.1).

 . (3.1)

Tests have shown that combustor noise has a specific spectrum shape that peaks around 400 Hz irrespective
of gas turbine type, size or power setting. This shape, shown in Sketch 3.1, is imposed on the overall power
level to obtain a power spectrum. The power level spectrum, , is given by

 . (3.2)

The power level spectrum is converted into a sound pressure level spectrum at an angle  and distance 
using Equation (3.3).

, (3.3)

where the directivity function,  is shown in Sketch 3.2. 

In the computer program, multi-ordered polynomials are used to replicate the curves in Deriviation 1. These
replicated curves are shown in Sketches 3.1 and 3.2. Any differences are negligible.

At Standard sea level conditions, i.e.  and  , the last term in Equation
(3.3) is –10.8 dB.

In Sketch 3.2 the dashed lines indicate that linear extrapolation is applied outside the range of 10 to 160
degrees.

OAPWL

OAPWL 10log10=
Wc0

2

Wref
------------- 10log10

T4 T3–
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 
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 
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ρ0 1.225 kg/m3= c0 340.294 m/s=
3

cument details: ESDU 05001 2005

http://www.avadocuments.com/doc/esdu-05001-2005
http://www.avadocuments.com/doc/esdu-05001-2005


ES
D

U
 p

ro
du

ct
 is

su
e:

  2
0

0
7

-0
1

.  
Fo

r 
cu

rr
en

t 
st

at
us

, c
on

ta
ct

 E
S

D
U

.  
O

bs
er

ve
 C

op
yr

ig
ht

.

05001

Full do
Sketch 3.1   Spectral function

Sketch 3.2   Directivity function
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3.1 Flight Effects

Flight has an effect on source sound pressure levels. Static sound pressure levels are affected by a fourth
power ‘Doppler’ amplification factor. The sound pressure level from a source moving at a Mach number
of  may be obtained from the static sound pressure level using the equation below.

, (3.4)

where , and  is the angle between the flight path and the engine axis.

The normal Doppler frequency shift for relative motion between source and observes is also included in
the program.

Sketch 3.3   Source-receiver geometry

M

SPLflight SPLstatic 40log10 1– Ma θcos( )–=
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