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IHS Markit ESDU 75021

ESDU Data Items

Data Items provide validated information in engineering design and analysis for use by, or under the supervision
of, professionally qualified engineers. The data are founded on an evaluation of all the relevant information,
both published and unpublished, and are invariably supported by original work of ESDU staff engineers or
consultants. The whole process is subject to independent review for which crucial support is provided by
industrial companies, government research laboratories, universities and others from around the world through
the participation of some of their leading experts on ESDU Technical Committees. This process ensures that
the results of much valuable work (theoretical, experimental and operational), which may not be widely available
or in a readily usable form, can be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of
your use of our data, or any suggestions for new topics or information that might lead to improvements, will
help us to provide a better service.

The preparation of this Data Item

The work on this particular Data Item was monitored and guided by the Aircraft Noise Committee. This
Committee first met in 1971 and now has the following membership:

Chairman

Mr D.C. Riordan — Bombardier, Belfast (Short Brothers plc)

Members .

Mr S. Arrowsmith — European Aviation Safety Agency (EASA), Germany

Mr W.D. Bryce — Bryce Research (Member Emeritus)

Ms C.L. Burley* — NASA, Langley Research Center, USA

Dr T. Imamura* — The University of Tokyo, Japan

Prof. P. Joseph — Institute of Sound and Vibration Research, Southampton

M. P. Lempereur — Airbus France, Toulouse, France

Mr C.J. Mead — Aero Acoustics Ltd, Surrey, UK

Mr A.D. Moore — Rolls-Royce plc, Derby

Mr D. Patience — BAE SYSTEMS, Frimley

Mr R. Pinker* — Pinker Noise Consultancy, UK

Dr D. Rhodes — Civil Aviation Authority, Environmental Research & Consultancy
Department (ERCD), London

Dr B.J. Tester — Institute of Sound and Vibration Research, Southampton.

. Corresponding Member

The work on this Item was carried out in the Environmental Projects Group of ESDU under the supervision of
Mr A.G.R. Thomson. The member of staff who undertook the technical work involved in the initial assessment
of the available information and the construction and subsequent development of the ltem was

Mr A.R. Green — Acoustics Specialist.

The person with overall responsibility for the work in this subject area is

Dr C.B. Chinoy — Head of the Aircraft Noise and Structural Dynamics Group.
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ESTIMATION OF THE SURFACE PRESSURE FLUCTUATIONS IN THE TURBULENT
BOUNDARY LAYER OF A FLIGHT VEHICLE

1. NOTATION AND UNITS

Units

ST British
a speed of sound m/s ft/s
f frequency Hz Hz
Af frequency bandwidth Hz Hz
Lg spectrum level of fluctuating pressureJr dB/Hz dB/Hz
Ly overall fluctuating pressure level dB dB
L, component of L, depending on Re  and M dB dB
L, component of L, depending on altitude dB dB
L,y component of L, depending on f 8'/U (Strouhal number) dB dB
M freestream Mach number
Re' Reynolds number at M = 1, pax/u
Re Reynolds number at freestream velocity, MRe"
U freestream velocity m/s ft/s
X distance along surface from virtual origin of turbulent boundary m ft

layer

& boundary layer displacement thickness m ft
p freestream density kg/m3 slug/ft3
n dynamic viscosity kg/m s slug/ft s

. . 2 _
T The reference pressure for fluctuating pressure levels is 20 UN/m™ (0.0002 dyn/cm2 or 0.42x 1070 1bf/ft2),
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2. INTRODUCTION

This Data Item provides a method of estimating the wall pressure fluctuations in the turbulent boundary
layer on a flight vehicle.

It is based on an analysis of flight test results which are considered to be more appropriate for project
estimation than the data from the more idealised environment of wind tunnels. Details of the analysis
method and results are presented in Derivation 1.

Both the overall level of fluctuating pressure in dB and its spectrum level in dB/Hz can be determined.

Hence by application of the appropriate bandwidth corrections to spectrum level the distribution of
fluctuating pressure can be found in, for example, octaves or third octaves of frequency (Reference 4).

The data presented are applicable to cases of relatively smooth attached flow on cylindrical or conical
type bodies and should not be used for highly perturbed flows, e.g. shocks and separated flows.

The ranges of data applicability are as follows:

Mach number 0.1to 4.0
Reynolds number 10 to 107

Within these limitations the rms error between calculated and measured fluctuating pressure levels is
approximately 3.0 dB. However, this figure should be taken only as an upper boundary, as the mean of the
data was taken, having due regard for what were considered to be the most reliable experimental results in
terms of instrumentation used, location of measurements and amount of information reported.

If the fluctuating pressure levels estimated from this Item are used to evaluate stresses induced in skin
panels, using procedures presented in Items in the Acoustic Fatigue Series, information on the spatial
correlation of the boundary layer pressures is required. The correlation length for boundary layer noise is
shorter than for jet noise so that the pressure may not be exactly in phase over the whole of the panel
considered. Consequently, the excitation efficiency of boundary-layer noise is not as high as for jet noise.
Some guidance on the correlation lengths for boundary layer noise is given in Reference 2. An additional
factor to be considered for the structural response to boundary layer noise is that higher modes of vibration
may be excited than in the case of jet noise loading.

Two computer programs known as ESDUpac A7521 and VIEWpac M7521 are provided with this Item.
These permit the user to evaluate the overall level of fluctuating pressure and its spectral distribution.
Implementation of the computer programs is described in Appendix A.

3. CALCULATION PROCEDURE

3.1 Overall Fluctuating Pressure Level

The overall fluctuating pressure level is calculated from the expression
Lr=L,-L, (dB)

where L, is obtained from Figure 1 for a given Mach number and calculated Re , and L, is obtained from
Figure 2 for a given pressure altitude.
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3.2 Frequency Distribution
The spectrum level of fluctuating pressure is calculated from the expression
Lg=Ly+L;—10 10g10U/8* (dB/Hz).

The value of 8" is obtained from Figure 3, for a given value of x and calculated value of Re >and Ly is
obtained from Figure 4 for each calculated value of f8/U .

The band spectrum level of fluctuating pressure for any frequency bandwidth, Af', is then

Lo+10 log(Af .

4. DERIVATION AND REFERENCES

4.1 Derivation
1. GREEN, A.R. Comparison of surface pressure fluctuations in a turbulent boundary
layer as measured on various flight vehicles. Memorandum No. 58,
ESDU, London, June 1974.
4.2 References
2. WHITE, R.W. Theoretical study of acoustic simulation of in-flight environment. The
Shock and Vibration Bulletin, No. 39, Part 3, pp. 55-75, January 1969.
3. - Atmospheric data for performance calculations. ESDU 68046, ESDU,
London, U.K., 1968 (Amendment C, October 1977).
4, - Bandwidth correction. ESDU 66016, ESDU, London, U.K., 1966

(Amendment A, February 1978).

Documents
3 Document Sharing Hub

Full document details: ESDU 75021 E 2020 IHS Markit copyright material


http://www.avadocuments.com/doc/esdu-75021-e-2020
http://www.avadocuments.com/doc/esdu-75021-e-2020

