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be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your
use of our data, or any suggestions for new topics or information that might lead to improvements, will help us to
provide a better service.
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AVERAGE DOWNWASH AT THE TAILPLANE AT LOW ANGLES OF ATTACK AND
SUBSONIC SPEEDS

1. NOTATION AND UNITS (see Sketch 1.1)
Sl British

A aspect ratio of wing planform, 4s2/S
B factor for body effect on average downwash gradient, see

Equation (3.3)
a, wing lift-curve slope radian™l  radian™!
C, wing root (centre-line) chord m ft
(o wing tip chord m ft
C aerodynamic mean chord of wing m ft
F downwash averaging factor, see Equation (4.1)
Hp downwash parameter on centre line (n =0 £ =0) of plane radian radian

vortex sheet, see Equation (4.2)
Hpe downwash parameter for wing with elliptic loading radian radian
Hoo value of H as £ — oo radian radian
AHID correction to Hp radian radian
Kwu factor for Mach number effect on average downwash gradient,

see Section 7
M free-stream Mach number
R Reynolds number based on ¢
S wing planform area m? ft?
S wing semi-span m ft
St tailplane semi-span m ft
w maximum width of body m ft
X, Y, Z orthogonal co-ordinates with origin at quarter-chord point of

wing centre-line chord; x-axis located on intersection of plane

of symmetry and wing-body zero-lift plane
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X1 distance of tailplane behind quarter-chord point of wing m ft
centre-line chord

g height of body centre-line above x-axis m ft

g height of tailplane above x-axis m ft

o angle of attack measured from datum, body horizontal datum, degree degree
for example

ag angle of attack for zero wing-body lift degree degree

€ downwash angle degree degree

€ average downwash angle across tailplane mounted on degree degree

wing-body combination, see Section 3

€ value of & at zero wing-body lift degree degree
Ay, sweepback angle of wing quarter-chord line degree degree
Ay, sweepback angle of wing half-chord line degree degree
A taper ratio, ratio of wing tip chord to centre-line (root) chord,

c./c,

&N, ¢ xIs, yls, zls
Erony & Xpls,spls, zq/s
s zgls

Superscript

* denotes wing-tail combination
Subscripts

M denotes Mach number

0 denotes (1 = 0
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Sketch 1.1

2. INTRODUCTION

This Item gives data (for the flaps undeployed case) for the average downwash at the tailplane for subsonic
speeds and low angles of attack where the lift, pitching moment and downwash characteristics are linear,
i.e. where the flow is wholly attached. Under these conditions it is a good approximation to assume that up
to the location of the tailplane the vortex sheet shed from the wing will be substantially flat, and this
assumption is inherent to that part of the method used in this Item which is theoretically based. Under these
conditions, and up to the location of the tailplane, it will be assumed that the vortex sheet shed from the
wing trailing edge lies in the zero-lift plane for the wing-body combination, and this is taken as the datum
from which to measure tailplane height, (see Sketch 1.1).

Section 3 gives the basis of the method while Sections 4 and 5 detail the methods whereby the downwash
expressions in Section 3 may be evaluated for low-speed flows. A brief discussion of the effects of nacelles
is given in Section 6. The effects of compressibility are assessed in Section 7. The accuracy and applicability
of the method are outlined in Section 8 and a detailed worked example is given in Section 10.
(ESDU 97021 (Derivation 31) deals with the effect of trailing-edge flap deployment on the average
downwash at the tailplane at low speeds.)

| Details of a computer program for the present method, ESDUpac A8020, are given in Appendix A.
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3. BASIS OF THE METHOD

Atlow angles of attack, where the lift and pitching moment characteristics are linear, the average downwash
at the tailplane (see Sketch 3.1) is given by

€= §0+(g—§)(a—ao) (3.1)

where & is the value of ¢ at zero wing-body lift (i.e. at a = o)) and de/da is the average downwash
gradient appropriate to the tailplane mounted on a wing-body combination.

€
de
‘\ do
£
OCO o
Sketch 3.1

For the purposes of a downwash calculation the tailplane is assumed to be located on the lateral axis passing
through the quarter-chord point of the aerodynamic mean chord of the tailplane at a distance &; downstream
of the quarter-chord point of the wing centre-line chord, (see Sketch 1.1).

If a linear variation in average downwash gradient with tail height, C, is assumed (see Sketch 3.2)

dé _ (de d (de
do (@)O—‘ < H dér (da) : (3.2)
Sr
0 ‘ IS
i do
€
(dot),
Sketch 3.2
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Now the term (de/da)q in Equation (3.2) can be expressed in the form

(f)o - B(g_fjo 33)

in which B = M and the superscript * denotes the value for a wing-tail combination.
(dé/d(x)o
Combination of Equations (3.2) and (3.3) gives
g B(d . ‘CTHdCT (d ’ (3.4)
4. EVALUATION OF EQUATION (3.4) FOR DOWNWASH GRADIENT AT LOW SPEEDS

4.1 Downwash Gradient at Zero Tailplane Height (first term in Equation (3.4))

The average downwash gradient at the tailplane of a wing-tail combination when the tailplane is immersed
in the wing vortex sheet ({;=0) may be estimated using the following equation developed in
Derivation 29. The equation, which assumes a flat vortex sheet, was derived using the method of
Derivation 19, in which the spanwise loadings were given by lifting-surface theory for the series of wing
planforms in Derivation 22, together with an empirical correction.

de)" _ 23
(do) o T aaHprAHYF 4.1)

_ (de/da)*

where F= (d——ald 0
and Hp = Hpe—(l—pr). (4.2)

Values of a;/A are obtained from ESDU 70011 (Derivation 23) for incompressible flow, M = 0;
compressibility effects are dealt with in Section 7. Figures 1a to 1d present data for H_ _, the downwash
parameter at an infinite distance downstream (&1 — o) on the centre line (ny =0, ;= 0) of the vortex
sheet shed from the wing. Figure 2 presents the variation of the downwash parameter H, with downstream
distance from the quarter-chord point of the wing centre-line chord () and the quarter-chord sweep (Al/ )
for a flat vortex sheet behind an elliptically-loaded wing. Figure 3 provides an empirically-derived
correction, AHp, to give good agreement with experimental downwash gradient data for wing-tail
combinations', (Derivations 1, 2, 3 and 7).

Figures 4 to 7 present the factor, F, to apply to the centre-line downwash gradient to estimate the average
downwash gradient across the tailplane span. The factors were calculated for tailplanes located one wing
semi-span downstream (i.e. & = 1) but they are not very sensitive to variation in &; over the usual range
for tailplane location (0.5 <&;<2). For wings with elliptic loading the factor is close to unity.

The factor B, accounting for the effect of the body on the average downwash gradient at the tailplane, is
given by Figure 8 which was obtained from a correlation of experimental data for wing-body-tail
combinations (Derivations 2, 5, 8 to 18, 21, 25, 27 and 30) having values of w/2s ranging from 0.1 to 0.2.

T The tailplane in these cases was usually attached to the wing with a very slender boom assumed to provide negligible interference with
the wing downwash field.
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4.2 Effect of Tailplane Height on Downwash Gradient (second term in Equation (3.4))

The rate of change of average downwash gradient at the tailplane with tailplane height, ‘d(déldoc)/dCT ‘ ,
assumed independent of tailplane height, is obtained from the empirically-derived curve in Figure 9 for
wing-body-tail combinations (Derivations 2, 6, 8 to 15, 18, 21, 25, 27 and 30) having values of w/2s in the
range 0.1 to 0.2. The experimental data were found to correlate rather better when the effects of planform
were taken out via a;/A (obtained from Derlvatlon 23) and when the effects of tailplane span were taken
out via the downwash averaging factor, F'. The curve given is appropriate to high tailplanes ({1 >0) . For
low tailplanes (C;<0) the indications are that a factor of about 1.3 should be applied to the values of
’d(ds/da)/dQTj obtained from Figure 9.

5. LOW SPEED DOWNWASH AT ZERO LIFT

The zero-lift value of the average downwash at the tailplane, €y, may be influenced by a number of
parameters. They include tailplane location, afterbody geometry, wing twist, wing-body setting angle and
junction design, in addition to Reynolds number. Investigation of a number of experimental data indicated
that the most significant single parameter is the height of the tailplane above the body centre-line, ;- (g,
see Sketch 1.1. The curve given in Figure 10 is the mean line drawn through the data (Derivations 2, 4, 5,
81018, 21, 25, 27, 28 and 30) and represents the trend with variation in tailplane height quite well although
the scatter of the experimental data about the mean is large (about £1 degree). Further attempts to reduce
the scatter by identifying other parameters felt to be significant proved unsuccessful, largely owing to the
ad hoc nature of the test data. It is not, therefore, currently possible to predict gy to any great accuracy.

6. EFFECT OF NACELLES

The addition of engine nacelles can have a very significant effect on the downwash at the tailplane. Very
few data (Derivation 30) are available on which to base an assessment of nacelle effect.

For rear-fuselage mounted nacelles, from the results for four models, there is a consistent increase in average
downwash gradient at the tailplane ranging from 0.02 to 0.08, with a mean value of 0.06. The effect on
average downwash at zero wing-body lift for these nacelles ranges from 0.1 to —0.8 degrees with a mean
value of about —0.2 degrees. These values should be used only as a guide to the magnitude of the likely
effects of adding rear-fuselage mounted nacelles.

For under-wing mounted nacelles the data, from only two models, are inconclusive in that there are opposing

signs between the models for the effects on both downwash gradient and downwash at zero wing-body lift.
7. EFFECT OF COMPRESSIBILITY

Figure 11 provides an estimate of the effect of Mach number on de/da up to that at which the aerodynamic

characteristics start to diverge rapidly. The factor Ky (=(de/da)m/(delda)y = o) in Figure 11 has been

derived empirically from relatively few test data in Derivations 4, 17 and 27.

The effect of compressibility on g can be assumed to be insignificant up to the divergence Mach number
defined in the previous paragraph.

T Note that the use of this factor, corresponding to (;T = 0, implicitly assumes that it is applicable to tail heights other than zero, which is
not a bad approximation for the range of tail heights in practice (-0.1< (;T <0.5).
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8. ACCURACY AND APPLICABILITY
8.1 Accuracy

The method of Section 4 predicts 93 per cent of the experimental values of de/da at low speeds for
wing-body-tail combinations to within £20 per cent, while 70 per cent are predicted to within £10 per
cent. The effects of compressibility are predicted by Figure 11 to within about £6 per cent up to the Mach
number at which the aerodynamic characteristics start to diverge rapidly.

The experimental data for gy for wing-body-tail combinations are predicted by Figure 10 to within + 1
degree independent of Mach number.

8.2 Applicability

The method of this Item is essentially a first-order one allowing for the major effects of wing planform,
body, wing-body interference and tailplane height. In this respect the method has been developed assuming
a planar vortex sheet and as such ought not to apply to twisted wings, for example. However, a number of
the test models used in the accuracy assessment of Section 8.1 had wings with varying amounts of twist
and the values of de/do and & for these models were generally predicted with errors well within the
maximum scatter band and were fairly evenly distributed. This being so the method may be assumed to
apply to configurations with moderate amounts of twist.

The data given in this Item are applicable to wing-body-tail combinations at low angles of attack where the
lift, pitching moment and downwash characteristics are linear, i.e. where the flow is wholly attached. The
Item is also applicable up to the Mach number for the aircraft at which the aerodynamic characteristics start
to diverge rapidly with increase in Mach number.

The Item applies only to wing-body-tail configurations although some assessment of the effect of
rear-fuselage mounted nacelles is given in Section 6.

Forty five wind-tunnel models were used in the studies for this Item covering the parameter ranges shown

in Table 8.1.
TABLE 8.1 Parameter Ranges Covered by the Item
A A Ay, w/2s &t nr - R x 1076
2 0 0 0.1 0.5 0.2 -0.2 0.5
to to to to to to to to
12 1 52 0.2 3 0.8 0.6 15
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