EESDU

Engineering Sciences Data Unit
An /HS GROUP Company

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

Full document details: ESDU 82026 2002

82026

Issued September 1982
With Amendments A to E
March 2002

Supersedes in part

Item No. 72026

Strong winds in the

atmospheric boundary layer
Part 1: hourly-mean wind speeds

Associated software: VIEWpac E0108
(Item No. 01008)

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/esdu-82026-2002
http://www.avadocuments.com/doc/esdu-82026-2002

EESDUS

Engineering Sciences Data Unit

82026

ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision of,
professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both published and
unpublished, and are invariably supported by original work of ESDU staff engineers or consultants. The whole process is
subject to independent review for which crucial support is provided by industrial companies, government research
laboratories, universities and others from around the world through the participation of some of their leading experts on ESDU
Technical Committees. This process ensures that the results of much valuable work (theoretical, experimental and
operational), which may not be widely available or in a readily usable form, can be communicated concisely and accurately
to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your use of our
data, or any suggestions for new topics or information that might lead to improvements, will help us to provide a better service.

THE PREPARATION OF THIS DATA ITEM
The work on this particular Data Item which supersedes Item No. 72026, was monitored and guided by the Wind Engineering

Panel. This Panel, which took over the work on wind engineering prevously monitored by the Fluid Mechanics Steering
Group, first met in 1979 and now has the following membership:

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

Chairman

Mr T.V. Lawson — Bristol University

Members

Mr A. Allsop Ove Arup and Partners

Mr C. Barker Flint and Neill

Dr P. Blackmore Building Research Establishment
Mr C.W. Brown Independent

Prof. J.E. Cermak” Colorado State University, USA
Dr N.J. Cook Independent

Prof. A.G. Davenport*
Dr D.M. Deaves
Prof. R.G.J. Flay"

University of Western Ontario, Canada
Atkins Research and Development
University of Auckland, New Zealand

Dr AR. Flint Flint and Neill

Mr R.1. Harris Independent

Dr J.D. Holmes" Independent, Australia
Dr R.P. Hoxey Silsoe Research Institute

Prof. K.C. Mehta”
Mr R.H. Melling

Prof. Dr-Ing H.J. Niemann”

Dr A.G. Robins
Mr G. Wiskin

* Corresponding Member

Texas Tech. Univ., USA
Independent

Ruhr-Universitdt, Bochum, Germany
University of Surrey

Crown Castle UK Ltd

The construction and subsequent development of the Data Item was undertaken by

Mr N. Thompson

Full document details: ESDU 82026 2002

— Consultant to ESDU

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/esdu-82026-2002
http://www.avadocuments.com/doc/esdu-82026-2002

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

—

—SDUJ)

Engineering Sciences Data Unit

82026

STRONG WINDS IN THE ATMOSPHERIC BOUNDARY LAYER.
PART I: HOURLY-MEAN WIND SPEEDS

CONTENTS
1. NOTATION AND UNITS
2. PURPOSE, SCOPE AND APPLICABILITY

10.

2.1 Purpose and Scope of this Data Item
2.1.1 Principal changes from Item No. 72026

2.2 How to Use the Data Item; Software Package

2.3 Application to Wind Loading on Buildings and Structures
2.3.1 The discrete-gust loading approach
2.3.2  The time-series approach

THE FACTORS AFFECTING WIND SPEED AND THEIR CALCULATION
3.1 The Calculation of Hourly-mean Wind Speed

REFERENCE WIND SPEED

4.1 Extreme Wind Speeds in the United Kingdom

4.2 Extreme Wind Speeds Outside the United Kingdom
4.3 Wind Direction, the Factor Ky

THE PROBABILITY FACTOR Ky

TERRAIN PARAMETERS 7, AND d
6.1 Surface Roughness Parameter z,
6.2 Effective Height for Rough Terrain; Zero-plane Displacement d

SURFACE ROUGHNESS FACTORS K, AND K

Page

S U v 0 A AW p—

|

10
10
11
11

12

13
13
13

14

VARIATION OF MEAN SPEED WITH HEIGHT (EQUILIBRIUM BOUNDARY LAYER) 15

VARIATION OF WIND SPEED DUE TO CHANGES IN UPWIND TERRAIN ROUGHNESS:

THE FACTOR K,
9.1 Single Step Change in Terrain Roughness
9.2 Multiple Step Changes in Terrain Roughness

TOPOGRAPHICAL EFFECTS
10.1  Escarpments and Embankments

Full document details: ESDU 82026 2002

16
17
19

21
21

Documents

Document Sharing Hub


http://www.avadocuments.com/doc/esdu-82026-2002
http://www.avadocuments.com/doc/esdu-82026-2002

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

EESDU) 82026

11. EXAMPLES ILLUSTRATING THE USE OF THE DATA 22
12. REFERENCES AND DERIVATION 26
12.1 References 26
12.2 Derivation 26

13. TABLES FOR SURFACE ROUGHNESS PARAMETER AND CALCULATION SHEETS 27

FIGURES1TO9 31-40

APPENDIX A BACKGROUND INFORMATION AND DERIVATION OF THE DATA

Al. THE VARIATION OF MEAN WIND SPEED WITH HEIGHT AND SURFACE ROUGHNESS

(EQUILIBRIUM BOUNDARY LAYER) 41
Al.l  The Factors K, and K| 42
Al.2  Surface Roughness Parameter z, 43
Al.3  Derivation of the Factors K, and K 45
A2. THE FACTOR K, FOR A NON-EQUILIBRIUM BOUNDARY LAYER 46
A2.1 Single Step-change in Surface Roughness 46
A2.2  Multiple Roughness Changes 48
A3. EXTREME VALUE ANALYSIS: THE PROBABILITY FACTOR Ky 49
A3.1 All-directions Analysis 49
A3.2 Analysis By Direction 51

APPENDIX B REFERENCE WIND SPEEDS

Bl1. REFERENCE WIND SPEEDS AND PARTIAL FACTORS 52

B2. SOURCES OF DATA FOR REFERENCE WIND SPEEDS 53

B3. REFERENCES FOR EXTREME WIND SPEEDS 54
Documents

11 Document Sharing Hub

Full document details: ESDU 82026 2002


http://www.avadocuments.com/doc/esdu-82026-2002
http://www.avadocuments.com/doc/esdu-82026-2002

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

EESDU) 82026

STRONG WINDS IN THE ATMOSPHERIC BOUNDARY LAYER.
Part I: hourly-mean wind speeds

1. NOTATION AND UNITS

reciprocal of dispersion parameters in Fisher-Tippett (Type 1) extreme
value distribution function, based on analysis of ¥ and ¢ = % p V2
respectively (see Section A3, Appendix A)

d displacement height of zero-plane above ground

F value of fetch x of uniform terrain upwind of site necessary for
equilibrium boundary layer to exist at site (¥ = 100 km)

f Coriolis parameter, 2Qsin¢ (see Section A1, Appendix A)

H general obstruction height of surrounding obstacles

h gradient height or equilibrium boundary layer height above which V_is
independent of underlying terrain

h; height of internal layer at fetch x (see Sketch 3.1)

K, factor accounting for topographical effects on wind speed (Section 10)

Ky probability factor accounting for effect on extreme wind speed of values

of Py;and N different from standard values (see Section 5)

K terrain roughness factors relating wind speeds at nearby sites with
s . . . .
} different terrains; given respectively by V,/V;, . and u,/u,, (see
Kos Section 7)
K, fetch factor accounting for distance of site downwind from sudden
change in terrain roughness; V., /V (see Section 9)
K, height factors accounting for effect of z on ¥, and given respectively by
K., VJVipand V_/uy (see Section 8)
z
Kq directional factor giving sectorial distribution of extreme wind speed at
site assuming uniform terrain in all directions, Ko = Vo{ P}/ V{Py}
(see Section 4.3)
N exposure period or anticipated structure life
P, probability of an extreme wind speed being exceeded in any one year;

P =1UT
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Py probability of an extreme wind speed being equalled or exceeded once in
N years

Py, probability of reference wind speed of return period 7, being equalled or
exceeded in N years

q dynamic pressure, 72 p V2 kN/m?

R roughness-change parameter; ln(zo{zo1 )| I(uy/ (fzo))n where n =.O.23
and 0.14 for smooth-to-rougher terrain and rough-to-smoother terrain
respectively

T return period; average period between consecutive occurrences of years
particular extreme value

uu q mode parameters in Fisher-Tippett (Type 1) extreme value distribution m/s,
function based on analysis of V"and ¢ =" p 12 respectively (see kN/m?
Section A3, Appendix A)

Uy friction (or shear) velocity at site in question; (T,/p )O'5 m/s

V wind speed at height z; mean wind speed profile in equilibrium m/s
conditions over roughness z, in Sections 9 and A2

v, gradient wind speed, V,atz=h m/s

V. hourly-mean wind speed; wind speed averaged over 1 hour at height z m/s
above site in question assuming site terrain roughness extends uniformly
upwind for at least 100 km (7.e. equilibrium boundary-layer conditions)

V.. hourly-mean wind speed at height z above site in question with change in m/s
terrain roughness a distance x upwind from site (see Sketch 3.1)

V1o V_forz=10m m/s

ViPy} extreme wind speed from all directions at given height with given risk of ~ m/s
exceedance Py,

Vel Pyt extreme wind speed in particular direction 0, having same overall risk of  m/s
exceedance (distributed uniformly by direction) as V{ P}

X distance (fetch) that uniform terrain roughness extends upwind of site in m
question (see Sketch 3.1)

X patch length of uniform terrain between first and second step changes in m
terrain roughness upwind of site in question (see Sketch 9.4)

z height measured from zero-plane displacement (see Sketch 6.1) m

Zy surface (terrain) roughness parameter (Section 6.1 and Table 13.1) m

0 direction, measured from north, from which wind is blowing degree

Ko surface drag coefficient; x¥;, = To/(p VI%) ) = (“*/V10)2
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A density ratio of ground obstructions; ratio of plan area of ground
obstacles to total ground area containing obstacles

p air density kg/m3
Ty average shear stress at surface kN/m?
(0] local angle of latitude degree
Q angular rate of rotation of Earth; 72.9 x 107% rad/s rad/s
Subscripts

1,2 relate respectively to conditions upwind of first and second step changes

in terrain roughness upwind from site in question (see Sketch 1.1)

A,B,C denote respectively values at site in question (A), at first step change (B),
and at second step change (C) in terrain roughness upwind of site (see
Sketch 1.1)

X
02 C ZOl B A (Slte)

Sketch 1.1

r relates to reference, or standard, conditions

x denotes value at location x downwind of step change in terrain roughness
and indicates non-equilibrium boundary layer conditions

z relates to value at height z

PURPOSE, SCOPE AND APPLICABILITY

Over the last decade the behaviour and characteristics of the atmospheric wind in the lower layers of the
atmosphere have become increasingly important in relation to design requirements over a broad range of
engineering problems. In particular, the current trends of building design and new methods of construction
have led to a need to establish, at an early stage of design, the magnitude of wind loads that can be expected
during the lifespan of a structure. As the knowledge of force and pressure coefficient data increases, both
in terms of scope and accuracy, it becomes increasingly important to establish the magnitude of the design
wind speed as precisely as possible. To obtain this information a realistic model of the atmospheric wind
is required not only for design calculations but also for simulation techniques used in wind tunnels. In
addition, a knowledge of the characteristics of the atmospheric wind near the ground has become
increasingly important in the aerospace field but particularly in relation to V/STOL and conventional aircraft
flying near the ground during the take-off and landing phases under automatic control.

This page Amendment E Documents
3 Document Sharing Hub

Full document details: ESDU 82026 2002


http://www.avadocuments.com/doc/esdu-82026-2002
http://www.avadocuments.com/doc/esdu-82026-2002

ESDU product issue: 2006-04. For current status, contact ESDU. Observe Copyright.

EESDU) 82026

2.1 Purpose and Scope of this Data Item

The purpose of the Data Item is to provide a method of estimating hourly-mean wind speeds in the neutral”
atmospheric boundary layer near the ground. The information presented is for strong winds™ (7, > 10 m/s)
produced by cyclonic storms (i.e. flow around a centre of low pressure) implying a neutrally-stable”
atmosphere for which several simplifying assumptions make it possible to present generalised methods.
These methods take into account the following main parameters.

() Height above the ground at the site.

(i1) The surface roughness of the local terrain at the site.
(ii1) Changes in terrain roughness upwind of the site.
(iv) The probability of the wind speed being exceeded.

Additionally, some guidance is provided on the effects produced by local topography such as nearby hills,
slopes and valleys.

2.1.1 Principal changes from Item No. 72026

This Data Item supersedes that part of Item No. 72026 dealing with hourly-mean wind speeds. The principal
changes incorporated in this Item are as follows.

(1) A more rigorous mathematical model has been used to describe the atmospheric boundary layer
(see Appendix A) where the wind has blown over a sufficient fetch of uniform level terrain for
dynamic equilibrium to have been established. (In this situation energy extracted from the flow
exactly balances that absorbed by the generation of drag forces at the surface; for true equilibrium
the fetch needs to be several hundreds of kilometres.) In many cases, the new model predicts lower
values of design wind speed than Item No. 72026.

(i1) A realistic method is included to allow for non-equilibrium boundary-layer effects produced by
upwind fetches of terrain that have a different surface roughness from that at the site in question.

(iii) The extreme wind speed map now provided for the United Kingdom is based on an analysis
including individual storm data (see Section A3 in Appendix A) and information is provided giving
an indication of the directional distribution of extreme wind speeds in the UK. Extreme wind
speeds from this analysis are lower than those previously recommended for the same probability
of occurrence for the reasons discussed in Section A3 of Appendix A.

It is inevitable that the values of wind speed calculated using this Item will be compared with values
calculated from other design guides . The engineer will need to consider whether he can safely use the
lower values of wind speed that this Item may give (and correspondingly lower values of load) in
conjunction with current load factors. This raises the matter of load factors in the whole design and in
particular the apportionment between the partial factors considered to apply to loads and those considered
to apply to resistance and to other uncertainties in the design. This important aspect can be related in part
to the probability or risk of exceedance used in establishing the extreme wind speed for design; the relation
between this risk and partial factors is discussed in Section B1 of Appendix B and further highlighted in
Section 4.1.

In strong winds (¥;,>10 m/s) there is so much mechanical stirring of the atmosphere that convective currents are eliminated and masses
of air that are displaced upwards tend to remain in their displaced positions. In such circumstances the atmosphere is said to possess
neutral stability. In a neutral atmosphere the rate at which the air temperature decreases with increasing height is about 1°C per 100 m.
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2.2 How to Use the Data Item; Related Computer Program

The bulk of this Item describes the data and methods (and their derivation) on which the calculation
procedures are based. The Calculation Sheets (Tables 13.2 and 13.3) provide a simplified means of applying
these methods and contain step-by-step procedures for estimating a value, or range of values, of
hourly-mean wind speed for a given set of conditions. The Calculation Sheets are self-explanatory but the
user is recommended to read the background notes in Sections 3 to 10. Background notes on the physical
processes involved and the means by which the data in the Item have been derived are given in Appendix A.

The simplified procedures given in this Data [tem accounting for terrain with roughness changes have been
derived (as described in Appendix A) for use in hand calculations. The full methods have been incorporated
into a computer program, VIEWpac E0108, (described in ESDU 01008%) which calculates both mean
wind speeds and gusts (as well as turbulence intensities, length scales and spectra) for multiple roughness
changes over flat or hilly terrain. This program is in the form of a Visual Basic module running in Microsoft
Excel. It is recommended that the program is used where more than one roughness change and/or
topographic effects are to be accounted for.

2.3 Application to Wind Loading on Buildings and Structures

The occurrence of a particular value of wind speed at a particular site and time is not something that can
be predicted; it is a random event and produces an equally random wind loading effect. However, by
analysing data collected over the long term, it is possible to associate a given magnitude of wind speed with
a probability of that value being exceeded in a given period; this in turn is linked to the magnitude of the
loading effect produced by the wind. For simple, stiff structures the assumption can be made that there are
no dynamic effects due to vibration of the structure and an appropriate maximum wind speed can be used
to calculate the wind loading by a “discrete-gust” method (Section 2.3.1). When the structure is less stiff
and more susceptible to vibration, or is very large, the statistical relationships between wind speed
fluctuations from the mean in time and space become important; in this case the “time-series” approach,
i.e. that involving spectral or correlation methods (Section 2.3.2) is more appropriate.

2.3.1 The discrete-gust loading approach

The discrete-gust method is applicable to structures which are sufficiently stiff for wind effects to be
determined by static methods and small enough that the assumption is valid that the wind loading is
determined by a “discrete-gust”, averaged over ¢ seconds, which completely envelops the structure or, if
only part of the structure is under consideration, a component thereof.

The significance of this requirement is that maximum wind speeds averaged over a few seconds do not
necessarily occur simultaneously at all positions on the structure unless the structure is completely
enveloped by the gust (i.e. wind speeds, for a given averaging time, are not fully correlated over the face
of astructure). The use of this approach in design calculations may lead to an overestimate of the quasi-static
loading on structures which are either very high (e.g. tall buildings) or very wide (e.g. bridges) in the
across-wind direction. The correct procedure in these circumstances would be to take an appropriate space
average of the gust which requires information on the correlation of such gusts over distances in the lateral
and vertical directions. There is insufficient information available for this average to be calculated except
in a few special cases. Instead, an ad hoc procedure is often used in which a space average is obtained by
averaging the gust at a point over a longer time interval (the longer the averaging time the greater is the
spatial extent of the gust and the lower is the gust velocity).

Data relating to f-second gusts are given in Reference 5.

In this approach a further fundamental assumption is that the probability distribution (which represents the
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risk of exceeding particular values) of the wind loading force and of the incident wind are the same. As
discussed in References 3 and 4 this is not usually true since the aerodynamic and meteorological
mechanisms producing random fluctuations in local pressure are different. A preferred method in
existence> 4 is to evaluate (by wind-tunnel testing) the probability density distribution of the
time-dependent pressure coefficient independently and then to evaluate the joint probability density of the
resulting wind force or pressure as the product of this distribution and that of the incident wind. This
method, when incorporated into design methods, will require a knowledge of the hourly-mean wind speed
characteristics given in this Item.

2.3.2  The time-series approach

For structures which are sufficiently large, or for structures which are less stiff, the discrete-gust approach
is unrealistic and the time-series approach is then more appropriate. This approach is based on estimating
a mean loading due to a hourly-mean wind speed, ¥, , onto which is superimposed a component to account
for fluctuations in the wind speed about the hourly mean (turbulence). It uses statistical relationships to
account for correlation effects between turbulence components at different points on a structure in a more
realistic way than is possible using the discrete-gust approach and also accounts for the time-dependent
nature of turbulence.

For less stiff structures a complete dynamic calculation should be made (using such methods as are given
in Reference 2) primarily because the pulsating nature of turbulence can give rise to magnified stress levels
through motions of the structure. This treatment requires a knowledge of extreme hourly-mean wind speeds
and a detailed knowledge of the structure of atmospheric turbulence. The characteristics of the hourly-mean
wind speed are dealt with in this Data Item. The properties of atmospheric turbulence are dealt with in
Data Item Nos. 74030, 85020 and 86010.
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THE FACTORS AFFECTING WIND SPEED AND THEIR CALCULATION

The mechanisms that produce and influence the nature of the wind near the surface of the Earth are described
in Appendix A. The net result is that the wind at heights well above the Earth's surface is directed along
lines of equal pressure. This is called the gradient wind and its magnitude is unaffected by the detailed
roughness of the Earth's surface such as mountains, valleys, towns, trees and other obstacles. At the surface
of the Earth horizontal drag forces, induced by ground obstacles, are exerted on the wind flow causing it
to slow down. This force decreases with increasing height above the ground and becomes negligible at the
gradient height (4) where the wind speed first reaches the gradient wind value. For strong winds /4 can vary
between about 500 m and 3000 m above the ground depending on terrain roughness and the strength of the
wind. The region between the ground and the gradient height is known as the atmospheric boundary layer
in which the wind speed progressively increases with height as illustrated in Sketch 3.1.

Equilibrium Site Wind profile changing as x increases x> 100 km

* New equilibrium
boundary layer

boundary layer
Sketch 3.1 Developing wind profile

In practice, providing the wind has blown over a fetch of at least 100 km of uniform terrain the boundary
layer is in equilibrium with the underlying surface i.e., the variation of wind speed with height (the wind
profile) does not change as the fetch (x) of upwind uniform terrain increases. Immediately downwind of
a change in terrain roughness, such as at the edge of a town, a new internal layer begins to grow as illustrated
in Sketch 3.1. Within this new layer the flow is not in equilibrium and the wind profile changes as x
increases. Above the internal layer it can be assumed for all practical purposes that the wind profile is the
same as that immediately upwind of the roughness change, at the same level.

The wind speed at a point in the atmospheric boundary layer is thus dependent on the gradient wind speed
which in turn depends on geographical location. However, because the gradient wind speed cannot be
measured easily it cannot, in general, be used as a basis for wind speed estimation at lower heights. For
this reason wind speeds measured near the ground are used as reference values but it is then necessary to
make additional corrections for the effect due to local variations in surface roughness (and their fetch) from
the reference conditions.

The parameters which affect the determination of the strong-wind speed in the atmospheric boundary layer
are as follows.

() Geographical location; the reference wind speed.

(i1) The height of the point above the ground.

(iii)  The surface roughness at the site in question.

(iv) Surface roughness changes upwind of the site in question.
v) The surrounding topography (hills, slopes, etc).

The following time factors are also important.

Documents
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(vi) The average return period (7) of the extreme value of wind speed. This is the average interval
between occurrences of that wind speed.

Also of importance, in the case of actual design values, is the exposure period, N years, during
which there will be a probability or risk, Py, of exceeding the extreme value with a 7-year return
period. Note that N and T are not necessarily equal but together they determine the level of risk,
Py (see Equation (5.1)).

(vil)  The time over which a maximum wind speed is averaged.

The data in this Item relate to the hourly-mean wind speed, i.e. the wind speed averaged over 1 hour.
The properties of gusts averaged over much shorter periods (such as a few seconds) are dealt with
in Reference 5.

3.1 The Calculation of Hourly-mean Wind Speed

In the case of wind loading the wind speed required is usually the extreme hourly-mean wind speed at a
certain height, or a wind profile over a height range, which has a particular probability, P, of being equalled
or exceeded once in a given period, N years, corresponding to the intended life span of the structure. The
general equations for solving this problem are summarised by Equations (3.1) to (3.5) in which the K-factors
account for variations in the various statistical and site parameters. These factors, summarised in Table 3.1,
are described in Sections 4 to 10 and derived in Appendix A. The overall calculation procedure is given
by the Calculation Sheets (Tables 13.2 and 13.3).

In the simplest case the general description of the terrain roughness upwind from the site in question is
assumed to be the same for at least 100 km and the boundary layer is in equilibrium (see Section 3). The
wind speed at the site is then given by

Ky 3.1

Vo =ty KKK oK)

Nr

where Uy, = VK 4, (3.2)
. Ky (3.3)

or alternatively by V, =V, —KeKK.K;

’ KNr

where Vi, = VIK,,. 3.4)

In Equations (3.2) to (3.4) V, (or V, 0. ,) is a reference wind speed, such as taken from a map of extreme
values like Figures 1a and 1b (corresponding to reference conditions z,., z,. , Py, and N,) and u_ . is the
corresponding friction velocity (see Section A1l of the Appendix) given by Equation (3.2). The various K
factors are described in Table 3.1 and account for departures at the site in question from the reference wind
speed conditions. In the general case, when the terrain roughness is not uniform upwind of the site in
question, values of u, are required in the method accounting for non-equilibrium effects; in this situation
it is more convenient to use Equation (3.1) than Equation (3.3) and this form is used in the Calculation
Sheets (Tables 13.2 and 13.3).
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TABLE 3.1
Purpose Section Figure or Equation
P Table 7

V.. Required value of wind speed at site in question, a

distance x downwind of nearest step change in terrain (3.1)to (3.5)

roughness
V. } Reference wind speeds*, at height z,. and 10 m 4
V10, r respectively, for reference terrain roughnessT 2o, 4
Ky Corrects for direction of wind 43 Table 4.1
Ky Corrects for risk of exceedance and exposure period
K different from those applicable to the reference wind speed 5 Fig. 2 (5.2)

N ith Fig. 1, K,, = |

(with Fig. 1, Ky, = 1)

z Surface roughness parameter dependent on nature of 6.1 Table 13.1

terrain

Correct for difference between reference terrain roughness
K z,,-and actual site roughness 'z, ; 7 Fig. 4 (7.2)

B . Fig. 5 (7.4)
K, =ulu, ;K = VIO/VIO,r
K., } Correct' for effect of height over terrain roughness Zg 5
_ L Fig. 6 (A1.8)
K, K., =V/u,;K =VIVy, 8

Fig. 7 (A1.10)

K Corrects for effect of step change in terrain roughness a

* distance x upwind of site in question for z < &, 9 Fig. 8 Eﬁ;g
K. =V_/V,
K; Corrects for effect of local topography 10 Fig. 9

Normally, map values of extreme wind speed can be assumed to be appropriate to an equilibrium boundary layer and z = 10 m.
In some cases when values are taken from individual site records this will not be so and the data should be corrected to eliminate
the effect of any upwind changes in terrain roughness.

T This ignores all step changes in terrain roughness upwind of the site in question.

In the practical situation there are usually significant nearby sudden (or step) changes in terrain roughness
upwind of the site in question (for example, on a coastline or at the edge of a town). A new inner layer
develops, as illustrated in Sketch 3.1, and inside this layer (z<4;) the wind speed, V, , is dependent on x
and is given by

V. =V_K (3.5)

where K (Figure 8) depends on z, z; , ux and x. Above this inner layer (z>h;), V_ =V, .

The procedure dealing with one or more upwind step changes in terrain roughness is described in Section 9
and summarised in the Calculation Sheets (Tables 13.2 and 13.3). In this case it is necessary to determine
(or assume) the direction giving the most severe wind condition (see Section 4.3) taking account of upwind
changes in terrain in the appropriate direction.
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REFERENCE WIND SPEED

b

In order to estimate a wind speed (or a wind speed profile) it is necessary to start with a reference value V.
which may or may not be appropriate to the actual site characteristics such as terrain roughness (represented
by z()) and height. Corrections for the actual site parameters are made through Equations (3.1), (3.3) and
(3.5)

For design purposes, the reference wind speed is usually an extreme value obtained by applying a statistical
analysis to maximum wind speed data from wind speed records at a particular site over a period of years
at a particular height, usually 10 m. A brief description of this process is given in Section A3 of Appendix A.
For some areas of the world, but by no means most, maps or values of extreme wind speeds are available.
The particular case of the UK is covered in Section 4.1; data sources for other areas of the world are given
in Section 4.2.

4.1 Extreme Wind Speeds in the United Kingdom

Values of VIO, ,-» and equivalent values of u_, , with a return period 7'= 50 years are presented in Figures 1a
and 1b. They apply for flat terrain with z,. = 0.03 m but require an increment of approximately 10% for
every 100 m that the general level of the terrain (averaged over a radius of several kilometres from the site)
is above mean sea level. (This correction does not account for speed-up effects over hills which are a
different phenomenon.)

The values of Vo, r in Figure la are the result of applying an improved extreme value analysis to wind
speed data from meteorological stations in the UK. The data have been derived as described in Section A3
of Appendix A and are adjusted to apply for a reference height z= 10 m and to open level country (z,,. = 0.03
m). The map includes large-scale topographical effects such as the shielding effect produced by the Welsh
mountains on areas to the east but it does not include local topographical effects such as those due to nearby
hills, valleys, escarpments, efc. For guidance on these latter aspects see Section 10.

The data presented in Figure 1b are values of the friction velocity, u,,., which are equivalent to the values
of Vlo, . In Figure la; they are related by Equation (A1.11) in Appendix A so that for z,. = 0.03 m and
z=10m, u_, (Figure 1b) = 0.0689 VlO, . (Figure 1a). When using the Calculation Sheets (Tables 13.2
and 13.3), and particularly when changes in terrain roughness upwind of the site need to be considered, it
is more convenient to proceed with a knowledge of u_,.; hence maps of extreme values of u_,., such as

*xr 2
Figure 1b for the UK, are, in general, a more convenient starting point.

The data in Figures 1a and 1b are extreme values with a return-period (7) of 50 years. In statistical terms
(as derived in Section A3 of Appendix A) this means that for an exposure period (V) of 50 years there is a
probability P, = 0.636 that the actual maximum wind speed will equal or exceed the map value. These are
the standard conditions currently used to estimate design wind loadings in the UK. However, it may be
appropriate to use other probability levels (P,) and/or other exposure periods (N) as the basis for design;
for example the intended lifespan of a structure may be less than, or more than, 50 years and in the case of
serviceability criteria it may be possible to tolerate higher risks of exceedance. Appropriate wind speeds
can be estimated using the probability factor K described in Section 5.

In practice, as discussed in Section B1 of Appendix B, a value of P,,= 0.636 represents an apparently fairly
high risk of the unfactored design value being exceeded. A more stringent probability for design purposes
(adopted in other design codes) would be P,;=0.05. This would represent a value of K,= 1.155. However,
it should be appreciated that decreasing the risk of exceedance from 0.636 to 0.05 represents applying an
equivalent partial factor of about (1.1 55)2 = 1.333 on the wind loading if the 0.636 risk of exceedance in a
50-year exposure period is retained. Because the new analysis gives more accurate and more reliable values
there is a correspondingly higher confidence in the extreme values estimated and the need for further partial
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4.2

4.3

factors on wind loading is then questionable, in respect to the basic wind speed.

The use of these data therefore demands a careful consideration on the part of the engineer. A further
discussion on partial factors and their interaction with risk of exceedance is given in Section Bl of
Appendix B.

Extreme Wind Speeds Outside the United Kingdom

Section B2 in Appendix B provides a list of sources of data for reference wind speeds outside the UK.
However, this list is not definitive and, where appropriate, the national meteorological office of the country
concerned should be consulted.

Wind Direction, the Factor K

Due to the rotation of the Earth there is a variation in the mean wind direction between ground level and
the gradient height, 4. Theoretical estimates of this change in mean wind direction for middle latitudes
give values of about 20° over flat plains and 30° over city centres. However, since in the lower 300 m the
change in mean wind direction is only about 2° or 3° itis reasonable to assume that the mean wind direction
does not vary in this height range.

Obviously, any particular extreme value of wind speed will be applicable to a particular direction. The
direction giving the highest extreme will differ from site to site although in the UK this direction is
predominantly from a sector centred on a bearing of about 240° — 250° from north. The wind loading on
structures depends on the orientation of the structure to the wind. Some national standards recommend
that the design value of wind speed be considered applicable from any direction since, in general, this
information is not available.

More recently Cook?! has extended his analysis of independent storm data (on which Figure 1 is based,
see Section A3 of Appendix A) to include a directional analysis in 30° sectors for 50 sites in the UK. The
average results for these 50 sites of the sectorial extreme analysis are presented in Table 4.1. This gives
values of a factor, Ky, equal to the ratio of the extreme value in a particular sector (Vg{ Py}) to the extreme
value for all directions (V'{P,}), both having the same overall risk of exceedance”, P, , in an exposure
period of N years. Values of K for those sectors containing the highest extreme values are greater than
unity for the reasons explained in Section A3 of Appendix A.

TABLE 4.1 Values of Ky Giving Directional Extreme Value Ve{P as

Values are for an evenly distributed overall risk (P,) selected for the all-direction extreme value.
Values typical of UK sites with uniform terrain in all directions. For intermediate directions, values of
K may be interpolated.

0° 0 30 60 90 120 150 180 210 240 270 300 330

081 076 076 077 076 083 089 097 105 104 095 0.86

Ky

It must be emphasised that the distribution of K is typical only of uniform terrain in all directions. Where
local topographical features such as hills or valleys occur, or where there are changes in upwind terrain
roughness in particular directions, these effects must be allowed for separately. Section 10 provides some
guidance on the effect of local topography and Section 9 describes the method allowing for terrain roughness
changes.

* For further explanation see Section A3 of Appendix A.
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THE PROBABILITY FACTOR K,

4

The ratio K,/K ;. accounts for the effect of the required exposure period, N, and/or the risk of exceedence,
Py, being different from that applicable to the reference extreme wind speed; it is obtained statistically as
explained in Section A3 of Appendix A. The probability that an extreme wind speed with a return period
T will be exceeded in any one year is P; = 1/T; this is related to the probability, Py, that the same wind
speed value will be equalled or exceeded in N years by the expression

N
Py=1-(1-P)"= 1—(1—1T) . 5.1

For example, the wind speed which is exceeded (on average) once in a period of 50 years has a probability
of 1/50 = 0.02 of being exceeded in any one year; in a period of 50 years the probabillity of the same wind
speed being exceeded is 1 7(0.98)50 =0.636. In the limitas N=T— o0, Py, — 1 —e .

The factor Ky (for convenience) is defined as the ratio of the extreme value of wind speed associated with
probability Py;and exposure period N to the extreme value of wind speed with P,,= 0.636 and N = 50 years.
It is shown in Section A3 of Appendix A that this factor can be expressed as

ViP, N} {aqu+ InN—In(~In(1 PN))}I/Z' 52)

K = =
N V{Py=0.636, N=50} aqu+3.902

For sites in the UK it is found'® that the mean value of @, U is 5 (with individual values varying between
4 and 7) which would also apply for other areas with a similar wind climate. The factor K, , given by
Equation (5.2) with a, Uq =5, is plotted in Figure 2.

In Equations (3.1) and (3.3), K, is appropriate to the reference wind speed of stated return period 7; it is
the value of K, (Figure 2) taking (by definition) N, = 50 years and the corresponding value of Py;. given
by Equation (5.1). For example, when using Figure 1, since 7'= 50 years and (by definition) N.= 50 years,
then from Equation (5.1), Py;,.= 0.636 and hence K;,. = 1. Other reference wind speed data may have been
derived for other values of 7; in that case Equation (5.1) will give the appropriate value of Py, corresponding
to N.= 50 years and K, will then be given by Figure 2.

In the estimation of K the choice of an appropriate level of the risk of exceedence (Py) is a matter requiring
careful consideration particularly in relation to partial factors which are almost always subsequently applied
to loading values in design procedures. A discussion of this important aspect is given in Section B1 of
Appendix B.
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6. TERRAIN PARAMETERS z; and d

6.1 Surface Roughness Parameter z

The surface roughness parameter, z , is a measure of the retarding effect that the surface in question has
on the wind speed near the ground. It is a parameter in the mathematical model of the atmospheric boundary
layer (described in Appendix A) used to derive the factors used in Equations (3.1) and (3.3). Typical values
(derived by the method discussed in Section A1.3 of Appendix A) are listed in Table 13.1. The values
given are average values applicable to upwind fetches of comparatively uniform roughness where the
general description of the terrain fits a particular terrain category in Table 13.1.

In the special case of marine roughness, there is an interaction between the wind and waves. In general,
as wind speed increases so does wave height* and hence surface roughness also increases. Using the
Charnock relationship to fit the trend of experimental data (as described in Section A1.3 of Appendix A)
the simple relationship, for V> 10 m/s,

2

u*r
= 6.1

is obtained where g is the acceleration due to gravity and u_,. is a reference friction velocity corresponding
to z,, = 0.01 m. Thus, from Equation (A1.11), u,,. =0.0579 V|, ,.and u, (corresponding to z) is equal

to u*rKs* )

6.2 Effective Height for Rough Terrain; Zero-plane Displacement d

The application of Equation (3.1) or (3.3) to rough terrain, e.g. built-up areas or forests, has important
limitations. The flow between obstructions near ground level is very complex and no prediction of wind
speed can be made with any certainty. The equations apply only to heights above the general level of the
surrounding obstructions and it is necessary to define a displacement plane (called the zero-plane
displacement) to which all heights are referred (see Sketch 6.1). The height, d, of this zero plane above the
ground is generally less than the general height, H, of surrounding buildings. In practice it will depend on
the plan-area density of surface roughness elements, A. Data obtained from various wind-tunnel
investigations7’ %15 \ere used to derive a correlation between (H—d)/zy and A. This correlation (for
A<0.8) is given by Figure 3 and is represented by

H-d
20

= 43(1-2)+10 exp (—90A') (6.2)
s0 that d = H-zy[43(1-%)+10 exp (-901 )] (6.3)

which for A >0.2 reduces to
d=H-43z (1-1). (6.4)

Equation (6.2) was derived from data for building-block type roughness but data from other sources®1?

suggest that it is also applicable to vegetation-type roughness such as forests and crops.

* Wave height is not only dependent on local wind speed but is affected by disturbances propagated to the site from a wide area.
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Typically, in a city such that =25 mand z,~=0.8 m, H—d=2.5z,since A is approximately 0.4 in a city
centre. In general, for other than built-up areas or wooded terrain, it can be assumed that d = 0.

Use with caution below height

above ground of 1.5d Equation (3.1) or (3.3)

z
Obstruction P
level ——— ,‘/‘—”
____________ ’—/——5"
e
7
7
7
/
d H /
/
/
/
Ground level o | | | |
’ 1.0

V.IVy —

Sketch 6.1 Variation of mean wind speed with height near the ground for certain rough surfaces
(see text)

Below a height above the ground of about 1.5 d the relationship given by Equations (3.1) or (3.3) cannot
be used with any certainty. As a general guide for obstacles with homogeneous porosity (e.g. forests and
tall crops) the mean wind profile below general obstruction height takes the form illustrated in Sketch 6.1.
In general for town and city centres, the assumption of homogeneity breaks down and details of the porosity
(gaps between buildings) predominate. In this case the wind speed at heights below the general obstruction
level may be at least equal to, and in some circumstances greater than, the wind speed at the general
obstruction level.

7. SURFACE ROUGHNESS FACTORS K, AND K

The factors K, and K in Equations (3.1) and (3.3) respectively allow for the difference between the local
terrain roughness (z,)) at the site and the terrain roughness for which the reference wind speed is applicable.

The factor K, in Equation (3.1) is defined as

Koy = uyluy, (7.1)

where u, and u,, are the friction velocities appropriate to z, (for the site) and z,,. The sites are assumed
to be sufficiently close for the gradient wind speed to be the same in both cases. The values of K, given
in Figure 4 have been derived as explained in Section A1.3 of Appendix A and are closely represented (to

within about 3%) by
In(10°/z, )
= ___?_(k._ . (7‘2)
In(107/z,)
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The derivation of K, assumes that an equilibrium boundary layer applies for both the reference terrain
and the site terrain; when this is not so at the site in question because of changes in z, upwind of the point
in question the factor K (see Section 9) in Equation (3.5) will be different from unity.

The factor K in Equation (3.3) is defined as

Ky =Vio/V1o,r (7.3)

where V|, and Vlo, . are the mean wind speeds at z= 10 m over uniform terrains z,, and z, corresponding
to the site in question and a nearby reference terrain. The values of K given by Figure 5 have been derived
as explained in Section A1.3 of Appendix A and are closely represented (to within about 2%) by the
simplified equation

In(10°/zy,) In(10/z,)
In(10/z,,)

- (7.4)
In(10°/zy)

Aswith K the derivation assumes that an equilibrium boundary layer applies for both terrains; when this
is not so at the site in question because of changes in z, upwind of the point in question, values for the
factor K (Section 9) in Equation (3.5) will be different from unity. However, in this situation it is more
convenient to use Equation (3.1) with K, since values of u, are required to estimate K. .

8. VARIATION OF MEAN SPEED WITH HEIGHT (Equilibrium Boundary Layer)

When the fetch (x) of uniform terrain upwind of the site in question is sufficiently long (larger than about
100 km) the boundary layer can be considered to be in equilibrium, i.e. the variation of wind speed with
height does not change with increasing x and the factor K in Equation (3.5) is unity. In this situation the
variation of the hourly-mean wind speed with height is given either by the factor K, = V_/u_ or the factor
KZ =V_V,,in Equations (3.1) and (3.3) respectively where V_, V;,and u all relate to values at the same
site.

The factors K_, and K, given by Equations (A1.8) and (A1.10) in Appendix A and plotted in Figures 6
and 7, are dependent prlmarlly on z and z but are also (more weakly) dependent on the values of f/ u, and
STV, respectively. The main charts in Figures 6 and 7 are presented for a value of flu, =6 % 107 rad/m
and a value of f/V,,=4 x 107 rad/m which are typical of middle latitudes (f=10 rad/s) and extreme
wind speeds with a 50-year return period; the inset chart on each Figure gives a correction factor which
allows for the effect on K, and K_ of other values of f/u  and f/V .

In practice, the effect of upwind changes in terrain roughness will usually have to be taken into account

and the method of allowing for this requires a knowledge of u . Thus, in this situation, it is usually more
convenient to use Equation (3.1) with K, than Equation (3.3) with K, .
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