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ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision
of, professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both
published and unpublished, and are invariably supported by original work of ESDU staff engineers or consultants.
The whole process is subject to independent review for which crucial support is provided by industrial companies,
government research laboratories, universities and others from around the world through the participation of some
of their leading experts on ESDU Technical Committees. This process ensures that the results of much valuable
work (theoretical, experimental and operational), which may not be widely available or in a readily usable form, can
be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your
use of our data, or any suggestions for new topics or information that might lead to improvements, will help us to
provide a better service.

THE PREPARATION OF THIS DATA ITEM
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CALCULATION METHODS FOR ALONG-WIND LOADING
Part 2: response of line-like structures to atmospheric turbulence

1. NOTATION AND UNITS
Units
Sl British

Bg, Bé admittance factors accounting for departures from idealised - -

response model (see Derivation 13)
b effective width of line-like structure; equal to diameter for m ft

circular sections, overall width normal to both wind and long axis

for solid sections, overall width x solidity ratio for lattice sections
Com average drag coefficient (see Section 5.4); - -

Cpm = total drag/(%pV,2 bL)
Cor local drag coefficient (see Section 5.4); - -

Cpy = (drag per unitat r)/(%2pV, b,)
d displacement height of wind speed profile zero-plane m ft

(see Section 5.5)

_ (L 2 * *

Emean overall mean load effect, E .., = Io Y2pV,"Cp, b, B, dr
Fj mean mode-generalised force, Fi= f;%erZCDrbr‘“jA dr N Ibf
E,ef reference mean load effect’, E o = j;l/szrZCDrbr|Br| dr * -
Ugs Og peak response factors for background and resonant component - -

respectively (see Derivation 13)
H overall height of structure m ft
H; distance along vertical structure at which load effect is required m ft
h. height above ground of location at which u, = 1 m ft
h, height above ground of lowest point on structure m ft
I, turbulence intensity of along-wind component of turbulence at - -

height h¢; 1, = (6,/V,)
I, integral parameter; 1, = j; muq, d(r/L) kg/m *slug/ft
l, integral parameter; I, = J'; m, i, B, d(r/L) * -
Jg normalised background loading factor - -

For footnotes see end of the Notation Table.
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JFf normalised resonant loading factor at frequency n; B B
K& ind speed factor; K¢ = [*(V,/V,,.)°d(z/H - -
v mean wind speed factor; K,, = jo( Vi) d(z/H)
K ¢ aerodynamic damping factor (see Table 4.1 and Appendix A) - -
L length of line-like structure along its long axis; H for vertical m ft
structures, W for horizontal structures
L, distance along structure at which load effect is required; H; for m ft
vertical structures, W; for horizontal structures
XLu integral length scale of along-wind component of turbulence, m ft
measured in along-wind, X, direction at height h,
yLu : ZLu integral length scales of along-wind component of turbulence, m ft
measured in y and z directions at height h,
m total mass per unit length of structure (see Section 5.1) kg/m islug/ft
. . . . i
Me; equivalent mass per unit length for mode j (see Section 5.1) kg/m slug/ft
m; mode-generalised mass per unit length for mode j kg/m jtslug/ft
(see Section 5.1)
N;, N, parameters in mode shape functions (see Table 6.1) - -
n; natural frequency of mode j Hz Hz
R; reference mode-generalised force™, N Ibf
_ L 2
R; = jo YapV, CDrbr‘“jr‘ dr
r general dimension along axis of structure; y for horizontal m ft
structures and z + d — h for vertical structures
Sg iFij mode-generalised force spectral density for mode j at N?/Hz Ibf2/Hz
frequency n;
Suu mode-generalised spectral density of along-wind turbulence m2/s?Hz  ft?/s?Hz
component at frequency n;
\Y hourly-mean wind speed m/s ft/s
. 2 2,2
Vi, average hourly-mean wind speed; V. = K,, V. m/s ft/s
W overall width of structure m ft
X,Y,Z system of rectangular cartesian co-ordinates with x-axis defined - -
in mean wind direction and z-axis vertical, upwards
z height above velocity profile zero plane (see Section 5.5) m ft

For footnotes see end of the Notation Table.
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Zg ground roughness parameter m ft

B influence function (see Section 5.2 and Table 6.2) * -

Gy & aerodynamic and structural damping, expressed as fractions of - -
critical damping (see Appendix A and Section 5.3)

M mode shape function describing deflected shape of structure in - -
mode j (see Section 5.1 and Table 6.1)

p air density kg/m?® *slug/ft

op standard deviation of fluctuating load effect * *

Oy standard deviation of displacement at location where Wy = 1 m ft

oy standard deviation of acceleration at location where W = 1; m/s? ft/s?

- 2

GX = (271:nj) Oy

o, standard deviation of displacement at locationr ; 6, = HjrOx m ft

o, standard deviation of along-wind component of turbulence m/s ft/s

duu normalised spectral function of along-wind component of - -
turbulence at frequency n; and heighthe; ¢, = anuu/csu

1} angle between axis of structure and vertical, in plane normal to degree degree
mean wind direction

Suffixes

B denotes quantity relating to non-resonant (or background) component

hc denotes value at height h,

j,1,2 denote values relating to general mode j and first and second modes

max denotes expected maximum value

R denotes quantity relating to resonant component

r,r’;y,y"  denote values at locations rand r”,y and y’, and z and z” along structure

2,7’

rms denotes root mean square value

* Units depend on load effect considered.

T The notation ‘Br| denotes the modulus or absolute value of Br .

¥ 1slug = 32.174 Ib (pounds mass).

** The notation |”jr| denotes the modulus or absolute value of “jr .

Documents
3 Document Sharing Hub

Full document details: ESDU 87035 B-R12012


http://www.avadocuments.com/doc/esdu-87035-b-r1-2012
http://www.avadocuments.com/doc/esdu-87035-b-r1-2012

ESDU Copyright material. For current status contact ESDU.

ESDU 87035

J— ‘7 ] ‘b 1
el | 't
H
h h h
C rT c C
hy
— —_— \7 r ‘b
~||b | '
H/2
h
H/2|r ¢
n | h,
hy
W/2 W/2
r
[ *b
X A A ; oA
c ¢d
(
(c) Two-span, bridge-type structures
\ : w \
- —E= $b 1]
‘ t
[ Wi
hC
z
J’d
(
(d) Structure on single support
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2. INTRODUCTION

This Item is one of a group concerned with methods of calculating the along-wind loading and response of
structures in the natural wind. Part 1 (Derivation 13) provides a background discussion of methods of
calculation and their implementation. Part 2 (this Item) provides a calculation procedure for the along-wind
loading or response of line-like structures and Part 3 (Reference 7) provides corresponding procedures for
prismatic or plate-like structures. These three parts together supersede ESDU 76001. The principal change
is to incorporate the updated wind properties given in Derivations 9, 10 and 12.

The along-wind loading or response of a structure in the natural wind can be expressed in terms of a mean
component, due to the hourly-mean wind speed, and a fluctuating component, due to the turbulent
fluctuations in wind speed about that mean. A full dynamic analysis for the fluctuating component is
time-consuming but for most practical cases it can be replaced by an approximate method which treats the
fluctuating response as the sum of a background (quasi-static) component and separate resonant components
for each mode. This method is outlined in Derivation 13 and is described in more detail in Reference 2. It
forms the basis of the calculation methods in this Item where it is further simplified by provision of
precalculated loading factors for a range of wind and structure properties.

An alternative, more approximate, approach is the gust method in which dynamic effects are ignored and
a gust of an appropriate duration (dependent on the size of the structure) is assumed to act on the whole
structure at a given time. The overall loading is then calculated on a quasi-static basis using the gust speed
and gust velocity profile instead of hourly-mean values. This method is appropriate only for structures for
which the resonant component of response is negligible and is used for certain classes of structure in some
national Codes of Practice. This method is discussed further in Derivation 13.

Section 4 of the present Item gives a step-by-step method for calculating the along-wind loading or response,
in terms of a mean component and rms fluctuating components. With the assumption that the fluctuating
wind speed and the response to it are stationary random processes with normal (Gaussian) probability
distributions, extreme values of the loading or response are then estimated for design purposes. The
normalised loading factors required in the method are presented graphically and in equation form. The
required input data are discussed in Section 5. Section 8 gives worked examples of the application of the
method.

The overall response of an isolated structure in the wind is the result of several causes. The mean drag force
causes a nominally steady along-wind loading and deflection; vortex shedding may lead to a fluctuating
across-flow response and along-wind and across-wind turbulence components cause corresponding
fluctuating responses. Vortex shedding also applies an along-wind loading but for typical structures in the
natural wind this is usually small compared with the loading applied by the other causes mentioned. These
various contributions are discussed in general terms in Reference 2. Calculation methods are considered in
separate Items but the overall response is considered briefly in Derivation 13.

3. APPLICABILITY AND LIMITATIONS

The application of this Data Item is to single, isolated line-like structures of circular or non-circular cross
section in the atmospheric wind. Such structures include chimney stacks, solid and lattice towers and masts,
suspended pipelines and structural members such as tie rods. Only fundamental and some second mode
responses are covered by the data presented but the method could be applied more generally by integration
of the appropriate equations in Appendix A.

Interference between structures in groups may modify the buffeting response but this effect is not considered
here.
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The ranges of parameters covered by the data used to generate Figures 2 and 3 are given in Appendix A.
The curves in this Item reproduce the calculated background loading factgr, Jg , to within about £10 per
cent over a practical range of parameters. The resonant loading factor, Jg , is reproduced to within about
120 per cent. This would allow the overall predicted response to be estimated to within about £10 per
cent in the absence of other errors. However, there are few data on which to base the turbulence admittance
factors (Bg and By ) and their uncertainty cannot be reliably assessed. The uncertainty of the calculated
response is also influenced considerably by the likely uncertainty in the input data, which cannot be
quantified here.

For heights below about 1.5 x d the wind properties, especially wind speed and direction, are subject to
strong local effects. For structures which are wholly or largely below this height, results obtained from this
Item should be applied with caution unless derived with wind data specific to the location considered.
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4. CALCULATION PROCEDURES FOR ALONG-WIND LOAD EFFECT OR RESPONSE

Graph-based calculation procedures are given here, together with a Calculation Sheet on which the results
may be recorded for vertical or horizontal structures. Equations for the curves are given in Appendix B and
a computer program version (superseding ESDU 84034) is available in Reference 8. Background to the
method is given in Appendix A. The input data are discussed in Section 5 and approximate values for some
parameters are given in Section 6.

41 Parallel-sided Vertical or Horizontal Structures
4.1.1 Determine the input data

@ The following input data are required:

L length of structure (H for vertical structures, W for horizontal structures)

b width of structure normal to wind and long axis (for lattice structures, b = structure
width x lattice solidity ratio)

L; location at which load effect is required or at which torsion axis is located

m mass distribution (Section 5.1)

n natural frequency (Sections 5.1 and 6.1)

Y mode shape function (Section 5.1 and Tables” 6.1 and 6.3)

B influence function (Section 5.2 and Table 6.2; for displacement or acceleration use
p=1

Cs structural damping (Section 5.3 and Table 6.4)

Cp drag coefficient (Section 5.4)

he Treference height (Sketch 1.1)

Z Tground roughness at site and upwind (Section 5.5)

d Tdisplacement height of wind-speed profile zero plane (Section 5.5)

Vhe hourly-mean wind speed at height h,

for each case

Iy turbulence intensity at height h, (Section 5.5)
ection 5.

L, and YL, or “L, turbulence length scales at height h,
V, -vs-z hourly-mean wind-speed profile

"™ If measured or calculated mode shapes are available those should be used. If mode shapes from Table 6.1 are used
and m is constant along the structure, the required mode shape integrals may be taken from Table 6.3.

T These data are required in the calculation of the wind properties (Section 5.5)
Use x- and z-direction length scales for vertical structures, x- and y-direction length scales for horizontal
structures.

The buffeting response will usually be required for several of wind speeds, including the design wind speed
and wind speeds corresponding to serviceability criteria, and the calculations in Sections 4.1.2 to 4.1.4
should be carried out for each value of V. .

If accelerations only are required, Steps (3) to (6) may be ignored as usually only the resonant component
contributes significantly. Continue at Step (7).
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2 Calculate the mode-generalised mass from
= (“m 2 d(r/
m; = Jomrujr (r/L).

4.1.2 Calculate the mean component of response
3) Calculate the mean load effect or the mean deflection as appropriate.

Calculate the mean load effect from

E = [“wpviC. b p.dr = L x [ %pviC. b B d(r/L
mean IO 20V, Cp b, B dr = X-[O 2V, Cp b B d(r/L)

(Where Cp, is a local drag coefficient at location r) or, assuming constant width and C, along
the structure, from

1
Epean = %PVncCombL[ (V,/Vyo)*B,d(r/L)
0

mean

where Cp .. is an appropriate mean drag coefficient. For cantilever structures, if the load effect is
required for L; =0, the integration limits should be taken from L; to L (or L;/L to 1) only.

For deflections, calculate the mean mode-generalised force from
Fo= [TwpViCo i dr = Lx [ %pV2Ce. b d(r/L
i - -[0 2PV Dr“jr r= on 2PV Lp ety (riL)

or, assuming constant width and C, along the structure, from *

2 : 2
Fj = %pvrcDmbLjo(vr/vhc) uy d(r/L).

The mean deflection is given by

X I

jmean 2 )
(2nnj) mjL

For deflections, repeat Step (3) for a second mode response (j = 2) if required.

* - 1 - - - - - -
For B, = 1, the integral reduces to J' (Vr/th)zd(r/L) = K\z, which may be obtained from Figure 1. If integration is necessary a
0

Simpson’s rule approximation will be usually be adequate.
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4.1.3 Calculate the background or non-resonant component

(@) Calculate the reference mean load effect from

ref

L 2 1 2
E . = jo%erCDrbr‘Br‘dr = ijol/szrCDrbr]Br]d(r/L)
or, assuming constant width and C, along the structure, from

E

2 1 2
ref =~ 1/2pvthDmbI‘J‘O(Vrlvhc) ‘Br‘d(l’/L)

where || denotes the modulus or absolute value” of B,. If B, is always positive, as is usual
except for torsional moments, Eref = Emean - FOT cantilever structures, if the load is required for
L;#0, the integration limits should be taken from L, to L (or L;/L to 1) only.

(5) Calculate H/ﬁ_u for vertical structures or W/ yLu for horizontal structures and determine the
normalised non-resonant loading factor, Jg , from the appropriate part of Figure 2.

(6) Calculate the rms non-resonant component of load effect from

Op g = Erer X 2Bgly(1 +051)Jg.

where the turbulence admittance factor, By, is approximately 0.95 (Figure 5).

If the deflection response is required, calculate O¢ g for B = 1.0 and the integral parameter I,
from ’

ol
|, = jomrulrd(r/L).

Hence calculate the non-resonant contribution to the deflection, evaluated!3 as a mode-generalised
deflection in mode 1, from
Ot B

(¢ .
2 2
annil,L

X,B

4.1.4 Calculate the resonant component

@) Calculate the reference mode-generalised force from

L 2 1 2
R, = Iol/zpvrcDrbr\ujr\dr = ijol/zpvrcDrbr|Mjr|d(r/L)

" If B has both positive and negative values, the mean load effect, Enean » Can become very small or even zero, leading to computational
difficulties in the evaluation of Jg . Use of |B,| in E ¢ avoids this problem.
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or, assuming constant width and C, along the structure, from

_ 2 1 2
R, = 1/zpvhchmbLL)(vr/vhc) || d(r/L)

where ‘u-r| denotes the modulus or absolute value™ of My - If Mjr is always positive, as is usual
| except for torsional modes, RJ- = Fj.

(8) Calculate n;L/V, . and determine the normalised resonant loading factor, J2 , from the appropriate
j hc R
part of Figure 3.

€)] I(:Z'alculaé':e n; iu/th and determine the corresponding normalised spectral function, ¢,,,, from
igure 4.

(10)  Calculate ”jb/th and determine the turbulence factor, Bé from Figure 6.
(11)  Evaluate the spectral function of the resonant loading from

) 222
anFij = Rj ><4BRIUJR¢UU.

(12)  Calculate the aerodynamic damping from

Rj X KC
ZnnjmjLVhC

Ca:

where KZ; isgiven by Table 4.1 on page 13 as KCH for vertical structures and as KQW for horizontal
structures and m; is given by Step (2).

(13)  For load effects calculate the resonant contribution from 3

I R ST
GE,R{J} 4L+ ) m;

1
where |, = fomrujrﬁrd(r/L).

For deflections, calculate the mode-generalised deflection from

oy gt} = :
X, R 4L+ ) (2nnj)2mjL

For accelerations, calculate the mode-generalised acceleration from

NS
o= |__i°FjFj 1
GX,R{J} mL

4T+ Gy mL

" If u has both positive and negative values, thezmode-generalised force based on ., can become very small or even zero, leading to
computational difficulties in the evaluation of J; . Use of |er| in Rj avoids this problem.
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Repeat Steps (9) to (13) for a second mode response (j = 2) if required.

4.1.5 Estimate overall along-wind response

(14)  The overall along-wind rms load effect is given by

op = Jcé + )J;wE RNy

where the contributions are taken at the same wind speed.

The overall along-wind expected maximum load effect is given by

max mean

E = E +J(chE,B)ﬁ;(gRoE,R{j}f,
J

0.577

where gg=3.5 and gp = /2In(an0 E— (4.1)
2In(n:T,)
J O

and T, is usually taken as 3600 seconds.

The overall along-wind rms deflection response at location r is given by

2 N

where the contributions are taken at the same wind speed.

The overall along-wind expected maximum deflection is given by

2 .0\ 2
Xmax = Z“jrxjmean + ,\/(gBuerx, B) * ;(gRMerx' R{J})
J J

where gg=3.5 and gy is given by Equation (4.1).

The overall along-wind rms acceleration at location r is given by

oy = [0y 1D
(e

The overall along-wind expected maximum acceleration is given by

5 :J;(gRujrcXR{j}f
J ,

where gg is given by Equation (4.1).
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4.2 Structures of Varying Width or Cross Section

Many structures are non-uniform in width or cross section. For example, stacks may be tapered or fitted
with strakes or shrouds over part length, the solidity of lattice structures may vary and towers or masts may
have step changes in section.

As a reasonable approximation it may be assumed that the method can be applied to structures of these
types by amending Steps (3), (4) and (9) of the calculation procedure. The appropriate overall mean load
effect, reference mean load effect and reference mode-generalised force should be evaluated by including
the appropriate variations in V., Cp, and b, within the integrals giving Epean , Erer, Fjand R; .

4.3 Inclined Structures

For structures which are normal to the mean wind direction but inclined in the y-z across-wind plane, the
calculation procedure should be modified as follows™2.

Step (1) The basic input data will be required together with the structure inclination to the vertical, .
Both YL, and L, are required.

CIItrL-JZL 24 L sing)’
alculate 'L, = /('L cosy) + (L siny) .

Step (5) Calculate L/"L, and interpolate Jg between the curve for vertical structures and the curve for
horizontal structures on the appropriate Figure 2.

| Step (6) Calculate Opg = E e X 2Bg 1,(1+0.51 )J5.

Step (8) Calculate n; L/Vp¢ and interpolate JFf between the curve for vertical structures and the curve
for horizontal structures on the appropriate Figure 3.

‘ Step (10) Calculate n; b/Vp,. and determine BFf from Figure 6. If b, varies an average value should be
taken for b.

2 2.2.2
| Step (11) Calculate anFij = Rj X 4Bg 1, Jg Oy

R; 2 2
12 lcul =—1 (K + K i
| Step (12) Calculate o o, [V, ( ¢H COS™ W cw Sin )

where K, and Ky, are the appropriate values of KC for vertical structures and horizontal
structures respectively, from Table 4.1.
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TABLE 4.1
Mode Shape
Ny 10 15 20 25
Cantilever, first mode, Vertical KCH 071 0.67 0.64 0.62
uy = (r/L) Ny Horizontal KCW 066 0.62 0.60 0.58
N, 3 4 5
Cantilever, second mode, Vertical KCH 054 062 0.77
Uy = (F/L)Y(N,r/L=Nj,+1) Horizontal KCW 045 050 0.64
Structural member, first mode, Vertical KCH 0.78
pinned or clamped ends Horizontal Kew 0.78
Structural member, second mode, | Vertical KCH 0.80
pinned ends Horizontal KCW 0.78
Two-span bridge-type structures | Horizontal K cw 0.78
Torsion mode Horizontal ~ W;/W 0.5 0.6 0.7 08 09 10
ch 066 059 061 064 066 0.67
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4.4 Calculation Sheet for Estimation of Along-wind Buffeting Response of Vertical or Horizontal
Line-like Structures
TABLE 4.2
(1) L=Horw m| (4 |n Hz | (6) |G
() b mi (©) (K (7a) |B
3) Hj or W; m
(8a)" j;(VZ/VhC)ZBrd(r/L)
8" | [ (V/Vio) [BArIL)
(9a)" J'(l)(vzlvhc)zujrd(r/L)
@) | [ (VlVao) d(rL)
10)f m; (Section 5.2) = j;mrufr d(r/L) kg/m
(12) Vhe m/s
(12) Iy
13a)  |*L, m
(13b)  |"L,orYL, m
(14) CDm
(15)F  |Epean = %0 X (11)%x (14) X (2) x (1) X (8a)
167 | = tpx(11)°x(14)x(2)x (1) x (9a)
A [ Ximean = (16)/[47° % (4)° X (10) X (1)]
(18) Eor = ¥px(11)%x (14)x (2)x (1) X (8b)
(19) H/ 2L, or W/ YL, = (1)/(13b)
(20) Jg (Figure 2) for (19) and 3 function
(21) Bg (Figure 5) ( =0.95)
(22) Ocpg = 2x(18)x(20)x (12) x(21)x[1+0.5x(12)]
(23)*F I, = jémrujrd(r/L)
(4)F |0y 5 = (24" xn,"x(23)x(1)]

|  the limits should be replaced by L; /L to 1 in Steps (8a) and (8b).

t Repeat these steps for second mode contributions if required.

t select steps appropriate to required response.
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If B is always positive, (8b) = (8a) and if p is always positive, (9b) = (9a). If response is required for Li >0 on cantilever structures,
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