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ESDU 91037
ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision
of, professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both
published and unpublished, and are invariably supported by original work of ESDU staff engineers or consultants.
The whole process is subject to independent review for which crucial support is provided by industrial companies,
government research laboratories, universities and others from around the world through the participation of some
of their leading experts on ESDU Technical Committees. This process ensures that the results of much valuable
work (theoretical, experimental and operational), which may not be widely available or in a readily usable form, can
be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your
use of our data, or any suggestions for new topics or information that might lead to improvements, will help us to
provide a better service.

THE PREPARATION OF THIS DATA ITEM

The work on this particular Data Item was monitored and guided by the Tribology Steering Group which has the
following membership:

The construction and subsequent development of the Data Item were undertaken by

The person with overall responsibility for the work in this subject area is Mr C.J. Loughton, Head of the Mechanical
Motion and System Dynamics Group.

The Tribology Steering Group, which first met in September 1973, is continuing the work that was previously the
responsibility of the former Bearing and Lubrication Committee, which first met in July 1964.
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ESDU 91037
FILM THICKNESS IN LUBRICATED HERTZIAN LINE CONTACTS 
(USE OF COMPUTER PROGRAM A9137)

1. INTRODUCTION

This Data Item describes the use of ESDUpac A9137 which is a computer program for determining the
minimum lubricant film thickness in concentrated line contacts that occur, for example, in rolling element
bearings and gears. The program implements the calculation method of ESDU 85027 which must be referred
to for the theoretical limitations of the method and for discussion of practical considerations.

2. NOTATION AND UNITS

The symbols (parameter names) used in the input and output files of ESDUpac A9137 of necessity differ
from those used in the derivative ESDU 85027.  Both sets of symbols are listed in this notation. Note also
that the International System of units is used.

Symbol 
used by 
ESDUpac 
A9137

Symbol 
used by 
ESDU 
85027

Description Units

alpha pressure exponent of lubricant m2/N

A viscosity parameter –

B elasticity parameter –

eta0 lubricant dynamic viscosity at atmospheric 
pressure and at operating temperature

N s/m2

Edash effective modulus for the contact N/m2

E1dash – effective modulus for material of body 1 N/m2

E2dash – effective modulus for material of body 2 N/m2

h minimum lubricant film thickness m

hBar non-dimensional lubricant film thickness –

lambda specific film thickness –

R effective radius of curvature m

R1, R2  and radii at contact point for body 1 and body 2 m

Rq1, Rq2  and RMS (root mean square) roughnesses of 
contacting surfaces

m

α

A

B

η0

E ′

h

h

λ

R

R1 R2

Rq1 Rq2

Issued December 1991 – 7 pages
With Amendments A and B May 2010 – 12 pages
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ESDU 91037

3. RUNNING THE PROGRAM

The supplied executable version of the ESDUpac program is suitable for Microsoft Windows operating
systems. 

To run the executable version of the program from the keyboard, type the program name†, A9137V11, at
the operating system prompt and press return. The program will prompt for the name of the input data file
and the name of the output data file. Alternatively, the name of the input data file and the name of the output
data file can be specified on the command line using the operating system redirection symbols as in,

A9137V11 < EXP1.IN > EXP1.OUT

If a problem occurs in reading the data from the input file or if the data are invalid in any way, error messages
are recorded in the output file.  These error messages describe the error and, where applicable, indicate the
line number at which the error occurred in the input data file.

A number of example input data files are supplied with the program (files with the extension ".IN").  These
input files and the corresponding output data files (with the extension ".OUT") can be examined using a
text editor.

u magnitude of lubricant entrainment velocity 
vector

m/s

u1, u2 – surface velocity components relative to contact 
point for body 1 and body 2

m/s

Ws load applied per unit width of contact N/m

† The program name used here is that of Version 1.1 (V11) which may not be the latest.

u

Ws

This page Amendment B
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ESDU 91037
4. THE INPUT DATA FILE

The input data file provides the specification of the problem that is to be analysed. An example input file,
which incorporates comments for documentation purposes, is shown here.

Input parameters can be specified in any order.  However, the first non-comment line of the file must identify
the name of the ESDUpac program, A9137 in this case, that is to be used for the analysis.  The following
observations apply (a formal specification of the input file format is given in Appendix A).

(i) All lines beginning with an asterisk, '*', are comment lines. Such comments can be freely inserted
for documentation purposes.

(ii) The first non-comment line in the input file specifies the name of the ESDUpac program that is to
be used for the analysis.  The keyword 'ESDU' is used for this purpose and the line must be present
in all input files.

(iii) Each input parameter has an identifying symbol.  The explanatory text following the parameter
symbol may be omitted in which case the '=' sign is not strictly necessary.

(iv) Units have been stated in the file purely for documentation purposes.  All text following the actual
numerical value is ignored.

ESDU  A9137

* Example 1. Cylindrical roller on plane
* 
* 
R1      radius at contact for body 1   =  0.02      m
R2      radius at contact for body 2   =  00

u1      surface velocity for body 1    =  2.3       m/s
u2      surface velocity for body 2    =  2.3       m/s

E1dash  effective modulus for body 1   =  2.3E11    N/m^2
E2dash  effective modulus for body 2   =  2.3e11    N/m^2

Ws      load applied per unit width    =  400000.0  N/m

eta0    lubricant dynamic viscosity    =  0.15      N s/m^2
alpha   lubricant pressure exponent    =  2.2e-08   m^2/N
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