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ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision
of, professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both
published and unpublished, and are invariably supported by original work of ESDU staff engineers or consultants.
The whole process is subject to independent review for which crucial support is provided by industrial companies,
government research laboratories, universities and others from around the world through the participation of some
of their leading experts on ESDU Technical Committees. This process ensures that the results of much valuable
work (theoretical, experimental and operational), which may not be widely available or in a readily usable form, can
be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your
use of our data, or any suggestions for new topics or information that might lead to improvements, will help us to
provide a better service.

THE PREPARATION OF THIS DATA ITEM

The work on this particular Data Item was monitored and guided by the Tribology Steering Group which has the
following membership:

Chairman

Mr. F.A. Martin — Independent

Vice-Chairman

Dr. P.B. Neal — University of Sheffield

Members

Prof. Dr-Ing. W.J. Bartz" — Technische Akademie Esslingen, Federal Republic of Germany
Mr O. von Bertele — Independent

Prof. H.S. Cheng* — Northwestern University, lllinois, USA
Prof. D. Dowson' — University of Leeds
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Corresponding Member
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The construction and subsequent development of the Data Item were undertaken by

Mr K.A. Waters — Senior Engineer.

The person with overall responsibility for the work in this subject area is Mr C.J. Loughton, Head of the Mechanical
Motion and System Dynamics Group.

The Tribology Steering Group, which first met in September 1973, is continuing the work that was previously the
responsibility of the former Bearing and Lubrication Committee, which first met in July 1964.
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CALCULATION METHODSFOR STEADILY LOADED CENTRAL
CIRCUMFERENTIAL GROOVE HYDRODYNAMIC JOURNAL BEARINGS
(GUIDE TO USE OF COMPUTER PROGRAM A9304)

CONTENTS
Page
1. INTRODUCTION 1
2. NOTATION AND UNITS 1
)
% 3. RUNNING THE PROGRAM 3
wl
§ 4. THE INPUT DATA FILE 3
§ 41 Specification of Input Data 7
é 5. THE OUTPUT DATA FILE 10
17 51 Interpretation of Output Data 11
=
th 6. THE LUBRICANT DATABASE FILE 13
>
(S)
E 7 WORKED EXAMPLES 14
- 7.1 Example 1 15
= 72  Example?2 19
©
S APPENDIX A INPUT FILE FORMAT 24
® A.l Input Data File Header Information 24
% A.2  Specification of Input Data 24
S
o)
a
(%]
w
This page Amendment A Documents

i Document Sharing Hub

Copyright Engineering Sciences Data Unit
Provided by IHS Markit under license with ESDU Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ESDU 93004 A 2010


http://www.avadocuments.com/doc/esdu-93004-a-2010
http://www.avadocuments.com/doc/esdu-93004-a-2010

ESDU 93004

CALCULATION METHODSFOR STEADILY LOADED CENTRAL

CIRCUMFERENTIAL GROOVE HYDRODYNAMIC JOURNAL BEARINGS
(GUIDE TO USE OF COMPUTER PROGRAM A9304)

1 INTRODUCTION

ESDUpac A9304 is a FORTRAN 77 computer program for the design and analysis of centra
circumferential groove hydrodynamic journal bearings. The program implements the cal culation method
of ESDU 90027 entitled “Calculation methods for steadily loaded central circumferential groove
hydrodynamic journal bearings’. In order to use the program effectively, ESDU 90027 must be referred to
for the theoretical limitations of the method and for discussion of practical considerations.

unitsis used.

Symbol used by
ESDUpac
A9304

a

adRat

bdRat

beta
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Cd

CdRat

dg

eccRat

hmin
hs

lubDat
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2. NOTATION AND UNITS

The symbols (variable names) used in the source code for ESDUpac A9304 and in the associated datafiles
(see Section 4) conform to the requirements of FORTRAN 77 and, in general, differ from those used in
ESDU 90027. Both sets of symbols are listed in this Notation. Note also that the International System of

Symbol used by Description Units
ESDU

90027

a axial width of lubricant groove m
- groove axial width to bearing diameter ratio -
b axial width of one land of bearing m
- land width to diameter ratio, b/d -
B angular misalignment rad
Cq diametral clearance m
- diametral clearance ratio, Cd/d -
d diameter of journal m
- recommended minimum groove depth m
€ eccentricity ratio for aligned bearing -
H total power loss of bearing W
h minimum film thickness (at edge of bearing) m
hg safe allowable minimum film thickness m
- name of |ubricant database file —
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lublD - identifier for lubricant used

M M rotor mass associated with bearing kg
N N frequency of shaft rotation rev/s
Ncrit - critical speed for half-speed whirl rev/s
Nmax - maximum continuous operating speed rev/s
=] P, lubricant feed pressure N/m?
Prun Prun running specific loading N/m?
Pstart Part start-up specific loading N/m?
Q Q total lubricant flow rate md/s
Ra Ra recommended maximum surface roughness m

value
rho P density of lubricant kg/m3
rhoC - volumetric heat capacity of lubricant Jm3K
Tf T; lubricant feed temperature degC
Tmax T rex maximum bearing surface temperature degC
Tout Tout outlet lubricant temperature degC
Wrun Wiin total running load N
Wstart Weiart total start-up load N
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3. RUNNING THE PROGRAM

The supplied executable version of the ESDUpac program is suitable for Microsoft Windows operating
systems.

To run the executable version of the program from the keyboard, type the program name', A9304V 11, at
the operating system prompt and press “return”. The program will prompt for the name of the input data
file and the name of the output datafile. Alternatively, the name of the input data file and the name of the
output data file can be specified on the command line using the operating system redirection symbolsasin,

A9304V11 < EXP1.IN > EXP1.0UT

If aproblem occursin reading the datafromtheinput fileor if thedataareinvalid in any way, error messages
are sent to the output file. These error messages describe the error and indicate the number of the line at
which the error occurred in the input data file. Note that most operating systems have a set of specia file
namesthat refer to devices. If, for example, it isrequired to send program output directly to the printer, the
printer device name should be specified in place of the output file name.

A number of example input data files are supplied with the program (files with the extension “.IN"). The
corresponding output data files (with the extension “.OUT”) can be examined using a text editor.

ESDU Copyright material. For current status contact ESDU.

| T The program name used hereisthat of Version 1.1 (V11) which may not be the latest.
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4, THE INPUT DATA FILE

Input data files are prepared using a text editor and, in most cases, new input files will be produced by
editing existing input files. If ESDUpac A9304 is to be used to analyse the performance of an existing
bearing design then it is necessary to provide afull specification for the bearing in the input data file. An
example input data file for a complete bearing specification is shown here.

ESDU A9304

* This input file contains a full specification for a bearing.

* Lubrication parameters:

o e —————

TubDat name of lubricant database = C:\ESDU\LUB.DAT

TubID 1lubricant identifier = VG32

Tf Tubricant feed temperature = 40.0 deg C

. Pf lubricant feed pressure = 2.0E5 N/m"2

2
o * Bearing dimensions:
i I
B d diameter of journal = 0.06 m
© b axial width of bearing land = 0.025 m
b a axial width of lubricant groove = 0.006 m
S Cd diametral clearance = 0.11E-3 m
3 * QOperational parameters:
E ’ N a .-
s N frequency of rotation of journal = 80 rev/s
= Wrun  running load on bearing = 4000 N
] Wstart start-up load on bearing = 4000 N
—
= ,
= beta angular misalignment = 0.0 rad
o M rotor mass associated with bearing = 400 kg
L
=
—
O
©
S The following points should be noted.
5
< 0] All lines beginning with an asterisk, “*”, are comment lines. Such comment lines may be freely
a inserted for documentation purposes.
(@)
E (i) Thefirst non-comment line in the input file specifies the name of the ESDUpac program that isto
4 be used for the analysis. Thisline must be present in all input datafiles.

(iii) Input parameters can be specified in any order and each parameter has an identifying symbol. The
explanatory text following the parameter symbol may be omitted in which casethe ‘=" signisnot

strictly necessary.

(iv) This particular ESDUpac program requires access to a lubricant database file, the name of which
is specified in the input file. The lubricant database file supplied with this ESDUpac program is
called “LUB.DAT” and can be examined using a text editor capable of handling text lines longer
than 80 characters. Full instructions on editing the file (to add further lubricants, for example) are
included as comments within the file.

()] Each of thelubricantsin thelubricant databasefile hasanidentifier and theidentifier of therequired
lubricant can be specified in the input file. The identifiers for other lubricants can be seen by
examining the file with atext editor.

(vi) Instead of specifying the bearing land width, b, directly it is permissible to specify theratio of the
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bearing land width to the bearing diameter. Likewise, the ratio of the groove length to the bearing
diameter can be specified instead of a and the diametral clearance ratio can be specified instead of
Cd. Thus the specifications of b, aand Cd in the above example input data file could be replaced
by, for example,

bdRat bearing land width to diameter ratio = 0.417
CdRat diametral clearance ratio = 1.83E-03
adRat groove width to bearing diameter ratio 0.100

If ESDUpac A9304 isto be used to design a bearing then only the expected operating parameters and the
design requirements should be specified in the input datafile. Thus, some or al of the bearing dimensions
that were fully specified in the previous example input data file will be left unspecified. The program will
then assign preliminary values to these unspecified bearing dimensions before analysing the performance.
An example input data file for arequired bearing design is shown here.

ESDU Copyright material. For current status contact ESDU.
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ESDU A9304 -
* This input file specifies the design requirements for a bearing.

* Lubrication parameters:

TubDat name of lubricant database = C:\ESDUALUB.DAT

TubID lubricant identifier = 7

Tf Tubricant feed temperature = 40.0 deg C
Pf Tubricant feed pressure = 2,0E5 N/m" 2

* Bearing dimensions:

d diameter of journal = 7

b axial width of bearing Tand = ?

a axial width of Tubricant groove = 7

Cd diametral clearance = 1
* Operationa’l parameters:
DRt Sebipupiobl i s ihapip e e

N frequency of rotation of journal = 80 rev/s
Mmax maximum expected operating speed = 160 rev/s
Wrun  running load on bearing = 4000 N
Wstart start-up load on bearing = 4000 N
beta angular misalignment = 0.0 rad
M rotor mass associated with bearing = 400 kg
$ CASE

* Maximum speed case

N frequency of rotation of journal = 160 rev/s

The following points should be noted.

M The lubricant has been left unspecified by placing a“?’ in place of the identifier. The program
determines a suitable mineral oil viscosity grade according to the advice given in ESDU 90027.

(i) The bearing dimensions have been left unspecified by placing a“?’ in place of the value. The
program determines suitable values for these dimensions (using the preliminary design method of
ESDU 90027) before proceeding to analyse the performance of the bearing.

(i)  The maximum expected operating speed, Nmax, has been specified. Whenever, as here, the
program is required to choose a preliminary value for the diametral clearance, Cd, it is advisable
to specify Nmax (see Section 4.1).

ESDU Copyright material. For current status contact ESDU.

(iv) Anadditional case, that for the maximum expected operating speed, hasbeen appended to theinitial
data. Whenever the bearing performance is to be checked over a range of operating conditions,
further cases can be appended to the initial data with the key-word “$CASE”. Any number of
additional cases can be appended and the key-word “$CASE” must be used for each one. A single
parameter, or several parameters, may be specified for each additional case and the values of the
specified parameters overwrite the values existing for the previous case.

The program is capable of determining a preliminary design given only the rotational speed, N, and the
applied load, Wrun. Inmost situations, however, some other constraint, such asapreferred bearing diameter,
d, will have been imposed. Table 4.1 summarises the status of all the input parameters. More detailed
guidance on the specification of individual parametersisgiven in Section 4.1.
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