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ESDU DATA ITEMS

Data Items provide validated information in engineering design and analysis for use by, or under the supervision
of, professionally qualified engineers. The data are founded on an evaluation of all the relevant information, both
published and unpublished, and are invariably supported by original work of ESDU staff engineers or consultants.
The whole process is subject to independent review for which crucial support is provided by industrial companies,
government research laboratories, universities and others from around the world through the participation of some
of their leading experts on ESDU Technical Committees. This process ensures that the results of much valuable
work (theoretical, experimental and operational), which may not be widely available or in a readily usable form, can
be communicated concisely and accurately to the engineering community.

We are constantly striving to develop new work and review data already issued. Any comments arising out of your
use of our data, or any suggestions for new topics or information that might lead to improvements, will help us to
provide a better service.

THE PREPARATION OF THIS DATA ITEM

The work on this particular Data Item was monitored and guided by the Jet Noise Working Party which had the
following membership:

Mrs C.M. Bickerstaff — British Aerospace plc, Military Aircraft Division, Weybridge

Mr W.D. Bryce — Royal Aircraft Establishment, Pyestock

Dr R. Buckley — Institute of Sound and Vibration Reseach, University of
Southampton

Mr A.K. Mortlock — British Aerospace plc, Civil Aircraft Division, Hatfield

Dr P. Pack — Rolls-Royce Ltd, Derby

Mr R.A. Pinker — Royal Aircraft Establishment, Pyestock

and which was appointed by the Aircraft Noise Committee. The Aircraft Noise Committee first metin 1971 and now
has the following membership:
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Chairman

Mr R. Pinker — Independent

Members

Mr S. Arrowsmith” — European Aviation Safety Agency (EASA), Germany

Mr W.D. Bryce — Bryce Research (Member Emeritus)

Ms C.L. Burley — NASA, Langley Research Center, USA

Mr P.J. Hopkins — Rolls-Royce plc, Derby

Dr P. Joseph — Institute of Sound and Vibration Research, Southampton

M. P. Lempereur — Airbus France, Toulouse, France

Mr D. Patience — BAE SYSTEMS, Farnborough

Mr W.J. Readman* — European Aviation Safety Agency (EASA), Germany

Dr D. Rhodes — Civil Aviation Authority, Environmental Research &
Consultancy Department (ERCD), London

Mr D.C. Riordan — Bombardier Aerospace Short Brothers plc, Northern Ireland

Corresponding Member

The construction and subsequent development of the Data Item was undertaken by

Dr C.B. Chinoy — Head of the Aircraft Noise and Structural Dynamics Group.
(Continued on inside back cover)
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COMPUTER-BASED ESTIMATION PROCEDURE FOR NEAR-FIELD
SINGLE-STREAM JET NOISE

1. NOTATION
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flow area of jet exhaust nozzle
ambient speed of sound
effective jet nozzle diameter [= (4Aj/n)1/2] *

frequency

fully-expanded jet Mach number
ambient pressure under ISA conditions
ambient pressure

distance between source location and measurement location
(see Appendix D)

one-third octave band sound pressure level
Strouhal number (Sr =f Dj/Vj)

jet static temperature
ambient temperature

fully-expanded jet velocity

axial distance from jet pipe nozzle exit plane, measured in jet

direction (see Sketch 1.1)

radial distance from jet axis (see Sketch 1.1)

shock noise parameter (P = /MJ-Z— 1)

Sl

m/s

Hz

kPa

kPa

dB’

m/s

m

Units
British
t2
ft/s
ft

Hz

Ibf/ft2
Ibf/ft?

ft

dBt

ft/s

ft

ft

* Athough it is suggested that flow area is used in the calculation of Dj , in most practical circumstances the use of geometric
areas will not lead to significant errors.

T The reference pressure for all decibel levels is 20 w Pa (i.e. 2 x 10~ N/m?) or 0.42 x 1075 Ibf/ft2 .
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Sketch 1.1

2. NOTES

This Item provides a computerized method for estimating near-field exhaust noise spectra from any given
database. The program estimates noise levels in one-third octave bands with a variety of output options.
The procedure uses interpolation/extrapolation routines which, because of the variables considered, make
the procedure applicable to estimating the near-field noise from single-stream jets. Because the procedure
is essentially one of interpolation of noise spectra, the particular form of the database need not be restricted
to jet mixing noise data for a single-stream jet. The method assumes that the database used is applicable to
a particular half-plane from the jet centre-line. To provide a basic prediction procedure, a set of three
comprehensive databases for the case of near-field, single-stream, jet noise from a circular nozzle are
included. These data are for axisymmetric jets.

It is a feature of the method that the database may be altered with ease so that, given new data for any
particular nozzle configuration, predictions can be made in the half-plane of the measurements without
modifications to the computing procedure. Thus non-axisymmetric jets, for example, can be handled by
successive applications of the method to each half-plane for which data are available. Interpolation for
making predictions at points between such half-planes is not provided.

The method should, however, be applied with caution to other than axisymmetric single-stream jets without
any other noise sources present because the prediction accuracy will deteriorate if the axial distribution of
the noise sources is markedly different from that assumed.

A simple introduction to jet mixing noise, together with other types of gas turbine exhaust noise, is given
in ESDU 74001 (Reference 4). An early graphical method of estimating near-field jet noise is given in
ESDU 72002 (Derivation 1) . Computer-based procedures for estimating far-field single-stream jet noise
and co-axial jet noise are given in ESDU 98019 (Reference 7) and ESDU 01004 (Reference 8) respectively.
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3. CALCULATION METHOD
3.1 General Description

The jet noise estimation program predicts noise levels by using a series of interpolations/extrapolations on
a database. These interpolations/extrapolations are carried out in two stages using the database information
relating to the nine spatial locations closest to the location of interest. For each of these nine locations, the
noise levels are first estimated for the specific jet operating conditions of interest. These levels are evaluated
at discrete frequencies (although interpolation is carried out in terms of Strouhal number) at intervals over -
the range of frequencies required. Because a simple inverse square law of sound propagation does notapply -
in the near-field, a further stage of interpolation is required based on the distances between the location of :

" This method is applicable to full-scale engines of approximately 0.6 m nozzle diameter.
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interest and the nine database locations considered. The outputs from this second stage interpolation are
the one-third octave band sound pressure levels, for the required jet operating conditions, at the specific
spatial location of interest. Other output options (see Section 3.4) may then be evaluated. Data are stored
in the database in normalized form and de-normalized prior to the output of results. The database must
contain data for a minimum of nine spatial locations.

If data for only one set of jet operating conditions are available, and spatial interpolation is required, the
program offers the option to bypass the first interpolation stage.

3.2 Database Parameters

Any data that are input into the database are defined in terms of the parameters listed in Table 4.1. The
noise data must lie within a specific range of Strouhal number, Sr, which in the program is expressed in
terms of log,,Sr and this parameter must lie within the range of -1.5to 1.8.

The program normalizes the data for the ratio of distance from the locations assumed for the sources (see
Appendix D) to the measurement location, and for atmospheric pressure.

Thus, the normalization is performed according to the relationship

SPL

normalized

= SPL+20 Ioglo(r/Dj)—ZO Iog10 (Po/Pysp) 3.1

where pga is 101.325 kPa in Sl units or 2116 Ibf/ft? in British units.

Within the computation procedure, a further normalization term based on jet velocity is applied (see
Section 3.3.1).

Data entered into the database may be in Sl or British units without affecting the normalization process.

When data are input to the database, an optional procedure in the program may be used to remove spectral
irregularities resulting from experimental error. This procedure is specified in Appendix A. Note that the
use of the smoothing option may affect extrapolation at either end of the spectrum. It must also be noted
that, if the smoothing option is exercised, the shape of the spectrum is likely to be affected adversely where
shock noise is present.

ESDU Copyright material. For current status contact ESDU.

3.3 Interpolation Procedure

The nine nearest locations to the location at which the SPL is to be estimated are selected from the database.
For each of these locations, a least-squares quadratic equation is fitted through the data using variables
based on functions of jet operating conditions (see Section 3.3.1) and the resultant regression equation is.
then solved for the required jet operating conditions. This process is repeated over the Strouhal number.
range required.

Using the SPL s calculated for the nine locations, a further spatial interpolation/extrapolation provides the
SPL at the required location. If sufficient data are not available to estimate spectrum values at the edges
of the frequency range, linear extrapolation based on the slope from the two nearest spectral points is carried
out, and a warning is printed.

The program incorporates weighting methods by which data in the database nearer the jet operating
conditions and the location at which spectrum levels are to be estimated are weighted more heavily than
data further away. Details of these weighting procedures are given in Appendix B.
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3.3.1 Selection of variables

The program may be run using either one or two independent variables determining the jet operating
conditions. If shock noise is present, the principal variable is log ;3 . When there is no shock noise present,
the principal variable is the normalized jet velocity, log,, (Vi/ay). If, however, the temperature ratio,
T./Ty, varies independently of jet velocity for the data in the database, as is the case with all three of the
databases provided, the interpolation must be carried out using two independent variables, with
log,q (Tjs/TO) as the second variable. For each variable used at least three values are needed.

To adjust the data for gross parameter variations and provide a better fit through the data, the term
80log (Vj/ao) is removed from the normalized SPL before the least-squares fits are performed. This term
is added again at the de-normalization stage.

3.4 Output Computations

The results may be output in either of the following forms:

0] one-third octave band sound pressure levels, SPL,

or

(i) one-third octave band sound pressure levels, SPL, together with the spectrum pressure level
(dB/Hz) and the spectrum sound pressure [(N/m2)/Hz]* for each band.

™ This unit may also be written as Pa/Hz.

The user must specify the frequency range within which noise levels are output. The OASPL over the@l
frequency range specified is calculated. It must be noted that if OASPLs are to be compared, the frequency -
limits within which they have been calculated should be identical. The dBA and PNdB values are also
calculated.

An indicator of the accuracy of prediction of the one-third octave band levels (see Appendix C) is also
printed out.

4. COMPUTER PROGRAMS

ESDU Copyright material. For current status contact ESDU.

There are three programs associated with this Item, programs A9906, B9906 and C9906".

Program A9906 estimates jet noise levels using a database, in the frequency range set by the user. Three
different databases (described in Appendix E) are provided for the estimation of near-field jet mixing noise
from a static source with a circular nozzle.

The program when run requires the user to enter the name of the input file. The structure of this input file
is shown in Section 4.2. Program B9906 can be run to create such input files conveniently.

Program C9906 can be run to create a new database using the user’s data, which can then be used by program
A9906 to estimate single-stream near-field jet noise.

* Thefull ESDUpac number has an appended V followed by two digits. These digits indicate the ESDUpac version number. For example,
the full ESDUpac number for version 1.0 of ESDUpac A9906 is A9906V10. See Introduction to ESDUpacs for a full description of the
ESDUpac numbering system.
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The database is contained in a set of files, each file referring to a specific location. The column structure
of a file is shown in the table below. Each row is for a jet operating condition at that location.

Column structure of the database file

Column Number

Contents

1

Normalized jet velocity, VJ-/a0

Temperature ratio, TJ-S/T0

SPLat log,, Sr=-15

SPLat log,, Sr=-1.4

36

SPL at log,, Sr=1.8
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4.1 Creating a Database

Program C9906 can be used to create a new database from the user’s data. When the program is run, prompts
similar to those shown in the following table appear on the screen.

new database files will be identified.

CONT9906.***,

Select whether you want to use
Sl units

British units

If the database has

shock noise

no shock noise

Do you want to smooth spectra?
Answer Y or N

Enter a name (up to 3 characters long) which will be used as the filename extension by which the

Enter run title and date in any format you like. This information will be reflected in the contents file,

Enter 1
Enter 2

Enter 1
Enter 2

Enter name of database input file (see below)

Data written to the database are read from an input file that must be structured in a specific way. The file
may be considered to contain a two-dimensional array with the column structure shown in the table below.
Each row therefore must contain the location, the jet operating conditions and the associated spectrum
levels in the format of this table. The spectral data at any particular location must be grouped together in
successive rows, though no demarcation between groups is required.

TABLE 4.1 Co

lumn structure of database input file

Column number

Parameter

x coordinate, x (m or ft)

y coordinate, y (m or ft)

Effective jet nozzle diameter, Dj (m or ft)

Ambient temperature, T, (K)

Ambient pressure, p, (Pa or Ibf /%)

Jet velocity, VJ- (m/s or ft/s)

Static jet temperature, Tis (K)

SPL at 40 Hz (dB)

O O N OO O | WO N|

SPL at 50 Hz (dB)

[EEN
o

SPL at 63 Hz (dB)

41

SPL at 80 kHz (dB)

Note

1. If SPLs are not available to cover the entire frequency range of 40 Hz to 80 kHz zeros must be
input in the appropriate columns.

2. The half-plane of the data is
T
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