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SHEAR FORCES IN CIRCULAR FRAME DUE TO CONCENTRATED LOADS AND
COUPLES

1. NOTATION
My applied couple, positive if tending to rotate frame anti-clockwise Nm Ibf in
N shear load in frame, positive if acting outwards on clockwise side of thé Ibf
reference section
N, applied radial load, positive if acting outwards N Ibf
R radius of frame measured to centroid of section m in
T, applied tangential load, positive if tending to rotate framél Ibf

anti-clockwise

0 angular distance of point of application of load or couple from degree  degree
reference cross section, positive if anti-clockwise

Both S| and British units are quoted but any coherent system of units may be used.

NOTES

The ratiosN/N, N/T, an®NR/M_, are plotted against the afigle  for loads and couples applied in the
plane of the frame.

The loadN, is assumed to be balanced by tangential shear forces distributed around the circumference o
the frame, in accordance with the simple theory of bending. The celple is balanced by tangential shear
forces distributed uniformly around the circumference of the frame. The distribution of the shear forces
which balance the loa@l, is obtained by superimposing shear forces for a radial load and for a couple.
These assumed distributions are indicated in the inset sketches. Departures from these distributions ma
occur and should be taken into account.

The frame is assumed to have constant flexural stiffness. No allowance is made for transverse shea
deflection or circumferential extension of the frame centre-line, but these effects are not important provided
that the depth of the section of the frame is less than one-tdRtRPaivided that the frame deflections are
small, the direct forces due to a number of applied loads and couples may be found by superposition.

For bending moments and direct forces in the frame due to concentrated loads and couples, see Data ltern
Nos Struct. 03.06.01 and 03.06.02.
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4, EXAMPLES

4.1 Example 1

To find the shear force at a cross section of a circular frame of 0.9 m radius due to the following system of
loads.

N, = +4500N, applieda®) = 45° ,
T, = 1100N, appliedat) = 225°
and M, = +45Nm, appliedab = 240°
From Figurel of this Data Item
L 0.205, N - 0.013 andNB = 0.
Na Ta Ma
0 x 45

Therefore, N = 0.205x 4500- 0.01% 1108 09

= 908N.
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4.2 Example 2

To find the shear force at a cross section 90° anti-clockwise from the section of Example 1 under the same
system of loads.

As we are counting the angle  from the cross section anti-clockwise, the positions of the loads now are

N, at 315°,Ta at 135° anls;fla at 150° .

Documents
2 Document Sharing Hub

Copyright Engineering Sciences Data Unit
Provided by IHS Markit under license with ESDU Licensee=/, User=,
No reproduction or networking permitted without license from IHS Not for Resale,

Full document details: ESDU STRUCT 03.06.03 A 1983


http://www.avadocuments.com/doc/esdu-struct-03-06-03-a-1983
http://www.avadocuments.com/doc/esdu-struct-03-06-03-a-1983

