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0 In troduc tion

1 General
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At the time of the request for proposals, one important factor for
equipment selection is its Maintainability and Reliability behaviour, and
more and more quantitative qualification will be required at the
equipment development phase when detailed engmeermg analysis are

‘far from bemg finalized. -

Early in the 70’s, an AECMA document EC/EEPSG/73/1944 was
issued to propose standardisation and rationalisation on detailed
engineering analysis, to be provided on M and R and it is assumed that
selected vendors will provide the manufacturers with engxneermg data
in line with this proposal. ' -

However, when responding to request for proposals, particularly for
newly developed equipments, there is the need of a minimum of M and
R data to be provided, and the present document proposes a standard
presentation of what wrll be requlred at that time, regardless of the
military or civil use.

This document has been drafted to cover situations regarding all types
of equipment, obviously some areas might not be applicable.

Nevertheless, this document is aimed at improving the Maintainability
and Reliability data communication  with the Vendors and Engine
manufacturers at the request for proposal time.

This document defines the Maintainability (M) and Reliability (R) data
to be supplied by vendors and manufacturer of equipment.

The basis for the estimates or predictions shall be specified for each data
item.

World Airlines Technical Operations Glossary (WATOG) definitions
shall be used as far as possible.

The attached format is designed to provide a standard presentation.of M
and R information from equipment suppliers to prime constructors in
response to request for proposals (RFP’s).

It is recommended that this standard presentation should be used by
aircraft and engine manufacturer when requesting proposals from
vendors.
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2 Directions

2 1 Da ta to be supphed

Maintainability and Rehablhty data shall be delivered in accordance
with the enclosed M INFORMATION FORMAT and R INFORMA-
TION FORMAT.

2. 2 Equ:pment definition

All Units of the system/equipment requiring any type of maintenance.
(scheduled or unscheduled) shall be listed and identified (when
applicable).

Each éub removable units (SRU) used within each unit shall be listed
and identified. On aircraft, sub removable units or similar repairable
sub units shall be listed and identified.
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