GP 10-02-03 Positive Displacement Pumps - Controlled Volume July 2001

Positive Displacement Pumps -
Controlled Volume

GP 10-02-03

Scope

1) [I] This Global Practice (GP) refers to API STD 675-2, 2nd Edition, October 1994, which is part of
this GP.

2) [I] This GP covers controlled volume pumps commonly used as metering pumps.

3) [I] All requirements specified in this GP are additions to those of API STD 675-2 unless specifically
noted as exceptions. Paragraph numbers in this GP which do not appear in API STD 675-2 are new
paragraphs.

4) [I] An asterisk (*) indicates that a decision by Purchaser is required or that additional information is
furnished by Purchaser.

Note: A Bullet (o) is shown in API STD 675-2 indicating that a Purchaser's decision is required.
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1. Required References

[I] Section 1 lists the Practices and Standards that shall be used with this Practice.

1.1.  Global Practices—ExxonMobil Engineering Practices

GP 02-01-01 Plant Noise Design Criteria

GP 16-09-01 Low Voltage AC Motors Up to 200 HP (150 kW)
GP 18-07-01 Welding Procedures

GP 18-10-01 Additional Requirements for Materials

GP 18-12-01 Positive Material Identification

GP 20-01-01 Inspection of Equipment and Materials

1.2. ExxonMobil Data Sheets

ExxonMobil Data ExxonMobil Data Sheet Home Page

Sheets

D100203C01 Positive Displacement Pumps - Controlled Volume Pump -
Documentation Requirements Sheet

1100203C01 Positive Displacement Pumps - Controlled Volume Pump - Inspection
and Testing Requirements Sheet

T100203C01 Positive Displacement Pumps - Controlled Volume Pump (API 675-2nd)
- Customary Units

T100203M01 Positive Displacement Pumps - Controlled Volume Pump (API 675-2nd)

- Metric Units

1.3. APIl-American Petroleum Institute

API STD 675-2 Positive Displacement Pumps - Controlled Volume

2. Additional Requirements
* [1] The following Practices shall be used with this GP as specified by Purchaser.

2.1. Global Practices—ExxonMobil Engineering Practices

GP 18-03-04 Pressure Casting Quality and Inspection
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