
Power System Design IP 16-2-1

Page 1 of 23

Rev. 2 June 2000

THIS INFORMATION FOR AUTHORIZED COMPANY USE ONLY

EXXON RESEARCH AND ENGINEERING COMPANY — FLORHAM PARK, N.J.

INTERNATIONAL
PRACTICE

SCOPE

I 1.1 This practice covers the design of power distribution systems.  Power supplies to Instrumentation and
Other Essential Services are covered by IP 16-8-1.

I 1.2 Utility supply company negotiations with regard to billing, plant operation, supply voltages and capacity,
and similar details shall be handled by the Owner's Engineer.

I 1.3 An asterisk (✶ ) indicates that additional information is required.  If a job is contracted, this additional
information is furnished in the Job Specification.

SUMMARY OF ADDITIONAL REQUIREMENTS

I 2.1 Table 1 lists the practices that shall be used with this practice.

I ➧ 2.2 Table 2 lists the publications and standards that shall be used with this practice as specified by the Owner's
Engineer.

I ✶ 2.3 Table 3 lists additional standards that may be used with this practice.  Additional or equivalent standards of
design may also be specified by the Owner's Engineer.

TABLE 1

PRACTICES

IP 3-7-4 Piping Layout
IP 14-3-1 Fireproofing
IP 15-7-3 Alarm Systems
IP 15-9-2 Motor Actuators for Valves

IP 16-12-1 Switchgear, Control Centers and Bus Duct

TABLE 2

PUBLICATIONS AND STANDARDS

ANSI / IEEE Standards
141 Electric Power Distribution for Industrial Plants, Recommended Practice for

(Red Book)
242 Protection and Coordination of Industrial and Commercial Power Systems,

Recommended Practice for (Buff Book)
835 Power Cable Ampacity Tables

ANSI / ISA
S18.1 Annunciator Sequences and Specifications

ANSI / NFPA
70 National Electric Code

IEEE - Transactions on Industry and General Applications
Transactions IGA Allowing for Decrement and Fault Voltage in Industrial Relaying

Mar./Apr. 1965  pp. 130 - 139

NEMA Standard
MG1 Motors and Generators

C84.1 Voltage Ratings for Electric Power Systems and Equipment

TABLE 3

ADDITIONAL STANDARDS

IEC Standards
34-1 Rotating Electrical Machines Part 1. Rating and Performance

ERA Technology
ERA 69-30 Current Rating Standards for Distribution Cables

Changes shown by ➧
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DEFINITIONS

I ✶ 3.1 Acceptable and preferred practices.  Where this practice lists more than one type of equipment or method
as acceptable, the Contractor shall make the selection based on total installed cost.  Where one particular
type of equipment or method is listed as preferred, it shall be selected provided it is lower or equivalent in
total installed cost to other acceptable types or methods.  Optimum cost benefits may be achieved by
reducing maintenance and operating expense through initial added investment.  Economic basis for
calculating optimum cost benefits will be included in the general job specification.  Owner's Engineer shall
approve alternative choices.

I 3.2 Secondary-selective substations have two busses, each supplied by a normally-closed incoming line
circuit breaker and connected together by a normally-open bus tie circuit breaker.  (As used herein, the term
“secondary-selective" is applicable to dually fed substations with or without transformers.)  The dual sources
normally divide the load in nonparalleled operation.  Upon failure of one source, the substation is isolated
from the failed source and the deenergized bus section is connected to the source remaining in service.
This “transfer" of load may be manual or automatic.

I ➧ 3.3 Spot-network substations have two or more busses, each supplied by a normally-closed incoming line
circuit breaker from synchronized sources and connected together by normally-closed bus tie circuit
breaker(s).  Upon failure of one source, the substation is isolated from the failed source by automatic
operation of protective relaying, e.g., directional overcurrent, differential.

I 3.4 Firm load data is the load data derived from actual equipment performance characteristics and duty cycles
for existing facilities.

I 3.5 The 8-hour maximum demand of loads is defined as the greatest root-mean-square value the load can
take during any 8-hour period. It is the equivalent thermal aging load.

I 3.6 The 15 minute maximum demand of loads is defined as the greatest average load which can occur for a
15 minute period.

I 3.7 Adjusted maximum demand based on firm load data is equal to 1.0 times maximum demand.

I 3.8 Adjusted maximum demand based on non-firm load data shall be equal to 1.05 times estimated
maximum demand.

I 3.9 Motor continuous overload capability/service factor is defined as a multiplier which, when applied to the
rated power, indicates power loading which may be carried continuously without exceeding by more than
10°C at continuous overload/service factor loading rated temperature rise per NEMA MG1 or IEC 34.1, if
rated voltage and frequency are maintained.

When the motor is operated at any service factor greater than 1.0, it may have efficiency, power factor and
speed different from those at rated power, but the locked rotor torque and current and breakdown torque will
remain unchanged.

I 3.10 Load Factor is the ratio of the average load over a designated period of time to the peak load occurring in
that period.

I 3.11 Demand factor is the ratio of the maximum demand of a system, or part of a system, to the total connected
load of the system, or part of the system, under consideration.

I 3.12 Undervoltage protection as applied to motor control causes the motor controller to trip either
instantaneously or after a predetermined time interval upon a dip or loss of motor supply voltage.  Upon
restoration of normal supply voltage, the controller does not reclose or only recloses if supply voltage
is restored within a predetermined time interval.

I 3.13 Undervoltage release as applied to motor control causes the motor controller to trip instantaneously upon a
dip or loss of motor supply voltage and to reclose instantaneously upon restoration of normal supply
voltage, regardless of the time duration of the voltage dip or loss.

I 3.14 Lighting transformer.  A transformer that mainly supplies lighting but may also supply convenience
receptacles and other noncritical low voltage loads.

I ➧ 3.15 A captive transformer is defined as a transformer that supplies a single utilization device, usually a large
motor.

I 3.16 A sub-bus is defined as a substation bus which is directly supplied (without an intervening transformer) from
the switchgear main bus.  Examples of sub-busses are motor control and turnaround power center busses.

I ➧ 3.17 Voltage drop is defined as the difference between the voltages at the transmitting and receiving ends of a
feeder, main, or service. With alternating current, the voltages are not necessarily in phase and hence the
voltage drop is not necessarily equal to the algebraic sum of the voltage drops along the several conductors.
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DOCUMENTATION

O,M 4.1 A simplified overall system one-line diagram(s) shall be provided showing all substations and
interconnections.

O,M ➧ ✶ 4.2 A one-line diagram shall be provided for each substation and shall cover all power circuits and excitation
circuits including metering and protective relaying.  All one line diagrams shall be a separate set of drawings;
they shall not be located on other types of drawings.  A typical one-line diagram showing style used by
Contractor shall be submitted to the Owner's Engineer for approval prior to starting the drawings. Each
substation's diagrams shall include the following information:

a. Major equipment ratings indicated below:

MAJOR EQUIPMENT RATINGS TO BE SHOWN ON ONE-LINE DIAGRAMS

Generators V, kW, PF, X"d, X'd, Xd

Power Transformers kVA (OA/FA), V, tap range, impedance, BIL if arresters
applied at same voltage

Circuit Breakers Continuous A, interrupting MVA or kA at system nominal
voltage, momentary kA if different from interrupting, BIL if
arresters applied at same voltage (Specify whether
symmetrical or asymmetrical basis used for kA ratings)

Bus System nominal V, Continuous A, Momentary kA (specify
symmetrical or asymmetrical basis)

Arresters kV operating

Neutral Grounding Devices A (short time and continuous ampere rating), Ohmic value

Current Transformers Ratios, Accuracy Class

Potential Transformers Ratios

Cable and overhead lines supplying power-
transformers and substation busses

Size, Type, Current Rating

b. Number and connections of current and potential transformers.

c. Connection of power transformer windings (such as wye or delta), type of neutral grounding.

d. Relay description including ANSI device number and number of devices.

e. Dotted lines to associate the major protective relays with the auxiliary relays or primary circuit devices
which they actuate, using arrows at the ends of these lines to point to the devices operated.

f. Maximum and minimum short circuit levels on which design was based.

g. Identification and size of individual loads connected to each switchgear, motor control center, turnaround
power center, and switchrack bus.

h. Reacceleration step number for each motor provided with automatic reacceleration control.

O,M ➧ 4.3 Diagrams shall be furnished as indicated below.  Vendors' drawings shall be used to the maximum extent
practical when providing this information, however, typical engineering schematics and wiring diagrams shall
not be used without Owner's Engineer approval.

a. A contractor or vendor prepared internal connection diagram shall be provided for each piece of
equipment.  These connection diagrams show wiring within each piece of equipment and are not a
substitute for interconnection diagrams.

b. Schematic / elementary logic diagrams shall be furnished for the control circuits of motors and other
equipment.  Each motor or device being controlled shall have all associated controlling devices shown
on a single drawing.

✶ c. Interconnection / point-to-point diagrams shall show the same terminal numbers and device and
conductor designations that appear on the connection diagrams.  They shall also indicate locations of
terminals if the equipment has terminals in more that one location.  Contractor shall prepare sample
interconnection wiring drawings for Owner's Engineer review and approval prior to proceeding with basic
design.
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DATA

O,M 4.4 Contractor shall prepare the following data and shall use these data as the basis for sizing system
components, checking system performance, and setting system protective relays and devices:

a. Load Data

b. Short Circuit Data

c. Voltage Profile Data

d. Motor Heating Data

e. Cable sizing basis

f. Relay data
✶ Contractor shall furnish copies of all data for approval by Owner's Engineer.  After approval, contractor

shall furnish final copies to Owner's Engineer.

A summary of the results and description of the system conditions used as the basis for the data
calculations shall be provided with each set of final load data, short circuit data, and voltage profile data.

I ➧ ✶ 4.5 Machine calculations shall be used to prepare the following data using software specified or approved by
the Owner's Engineer:

a. Load Data

b. Short Circuit Data

c. Voltage Profile Data

d. Motor Heating Data

I ➧ 4.6 Use of EMRE Program 3317 (PCMagnet) shall be with data entry by the Contractor.  Data Entry shall be
made directly via a computer at the nearest location with access to EMRE Program 3317.  The contractor is
responsible for problem formulation, all data verification, de-bugging and confirming that output is in
accordance with project design requirements.  The Program 3317 User Manual will be made available to the
contractor by the Owner's Engineer.

R ➧ ✶ 4.7 Short-circuit data shall be accompanied by one-line diagram with busses identified to match the computer
results.

Summary of results shall include the following data on computer generated one-line diagrams or in tabular
form:

a. Short circuit currents on each bus and line used to establish the interrupting and momentary ratings of
circuit breakers, fuses and other switching devices at busses and lines.

b. Maximum and minimum symmetrical and asymmetrical short circuit currents at each bus and line used
in establishing settings for the protective relays and devices.

I 4.8 Load data and short circuit data shall be furnished by the contractor to the Owner's Engineer on at least
two occasions:

a. Before major electrical equipment (such as power transformers and switchgear) is purchased.

Note: These issues of data are preliminary and need only be complete and accurate enough to
verify that proper equipment ratings such as circuit breaker interrupting and momentary
duties and transformer self and forced-cooled ratings have been specified.

b. When one-line diagram is presented for final approval and loads are final.

I ➧ 4.9 Voltage profile data shall include:

a. Voltage variations at busses and motor terminals during normal operation.

b. Voltage variations at busses and motor terminals during motor starting and reacceleration,
whichever governs, with all sources in service and with the largest source out-of-service.

c. Loading of bus supply lines in amperes during motor reacceleration.

d. Motor reacceleration schedule showing motors assigned to each step.

e. Tap settings for all power transformers.

R ➧ 4.10 Motor heating data shall show the rotor temperature rise during starting of each squirrel cage induction
motor larger than 1500 hp (1100 kW) under design starting conditions and during full-load operation.
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R ➧ 4.11 Cable sizing basis shall be furnished, covering implementation of the requirements of this practice with
respect to:

a. Ampacity rating basis including factors such as conductor temperatures, load factors, earth thermal
resistivity, and ambient earth and air temperatures.

b. Ampacity derating basis including derating factors for cable grouping, spacing, proximity to high
temperature equipment and the effect of protective coverings for fireproofing.

c. Sizing basis to meet voltage drop limitations during normal operation and during motor starting or
reacceleration.

d. Sizing basis to meet short circuit withstand.

e. Neutral sizing to include the effect of harmonics.

f. Adequacy of cable shields to carry ground fault current.

R,M ➧ 4.12 Relay data shall be furnished for each adjustable relay or other protective device as follows:

a. Device symbol number, circuit to which applied, and device's instrument transformer (if any) ratio and
accuracy class.

b. Device identification including manufacturer's model number, time characteristic, and ampere or voltage
range.

c. Device setting, calibration point, and one or more check points.

d. Manufacturer's application literature for each type relay supplied.

Data shall also include settings for auxiliary relays and devices, such as timers, associated with each
protective device.

M ➧ ✶ 4.13 Tabular form shall be used to present relay data.  Additional columns shall be provided for recording actual
test values (voltage, current, and time) corresponding to calibration and check points resulting from field
setting, calibration, test, and comments.  Sample relay data forms and coordination curves shall be
submitted to the Owner's Engineer for approval prior to beginning relay coordination study documentation.
This shall include sample documentation forms for any electronic or microprocessor-based relays.

R,M ✶ 4.14 Coordination curves shall be included with the relay data. A set of curves matching plant practice shall
be furnished for each voltage level showing the time vs. current (or voltage) curves for all phase relays and
other phase protective devices at their specified settings.  A separate but similar set of curves shall be
provided for all ground relays and other ground protective devices.  Symmetrical maximum and minimum
short circuit levels shall be shown on each set of curves.  When specified, Contractor shall utilize the relay
coordination computer software specified by the Owner's Engineer to present the coordination curve results.

The protective device coordination shall include the following:

a. For voltage levels supplied through transformers:

1. Transformer primary overcurrent protective device curves plotted in terms of secondary current.

2. For delta-wye transformers, allowance for the higher current in one primary phase (16% higher than
equivalent secondary phase current) during secondary phase-to-phase faults.

3. Transformer through-fault withstand point for maximum 3-phase secondary faults; also, withstand
points for other types of secondary faults if more limiting than 3-phase fault.

b. For secondary-selective substations with automatic transfer:

1. Coordination between the transfer initiating undervoltage relays and the incoming breaker
overcurrent relays (see IEEE Transactions on Industry and General Applications, Mar./Apr.
1965, pp. 130 - 139 for method).

2. Settings of the instantaneous overcurrent and undervoltage relays used to block automatic transfer.

c. For substations using time-undervoltage relays for motor undervoltage protection, the coordination
between overcurrent relays and motor undervoltage relays (see IEEE reference, subpar. b. above, for
method).

d. Coordination curves for the protective relaying of each motor rated above 1000 volts including
locked rotor damage points.  One curve sheet may be used for services having motors of the same
ratings, locked rotor damage points and with the same relaying.

e. For feeder cables supplying busses and power transformers, the safe insulation heating limit (short
circuit withstand) curve for the cable plotted on the same curve sheet with the feeder protective device
curves.

f. Emergency generator and UPS systems
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O 4.15 Decrement effects shall be shown in the relay coordination if in-plant generation contributes to faults.
Method of showing response of inverse time relays to decrement shall be as given in IEEE Transactions on
Industry and General Applications, Mar./Apr. 1965, pp. 130 - 139.

I 4.16 Relay coordination curves shall be furnished on two occasions:

a. Before current transformer ratios and relay ranges and characteristics are specified to the supplier.

Note: This issue of the coordination is preliminary and need only be complete and accurate enough to
verify selection of proper ratios, ranges, and characteristics.

b. When Relay Data is presented for final approval.

I 4.17 Generator data shall be furnished for salient pole generators larger than 500 kW. These data shall
consist of:

a. Direct and quadrature axis subtransient, transient, and synchronous reactances.

b. Negative and zero sequence impedances.

c. Decrement curves for three-phase and phase-to-phase faults, with generator operating at full load and
with exciter under control of voltage regulator.  If not available, furnish decrement curves for three-phase
and phase-to-phase faults with generator at full load and with constant full load field excitation.

d. Exciter full load and ceiling voltages.

e. No load and full load generator field current.

f. Direct and quadrature axis transient and subtransient open-circuit time constants.

g. Stator leakage reactance.

h. Reactive capability curves.

i. Unbalanced current capability.

j. Any additional generator data required for power system analysis computer programs.

O ✶ 4.18 Contractor shall provide the total voltage harmonic content, per substation, resulting from all electronic
circuits employing chopping e.g., process heaters, variable frequency drives, etc.  If total harmonic distortion
approaches 5% for any substation main bus, Contractor shall provide the necessary filtering equipment to
maintain values below this level or local utility requirements, and confirm the final design with a detailed
study.

I ✶ 4.19 Contractor shall provide all technical design information required by the Owner's Engineer for review
meetings with the Utility supply company.  Contractor shall participate in technical review meetings to the
extent specified.

POWER SYSTEM ARRANGEMENT AND PROTECTION

MOTOR SUPPLY AND REACCELERATION

O 5.1 Full voltage starting shall be the preferred method for all motors.  For motors starting more frequently
than once per hour, voltage at the bus supplying the motors shall not drop below 90% of system nominal
voltage when these motors start individually.

O,M 5.2 Supply to spare and multiple-service motors.  If motors are designated as “normal and spare", “2 of 3
normally running", or equivalent, or if 2 or more motors in the same service can operate independently for
partial service (as in air-cooled heat exchanger fans and paralleled cooling water circulation pumps), the
following shall govern:

a. If such motors are fed directly from secondary-selective or spot-network busses, the supply to motors of
each service shall be divided between (or among) the busses.

b. If such motors are fed from radially supplied busses (which may be supplied radially from secondary-
selective or spot-network substation busses) the supply to motors of each service shall be divided
between independently radially supplied busses.

O,M ✶ 5.3 Bus maintainability with unspared critical motors. If it is specified that busses be maintainable with a
plant in service, all unspared motors necessary to plant operation shall be arranged for alternate feed from 2
busses.  An acceptable arrangement is a controller cubicle on each bus but only one controller for each such
motor, plus one spare controller (of each type used for such motors) for the plant.  This requirement will
normally be specified only for substations feeding 2 or more plants with staggered turnarounds, or feeding
plants likely to have unplanned turnarounds.
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O,M ✶ 5.4 Bus extendibility with unspared critical motors.  If it is specified that busses be extendable with a plant in
service, and the busses feed unspared motors necessary to plant operation, one of the following shall be
provided:

a. Supply unspared critical motors per Par. 5.3, or

b. Provide sectionalizing means at the end of each bus to permit addition of future equipment with the bus
in service.  Spare circuit breaker cubicles are acceptable.

This requirement will normally be specified only for main substations, either purchased-power substations or
generating plant busses.

I ✶ 5.5 Motor Reacceleration.  Motors designated as having reacceleration requirements of Necessary (A) or
Desirable (B) shall all be automatically reaccelerated.  Where reacceleration in more than one step is
required, motors (A) shall be in earlier steps than motors (B).  Step priority among motors having the same
reacceleration requirement designation shall be based on process priorities to be specified.

S 5.6 Electric motor valve actuators.  Supply to block valves designated as EBV Type C or Type D (defined in
IP 15-9-2) used in emergency isolation, shutdown or depressurizing service shall meet the following:

a. Supply shall be from a dual power source such as a secondary-selective substation.  Preferably, the
supply shall be taken from the substation supplying the facilities with which the valves are associated.
Otherwise, the valves shall be supplied from the essential services switchgear of the instrument power
supply for the facilities with which the valves are associated.

b. The supply to a valve associated with a motor driven pump, compressor or other machine shall be taken
from a different bus than the bus supplying the machine's motor driver.

✶ c. Valves may be supplied directly from the substation by individual feeders from a motor control center or
by individual feeders from a bus remote from the substation, such as a local switchrack, which is
supplied by dual feeders from separate busses in the substation.  Such remote busses shall have a local
disconnecting means for each feeder, such as a non-automatic circuit breaker, arranged for manual
transfer and having interlocking to prevent paralleling the two feeders. Automatic transfer may be utilized
if specified.

d. Voltage for each remote bus supplying emergency valves shall be supervised by a normally energized
relay having a normally open contact connected to a `Loss of Bus Voltage' alarm, see par. 11.13.
Relays shall be suitable for continuous operation at bus voltage without tendency to stick in the
energized position and shall be time delay on drop-out.  Time delay shall be long enough to prevent
operation on transient voltage dips.

e. Individual feeders shall run directly from supply bus to the EBV without any intervening disconnects.

O,R ✶ 5.7 Captive transformer supply. When specified, a single large motor may be supplied from a captive
transformer.  In such cases, the transformer's primary circuit breaker shall serve as the motor controller and
shall be located in the substation from which the transformer is supplied.  The feeder to a captive
transformer shall not supply any other load.

NEUTRAL GROUNDING

R 5.8 Neutrals of all power systems originating within the plant shall be grounded as follows:

a. Directly to ground at 1000 volts and below.

b. Through low resistance above 1000 volts.
✶ c. When specified, through high resistance at 1000 volts and below.
✶ d. When specified, through high resistance at 1001 through 4160 volts.
✶ e. Proposals for ungrounded neutrals and neutrals grounded through reactance or Petersen coils (ground

fault neutralizers) shall be approved by the Owner's Engineer.

R 5.9 Resistors used for low resistance neutral grounding shall limit current to as low a value as possible
without going below either of the following:

a. Fifteen (15) times the lowest reliable operating current of the least sensitive outgoing feeder ground
relaying.

b. Five (5) times the lowest reliable operating current of bus ground relaying.

Note: Depending on relay and current transformer characteristics, lowest reliable operating
current may be higher than relay pickup settings.  Lowest reliable operating current is 1.5
times pickup for most induction type time delay relays.
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