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- Blocks to be fabricated from extruded magnesium with .62 inch aluminum

plates attached with 3/8 socket head screws. Weight per foot = 5.21 pounds.
- Heights of press safety block to be equal to stroke of press plus 4.5
inches.

- Use with hardwood wedges DR8-0102.
- Paint press safety blocks Yellow M-325.

- Two press safety blocks shall be used and properly wedged at all times
during die maintenance unless the press is equipped with self locking ram
slide locks.

- Supplier to certify loading capacity of press safety blocks per DR8X Page 1.

- Press safety blocks are not to be used for press maintenance purposes.

- To determine size of Press safety blocks see DR8X Page 1.

- For approved use of press safety blocks see DR8X Page 2.

NOTE: Plug shall be attached to press safety block at all times. The press
safety block plug receptacle shall be electrically interlocked with the
controls so that removal of the plug will disconnect power to all press

functions related to slide motion and transfer feed motion on transfer
presses.
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PRESS SAFETY BLOCKS
MAJOR PRESSES OVER 84 INCHES R. TO L.
AND UP TO 144 INCHES R. TO L.

\
; o 3/3-!6 SQOC. HD. SCwS.
-}—é—fr:—!' 6.0 1 1=REQUIRED

- BN )
._.v?_./__ ..r.}_ 3/8 '16 NC TAP THRU
- =T TOP PLATE
' ; T

. SAFETY BLOCK MATERIAL
1 ' MAGNESIUM 2X80aT-5 -

F"'—'_J——\—ﬂa =T (FORMERLY SAE-524)
. xb’ﬂ' TOP 8 BOTTOM PLATE
W ’ ] ! £061T-6
]
i
Yl q STAMP PRESS AND
' BRASS TAG NUMBER
| O .25 MIGH,
! SEE NOTE:
| REFER TO DRB-X
‘ POGE-3 FOR PLUG  TO ORDER
‘: FASTENING METHOD  sarsTy BLOCK DREB- 020!
| HARDWOOD WEDGES ORB-0102
, SEE DRS ,PAGE-i.
|
(i ) 62

EPHI20~ (4] PRONG PLUG.

———STRAIGHT LINK CHAIN (1} FOOT LONG 3/4gDIa. WIRE

15 /g LINKS PER FOOT.
- Blocks to fabricated from extruded magnesium with .62 inch aluminum plates
attached with 3/8 socket head screws. Weight per foot = 8.39 pounds.

- Height of press safety block to be equal to stroke of press plus 4.5 inches.
- Use with hardwood wedges DR8-102.
- Paint press safety blocks Yellow M-325.

- Two press safety blocks shall be used and properly wedged at all times
during die maintenance unless the press is equipped with self locking ram
slide locks.

- Supplier to certify loading capacity of press safety blocks per DR8X Page 1.

- Press safety blocks are not to be used for press maintenance purposes.

- To determine size of Press safety blocks see DR8X Page 1.

- For approved use of press safety blocks see DR8X Page 2.

NOTE: Plug shall be attached to press safety block at all times. The press
safety block plug receptacle shall be electrically interlocked with the
controls so that removal of the plug will disconnect power to all press
functions related to slide motion and transfer feed motion on transfer
presses,
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PRESS SAFETY BLOCKS
MAJOR PRESSES OVER 144 INCHES R. TO L.

SAFETY BLOCKS
MAJOR PRESSES LARGER THAN 144° R, TO L.
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BLOCKS TO BE FABRICATED FROM EXTRUDED MAGNESIUM WITH .75 ALUMINUM PLATES
ATTACHED WITH 1/2 SOCKET HEAD SCREWS.

HEIGHT DF SAFETY BLOCK TO BE EQUAL TO STROKE OF PRESS PLUS 4.5 INCHES.

USE WITH HARDWOOD WEDGES DR8-0102.

PAINT SAFETY BLOCKS YELLOW M-32S5.

WEIGHT PER FOOT 16.8 LBS.

TWO SAFETY BLOCKS PER PRESS.

TwO BLOCKS SHALL BE USED AND PROPERLY WEDGED AT ALL TIMES BURING DIE MAINTENANCE.

SUPPLIER TO CERTIFY LOADING CAPACITY OF SAFETY BLOCKS AS SHOWN DN DRB-X PAGE-1.

SAFETY BLOCKS ARE NOT TO BE USED FOR PRESS MAINTENANCE PURPOSES.

TO DETERMINE SIZE OF SAFETY BLOCKS SEE DR8-X PAGE-L

FOR APPROVED USE DOF SAFETY BLOCKS SEE DRB8-X PAGE-2.

NOTE

PLUG SHALL BE CHAINED TO SAFETY BLOCK AT ALL TIMES. THE SAFETY
BLOCK PLUG RECEPTACLE SHALL BE ELECTRICALLY INTERLOCKED WITH
THE CONTROLS SO THAT REMOVAL OF THE PLUG WILL PREVENT OPERATION
OF THE PRESS.
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