ENGINEERING MATERIAL SPECIFICATION

" Material Name Specification Number
ALUMINUM LAMINATED CORK E-M8G47
1. SCOPE

The material defined by this standard is a lamige
between a compound of prime grade cork and a plast, Ymeric binder
containing a portion of oil resistant rubber, the ‘ 4%e being
high strength cold vulcanised rubber. 3

2. A?PLICATION
This material is generally used‘as 0il pa : 3 ¥ sing
gaskets.
3. REQUIREMENTS
3.1 Test Methods: All tésts shéil be co nce with ASTM
F 104 Type 2 unless otherwiggystated.
3.2 THICKNESS
As specified on Engin
Tolerance on aluminum +/- 5 micrometre
0.32 ; 0.42 Mg/m3
22 - 32 % at 0.7 MPa
75 %
60 %
4.1 MPa
No cracking
Date Released
1994 12 08 Revised and Retyped
1991 09 30{C010839489 Revised and Retyped, Not for new Design.
964 09 18 |[EA-28094 Released; Retyped after change ep-72; was 750psi
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3.9 IMMERSION IN LIQUIDS
When exposed to the following conditions the material shall show no
sign of disintegration.
3.9.1 3 hours in boiling water.
3.9.2 2 hours at 100 +/- 2 C in ASTM No.l 0il
3.9.3 10 days at 23 +/- 2 C in ASTM Ref. Fuel A.
3.9.4 24 h at 23 +/- 2 C in Methyl Ethyl Ketone.

3.10 DIMENSIONAL STABILITY at 50 +/- 2 C
and 100 $ RELATIVE HUMIDITY
Change in Length, max o T 0.5 %
Change in Thickness, max 6 %

3.11 STATISTICAL PROCESS
Suppliers must conform tothe requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as decribed
therein 1is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.11 SUPPLIER'S RESPONSIBILITY
Al]l materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.
Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and 2 new code identification are
to be submitted with the request.
Substance restrictions imposed by law, regulations or Ford, apply to
the materials addressed by this document. The restrictions are
defined in Engineering Materials Specification WSS-M99P9999-A1.
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