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WSB-M1G150-C  WINDLACE, VINYL PINCHWELD, 1991 05 14| A
S-M1G4502-A WINDLACE, 1995 01 16| A
V S-M1G4502-B WINDLACE, (SHOWN ON S-M1G4502-A) 1995 01 16| A
WSB-M2G33-B ADHESIVE, WATERPROOF LATEX, DIELECTRIC HEAT SEALING, 1992 06 08| A
WSB-M2G55-C ADHESIVE, SYNTHETIC RUBBER, WATER DISPERSION, FAST TACK, 2000 09 26| A
WSB-M2G57-C ADHESIVE, WATER EMULSION, LATEX BASE, 1991 03 15| A p
WSB-M2G112-A2  ADHESIVE, NITRILE BASE, FAST TACK, SOLVENT RELEASE TYFE, 1994 04 18| A
ESB-M2G149-A  ADHESIVE, SYNTHETIC RUBBER - SOLVENT TYPE - NONSTAINING, 1978 09 01|A  f
ESB-M2G176-A  ADHESIVE, STRUCTURAL - FAST CURING - AIR DRY, 1978 04 28| A r
ESB-M2G183-A  ADHESIVE, VINYL ACETATE - HOT MELT - PRESSURE SENSITIVE TYPE, 1978 04 28| A
V WSB-M2G234-C  PRIMER, METAL, FOR ONE COMPONENT FASTER MOISTURE 2001 09 19| A
CURING URETHANE ADHESIVE,
WSB-M2G234-C2  PRIMER, METAL, FOR ONE COMPONENT FASTER MOISTURE 2001 09 19| A
CURING URETHANE ADHESIVE - SILANE BASED,
CLEARCOAT CHEMISTRIES ONLY, (SHOWN ON
WSB-M2G234-C)
WSB-M2G234-C3  PRIMER, METAL, FOR ONE COMPONENT FASTER, (SHOWN ON WSB-M2G234-C) 2001 09 19| A
WSK-M2G237-B2  ADHESIVE, HOT MELT, SYNTHETIC RESIN, HOT APPLIED, 170 - 190 C, 1992 02 03|A  f
ESK-M2G264-A  ADHESIVE, PRIMER, SYNTHETIC RUBBER BASED, FOR ADHESIVE TAPE, 1994 12 05| A
ESK-M2G264-A2  ADHESIVE, PRIMER, SYNTHETIC RUBBER BASED, FOR ADHESIVE TAPE, 1995 02 01| A
ESK-M2G264-A3  ADHESIVE, PRIMER, ACRYLATE BASED, FOR ADHESIVE TAPE, 1987 07 01| A
WSK-M2G264-B2  ADHESIVE PRIMER, ACRYLATE BASED, FOR ADHESIVE TAPE, 1991 01 02| A
ESK-M2G268-A  ADHESIVE, HOT MELT - ETHYLENE VINYL ACETATE BASE, 1994 11 22| A
ESK-M2G269-A  ADHESIVE STYRENE BUTADIENE, HOT MELT, FILLED, 1988 08 01| A
ESK-M2G270-A  ADHESIVE, POLYAMIDE, HOT MELT, FILLED, 1988 08 01| A
WSK-M2G270-B  ADHESIVE, POLYAMIDE, HOT APPLIED 170 - 180 C, 1991 02 01| A
WSB-M2G279-B  ADHESIVE, HOT MELT, POLYESTER BASE, POWDER FORM, 1994 01 12| A
WSB-M2G279-B2  ADHESIVE, HOT MELT, POLYESTER BASE, WEB FORM, (SHOWN ON WSB-M2G279-B) 1994 01 12| A
WSK-M2G280-B  ADHESION PROMOTOR, SILANE, 1993 04 01| A
WSB-M2G281-D2  ADHESIVE, HEAT CURING, EXPANDABLE - EPOXY/GLASS FIBER 1995 05 16| A j
LAMINATE -, METAL REINFORCEMENT,
WSB-M2G281-D3  ADHESIVE, HEAT CURING, EXPANDABLE - EPOXY/GLASS FIBER 2000 07 24| A
LAMINATE -, METAL REINFORCEMENT,
WSK-M2G281-F  ADHESIVE, HEAT CURING, EPOXY/GLASS FIBER LAMINATE FOR 1993 05 03| A
ESK-M2G287-A1  ADHESIVE, EPOXY - HEAT CURING, EXCEPTION IN SOLIDS 1994 12 07| A
(PARA 3.1.3): MIN. 97,0%,
WSK-M2G288-B1  ADHESIVE, POLYURETHANE - TWO COMPONENT, SOLVENT FREE - METAL TO GLASS, 1990 12 03| A
ESK-M2G292-A  ADHESIVE, EPOXY FILM - HEAT CURING - CLINCH FLANGE, 1994 11 23| A
ESK-M2G293-A  WATER PASTE, POLYOL, 1995 01 17| A
ESK-M2G298-A1  ADHESIVE, SILICONE, TWO COMPONENT, 1995 01 13| A
ESK-M2G298-A2  ADHESIVE, SILICONE, TWO COMPONENT, (SHOWN ON ESK-M2G298-A1) 1995 01 13| A
ESK-M2G299-A1  ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 60 - 1994 07 08| A
70 C, HEAT CURING, MEDIUM STRENGTH,
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ESK-M2G299-A2 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 120 - 1994 07 08| A
130 C, NON-REACTIVE, (SHOWN ON ESK-M2G299-A1)

ESK-M2G299-A3 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED, 70 - 1994 07 08| A
80 C, HEAT CURING, (SHOWN ON ESK-M2G299-A1)

ESK-M2G299-A4 ADHESIVE, SEALER, SYNTHETIC RUBBER, WARM APPLIED 30 - 1994 07 08| A
60 C, HEAT CURING, (SHOWN ON ESK-M2G299-A1)

ESK-M2G299-A5 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 60 - 1994 07 08| A
70 C, HEAT CURING, HIGH STRENTH, (SHOWN ON
ESK-M2G299-A1)

ESK-M2G299-A6 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 60 - 1994 07 08| A
70 C, HEAT CURING, LONG TERM FLEXIBLE, (SHOWN
ON ESK-M2G299-A1)

WSK-M2G299-B1  ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 60 - 70 C, HEAT CURING, 1993 03 01| A

WSK-M2G299-B2  ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED, 120 1993 03 01| A
- 130 C, NON-REACTIVE,

WSK-M2G299-B3  ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED, 70 - 1993 03 01| A
80 C, HEAT CURING, (SHOWN ON WSK-M2G299-B1)

WSK-M2G299-B4  ADHESIVE, SEALER, SYNTHETIC RUBBER, WARM APPLIED 1993 03 01| A
30-60 C, HEAT CURING, (SHOWN ON WSK-M2G299-B1)

WSS-M2G300-A2  ADHESIVE, EPOXY, ONE COMPONENT, INDUCTION HEAT 1996 02 09| A
RESPONSIVE, STRUCTURAL, SPACING BEADS,

ESD-M2G302-A ADHESIVE, HOT MELT - PRESSURE SENSITIVE - HIGH TACK - HEAT RESISTANT, 1989 07 31| A

ESK-M2G305-A2  ADHESIVE, HOT MELT, POLYURETHANE - MOISTURE CURING, 1991 03 01| A

ESK-M2G305-A3  ADHESIVE, HOT MELT, POLYURETHANE, MOISTURE CURING, 2000 07 31| A

ESK-M2G307-A2  ADHESIVE, POLYURETHANE - METAL TO METAL - HEAT CURING - HOT APPLICABLE, 1987 12 18| A

ESK-M2G308-A ADHESIVE, POLYACRYLIC ESTER-METALMETAL - AIRLESS - 1987 08 10| A
EC COATABLE - CLINCH FLANGE,

WSK-M2G308-B  ADHESIVE, POLYACRYLIC ESTER; METAL/METAL AIRLESS, EC 1992 07 01| A
COATABLE, CLINCH FLANGE,

WSK-M2G308-B2  ADHESIVE, POLYACRYLIC ESTER, METALMETAL ADFOSY, 1992 07 01| A
CLINCH FLANGE, (SHOWN ON WSK-M2G308-B)

ESK-M2G309-A ADHESIVE POLYURETHANE, ONE COMPONENT, 1990 05 02| A

WSK-M2G309-B  ADHESIVE, POLYURETHANE, ONE COMPONENT, 1992 08 03| A

V WSB-M2G314-B  PRIMER, GLASS, MOISTURE CURE, 1990 02 08| A
V WSB-M2G316-B  ADHESIVE, FAST MOISTURE CURING URETHANE, ONE COMPONENT, HIGH VISCOSITY, 2001 02 16| A

WSS-M2G316-B2  ADHESIVE, MOISTURE CURING URETHANE, ONE COMPONENT, 2000 08 17| A
PRIMERLESS TO CLEARCOAT PAINT,

ESK-M2G318-A1  ADHESIVE, POLYESTER - HOT MELT, 1988 07 08| A

WSK-M2G322-B1  ADHESIVE, POLYURETHANE, TWO COMPONENT, SOLVENT BORNE, BASE MATERIAL, 1990 09 03| A

WSK-M2G322-B2  ADHESIVE, POLYURETHANE, TWO COMPONENT, SOLVENT BORNE, 1990 09 03| A
HARDENER, (SHOWN ON WSK-M2G322-B1)

WSK-M2G322-B3  ADHESIVE, POLYURETHANE, TWO COMPONENT, SOLVENT BORNE, 1990 09 03| A
HARDENER, BLACK, (SHOWN ON WSK-M2G322-B1)

ESK-M2G324-A1  ADHESIVE, POLYURETHANE - POLYOL, 1988 10 12| A

ESK-M2G324-A2  ADHESIVE, POLYURETHANE, ISOCYANATE, (SHOWN ON ESK-M2G324-A1) 1988 10 12| A

ESK-M2G326-A ADHESIVE, POLYURETHANE, SOLVENT RELEASE, AIR DRYING, 1988 12 15| A

WSK-M2G329-A  ADHESIVE, EPOXY, SOLVENT FREE, 180C CURING, 80C 1991 03 01| A

APPLICABLE, METAL/METAL, STRUCTURAL,
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WSK-M2G329-A2  ADHESIVE, EPOXY, SOLVENT FREE, 180 C CURING, 80 C 1991 03 01| A
APPLICABLE, METAL/METAL, STRUCTURAL, (SHOWN ON
WSK-M2G329-A)
WSK-M2G330-A ADHESIVE, EPOXY, STRUCTURAL, METAL TO METAL, 180 C 1993 06 01| A
CURING, SPRAYABLE, PRECURABLE, HEM FLANGE,
WSK-M2G330-A2  ADHESIVE, EPOXY, STRUCTURAL, PVC BLEND, METAL TO 1993 06 01| A
METAL, 180 C CURING, SPRAYABL, PREGELLABLE, HEM
FLANGE, LOW VISCOSITY, (SHOWN ON WSK-M2G330-A)
WSK-M2G330-A3  ADHESIVE, EPOXY/PVC BLEND, STRUCTURAL, METAL-TO-METAL 1993 06 01 A
180 C CURING, SPRAYABLE, PREGELLABLE, HEM
FLANGE, HIGH VISCOSITY, (SHOWN ON WSK-M2G330-A)
WSF-M2G331-A2 ADHESIVE, EPOXY, ONE COMPONENT, HEAT CURING, STRUCTURAL, 1995 09 14 F
WSS-M2G337-B ADHESIVE, EPOXY BASED, STRUCTURAL, HEAT CURING, 1996 05 21| A
WELDABLE, PEEL/IMPACT/ENVIRONMENTAL RESISTANT,
WSF-M2G339-A1 ADHESIVE, EPOXY, THERMAL CURE, SURFACE MOUNTED COMPONENTS, 1992 01 24 F
WSF-M2G339-A2 ADHESIVE, EPOXY, THERMAL CURE, SURFACE MOUNTED 1992 01 24 F
COMPONENTS, (SHOWN ON WSF-M2G339-A1)
WSS-M2G339-A5  ADHESIVE, EPOXY, THERMAL CURE, SURFACE MOUNTED COMPONENTS, 1999 08 11 F
ESK-M2G340-A  ADHESIVE, POLYCHLOROPRENE, CONTACT, WATER DISPERSION, AIR DRYING, 1991 06 03| A
WSK-M2G341-A1  ADHESIVE, POLYURETHANE, SOLVENT FREE, METAL TO GLASS, POLYOL, 1990 12 03| A
WSK-M2G341-A2  ADHESIVE, POLYURETHANE, SOLVENT FREE, METAL TO GLASS, 1990 12 03| A
HARDENER, (SHOWN ON WSK-M2G341-A1)
WSK-M2G342-A ADHESION PROMOTOR, SILANE, 1992 08 03| A
WSK-M2G342-A2 ADHESION PROMOTER, SILANE, FOR BADGE APPLICATION, 1997 04 10| A
WSK-M2G343-A GLASS PRIMER, POLYURETHANE, 1992 08 03| A
WSK-M2G343-A2 PRIMER, POLYISOCYANITE/ETHYLACETATE, POLYURETHANE, 1992 04 01| A
WSK-M2G344-A ADHESIVE, POLYAMIDE, HOT APPLIED, 160 - 170 C, 1991 03 01| A
WSK-M2G345-A ADHESIVE, HOT APPLIED 160 - 180 C, PRESSURE SENSITIVE, 1991 01 02| A
WSK-M2G348-A1  ADHESIVES, ANAEROBIC, (AN) GASKETING, 2000 07 19| A p
WSK-M2G348-A2  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A p
WSK-M2G348-A4  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A
WSK-M2G348-A5  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A p
WSK-M2G348-A6  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A
WSK-M2G348-A7 ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A
WSK-M2G348-A8  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A p
WSK-M2G348-A9  ADHESIVES, ANAEROBIC, (AN) GASKETING, (SHOWN ON WSK-M2G348-A1) 200007 19| E
WSS-M2G348-A10 ADHESIVE, ANAEROBIC (AN), GASKETING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A p
WSK-M2G349-A3  ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A g
WSK-M2G349-A4  ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A g |
WSK-M2G349-A7  ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A e
WSK-M2G349-A8  ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A g
WSK-M2G349-A9  ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A e
WSK-M2G349-A10 ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A e
WSK-M2G349-A11 ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19|A e
WSK-M2G349-A12 ADHESIVES, ANAEROBIC, (AN) RETAINING, (SHOWN ON WSK-M2G348-A1) 2000 07 19| A
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