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N ESD-M3H63-A1 CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
PASSENGER COMPARTMENT-PROTECTION PAD, (NOT TO
BE USED FOR NEW DESIGN, USE WSD-M3H63-C1)
N ESD-M3H63-A2 CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
LUGGAGE/LOAD COMPARTMENT, (NOT TO BE USED FOR
NEW DESIGN, USE WSD-M3H63-C2)
N ESD-M3H63-A3  CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
INNER DOOR PANEL, (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M3H63-C3)
V ESD-M3H63-B1  CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
PASSENGER COMPARTMENT, (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M3H63-C1)
V ESD-M3H63-B2 CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
LUGGAGE/LOAD COMPARTMENT, (NOT TO BE USED FOR
NEW DESIGN, USE WSD-M3H63-C2)
V ESD-M3H63-B3 CARPET, POLYESTER/POLYPROPYLENE - NONWOVEN - VELOUR, 1988 07 29| A
INNER DOOR PANEL, (SHOWN ON ESD-M3H63-A1) (NOT
TO BE USED FOR NEW DESIGN, USE WSD-M3H63-C3)
WSD-M3H64-C CARPET, POLYAMIDE CUT-PILE, VELOUR, TUFTED, 400 GM/M2, 1993 02 26| A
WSS-M3H67-B MAT, POLYESTER NONWOVEN, FLAT NEEDLED, NON-BACKCOATED, 1996 07 30| A
N ESD-M3H73-A CARPET, RANDOM NEEDLED - VELOUR, (NOT TO BE USED FOR NEW DESIGN) 1989 07 31| A
vV ESD-M3H73-B CARPET, RANDOM NEEDLED - VELOUR, (NOT TO BE USED FOR NEW DESIGN) 1989 07 31| A
WSS-M3H80-F CARPET, NYLON, SUSSEX PATTERN, LATEX PRECOAT, 2000 01 19|A
POLYPROPYLENE BACKCOAT, 610 G/M2,
WSB-M3H87-D CARPET, POLYESTER, RANDOM VELOUR, NEEDLED, 1993 08 12| A
WSD-M3H90-A CARPET, POLYPROPYLENE, RANDOM NEEDLED VELOUR (240 G/M2), 2000 09 25| A
WSD-M3H94-A1 CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED (300 G/M2), 1999 11 29| A
WSD-M3H94-A2 CARPET, POLYPROPYLENE, CUT PILE VELOUR, TUFTED, 300 1999 11 29| A
GM/M2, (SHOWN ON WSD-M3H94-A1)
WSD-M3H97-A1 CARPET COVERED MOULDED PART, 1993 02 26| A
WSD-M3H97-A2  CARPET COVERED MOULDED PART, (SHOWN ON WSD-M3H97-A1) 1993 02 26 A
WSD-M3H97-A3  CARPET COVERED MOULDED PART, (SHOWN ON WSD-M3H97-A1) 1993 02 26 A
WSD-M3H97-A4 CARPET COVERED MOULDED PART, (SHOWN ON WSD-M3H97-A1) 1993 02 26| A
WSD-M3H99-A CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED, 380 G/M2, 1992 05 28| A
WSD-M3H100-A1 CARPET, POLYPROPYLENE,CUT PILE, VELOUR, TUFTED, 1994 03 31| A
WSD-M3H100-A2  CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED, 1994 03 31| A
(SHOWN ON WSD-M3H100-A1)
WSD-M3H100-A3  CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED, 1994 03 31| A
WSD-M3H100-A4  CARPET, POLYPROPYLENE, CUT PILE, VELOUR, TUFTED, 1994 03 31| A
(SHOWN ON WSD-M3H100-A1)
WSB-M3H103-B1  CARPET, POLYPROPYLENE, RANDOM VELOUR NEEDLED, LATEX 1994 08 29| A
BACKCOATED, SHEARED,
WSB-M3H103-B2  CARPET, POLYPROPYLENE, RANDOM VELOUR NEEDLED, 1994 08 29| A
NON-BACKCOATED, SHEARED, (SHOWN ON
WSB-M3H103-B1)
WSB-M3H104-A CARPET, POLYPROPYLENE, DILOUR, NEEDLED, MOLDABLE, 1994 05 10| A
WSB-M3H104-A2  CARPET, POLYPROPYLENE, DILOUR NEEDLED, LATEX 1994 05 10| A
BACKCOATED, (SHOWN ON WSB-M3H104-A)
WSS-M3H104-A3 CARPET, POLYESTER, DILOUR, NEEDLED, MOLDABLE LATEX 2001 03 19| A
PRECOAT, POLYETHYLENE BACKCOATED,
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WSS-M3H104-A4 CARPET, POLYESTER, DILOUR, NEEDLED, MOLDABLE LATEX 2001 03 19| A
PRECOAT, POLYETHYLENE AND EVA BACKCOATED,
(SHOWN ON WSS-M3H104-A3)
WSS-M3H104-A5 CARPET, POLYPROPYLENE, DILOUR, NEEDLED, LATEX 2001 09 27| A
BACKCOATED, LDPE EXTRUSION BACKED,
WSB-M3H105-A1 CARPET, POLYESTER, FLAT NEEDLED, POLYPROPYLENE 1995 02 13| A
BACKCOATED, SPUNBONDED BACKING,
WSB-M3H105-A2  CARPET, POLYESTER, FLAT NEEDLED, POLYETHYLENE 1995 02 13| A
BACKCOATED, SPUNBONDED BACKING, (SHOWN ON
WSB-M3H105-A1)
WSB-M3H105-A3  CARPET, POLYESTER, FLAT NEEDLED, LATEX BACKCOATED, 1995 02 13| A
(SHOWN ON WSB-M3H105-A1)
WSS-M3H105-A4 CARPET, POLO PATTERN, 100% RECYCLED POLYESTER FIBER, 1995 02 17| A
FLAT NEEDLED, NON-BACKCOATED,
WSS-M3H105-A5 CARPET, POLO PATTERN, 100% RECYCLED POLYESTER FIBER, 1995 06 08| A
FLAT NEEDLED, LATEX BACKCOATED, ACRYLIC LATEX
FOAM BACKING,
WSS-M3H105-A6 CAPET, POLO PATTERN, 100% RECYCLED POLYESTER FIBER, 2000 01 20| A
FILLED POST-CONSUMER, THERMOPLASTIC BACKCOATED,
SPUN BONDED BACKING,
WSS-M3H105-A7  CARPET, POLO PATTERN, 100% RECYCLED POLYESTER FIBER, 1998 03 20| A
FLAT NEEDLED, POST-INDUSTRIAL POLYPROPYLENE
BACKCOATING WITH FILLERS, THERMOPLASTIC
SPUNBONDED WEB BACKING,
WSS-M3H105-A8 CARPET, POLYESTER, FLAT NEEDLED, LATEX PRECOAT, 1999 02 02| A
POLYETHYLENE BACKCOATED,
WSS-M3H105-A9 CARPET, POLYESTER, FLAT NEEDLED, POLYESTER MAT BACKED 1999 02 02| A
POLYPROPYLENE EXTRUDED, BILAMINATE,
WSS-M3H105-A10 CARPET, POLYESTER, FLAT NEEDLED, LATEX BACKCOATED, 2000 09 08| A
WSB-M3H106-A CARPET, POLYESTER, RANDON DILOUR, NEEDL AND SHEARED, 1993 11 06| A
BILAMINATE, 560 G/M2,
WSS-M3H106-A2 CARPET, POLYESTER, RANDOM DILOUR, NEEDLED AND SHEARED 1995 05 25| A
LATEX BACKCOATED, 560 G/M2,
WSD-M3H107-A  CARPET, POLYAMIDE, CUT PILE, VELOUR TUFTED, TRILAMINATE, 380 G/M2, 1999 03 01/ A
WSD-M3H108-A  CARPET, POLYAMIDE, CUT PILE, VELOUR TUFTED, 1999 03 01/ A
TRILAMINATE, 530 G/M2, (SHOWN ON WSD-M3H107-A)
WSS-M3H110-B1 CARPET, BCF NYLON, NEWPORT PATTERN, PRECOATED, 450 G/M2, 2000 09 21| A
WSS-M3H110-B2 CARPET, BCF NYLON, NEWPORT PATTERN, TRI-LAMINATE, 450 2000 09 21| A
G/M2, (SHOWN ON WSS-M3H110-B1)
WSS-M3H110-B3 CARPET, BCF NYLON, NEWPORT PATTERN, LATEX BACKCOATED, 2000 09 21| A
450 G/M2, (SHOWN ON WSS-M3H110-B1)
WSB-M3H112-A1 CARPET, POLYESTER, FLAT NEEDLED, POLYETHYLENE 1994 07 08| A
WSB-M3H112-A2  CARPET, POLYESTER, FLAT NEEDLED, LATEX BACKCOATED, 1994 07 08| A
236 G/M2, (SHOWN ON WSB-M3H112-A1)
WSB-M3H114-A  CARPET, NYLON, TALLY PATTERN, SBR LATEX BACKCOAT, 710 G/M2, 1995 01 10| A r
WSS-M3H115-A  CARPET, BCF NYLON, CUT PILE TRILAMINATE, LANIER PATTERN, 407 G/M2, 1996 01 25| A
WSS-M3H115-A2 CARPET, BCF NYLON, CUT PILE, LATEX BACKED, LANIER 1996 01 25| A
PATTERN, 407 G/M2, (SHOWN ON WSS-M3H115-A)
WSS-M3H115-A3 CARPET, BCF NYLON, CUT PILE, PRECOATED, LANIER 1996 01 25| A
PATTERN, 407 G/M2, (SHOWN ON WSS-M3H115-A)
WSS-M3H115-A4 CARPET, BCF NYLON, CUT PILE, BILAMINATE, LANIER 1996 01 25| A
PATTERN, 407G/M2, (SHOWN ON WSS-M3H115-A)
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