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WSD-M9H111-B FABRIC, BACKING, POLYESTER, KNITTED, 65 G/M2, 1993 08 02| A
N ESD-M9H114-A FABRIC, SPUNBONDED POLYPROPYLENE, (NOT TO BE USED FOR 1990 11 30| A
NEW DESIGN, USE WSD-M9H114-C)
V ESD-M9H114-B FABRIC, SPUNBONDED POLYPROPYLENE, (SHOWN ON 1990 11 30| A
ESD-M9H114-A) (NOT TO BE USED FOR NEW DESIGN,
USE WSD-M9H114-C)
WSD-MOH114-C  FABRIC, POLYPROPYLENE (PP), SPUNBONDED/FILM LAMINATE, 1992 06 08| A
WSB-MOH117-B  FABRIC, TEXTURED POLYESTER BACKING, 130 G/M2 LOCK STITCHED, 1991 12 05| A
N ESD-M9H120-A1 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE BONDED, 1989 05 31| A
(NOT TO BE USED FOR NEW DESIGN)
N ESD-M9H120-A2 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE BONDED, 1989 05 31| A
(SHOWN ON ESD-M9H120-A1)(NOT TO BE USED FOR NEW
DESIGN)
V ESD-M9H120-B1 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE BONDED, 1989 05 31| A
(SHOWN ON ESD-M9H120-A1)(NOT TO BE USED FOR NEW
DESIGN)
V ESD-M9H120-B2 FABRIC, POLYESTER/RAYON - NONWOVEN - ADHESIVE BONDED, 1989 05 31| A
(SHOWN ON ESD-M9H120-A1)(NOT TO BE USED FOR NEW
DESIGN)
N ESD-MOH122-A  FABRIC, WOVEN POLYESTER SHEETING, (NOT TO BE USED FOR 1989 05 31| A
NEW DESIGN, USE WSD-M9H122-C)
V ESD-M9H122-B FABRIC, WOVEN POLYESTER SHEETING, (SHOWN ON 1989 05 31| A
ESD-M9H122-A) (NOT TO BE USED FOR NEW DESIGN,
USE WSD-M9H122-C)
WSD-M9H125-B FABRIC, POLYAMIDE (PA), KNITTED, 65 G/M2, 1992 03 26| A
WSD-M9H125-B2 FABRIC, BACKING, POLYAMIDE, KNITTED, 50 G/M2, (SHOWN ON WSD-M9H125-B) 1992 03 26| A
WSD-M9H133-A1 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 45 G/M2, 1992 06 08| A
WSD-M9H133-A2 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 55 1992 06 08| A
G/M2, (SHOWN ON WSD-M9H133-A1)
WSD-M9H133-A3 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 70 1992 06 08| A
G/M2, (SHOWN ON WSD-MOH133-A1)
WSD-MOH133-Ad  FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 90 1992 06 08| A
G/M2, (SHOWN ON WSD-MOH133-A1)
WSD-M9H134-B FABRIC, BACKING, POLYESTER KNITTED, 70 GM/M2, 1993 08 02| A
WSD-M9H136-A FABRIC, KNITTED, 1993 08 02| A
WSP-M9H137-A SCREEN, POLYESTER, MONOFILAMENT, 120 MICROMETER MESH OPENING, 1993 12 16 P
WSB-M9H138-A FABRIC, WOVEN, CONVERTIBLE BOW LISTING, 1994 04 19| A
WSB-M9H139-A BACKING FABRIC, NYLON KNIT, CONVERTIBLE BOOT COVER, 1993 06 14| A
WSS-M9H141-A FABRIC, NONWOQVEN, STITCH BONDED, BLACK POLYESTER, 1995 05 22| A
N SK-M9H9502-A POLYAMIDE FABRIC, KNITTED, (NOT TO BE USED FOR NEW DESIGN) 1989 05 31| A
N SK-M9H9504-A COTTON/PVC WOVEN FABRIC, (NOT TO BE USED FOR NEW DESIGN) 1989 05 31| A
V SK-M9H9504-B COTTON/PVC WOVEN FABRIC, (NOT TO BE USED FOR NEW DESIGN) 1989 05 31| A
N SK-M9H9516-A FABRIC, WOVEN - COTTON OR COTTON/POLYESTER, (NOT TO 1989 05 31| A
BE USED FOR NEW DESIGN)
N SK-M9H9519-A FABRIC, POLYPROPYLENE - SPUN BONDED, (NOT TO BE USED FOR NEW DESIGN) 1989 05 31| A
V SK-M9H9519-B FABRIC, POLYPROPYLENE - SPUN BONDED, (SHOWN ON 1989 05 31| A
SK-M9H9519-A)(NOT TO BE USED FOR NEW DESIGN)
WSD-M15H42-B THREAD, POLYAMIDE, THREE PLY, 1992 09 30| A r
WSB-M15H43-C THREAD, NYLON, #147, LOW TWIST MULTIFILAMENT, 1992 07 02| A
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WSS-M15H51-B2 THREAD, POLYAMIDE, FOUR PLY, 2000 07 17| A
WSD-M15H51-D THREAD, POLYAMIDE, THREE PLY, TOP THREAD, 1992 10 22|A  f
WSD-M15H51-E THREAD, POLYAMIDE, THREE PLY, UNDERTHREAD, (SHOWN ON WSD-M15H51-D) 1992 10 22| A
WSD-M15H59-A THREAD, POLYAMIDE, SINGLE PLY, 1992 08 20| A
WSD-M15H60-A  THREAD, POLYAMIDE, THREE PLY, 1992 09 30| A
WSB-M15H61-A  THREAD, NYLON EMBROIDERY, 3 PLY TWISTED, 1997 05 07| A r
WSD-M15H62-A  THREAD, POLYAMIDE, TWO PLY, 1994 03 04| A
WSB-M15H63-A THREAD, POLYESTER, SERGING, TEXTURED, 2000 07 13| A
WSS-M15H65-A THREAD, POLYAMIDE, THREE PLY, 1998 03 20| A
WSS-M16H20-A FELT, TWO COMPONENT POLYESTER WEB, HIGH CAPACITY AIR FILTRATION MEDIA, 1996 01 26 F
WSB-M17H93-C7  PADDING, POLYURETHANE FOAM, SLAB, WEFT INSERTION 1993 10 05| A
FABRIC REINFORCED, REDUCED KNUCKLING,
WSB-M17H93-C8  PADDING, POLYURETHANE FOAM, SLAB POINT BONDED NON 1994 12 08| A
WOVEN FABRIC REINFORCED, REDUCED KNICKLING,
RECYCLING SYMBOL: >PEUR, PET<
WSS-M17H93-C9  PADDING, POLYURETHANE FOAM, SLAB, KNIT FABRIC 1996 02 16| A
REINFORCED, HIGH STRENGTH, RECYCLING
SYMBOL: >PEUR,PET<
WSB-M17H93-C10  PADDING, POLYURETHANE FOAM, SLAB, KNIT FABRIC 1996 02 16| A
REINFORCED, MODERATE STRENGTH, RECYCLING
SYMBOL: >PEUR,PET<
WSB-M17H164-A PADDING, POLYURETHANE (PUR), SLAB, POLYETHYLENE FILM 1990 12 13| A
COATED, CONTROLLED CELL SIZE,
WSB-M17H165-A INSULATOR, COMPOSITE, ARAMID/POLYESTER, ALUMINUM FOIL 1992 03 19| A
POLYESTER, ALUMINUM FOIL,
WSD-M17H166-A1 PADDING, NEEDLED, POLYESTER FIBRE, FABRIC REINFORCED, 1995 01 31| A
WSD-M17H166-A2 PADDING, NEEDLED, POLYESTER FIBER, FABRIC REINFORCED, 1995 01 31| A
(SHOWN ON WSD-M17H166-A1)
WSB-M17H167-A  MAT, POLYESTER, FLAT NEEDLED, LATEX BACKCOATED, 1994 08 29| A
WSB-M17H168-A  PADDING, POLYPROPYLENE/ACRYLIC/POLYESTER, NEEDLED, 1995 03 01 A
COMPRESSION MOLDABLE,
WSS-M17H169-A1  INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER, FIBERS, 1995 03 30| A
NON-WOVEN, POLYOLEFIN SCRIM, LAMINATE, 200 G/M2
WSS-M17H169-A2 INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER, FIBERS, 1995 03 30| A
NON-WOVEN, POLYOLEFIN SCRIM, LAMINATE, 400 G/M2
(SHOWN ON WSS-M17H169-A1)
WSS-M17H169-A3  INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER FIBERS, 2000 08 02| A
WSS-M17H169-A4  INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER FIBERS, 2000 08 02| A
NON-WOVEN, POLYOLEFIN SCRIM, LAMINATE, 125 G/M2
WSS-M17H169-A5 INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER FIBERS, 2000 08 02| A
NON-WOVEN, POLYOLEFIN SCRIM, LAMINATE, 200 G/M2
WSS-M17H169-A6 INSULATION, ACOUSTICAL, POLYOLEFIN/POLYESTER FIBERS, 2000 08 02| A
NON-WOVEN, POLYOLEFIN SCRIM, LAMINATE, 300 G/M2
WSS-M17H170-A MAT, POLYESTER, SPUN BONDED, LATEX IMPREGNATED, 370 G/M2, 1995 09 15| A
WSS-M17H171-A PADDING, SYNTHETIC/POLYESTER FIBER, LAMINATE, NEEDLED, MOLDABLE, 1996 01 26| A
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