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ESB-M70J5-A PAINT, POWDERED - THERMOSETTING POLYESTER, 1981 03 19| A i r
ESK-M70J7-A PRIMER, POWDER, STEEL, ALUMINUM, ELECTROCOAT, 1994 12 07| A
RECYCLING SYMBOL: >94-12-07<
WSK-M70J8-A PAINT, POWDER - THERMOSETTING POLYESTER, EXTERIOR, 1990 03 01| A r
WSA-M70J9-A PAINT, POWDERED, THERMOSETTING POLYESTER, 1992 12 10| A
WSF-M70J10-A  PAINT, POWDERED, THERMOSETTING EPOXY, 19980217 F
WSS-M70J11-A  PAINT, POWDER COAT, THERMOSETTING, EPOXY MODIFIED POLYESTER, 1995 11 02(A  f
WSS-M80J6-A CLEAR TOPCOAT, UV CURABLE, ABRASION RESISTANT, 1995 12 07|A  f
TRANSPARENT PLASTIC PARTS,
WSB-M91J9-A COATING, HEAT RESISTANT, BLACK, 1993 07 29|A |
SK-M98J9552-B MEDIUM SOLID BAKING ENAMEL, EXTERIOR QUALITY - READY TO SPRAY, 1994 12 20| A
S-M99J13-A GLAZING PASTE, SOLDER, 1994 12 21| A
S$-M99J26-A PASTE FILLER, SOLDER PITS, 1994 12 20| A
ESB-M99J251-A PAINT, ACRYLIC PLASTIC, SECOND SURFACE - INTERIOR AND EXTERIOR, 2000 11 21| A
ESB-M99J251-A2  PAINT, POLYCARBONATE PLASTIC - SECOND SURFACE - 2000 11 21| A
INTERIOR AND EXTERIOR, (SHOWN ON ESB-M99.J251-A)
V EST-M99J259-A  DECAL, PRESSURE SENSITIVE ADHESIVE, 1978 08 30| A e
WSS-M99J292-A2  LABEL, ALUMINUM FOIL, PRESSURE SENSITIVE, BAR CODE, 1995 12 19| a E
ESF-M99J293-A SILICONE COATING, CONFORMAL, 1991 11 22 F
ESF-M99J293-B SILICONE COATING, CONFORMAL - LOW VISCOSITY, (SHOWN ON ESF-M99J293-A), 1991 11 22 F
ESF-M99J293-D SILICONE COATING, CONFORMAL, MEDIUM VISCOSITY, (SHOWN 1991 11 22 F
ON ESF-M99J293-A),
ESK-M99J312-A TOPCOAT, TWO PACK STONEPECK RESISTANT, TWO PACK POLYURETHANE MATERIAL, 1994 12 06| A
ESK-M99J312-B TOPCOAT, TWO PACK STONEPECK RESISTANT, TEXTURED 1994 12 06| A
MATERIAL, (SHOWN ON ESK-M99J312-A)
ESK-M99J313-A  HARDENER, ALIPHATIC POLYISOCYANATE, 1994 12 20| A
ESK-M99J323-A1  HARDENER, TWO PACK, 75% SOLIDS, EXTERIOR, FOR PRIMER, 1993 06 01| A
ESK-M99J323-A2  HARDENER, TWO PACK, 75% SOLIDS, EXTERIOR, FOR 1993 06 01| A
TOPCOAT, (SHOWN ON ESK-M99.J323-A1)
ESK-M99J325-A ADDITIVE, FOR WATERBORNE PAINT, ADDITIVE FOR ESK-M62J 19-A, 1994 12 20| A
ESK-M99J326-A MARKING INK, 1994 12 20| A
ESK-M99J327-A TWO PACK POLYESTER KNIFING GLAZE, 1994 12 20| A
ESK-M99J328-A ADHESION AGENT, 1994 12 20| A r
ESK-M99J329-A ADHESION AGENT FOR PLASTICS, 1994 12 13| A
ESK-M99J340-A ONE PACK STONEPECK RESISTANT MATERIAL, 1995 02 02| A
WSK-M99J359-A  HARDENER, TWO PACK, 75% SOLID CONTENT, EXTERIOR, 1990 08 01|A
WSK-M99J360-A  HARDENER, TWO PACK, 40% SOLID CONTENT, EXTERIOR, 2000 05 18| A
WSK-M99J361-A1  EC-ADDITIVE, BINDER SOLUTION, 2000 11 28| A
WSK-M99J361-A2 EC-ADDITIVE, BINDER SOLUTION, (SHOWN ON WSK-M99J361-A1) 2000 11 28| A
WSK-M99J363-A HARDENER, TWO PACK, SUEDE COATING, 2000 11 28| A
WSK-M99J365-A ACID CATALYST, CLEAR COAT SYSTEM, BAKING, EXTERIOR TOP COAT, 2000 11 28| A
WSK-M99J366-A ACID CATALYST, POLYESTER SYSTEM, BAKING, EXTERIOR TOP COAT, 2000 11 28| A
WSK-M99J367-A TOPCOAT, ONE PACK, STONE PECK PROTECTION, SMOOTH SURFACE, 2000 11 28| A
Materials Engineering Testing & Standards 2002-02-01
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:29:11 2016

Full document details: FORD EEMS INDEX VOL 16B 2002



http://www.avadocuments.com/doc/ford-eems-index-vol-16b-2002
http://www.avadocuments.com/doc/ford-eems-index-vol-16b-2002

Gord Yetor Gomprany,

VOLUME 16B
Worldwide & European Product Engineering Material Specifications pf\)c;: 2
¢ SR CemoN SPECIFICATION TITLE REVISED| - ACTIVITIES
T DATE [AEFGJ[PRSUZ
WSK-M99J368-A HARDENER, STONE PECK PROTECTIVE TOPCOAT, REPAIR, 1991 01 02| A
ESK-M99J370-A HARDENER, WATER BASED PRIMER, POLYPROPYLENE, ONLY FOR 1994 12 07| A
USE WITH PRIMER ESK-M6J171-A,
WSK-M99J372-A GLAZING PASTE, 1991 03 01| A
WSK-M99J373-A PASTE FILLER, 1991 03 01| A
WSF-M99J377-A  COATING, CONFORMAL, SOLVENT FREE SILICONE, 2000 09 11 F
WSF-M99J377-A2  COATING, CONFORMAL, SOLVENT FREE SILICONE, LOW 2000 09 11 F
VISCOSITY, (SHOWN ON WSF-M99J377-A)
WSS-M99J377-A3 COATING, CONFORMAL, SOLVENT FREE SILICONE, VERY LOW 1997 11 11 F
VISCOSITY, (SHOWN ON WSF-M99J377-A)
WSF-M99J378-A COATING, CONFORMAL, SILICONE OXIME CURE, 1992 11 23 F
WSK-M99J379-A EC ADDITIVE, FATTY ACID AMIDE, 1993 06 01| A
WSE-M99J380-A LOW FRICTION CORROSION RESISTANT SOLID FILM LUBRICANT COATING, 1994 03 02| E
WSK-M99J381-A1 HARDENER, SOLVENT BASED, FOR WATERBASED SOFT COATING PAINT, 2001 07 10| A
WSS-M99J385-A PAINT, ONE COMPONENT COLOR COAT FOR PLASTIC, INTERIOR, 2001 02 O5|A f
WSS-M99J385-A2  PAINT, COLOR COAT FOR POLYPROPYLENE, INTERIOR, 2001 04 27| A
WSS-M99J386-A  PAINT, COLOR COAT, INTERIOR FLEXIBLE COVERSTOCK, 2000 11 30| A
WSS-M99J387-A  PAINT, REPAIR COLOR COAT, INTERIOR, 2000 03 28| A
S-M99J4500-C MARKING INK, 1994 12 19|A e p
S$-M99J4505-A PAINT, TWO PACK, FOR INTEGRAL FOAM, INTERIOR, 1993 06 01| A
S-M99J4525-A ELECTROCOAT, CORRECTION AGENT, ADDITIVE FOR ANODIC 1994 12 19| A
ELECTROCOAT MATERIAL,
$8-M99J9101-A DECAL - PRESSURE SENSITIVE, 1994 12 20| A
SK-M99J9565-B ACID CATALYST, ACRYLIC ENAMEL, (SHOWN ON SK-M99J9565-A) 1994 12 21| A
SK-M99J9568-A EC-ADDITIVE, 1994 12 19| A
SK-M99J9569-A  EC-ADDITIVE, 1994 12 19| A
SK-M99J9571-A  HARDENER, 1994 12 19| A
SK-M99J9575-A ADDITION AGENT, ELECTROPHORETIC PRIMERS, 1995 01 18| A
SK-M99J9577-A ADDITION AGENT, ELECTROPHORETIC PRIMERS, 1994 12 06| A
SK-M99J9578-B PAINT, TWO PACK, PLASTIC SUBSTRATES, EXTERIOR, 1993 06 01| A
SK-M99J9579-A HARDENER, 1994 12 06| A
SK-M99J9582-A PAINT, PRINTING, EXTERIOR, 1994 12 20|A |
SK-M99J9587-A STONE PECK RESISTANT MATERIAL, 1994 12 21| A
SK-M99J9587-B STONE PECK RESISTANT MATERIAL, (SHOWN ON SK-M99J9587-A) 1994 12 21| A
SK-M99J9587-C  STONE PECK RESISTANT MATERIAL, 1 COMPONENT, 1994 12 07| A
SK-M99J9587-D  PRIMER, STONE CHIP PROTECTION, 1 COMPONENT, 50 1995 02 02( A
MICROMETRE, ADDITIONAL TO PRIMER SURFACER ON
LOWER BODY SIDE,
SK-M99J9587-E PRIMER, STONE CHIP PROTECTION, 1 COMPONENT, 50 1995 02 02| A
MICROMETRE, LOW BAKE, BAKED IN TOPCOAT OVEN,
ADDITIONAL TO PRIMER SURFACER ON LOWER BODY
SIDE, (SHOWN ON SK-M99J9587-D)
SK-M99J9589-C STONE PECK RESISTANT REPAIR MATERIAL, 1994 12 21| A
SK-M99J9590-A EC ADDITIVE, 1994 12 19| A
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