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T DATE (AEFGJ[PRSUZ
ESB-M1P1-A PLATING, CADMIUM AND ZINC, 1978 10 06|A  f
N ESF-M1P3-A PLATING, CADMIUM AND ZINC, 96 HOUR SALT SPRAY, (NOT 1991 1122|la e F g | r
TO BE USED FOR NEW DESIGN, USE WSD-M1P85-A3)
N ESF-M1P4-A PLATING, CADMIUM AND ZINC - 48 HOUR SALT SPRAY, 1991 1122|la F g
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A2)
N ESF-M1P5-A PLATING, CADMIUM AND ZINC - 24 HOUR SALT SPRAY, 1991 11 22|a e F pr
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A1)
N ESF-M1P6-A PLATING, CADMIUM AND ZINC - 32 HOUR SALT SPRAY, 1991 11 22|a F
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A1, WSD-M1P85-A2)
WSB-M1P9-B PLATING, TIN-HOT DIP OVER FERROUS, COPPER OR COPPER ALLOY, 1987 08 03|A e f g
WSB-M1P10-B PLATING, TIN-ELECTRODEPOSITED ON FERROUS, COPPER OR 1987 08 03|A f g
COPPER ALLOY SURFACES, (SHOWN ON WSB-M1P9-B)
wWSB-M1P11-B PLATING, TIN-ELECTRODEPOSITED ON FERROUS, COPPER OR 1987 08 03|A  f
COPPER ALLOY SURFACES, (SHOWN ON WSB-M1P9-B)
WSE-M1P14-B PLATING, HARD CHROMIUM, 1990 09 28| a E
N S-M1P16-A DECORATIVE BRIGHT ELECTROPLATING ON STEEL PARTS, FOR 1989 11 02| A
VERY LIGHT INTERIOR DUTY, (NOT TO BE USED FOR
NEW DESIGN)
WSB-M1P25-B PLATING, BRIGHT OR LOW GLOSS DECORATIVE - STAINLESS STEEL, 1988 04 20|A
WSD-M1P65-B1 PLATING, ELECTROLESS NICKEL, HEAT TREATED, 1987 12 11|A e
WSD-M1P65-B2 PLATING, ELECTROLESS NICKEL AS DEPOSITED, (SHOWN ON WSD-M1P65-B1) 1987 12 11| A g
WSB-M1P73-B PLATING, CHROMIUM - COPPER - NICKEL - DECORATIVE EXTERIOR - ALUMINUM, 1988 04 20| A
WSB-M1P73-B2 PLATING, CHROMIUM, COPPER, NICKEL, DECORATIVE EXTERIOR, ALUMINUM, 1992 10 19| A r
WSB-M1P77-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC ALLOY, INTERIOR, 1988 04 20| A
WSB-M1P77-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20| A
ALLOY, GENERAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
WSB-M1P77-B3  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20| A
ALLOY, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
WSB-M1P77-B4 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20| A
ALLOY, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
WSB-M1P78-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31| A
SURFACES, INTERIOR,
WSB-M1P78-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31|A  f r
SURFACES, GENERAL EXTERIOR, (SHOWN ON
WSB-M1P78-B3 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31| A r
SURFACES, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P78-B1)
WSB-M1P78-B4  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31| A r
SURFACES, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P78-B1)
WSD-M1P79-B1 COATINGS, TIN/TIN-LEAD, 1987 11 30|A e
WSD-M1P79-B2 COATINGS, TIN/TIN-LEAD, (SHOWN ON WSD-M1P79-B1) 1987 11 30| A
WSD-M1P79-B3 COATINGS, TIN/TIN-LEAD, (SHOWN ON WSD-M1P79-B1) 1987 11 30| A
WSB-M1P80-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPPER 1988 04 20| A
OR COPPER ALLOY, INTERIOR,
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WSB-M1P80-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPFER 1988 04 20| A
OR COPPER ALLOY, EXTERIOR, (SHOWN ON
WSB-M1P80-B1)
WSB-M1P83-B1 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20| A f J|p
ABS, PPO OR MINERAL FILLED NYLON, INTERIOR,
WSB-M1P83-B2 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20(A e f r
ABS, PPO PLASTIC, EXTERIOR, (SHOWN ON
WSB-M1P83-B1)
WSB-M1P83-B3  ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20| A
MINERAL FILLED NYLON, EXTERIOR, (SHOWN ON
WSB-M1P83-B1)
WSB-M1P83-B4 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20| A
ABS, PPO OR MINERAL FILLED NYLON, EXTERIOR,
(SHOWN ON WSB-M1P83-B1)
WSD-M1P84-A1 COATING, MOLYBDENUM/ALLOY, CO-DEPOSIT, 1990 02 23|A e
WSD-M1P84-A2 COATING, MOLYBDENUM, (SHOWN ON WSD-M1P84-A1) 1990 02 23|A e
WSD-M1P85-A1 PLATING, ZINC OVER FERROUS SURFACES, 5.0 MICROMETRES, 1989 0731|A e f gj|pr
WSD-M1P85-A2 PLATING, ZINC OVER FERROUS SURFACES, 8.0 MICROMETRES, 1989 0731|Ae f gij|pr
(SHOWN ON WSD-M1P85-At)
WSD-M1P85-A3  PLATING, ZINC OVER FERROUS SURFACES, 13.0 MICROMETRES 1989 0731|Ae f g j|p r
(SHOWN ON WSD-M1P85-At)
WSH-M1P86-A PLATING, ZINC COBALT OVER FERROUS SURFACES, 1988 0322|a F |
WSA-M1P87-A1 PLATING, ZINC/NICKEL, CHROMATED, 1991 08 02| A f ] r
WSS-M1P87-A2 PLATING, ZINC/NICKEL, CHROMATED, BLACK, 1996 05 06 G
WSF-M1P89-A1 PLATING, ZINC/IRON OVER FERROUS SURFACES, 1999 11 30| a F ]
WSF-M1P89-A2 PLATING, ZINC/IRON OVER FERROUS SURFACES, (SHOWN ON WSF-M1P89-A1) 1999 11 30|a e F ]
WSE-M1P90-A PLATING, HARD CHROMIUM AND ALUMINUM OXIDE, 1994 11 04 E
WSS-M1P91-A1 PLATING, CHROMIUM, FASTENERS, 1994 10 31| a rs
WSE-M1P92-A1  MOLYBDENUM AND NICKEL, CHROMIUM ALLOY FACING, CO-DEPOSITED, 1996 02 29
WSE-M1P92-A2  MOLYBDENUM AND NICKEL, CHROMIUM ALLOY FACING, 1996 02 29
CO-DEPOSITED, (SHOWN ON WSE-M1P92-A1)
WSE-M1P93-A1 PLATING, TIN/ZINC ALLOY, ELECTROPLATED OVER FERROUS SURFACES, 1996 03 15 E
WSE-M1P93-A2 PLATING, TIN/ZINC ALLOY, ELECTROPLATED OVER FERROUS 1996 03 15 E ]
SURFACES, (SHOWN ON WSE-M1P93-A1)
WSE-M1P93-A3 PLATING, TIN/ZINC ALLOY, ELECTROPLATED OVER FERROUS 1996 03 15|a E
SURFACES, (SHOWN ON WSE-M1P93-A1)
WSE-M1P93-A4 PLATING, TIN/ZINC ALLOY, ELECTROPLATED OVER FERROUS 1996 03 15 E
SURFACES, (SHOWN ON WSE-M1P93-A1)
WSE-M1P93-A5 PLATING, TIN/ZINC ALLOY, MECHANICALLY PLATED OVER 1996 03 15 E
FERROUS SURFACES, (SHOWN ON WSE-M1P93-A1)
WSE-M1P93-A6  PLATING, TIN/ZINC ALLOY, MECHANICALLY PLATED OVER 1996 03 15| E
FERROUS SURFACES, (SHOWN ON WSE-M1P93-At)
WSS-M1P94-A COATINGS, STEEL SHEET, 2001 1005|A e f g j|p
WSS-M1P95-A1  PLATING, TIN/ZINC ALLOY, ELECTROPLATED, OVER FERROUS BASE METAL, 1999 12 08| A
WSS-M1P95-A2 PLATING, TIN/ZINC ALLOY, ELECTROPLATED, OVER FERRQUS 1999 12 08| A
BASE METAL, (SHOWN ON WSS-M1P95-A1)
WSS-M1P95-A3 PLATING, TIN/ZINC ALLOY, ELECTROPLATED, OVER FERROUS 1999 12 08| A
BASE METAL, (SHOWN ON WSS-M1P95-A1)
WSS-M1P95-A4 PLATING, TIN/ZINC ALLOY, ELECTROPLATED, OVER FERRQUS 1999 12 08| A
BASE METAL, (SHOWN ON WSS-M1P95-A1)
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