Gord Yetor Gomprany,

VOLUME 19
Worldwide & European Product Engineering Material Specifications PAGE 1
¢ SR CemoN SPECIFICATION TITLE REVISED| - ACTIVITIES
T DATE [AEFGJ[PRSUZ
WSK-M3P1-C PHOSPHATE COATING, ZINC, 1995 05 17|A  f i r
WSS-M3P1-D PERFORMANCE, PHOSPHATE COATING, ZINC, 1996 10 10| A g
S-M3P2-B PHOSPHATE IRON, 1994 12 19| A
S-M3P6-A PHOSPHATE AND OIL, 1994 12 19|A e | pr
S-M3P7-A PHOSPHATE AND PAINT, (SHOWN ON S-M3P6-A) 1994 12 19| A
S-M3P8-A PHOSPHATE AND WAX, (SHOWN ON S-M3P6-A) 1994 12 19| A
S-M3P9-A PHOSPHATE COATING, (SHOWN ON S-M3P6-A) 1994 12 19| A p
WSS-M3P30-A2 PHOSPHATE BASE, BONDED PTFE RESIN, MOLYBDENUM DISULFIDE COATING, 1996 11 15| A
WSD-M3P33-A1 PHOSPHATE COATING, ZINC, MICRO CRYSTALLINE, 2001 06 11|A e
WSD-M3P33-A2 PHOSPHATE COATING, MANGANESE IRON, MICRO CRYSTALLINE, 2001 06 11|A e p
(SHOWN ON WSD-M3P33-A1)
WSD-M3P35-A1 PHOSPHATE COATING, ZINC IRON, AS COATED, 1992 01 30|A  f i
WSD-M3P35-A2 PHOSPHATE COATING, MANGANESE IRON, AS COATED, (SHOWN ON WSD-M3P35-A1) 1992 01 30| A
WSD-M3P35-A3 PHOSPHATE COATING, ZINC IRON, OILED, (SHOWN ON WSD-M3P35-A1) 1992 01 30| A
WSD-M3P35-A4  PHOSPHATE COATING, MANGANESE IRON, OILED, (SHOWN ON WSD-M3P35-A1) 1992 01 30| A e j
WSB-M4P9-B1 ANODIZING, BRIGHT OVER ALUMINUM OR ALUMINUM ALLOY INTERIOR, 1987 12 14|A
WSB-M4P9-B2 ANODIZING, BRIGHT OVER ALUMINUM OR ALUMINUM ALLOY 1987 12 14|A
EXTERIOR, (SHOWN ON WSB-M4P9-B1)
WSB-M4P10-B1 ANODIZING, ORGANICALLY COLORED OVER ALUMINUM OR 1987 12 14| A
ALUMINUM ALLOY INTERIOR, (SHOWN ON WSB-M4P9-B1)
WSB-M4P11-B1 ANODIZING, ELECTROLYTICALLY COLORED OVER ALUMINUM OR 1987 12 14|A |
ALUMINUM ALLOY, EXTERIOR OR INTERIOR, (SHOWN ON
WSB-M4P9-B1)
N SQ-M4P9000-AA ANODIZE FINISH FOR ALUMINIUM-SULPHURIC ACID TYPE, 1992 03 31| A
(NOT TO BE USED FOR NEW DESIGN)
SQ-M4P9001-AA ALUMINUM, ANODIC COATING HARD, 1994 12 19| A p
SK-M4P9100-A  ALUMINUM, ANODIC COATING, EXTERIOR, 1995 02 02( A
WSE-M6P1-B OXIDE COATING, 1987 08 03| E
WSK-M6P2-B OXIDE COATING, CHROMIUM FOR ALUMINUM, 1990 02 01| A
WSS-M8P3-D1 PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR QUALITY, UNLAMINATED, 1996 12 10|A  f ]
WSS-M8P3-D2 PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR 1996 12 10|A  f ]
QUALITY, TRILAMINATE, (SHOWN ON WSS-M8P3-D1)
WSS-M8P3-D3 PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR 1996 12 10|A  f ]
QUALITY, BILAMINATE, (SHOWN ON WSS-M8P3-D1)
WSD-M8P5-B THREAD, SEWING, 1992 09 30|A | ] r
WSS-M8P16-A PERFORMANCE, CARPET, FLOOR AND TRIM, 1996 06 17|A | ] r
WSB-M8P17-A LEATHER, FOAM LAMINATE, SEATING QUALITY, 2000 11 09| A
WSS-M8P18-A1  PERFORMANCE, FABRIC, SEAT AND TRIM, UNLAMINATED, 1998 06 29| A i
WSS-M8P18-A2  PERFORMANCE, FABRIC FOAM TRILAMINATE, (SHOWN ON WSS-M8P18-A1) 1998 06 29| A i
WSS-M8P18-A3 PERFORMANCE, FABRIC FOAM BILAMINATE, (SHOWN ON WSS-M8P18-A1) 1998 06 29| A i
WSS-M8P18-A4 PERFORMANCE, FABRIC LAMINATE, HF WELDABLE, (SHOWN ON WSS-M8P18-A1) 1998 06 29| A i
WSD-M9P8-A RUBBER PARTS, INTERIOR AND EXTERIOR PERFORMANCE, 1999 04 26| A i
WSB-M9P8-A2 WEATHERSTRIP, PERFORMANCE, FOAMED HOT MELT SEALANT, 1996 01 10| A
S-M9P1001-A TEST REQUIREMENTS FOR HYDRAULIC RUBBER SEALS, HEAVY DUTY VEHICLES, 1992 03 31| A
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WSH-M10P7-B1 COATING, CHROMATE CONVERSION COATING, FOR ALUMINUM, 2001 07 02 F
PROVIDES CORROSION PROTECTION AND IMPROVES
PAINT ADHESION,
WSH-M10P7-B2 COATING, CHROMATE CONVERSION COATING, FOR ALUMINUM, 2001 07 02 F
PROVIDES CORROSION PROTECTION AND IMPROVES
PAINT ADHESION, (SHOWN ON WSH-M10P7-B1)
WSH-M10P7-B3  COATING, CHROMATE CONVERSION COATING, FOR ALUMINUM, 2001 07 02| F
PROVIDES CORROSION PROTECTION AND IMPROVES
PAINT ADHESION, (SHOWN ON WSH-M10P7-B1)
WSB-M10P10-A1  CHROMATE FINISH, TWO DIP COLORLESS OVER ZINC SURFACES, 1988 0226|A e f g j|p
WSB-M10P10-A2 CHROMATE FINISH, BLACK DIP OVER ZINC SURFACES, (SHOWN ON WSB-M10P10-A1) 1988 02 26| A e f i
WSB-M10P10-A3 CHROMATE FINISH, IRIDESCENT YELLOW OVER ZINC SURFACES 1988 02 26|A e f g j[p
(SHOWN ON WSB-M10P10-A1)
WSB-M10P10-A4 CHROMATE FINISH, BRONZE (DEEP YELLOW) OVER ZINC 1988 02 26|A e f i
SURFACES, (SHOWN ON WSB-M10P10-A1)
WSB-M10P10-A5 CHROMATE FINISH, OLIVE DRAB OVER ZINC SURFACES, (SHOWN ON WSB-M10P10-A1) 1988 02 26|A e f r
WSE-M10P11-A CONVERSION COATING, CAST IRON, 1992 08 11|a E
WSS-M10P12-A1  PRETREATMENT, ALUMINUM, 2001 06 21| A j
SJ-M10P9000-AA  CHROMATE FINISH, FOR ZINC DIE CASTING, 1992 03 31| A
SJ-M10P9001-AA  CHROMATE FINISH, FOR ZINC DIE CASTING, (SHOWN ON SJ-M10P9000-AA) 1992 03 31| A
WSF-M11P8-A2 ADHESION REQUIREMENTS, PRESSURE SENSITIVE ADHESIVE, 1992 01 02|a F
SPONGE RUBBER, HIGHER TACK,
WSA-M11P19-C ADHESION REQUIREMENTS, POLYURETHANE FOAM, PRESSURE 1993 07 29|A |
SENSITIVE ADHESIVE, HIGH TACK,
WSB-M11P27-B ADHESION REQUIREMENT, ADHESIVE FOR BONDING FRP/FRP 2000 03 30| A
AND FRP/PAINTED METAL PARTS, ASSEMBLED AFTER
VEHICLE ELECTROCOAT,
WSB-M11P28-B ADHESION REQUIREMENTS, ADHESIVE FOR BONDING LAMP ASSEMBLIES, 1996 11 04|A |
WSS-M11P28-B2 ADHESION REQUIREMENTS, ADHESIVE FOR BONDING VENTED 1996 11 04|A  f
LAMP ASSEMBLIES, (SHOWN ON WSB-M11P28-B)
WSB-M11P38-C  PERFORMANCE REQUIREMENTS, ADHESIVE FOR BONDING PLASTIC BUMPERS, 1991 09 02| A
WSB-M11P41-B1  ADHESIVE REQUIREMENTS, EXTERIOR REAR VIEW MIRROR ASSEMBLY, 1991 02 01| A
WSS-M11P45-A1 ADHESIVE, THREAD LOCKING - MICRO ENCAPSULATED, 1989 10 31| a rs
WSK-M11P47-A1 PERFORMANCE, STRUCTURAL ADHESIVE, REPAIR, 1993 11 02| A
WSK-M11P47-A2 PERFORMANCE, STRUCTURAL ADHESIVE, 0.1 TO 0.3 MM GAP, 1993 11 02| A
(SHOWN ON WSK-M11P47-A1)
WSK-M11P47-A3 PERFORMANCE, STRUCTURAL ADHESIVE, 0.3 TO 7 MM GAP, 1993 11 02| A
(SHOWN ON WSK-M11P47-A1)
WSK-M11P47-A4 PERFORMANCE, STRUCTURAL ADHESIVE, 0.1 TO 0.3 MM GAP, 1993 11 02| A
(SHOWN ON WSK-M11P47-A1)
WSK-M11P48-A  TAPE, PERFORMANCE, PRESSURE SENSITIVE ADHESIVE, TWO 1992 03 02| A
SIDED, EXTERIOR, WEATHERSTRIP,
WSK-M11P49-A  TAPE, PERFORMANCE, PRESSURE SENSITIVE ADHESIVE, TWO 1993 01 04| A r
SIDED, EXTERIOR, BODY SIDE MOLDING,
WSK-M11P50-A TAPE, PERFORMANCE, PRESSURE SENSITIVE ADHESIVE, TWO 1992 03 02| A
SIDED, EXTERIOR, BUMPER INSERT,
WSK-M11P51-A TAPE, PERFORMANCE, PRESSURE SENSITIVE ADHESIVE, TWO 2000 09 11| A
SIDED, EXTERIOR, EMBLEM,
WSB-M11P53-A PERFORMANCE REQUIREMENTS, ADHESIVE FOR BONDING 1992 05 29| A
PLASTIC BUMPER GUIDE BRACKETS TO BUMPER FASCIA,
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WSK-M11P54-A PERFORMANCE, SEMISTRUCTURAL ADHESIVE, POLYURETHANE, 1993 06 01| A
METAL TO METAL, TWO COMPONENT,
WSK-M11P55-A PERFORMANCE, ADHESIVE, POLYURETHANE, TWO COMPONENT REPAIR, 1992 12 01| A
WSK-M11P57-A1 PERFORMANCE STRUCTURAL ADHESIVE, POLYURETHANE, ONE COMPONENT, STANDARD, [1994 07 08| A r
WSK-M11P57-A2 PERFORMANCE STRUCTURAL ADHESIVE, POLYURETHANE, ONE 1994 07 08| A
COMPONENT, HIGH MODULUS, (SHOWN ON
WSK-M11P57-A1)
WSK-M11P57-A3  PERFORMANCE STRUCTURAL ADHESIVE, POLYURETHANE, ONE 1994 07 08| A
COMPONENT, FAST FIX, (SHOWN ON WSK-M11P57-A1)
WSK-M11P57-A4 PERFORMANCE STRUCTURAL ADHESIVE, POLYURETHANE, ONE 1994 07 08| A
COMPONENT, NONCONDUCTIVE, (SHOWN ON
WSK-M11P57-A1)
WSB-M11P58-A ADHESION REQUIREMENTS, ADHESIVE FOR BONDING RIGID 1995 05 15| A
PLASTIC TO CERAMIC PAINT COATED GLASS,
WSB-M11P59-A ADHESIVE/HEADLINER REQUIREMENTS, FOR BONDED IN HEADLINERS, 1996 10 02| A
WSB-M11P60-A DIMENSIONAL GRAPHIC - EXTERIOR, 1994 11 28| A f
WSS-M11P61-A ADHESION REQUIREMENTS, BONDING ELASTOMERS TO RIGID 1996 09 04| A j
SUBSTRATES, FOR ENGINE MOUNT APPLICATIONS,
WSS-M11P62-A  ADHESIVE, INTERIOR PERFORMANCE, 1999 02 10|A  f
SQ-M11P9000-AA  BONDING FRICTION MATERIAL TO METAL, 1994 12 19| A
SJ-M11P9100-A PERFORMANCE SPECIFICATION, FOR APPLIQUE ADHESIVES, 1994 12 19| A
V WSB-M12P2-B CERAMIC CONDUCTORS, FUSED SILVER FILLED, ELECTRICALLY HEATED BACKLITE, 1992 01 31| A
WSS-M12P3-A CERAMIC COATING, BORON CARBIDE, 1995 10 30 P
WSD-M13P7-A LUBRICANT - TORQUE/CLAMPING FORCE CONTROL, 1987 10 30|A e
WSD-M13P7-A2 LUBRICANT - WAX, 1992 07 02| A
WSD-M13P8-A1 LUBRICANT, TORQUE/CLAMPING ANTI-SEIZURE CONTROL, 1992 06 26| A
WSS-M13P10-A1 LUBRICANT, DRY FILM, MOS2, CORROSION AND WEAR PROTECTION, 2001 01 16| A
WSS-M13P11-A1  LUBRICANT, DRY FILM, PTFE IN WATER-BASED POLYURETHANE RESIN, 2001 03 05| A
WSS-M14P10-B  CLEANER, AUTOMATIC CHOKE AND CARBURETOR LINKAGE, PERFORMANCE, 1998 01 16| A
WSS-M14P18-A PERFORMANCE, CLEANER, BODY SHEET METAL, 1997 08 27| A
WSS-M15P2-C PERFORMANCE, SEAT TRIM COVER ASSEMBLY, 1998 10 20| A j r
N WSB-M15P4-D INTERIOR TRIM, ASSEMBLY PERFORMANCE SPECIFICATION, 1991 04 29| A f r
(NOT TO BE USED FOR NEW DESIGN, USE
WSS-M15P4-E)
WSS-M15P4-E INTERIOR TRIM, ASSEMBLY PERFORMANCE SPECIFICATION, 1996 02 19|A e f jlpr
WSS-M15P6-D PERFORMANCE REQUIREMENTS, PACKAGE TRAY ASSEMBLY, 1996 06 17| A
N WSB-M15P22-B PERFORMANCE, INSTRUMENT PANEL COVER AND POLYURETHANE 1999 11 22| A
FOAM ASSEMBLY, (NOT TO BE USED FOR NEW DESIGN,
USE WSS-M15P45-A)
WSB-M15P26-C  ARMREST, UNITIZED, FORMED, PERFORMANCE, 1995 01 04| A
N WSD-M15P27-C  PERFORMANCE, HEADLINING, FORMED, (NOT TO BE USED FOR 1992 04 30| A
NEW DESIGN, USE WSS-M15P27-D)
WSS-M15P27-D PERFORMANCE, HEADLINING, FORMED, 1998 09 29| A f r
WSS-M15P32-C TRIM ASSEMBLY, ENCLOSED LUGGAGE COMPARTMENT COVERING, 1996 06 17| A
WSS-M15P34-B1 PERFORMANCE, INTERIOR TRIM APPLIQUES, HIGH WEAR, 1997 01 10| A p
WSS-M15P34-B2 PERFORMANCE, INTERIOR TRIM APPLIQUES, LOW WEAR, (SHOWN ON WSS-M15P34-B1) 1997 01 10| A
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