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ESF-M1C43-A GREASE, SILICONE - LIGHT CONSISTENCY, 1989 08 22 Fg
ESF-M1C43-A2 GREASE, SILICONE - MEDIUM CONSISTENCY, (SHOWN ON M1C43-A) 1989 08 22 F
ESA-M1C45-A GREASE, HIGH TEMPERATURE - WATERPROOF WITH FILLER, 1979 01 10|A  f
WSS-M1C147-B GREASE, UNIVERSAL JOINT, 1999 11 22 P
WSA-M1C160-D  GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2, 1993 10 27| A
WSB-M1C160-D2  GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2, (SHOWN ON WSA-M1C160-D) 1993 10 27| A
WSB-M1C163-D  GREASE, CALCIUM 12 HYDROXY STEARATE, LOW TEMPERATURE, NLGI 2, 19930525|A g |[p
ESE-M1C171-A GREASE - SILICONE, 1995 12 15|a E f r
ESE-M1C171-A2 GREASE, SILICONE - CONTAINS FLUORESCENT DYE, (SHOWN ON ESE-M1C171-A) 1995 12 15| E
WSS-M1C171-A3 GREASE, SILICONE, NLG| GRADE 2, 2000 01 14| A
ESA-M1C172-A GREASE, CORROSION CONTROL LUBRICANT, 1979 01 10| A
WSE-M1C180-B GREASE, POLYUREA, NLGI GRADE 2, 1999 08 09| E
ESB-M1C203-A GREASE, INORGANIC GEL - SYNTHETIC HYDROCARBON OIL - NLGI #1, 1984 03 07| A g
WSB-M1C208-A1  GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE - HIGH 1984 04 03| A
TEMPERATURE - NLGI #1,
WSB-M1C208-A2  GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE - HIGH 1984 04 03| A
TEMPERATURE - NLGI #2, (SHOWN ON WSB-M1C208-A1)
WSF-M1C218-B GREASE, PFTE, LIGHT CONSISTENCY, 1993 05 28 F
WSG-M1C218-B2 GREASE, PFTE, LIGHT CONSISTENCY, 1994 06 30 G
ESD-M1C220-A GREASE, HIGH TEMPERATURE - LITHIUM COMPLEX SOAP, 1990 04 02| A pr
WSD-M1C226-A INDUSTRIAL PETROLATUM, 1992 10 30| A p
WSD-M1C227-A GREASE, LONG LIFE, NLGI 2, 1992 10 30|A  f pr
WSD-M1C228-A GREASE, LITHIUM COMPLEX, NLGI 2, 1992 10 30| A p
WSS-M1C229-A2 GREASE, FLUORINATED LUBRICANT, 1997 03 10 G
WSD-M1C230-A  GREASE, MOLYBDENUM DISULFIDE, CV JOINTS, 1992 10 26| A pr
WSH-M1C231-B  LUBRICANT, POLYALKYLENE GLYCOL, 1997 1121|a F r
WST-M1C231-B2 LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON WSH-M1C231-B) 1997 11 21| A
WSS-M1C231-B3 LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON WSH-M1C231-B) 1997 11 21 F ]
WSB-M1C233-A GREASE, ZINC OXIDE FILLED, LITHIUM SOAP, POLYMER 1991 02 14| A
ADDITIVE, ELECTRICAL, NLGI 1.5,
WSD-M1C234-A GREASE, LITHIUM, NLGI 1, 1992 10 26|A | Jlpr
WSD-M1C234-A2  GREASE, LITHIUM, SYNTHETIC HYDROCARBON, NLGI 2, 1995 02 28|A e f
WSD-M1C237-A GREASE, POLYUREA, MOLYBDENUM DISULFIDE, HIGH HEAT RESISTANCE, 1992 10 26| A pr
WSS-M1C238-B GREASE, POLYUREA, NLGI 2, DOOR CHECK ARM, 2000 09 05 A
WSB-M1C239-A  GREASE, INORGANIC GELLED, HIGH VISCOSITY, SYNTHETIC 1992 04 24| A r
HYDROCARBON OIL, NLGI 2,
WSD-M1C240-A  GREASE, POLYUREA, MINERAL OIL, NLGI 2, 1992 10 26| A r
WSB-M1C241-A GREASE, INORGANIC GELLED, PFTE, HIGH VISCOSITY 1993 05 03| A
SYNTHETIC HYDROCARBON OIL, NLGI 2,
WSB-M1C242-A GREASE, FLUOROCARBON, GELLED, FLUORINATED ETHER OILS, 1993 05 03| A
ELECTRICAL, NLGI 2,
WSB-M1C243-A GREASE, FLUORINATED, FLUORESCENT ADDITIVE, NLGI 2, 1993 06 17|A  f
WSD-M1C244-A GREASE, LITHIUM SOAP, NLGI 1, 1993 01 21| A i
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WSB-M1C245-A GREASE, SYNTHETIC HYDROCARBON, INORGANICALLY GELLED, NLGI 2, 1993 11 30| A
WSA-M1C246-A GREASE, CONTROL LUBRICATING, SYNTHETIC OIL, NLGI 2, 1994 10 28| A
WSG-M1C247-A GREASE, SYNTHETIC HYDROCARBON OIL, INORGANICALLY 1994 06 30 G
GELLED, HIGH VISCOSITY, NLGI 0.5,
WSS-M1C248-A GREASE, INORGANIC GELLED, SYNTHETIC HYDROCARBON, NLGI 2, 1995 03 24| A
WSS-M1C249-A  GREASE, INORGANIC GELLED, SYNTHETIC HYDROCARBON, NLGI 1.0, 1995 03 24| A
WSS-M1C250-A  GREASE, POLYUREA, PFTE, MULTIPURPOSE, NLGI 2, 1995 04 18| A
WSS-M1C251-A GREASE, POLYUREA, SYNTHETIC OIL, PFTE, LOW TEMPERATURE, NLGI 2, 1995 04 18| A
WSS-M1C252-A GREASE, POLYUREA, PTFE, LOW TEMPERATURE, NLGI 2, 1995 04 18| A
WSS-M1C253-A GREASE, SYNTHETIC ESTER, FUEL RESISTANT, NLGI 0, 1996 08 28| A r
WSS-M1C253-A2 GREASE, SYNTHETIC ESTER, FUEL RESISTANT, NLGI2, (SHOWN ON WSS-M1C253-A) 1996 08 28| A
WSS-M1C254-A GREASE, SYNTHETIC HYDROCARBON, DAMPING, 1996 02 07 G
WSS-M1C255-A1 GREASE, SYNTHETIC, ELECTRICAL SWITCH, 1998 04 08 G
WSS-M1C256-A1 GREASE, MANUAL STEERING, 2000 05 18|A f
WSS-M1C257-A1  GREASE, SYNTHETIC, STARTER MOTOR, 1998 05 01 G
WSS-M1C258-A1  GREASE, ANTI-SHUDDER LUBRICATION, HIGH TEMPERATURE 1999 12 23 Pr
RESISTANCE, CONSTANT VELOCITY JOINT,
WSS-M1C259-A1 GREASE, LITHIUM 12-HYDROXYSTEARATE, MOLYBDENUM 2000 01 31 P
DISULFIDE ADDITIVE, LONG LIFE LUBRICATION,
CONSTANT VELOCITY JOINT,
WSS-M1C260-A GREASE, SYNTHETIC HYDROCARBON, 1999 12 01 F
WSS-M1C261-A GREASE, SYNTHETIC HYDROCARBON, PTFE, MOLYBDENUM DISULFIDE, 2000 01 27 F
WSS-M1C262-A GREASE, FLUOROSILICON, PTFE, 2000 01 19| A
WSS-M1C263-A LUBRICANT, SILICONE, PTFE/ADDITIVES, 2000 01 06( A
WSS-M1C264-A GREASE, LITHIUM BASE, SEMI-SYNTHETIC, 2000 01 18| A
ESA-M2C31-A OIL, COMPRESSOR - REFRIGERATION, 19800527 F ]
ESH-M2C31-A2  OIL, COMPRESSOR-REFRIGERATION, 19920410 F
WsSSs-M2C31-B OIL, POLYOLESTER, COMPRESSOR, REFRIGERATION, 1996 09 05 F r
N ESW-M2C33-F FLUID, AUTOMATIC TRANSMISSION - RED, (NOT TO BE USED FOR NEW DESIGN) 1978 06 12| a P
WSD-M2C45-A2 OIL, SPEEDOMETER, 1994 03 31| A
ESE-M2C74-B OIL, GRAPHITIC COLLOIDAL, 1982 09 09| a E
EST-M2C118-A OIL FRICTION MODIFIER, HYPOID GEAR, LUBRICANT ADDITIVE, 1999 02 18| A
WSS-M2C153-F OIL,ENGINE,ILSAC GF-1, APl CERTIFIED FOR GASOLINE 1995 06 08| E
WSS-M2C153-G OIL, ENGINE, ILSAC GF-2, AP| CERTIFIED FOR GASOLINE 1996 07 22| E r
ENGINES, SERVICE FILL,
WSS-M2C153-H  OIL, ENGINE, ILSAC GF-3, SAE 5W-20, SERVICE FILL, 2001 01 12| E r
ESP-M2C166-H  FLUID, AUTOMATIC TRANSMISSION - FRICTION MODIFIED, RED, 198106 11|a fg [P
WSSs-M2C171-B OIL, ENGINE, API CG-4/SH, SAE 15W-40, SERVICE FILL, 1995 08 24| E r
WSS-M2C171-C OIL, ENGINE, API CH-4/SJ, SERVICE FILL, 2001 02 05| E
WSL-M2C191-A LUBRICANT, MODIFIED SAE 80W, HYPOID GEAR, SULFUR, PHOSPHOROUS, 1992 03 19| A
WSL-M2C192-A LUBRICANT, SAE 75W-140, HYPOID GEAR, SYNTHETIC, 1998 11 23| A ilpr
WSA-M2C195-A FLUID, POWER STEERING, 1997 11 11|A | r
Materials Engineering Testing & Standards 2002-02-01
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:27:24 2016
Full document details: FORD EEMS INDEX VOL 4 2002


http://www.avadocuments.com/doc/ford-eems-index-vol-4-2002
http://www.avadocuments.com/doc/ford-eems-index-vol-4-2002

