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A SPEC | RESPONSIBLE/USING
c SR e ON SPECIFICATION TITLE REVISED ACTIVITIES
T DATE (AEFGJ[PRSUZ
WSS-M2D8-B2 SILICONE RUBBER, HIGH TEAR-HIGH TEMPERATURE, RECYCLING SYMBOL: >VMQ< 1996 03 25| E
ESA-M2D17-B HOSE, HIGH EXPANSION, POWER STEERING PRESSURE, RECYCLING SYMBOL: >CR< 1986 12 19| A
WSB-M2D49-A2 COATING, WEATHERSTRIP, 1996 12 02| A i
WSE-M2D53-A4 FLUOROELASTOMER (FKM), VALVE STEM SEAL, RECYCLING SYMBOL: >FKM< 1993 11 16| E
WSS-M2D53-B3  FLUOROELASTOMER, OIL SEAL, VALVE STEM-HIGH 1998 03 16| A
HEAT-IMPROVED OIL AND ABRASION RESISTANCE,
RECYCLING SYMBOL: >FKM<
N S-M2D143-A RUBBER, SILICONE, SEALS, (NOT TO BE USED FOR NEW DESIGN) 1994 11 11|A
ESE-M2D158-A TUBING, CHLOROSULFONATED POLYETHYLENE, RUBBER, RECYCLING SYMBOL: >CSM< 1978 07 14|a E
WSB-M2D189-A2 WEATHERSTRIP, EXPANDED EPDM, CLOSED CELL, 1998 12 02| A i
N ESA-M2D191-B HOSE, EPDM, HEATER, RECYCLING SYMBOL: ~EPDM< (NOT TO 1982 04 19 F
BE USED FOR NEW DESIGN)
N ESK-M2D192-A2 HOSE, EPDM - LONG LIFE ENGINE COOLANT - IMPROVED 2000 07 24|A e
COMPRESSION SET, HEATER AND COOLANT HOSES,
IMPROVED VERSION OF SSM 2D9105 A AND SKM 2D9586
A, (NOT TO BE USED FOR NEW DESIGN, USE
WSS-M96D47-A1)
WSB-M2D203-A2  POLYURETHANE FOAM (PUR), INTEGRAL SKIN PAINTED FORMED 1993 11 10| A
ASSEMBLY, NON-CRITICAL AREAS, FUNCTIONAL PARTS,
RECYCLING SYMBOL: >PUR<
WSS-M2D224-B1  POLYRURETHANE FOAM, OPEN CELL-RETICULATED, FILTER, 1999 1209  F
WSD-M2D243-A2 POLYURETHANE (PUR) FOAM, FLAME BONDABLE, RECYCLING SYMBOL: >PUR< 1992 04 30| A
WSD-M2D243-A4  POLYURETHANE (PUR) FOAM, FLAME BONDABLE, RECYCLING SYMBOL: >PUR< 1994 07 12| A
WSD-M2D243-A5 POLYURETHANE (PUR) FOAM, FLAME BONDABLE, RECYCLING 1994 07 12|A  f
SYMBOL: >PUR< (SHOWN ON WSD-M2D243-A4)
ESB-M2D246-A1 THERMOPLASTIC POLYOLEFIN ELASTOMER, EXTERIOR 1978 11 17| A
PAINTABLE - LOW MODULUS, RECYCLING SYMBOL: >TEO<
ESB-M2D246-A2 THERMOPLASTIC POLYOLEFIN ELASTOMER, PAINTABLE 1978 11 17| A r
INTERMEDIATE MODULUS, RECYCLING SYMBOL: >TEO<
(SHOWN ON ESB-M2D246-A1)
ESB-M2D246-A3  THERMOPLASTIC POLYOLEFIN ELASTOMER, PAINTABLE HIGH 1978 11 17|A r
MODULUS, RECYCLING SYMBOL: >TEO< (SHOWN ON
ESB-M2D246-A1)
WSD-M2D249-A3  TUBING, SILICONE RUBBER (VMQ), HIGH TEMPERATURE, 70 1994 04 12| A
HARDNESS, RECYCLING SYMBOL: >VMQ<
WSB-M2D280-A5  SILICONE ELASTOMER (VMQ), INHERENTLY LUBRICATED, RECYCLING SYMBOL: >VMQ< 1992 06 29| A
WSB-M2D280-A7  SILICONE ELASTOMER (VMQ), NONLUBRICATED, RECYCLING SYMBOL: >VMQ< 1997 12 01| A
ESH-M2D318-A EPDM SPONGE, SOUND DEADENING, RECYCLING SYMBOL: >EPDM< 1982 04 13|a F
N ESK-M2D329-A POLYACRYLIC RUBBER, FOR VALVE STEM SEALS, (NOT TO BE 1994 11 14|A e
USED FOR NEW DESIGN)
N ESK-M2D331-A  POLYACRYLIC RUBBER, HIGH HEAT & OIL, (NOT TO BE USED FOR NEW DESIGN) 2001 07 20| A
N ESK-M2D332-A  SILICONE RUBBER, SEALS AND GROMMETS, (NOT TO BE USED FOR NEW DESIGN) 1988 09 30| A
N ESK-M2D333-A  POLYACRYLIC RUBBER, FOR OIL PAN SEALS, (NOT TO BE USED FOR NEW DESIGN) 1988 09 30| A
N ESK-M2D351-A POLYURETHANE FOAM, MOLDED - ENERGY ABSORBING, (NOT TO 1994 11 14| A
BE USED FOR NEW DESIGN)
V ESK-M2D351-B POLYURETHANE FOAM, MOLDED - ENERGY ABSORBING, (SHOWN 1994 11 14| A
ON ESK-M2D351-A)(NOT TO BE USED FOR NEW DESIGN)
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N ESK-M2D361-A2

WSD-M2D363-A2

N ESK-M2D365-A

N ESK-M2D367-A1

N ESK-M2D367-A2

V ESK-M2D367-B2

N ESK-M2D368-A

WSD-M2D369-A

WSE-M2D370-A
N ESK-M2D371-A

N ESK-M2D371-A2

N ESD-M2D372-A2

WSP-M2D373-A2

WSP-M2D375-A

WSD-M2D376-A

WSS-M2D376-A2

WSP-M2D377-A

WSD-M2D378-A1

WSD-M2D378-A2

WSD-M2D378-A4

WSD-M2D378-A6

POLYURETHANE (PUR) FOAM, MOLDED - ENERGY ABSORBING -
LOW DENSITY - CLOSED CELL, ENERGY ABSORBING

FOAM FOR BUMPER SHELLS, (NOT TO BE USED FOR NEW
DESIGN, USE WSK-M2D403-A)

FLUOROELASTOMER (FKM), HIGH HEAT AND COMPRESSION
STRESS RELAXATION RESISTANT, RECYCLING
SYMBOL: >FPM<

FLUOROELASTOMER (FKM), ROTATING SHAFT OIL SEAL, LIP
TYPE, (NOT TO BE USED FOR NEW DESIGN)

POLYURETHANE (PUR) FOAM, MOLDED - RIGID - 500 KG/M3,
(NOT TO BE USED FOR NEW DESIGN)

POLYURETHANE (PUR) FOAM, MOLDED - RIGID - 650 KG/M3,
GLASS MAT REINFORCED - 25% GLASS, (NOT TO BE
USED FOR NEW DESIGN)

POLYURETHANE (PUR) FOAM, MOLDED - RIGID - 650 KG/M3,
GLASS MAT REINFORCED - 25% GLASS, APPROVED
MINIMUM THICKNESS FOR FLAMMABILITY 2,7 MM,

(SHOWN ON ESK-M2D367-A2)(NOT TO BE USED FOR NEW
DESIGN)

POLYACRYLIC (ACM) RUBBER, LIP SEAL, (NOT TO BE USED FOR NEW DESIGN)

POLYACRYLIC (ACM) RUBBER, ENGINE OIL AND HIGH HEAT
RESISTANT - LOW COMPRESSION SET, STATIC SEAL,
RECYCLING SYMBOL: >ACM<

POLYACRYLATE (ACM) RUBBER, GROMMET - LONG LIFE, RECYCLING SYMBOL: >ACM<

POLYURETHANE (PUR) FOAM, MOLDED, SEAT PAD FIESTA 1989
(NOT TO BE USED FOR NEW DESIGN)

POLYURETHANE (PUR) FOAM, MOULDED, REAR SEAT BACK PAD
FIESTA 1989, (NOT TO BE USED FOR NEW DESIGN)

RUBBER, CARBOXYLATED NITRILE (XNBR) - ABRASION, HOT
OIL AND HOT TEAR RESISTANT, (NOT TO BE USED FOR
NEW DESIGN)

ETHYLENE/ACRYLIC (AEM) RUBBER, LOW COMPRESSION SET,
OIL SEAL, RECYCLING SYMBOL: >AEM<

ETHYLENE/ACRYLIC (AEM) RUBBER, AUTOMATIC TRANSMISSION
FLUID RESISTANT - FILTER GROMMET, RECYCLING
SYMBOL: >AEM<

ETHYLENE/PROPYLENE RUBBER (EPDM), ENGINE COOLANT AND
COMPRESSION, STRESS RELAXATION RESISTANT,
RECYCLING SYMBOL: ~EPDM<

SILICONE RUBBER ENGINE COOLANT AND COMPRESSION STRESS
RELAXATION RESISTANT, GASKET,

ETHYLENE/ACRYLIC (AEM)RUBBER, LOW COMPRESSION SET -
GROMMET, RECYCLING SYMBOL: >AEM<

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
HEAT RESISTANT, 60 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, MODERATE HEAT RESISTANT, 60 DUROMETER
A HARDNESS, INTERIOR, RECYCLING SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, MODERATE HEAT RESISTANT, 48 DUROMETER
A HARDNESS, RECYCLING SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED, 66 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO<

1990 05 02

1992 02 27

1986 06 20

2001 07 20

1987 01 23

1987 01 23

1986 12 18

1987 02 03

1996 07 29

1989 05 02

1989 05 02

1987 11 25

1990 01 27

1991 10 10

1996 02 29

2000 02 16

1987 11 10

2001 03 05

2001 08 10
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2001 03 05
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WSD-M2D378-A7

WSS-M2D378-B1

WSD-M2D379-A1

WSD-M2D379-A2

WSD-M2D379-A4

WSD-M2D379-A6

WSS-M2D379-B1

WSD-M2D380-A1

WSD-M2D380-A2

WSS-M2D380-B1

WSD-M2D381-A1

WSD-M2D381-A2

WSD-M2D381-A3

WSS-M2D381-B1

WSD-M2D382-A1

WSS-M2D382-B1

WSD-M2D384-A1

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, 87 DUROMETER A HARDNESS, RECYCLING
SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED EXTERIOR WEATHERABLE 60 DUROMETER A
HARDNESS, RECYCLING SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED ENGINE COOLANT AND MODERATE
HEAT RESISTANT, 68 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO< (SHOWN ON WSD-M2D378-A1)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, MODERATE HEAT RESISTANT, 69 DUROMETER

A HARDNESS, INTERIOR, RECYCLING SYMBOL: >TEO<

(SHOWN ON WSD-M2D378-A2)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED 68 DUROMETER A HARDNESS, RECYCLING
SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED, 76 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO< (SHOWN ON WSD-M2D378-A6)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED EXTERIOR WEATHERABLE 68 DUROMETER A
HARDNESS, RECYCLING SYMBOL: >TEO< (SHOWN ON
WSS-M2D378-B1)

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED ENGINE COOLANT AND MODERATE
HEAT RESISTANT, 76 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO< (SHOWN ON WSD-M2D378-A1)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, MODERATE HEAT RESISTANT, 75 DUROMETER

A HARDNESS, INTERIOR, RECYCLING SYMBOL: >TEO<

(SHOWN ON WSD-M2D378-A2)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED EXTERIOR WEATHERABLE 73 DUROMETER A
HARDNESS, RECYCLING SYMBOL: >TEO< (SHOWN ON
WSS-M2D378-B1)

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED ENGINE COOLANT AND MODERATE
HEAT RESISTANT, 82 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO< (SHOWN ON WSD-M2D378-A1)

THERMOPLASTIC ELASTOMER (TPE), POLYOLEFIN, EPDM
RUBBER MODIFIED, MODERATE HEAT RESISTANT, FLAME
RETARDANT, 82 DUROMETER A HARDNESS, RECYCLING

SYMBOL: >TEO<

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED, MODERATE HEAT RESISTANT, 83 DUROMETER

A HARDNESS, INTERIOR, RECYCLING SYMBOL: >TEO<

(SHOWN ON WSD-M2D378-A2)

THERMOPLASTIC ELASTOMER (TEO) POLYOLEFIN, EPDM RUBBER
MODIFIED EXTERIOR WEATHERABLE 84 DUROMETER A
HARDNESS, RECYCLING SYMBOL: >TEO< (SHOWN ON
WSS-M2D378-B1)

THERMOPLASTIC ELASTOMER (TEO), POLYOLEFIN, EPDM
RUBBER MODIFIED ENGINE COOLANT AND MODERATE
HEAT RESISTANT, 89 DUROMETER A HARDNESS,
RECYCLING SYMBOL: >TEO< (SHOWN ON WSD-M2D378-A1)

THERMOPLASTIC ELASTOMER (TEQ) POLYOLEFIN, EPDM RUBBER
MODIFIED EXTERIOR WEATHERABLE 90 DUROMETER A
HARDNESS, RECYCLING SYMBOL: >TEO< (SHOWN ON
WSS-M2D378-B1)

THERMOPLASTIC POLYESTER ETHER ELASTOMER (TEEE), 90
DUROMETER A HARDNESS - GENERAL PURPOSE,
RECYCLING SYMBOL: >TEEE<
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