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ACTIVITIES

AEFGJ|IPRSUZ

WSK-M4D550-A

WSK-M4D550-A2

WSK-M4D550-A3

WSK-M4D550-A4

WSK-M4D550-A5

WSK-M4D550-A6

WSS-M4D550-A7

WSS-M4D550-A8

WSS-M4D550-A9

WSS-M4D550-A10

WSK-M4D556-A

WSF-M4D556-A2

WSK-M4D556-A3

WSK-M4D556-A4

WSK-M4D556-A5

WSS-M4D556-A6

WSK-M4D564-A

WSK-M4D578-A

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 25%
MINERAL FILLED, MEDIUM HIGH IMPACT, HIGH
SCRATCH RESISTANT MOLDING COMPOUND, INTERIOR,
RECYCLING SYMBOL: >PP+EPDM-TD25<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TPO), 27% MINERAL
FILLED - HIGH IMPACT, RECYCLING
SYMBOL: >PP+EPDM-TD27<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TPO), 27% MINERAL
FILLED, MEDIUM HIGH IMPACT, INTERIOR, RECYCLING
SYMBOL: >PP+EPDM-TD27<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 24%
MINERAL FILLED, HIGH IMPACT MOLDING COMPOUND,
INTERIOR, RECYCLING SYMBOL: >PP+EPDM-TD24<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 24%
MINERAL FILLED, HIGH IMPACT MOLDING COMPOUND,
PAINTABLE, RECYCLING SYMBOL: >PP+EPDM-TD24<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 25% MINERAL
FILLED, MEDIUM HIGH IMPACT, HIGH SCRATCH

RESISTANT MOLDING COMPOUND, MULTI SPOT DECOR,
INTERIOR, RECYCLING SYMBOL: >PP+EPDM-TD25<

(SHOWN ON WSK-M4D550-A)

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 20% MINERAL
FILLED, HIGH IMPACT MOLDING COMPOUND, PAINTABLE

OR MOLDED-IN-COLOR, RECYCLING

SYMBOL: >PP+EPDM-TD20<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), MINERAL
FILLED, HIGH IMPACT MOLDING COMPQUND, PAINTABLE
OR MOLDED-IN COLOR, RECYCLING

SYMBOL: >PP+EPDM-TD<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 20% MINERAL
FILLED, MEDIUM IMPACT MOLDING COMPOUND,
MOLDED-IN-COLOR, INTERIOR, RECYCLING

SYMBOL: >PP+EPDM-TD22<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEQ) MINERAL
FILLED, HIGH, IMPACT MOLDING COMPOUND,
MOLDED-IN COLOR, RECYCLING SYMBOL: >PP-TD<

POLYPROPYLENE (PP) COPOLYMER, 22% MINERAL FILLED,
MOLDING COMPOUND, INTERIOR, RECYCLING
SYMBOL: >PP+TD22<

POLYPROPYLENE (PP) COPOLYMER, 22% MINERAL FILLED
MOLDING COMPOUND, RECYCLING SYMBOL: >PP-M22<

POLYPROPYLENE (PP) COPOLYMER, 22% MINERAL FILLED,
MEDIUM SCRATCH RESISTANT MOLDING COMPOUND,
INTERIOR, RECYCLING SYMBOL: >PP+TD22< (SHOWN ON
WSK-M4D556-A)

POLYPROPYLENE (PP) COPOLYMER, 20% MINERAL FILLED,
HIGH SCRATCH RESISTANT MOLDING COMPOUND,
WSK-M4D556-A)

POLYPROPYLENE COPOLYMER, 24% MINERAL FILLED, HIGH
SCRATCH RESISTANT MOLDING COMPOUND, MULTI SPOT
DECOR, INTERIOR, RECYCLING SYMBOL: >PP-TD20<
(SHOWN ON WSK-M4D556-A)

POLYPROYLENE COPOLYMER, 22% MINERAL FILLED, EXTERIOR,
RECYCLING SYMBOL: >PP-TD22<

POLYAMIDE (PA) 66 MOLDING COMPQUND, SELF
EXTINGUISHING (SE), RECYCLING SYMBOL: >PA66<

POLYAMIDE (PA) 6, IMPACT MODIFIED MOLDING COMPOUND,
RECYCLING SYMBOL: >PA6<

1998 05 11

1988 07 14

1990 12 03

1993 09 01

1996 04 24

1998 05 11

1998 03 31

1999 06 29

1999 06 25

2000 05 18

1993 12 01

1994 05 31

1993 12 01

1993 12 01

1993 12 01

1996 10 18

1988 06 01

1988 02 29
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WSS-M4D579-A2 POLYVINYL CHLORIDE (FVC), OLEFIN MODIFIED, RIGID, 1996 04 19| A
HIGH HEAT, EXTRUSION GRADE, RECYCLING
SYMBOL: >PVC<
WSB-M4D582-A POLYBUTYLENE TEREPHTHALATE (PBT), HIGH IMPACT, 40% 1991 02 27| A
MINERAL/GLASS FIBER REINFORCED MOLDING COMPOUND
RECYCLING SYMBOL: >PBT-(GF+M)40<
WSS-M4D585-B  ABS/POLYCARBONATE BLEND (ABS+PC), IMPACT MODIFIED, 1997 12 29|A £
INSTRUMENT PANEL SYSTEM,
WSH-M4D587-A  POLYAMIDE (PA) 66, HEAT STABILIZED, 20% GLASS FIBER 1989 12 22 F
REINFORCED, ENGINE COOLANT, RESISTANT MOLDING
COMPOUND, RECYCLING SYMBOL: >PA66-GF20<
WSK-M4D590-A POLYAMIDE (PA) 66, IMPACT MODIFIED, 14% GLASS FIBER 1988 04 29| A f p
REINFORCED, RECYCLING SYMBOL: >PA66-GF14<
WSK-M4D591-A POLYAMIDE 66 (PA66), IMPACT MODIFIED, HEAT STABILIZED 1995 03 01| A f p
14% GLASS FIBER REINFORCED, RECYCLING
SYMBOL: >PA66-GF14<
WSK-M4D592-A POLYETHERSULFONE (PESU), SE, RECYCLING SYMBOL: >PES< 1993 02 01| A
WSK-M4D593-A POLYETHERSULFONE (PESU), 10% GLASS FIBER REINFORCED, 1993 02 01| A
SE, RECYCLING SYMBOL: >PES-GF10<
WSK-M4D595-A  POLYAMIDE (PA) 6, 40% GLASS FIBER REINFORCED, 1988 06 15| A
RECYCLING SYMBOL: >PA6-GF40<
WSS-M4D595-A2  POLYAMIDE 6 (PA6) 40% GLASS FIBER REINFORCED, MOLDING 1995 03 10| A
COMPOUND, EXTERIOR, RECYCLING SYMBOL: >PA6<
WSK-M4D596-A POLYAMIDE (PA) 66, HEAT STABILIZED, 50% GLASS FIBER 2000 10 26| A
REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PA66-GF50<
WSK-M4D597-A POLYETHYLENE TEREPHTHALATE (PET), 55% GLASS FIBER 1989 05 02| A
REINFORCED MOLDING COMPOUND, ADJUSTER BOLTS,
RECYCLING SYMBOL: >PET-GF55<
WSK-M4D598-A POLYAMIDE (PA) 66, IMPACT MODIFIED, RECYCLING SYMBOL: >PA66< 1988 06 15| A f
WSF-M4D600-A AROMATIC POLYESTER (ARP), 30% GLASS FIBER REINFORCED, 1988 09 15 F
RECYCLING SYMBOL: >ARP-GF30<
WSF-M4D601-A  AROMATIC POLYESTER (ARP), 50% GLASS FIBER REINFORCED, 1988 09 15 F
RECYCLING SYMBOL: >ARP-GF50<
WSK-M4D604-A  POLYPROPYLENE (PP) COPOLYMER, CONTROLLED RHEOLOGY 1988 10 12|A |
(CR) GRADE, RECYCLING SYMBOL: >PP<
WSK-M4D607-A POLYBUTYLENE TEREPHTHALATE (PBT), 30% GLASS FIBER 2000 10 26| A
REINFORCED, IMPACT MODIFIED MOLDING COMPOUND,
SMALL ELECTRICAL PARTS AND CONNECTORS,
RECYCLING SYMBOL: >PBT-GF30<
WSB-M4D607-A2 POLYBUTYLENE TEREPHTHALATE (PBT), 30% GLASS FIBER 1994 11 08| A
REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PBT-GF30<
WSK-M4D608-A POLYBUTYLENE TEREPHTHALATE (PBT), 33% GLASS FIBER 1994 12 01| A f
REINFORCED, IMPACT MODIFIED MOLDING COMPOUND,
ELECTRICAL CONNECTORS, RECYCLING
SYMBOL: >PBT-GF33<
WSF-M4D613-A  POLYAMIDE (PA) 11 MOLDING COMPOUND, RECYCLING SYMBOL: >PA11< 1988 09 15 F
WSK-M4D613-A2  POLYAMIDE 11 (PA11), RIGID, HEAT STABILIZED MOLDING 1994 11 02| A
COMPOUND, RECYCLING SYMBOL: >PA11<
WSK-M4D617-A POLYETHYLENE TEREPHTHALATE (PET), IMPACT MODIFIED - 2000 10 26| A j
35% GLASS FIBRE REINFORCED MOLDING COMPOUND,
RECYCLING SYMBOL: >PET-GF35<
WSF-M4D618-A ACETAL (POM) COPOLYMER, MODIFIED, HIGH IMPACT GRADE, 1990 07 18] a Fg
RECYCLING SYMBOL: >POM<
Materials Engineering Testing & Standards 2002-02-01
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:27:46 2016
Full document details: FORD EEMS INDEX VOL 7B 2002


http://www.avadocuments.com/doc/ford-eems-index-vol-7b-2002
http://www.avadocuments.com/doc/ford-eems-index-vol-7b-2002

Gord Yetor Gomprany,

VOLUME 7B
Worldwide & European Product Engineering Material Specifications PAGE 3
A SPEC | RESPONSIBLE/USING
c SR e ON SPECIFICATION TITLE REVISED ACTIVITIES
T DATE [AEFGJ[PRSUZ
WSK-M4D618-A2 ACETAL (POM) COPOLYMER, MODIFIED, HIGH IMPACT GRADE, 2000 10 26| A g j
RECYCLING SYMBOL: >POM<
WSB-M4D619-A1 POLYPROPYLENE (PP) SHEET, 30% CONTINUOUS - GLASS 2000 10 26| A
FIBER REINFORCED, RECYCLING SYMBOL: >PP-GF30<
WSB-M4D619-A2 POLYPROPYLENE (PP) SHEET, 30% LONG GLASS FIBER 2000 10 26| A
REINFORCED, RECYCLING SYMBOL: >PP-GF30< (SHOWN
ON WSB-M4D619-A1)
WSK-M4D619-A3  POLYPROPYLENE (PP) SHEET, 30% CONTINUOUS GLASS FIBER 1992 02 03| A
REINFORCED, RECYCLING SYMBOL: >PP-GF30<
WSB-M4D619-A4 POLYPROPYLENE (PP) SHEET, 45% CONTINUOUS GLASS FIBER 1995 11 14| A
REINFORCED, RECYCLING SYMBOL: >PP-GF45<
WSF-M4D620-A POLYETHYLENE TEREPHTHALATE (PET), 40% GLASS 1993 10 29| a
FIBER/MINERAL REINFORCED MOLDING COMPOUND,
RECYCLING SYMBOL: >PET-(GF+M)40<
WSK-M4D621-A POLYVINYL CHLORIDE (PVC), DRY BLEND SLUSH, MOULDED 1993 05 03| A
SKIN, RECYCLING SYMBOL: >PVC<
WSK-M4D622-A POLYBUTYLENE TEREPHTHALATE (PBT), MODIFIED, 45% GLASS 2000 10 26| A
FIBER REINFORCED, MOLDING COMPOUND, RECYCLING
SYMBOL: >PBT-GF45<
WSK-M4D623-A  POLYPHENYLENE ETHER+POLYAMIDE (PPE+PA) BLEND 2000 09 29| A
MOLDING COMPOUND, IMPACT MODIFIED, RECYCLING
SYMBOL: >PPE+PA<
WSK-M4D623-A2  POLYPHENYLENE ETHER+POLYAMIDE BLEND (PPE+PA), 1990 11 02| A
IMPACT MODIFIED MOLDING COMPOUND, RECYCLING
SYMBOL: >PPE+PA<
WSB-M4D624-A POLYBUTYLENE TEREPHTHALATE (PBT) MOLDING COMPOUND, 1989 05 17| A
HIGH IMPACT, 30% MINERAL/GLASS FIBER REINFORCED
RECYCLING SYMBOL: >PBT-(GF+M)30<
WSK-M4D625-A POLYBUTYLENE TEREPHTHALATE (PBT), 40% GLASS 2000 10 26| A
FIBRE/MINERAL REINFORCED, LOW WARPAGE MOULDING
COMPOUND, RECYCLING SYMBOL: >PBT-(GF+M)40<
WSK-M4D626-A1 POLYARYLATE (ARP) MOLDING COMPOUND, HIGH HEAT 2000 10 26| A
RESISTANT, SE, RECYCLING SYMBOL: >PAT<
WSK-M4DB26-A2  POLYARYLATE (ARP) MOLDING COMPOUND, HIGH HEAT 2000 10 26| A
RESISTANT, SE, INTERIOR, RECYCLING SYMBOL: >PAT<
WSB-M4D627-A POLYCARBONATE (PC) MOLDING COMPOUND, RECYCLING SYMBOL: >PC< 1996 01 12| A
WSS-M4D627-A2 POLYCARBONATE (PC) MOLDING COMPOUND, RECYCLING SYMBOL: =PC< 1995 04 24
WSF-M4D628-A POLYAMIDE (PA) 66 MOLDING COMPOUND, 25% GLASS FIBER 1989 (08 22
REINFORCED, FIRE RETARDED, RECYCLING
SYMBOL: >PA66-GF25<
WSF-M4D629-A POLYETHYLENE TEREPHTHALATE (PET) MOLDING COMPOUND, 1994 08 31| a
15% GLASS FIBER REINFORCED, RECYCLING
WSK-M4D630-A ABS MOLDING COMPOUND, HIGH IMPACT, INTERIOR, RECYCLING SYMBOL: >ABS< 2000 10 26| A
WSK-M4D631-A  ABS MOLDING COMPOUND, HIGH COLD IMPACT, INTERIOR, 2000 10 26| A
RECYCLING SYMBOL: >ABS<
WSS-M4D631-A2  ABS MOLDING COMPOUND, HIGH COLD IMPACT INTERIOR, RECYCLING SYMBOL: >ABS< 1998 03 04| A
WSL-M4D632-A  POLYTETRAFLUOROETHYLENE (PTFE), SINTER, MOLDING 1989 02 07| A
COMPOUND, RECYCLING SYMBOL: >PTFE<
WSK-M4D632-A2 POLYTETRAFLUOROETHYLENE (PTFE), PASTE EXTRUSION 1991 08 01| A
COMPOUND, RECYCLING SYMBOL: >PTFE<
WSK-M4D633-A POLYETHYLENE (PE), EXPANDED SHEET, BOOT MAT, RECYCLING SYMBOL: »>PE< 1992 04 01| A
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