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ESK-M96D3-A
ESD-M96D5-A

ESD-M96D7-A2

WSD-M96D9-A
WSD-M96D9-A2

WSD-M96D13-A

WSE-M96D14-A1

WSE-M96D14-A2

WSD-M96D14-A3

WSS-M96D14-A4

WSD-M96D15-A1

WSD-M96D15-A2

WSD-M96D15-A3

WSD-M96D15-A4

WSS-M96D15-A5

WSD-M96D16-A

WSA-M96D19-A2
WSD-M96D20-A

WSD-M96D21-A1

WSD-M96D21-A2

WSD-M96D21-A3

PUR FOAM MOULDED, RIGID, GLASS FIBER MAT REINFORCED,

DRIVE BELT - TOOTHED, DOUBLE FABRIC, HEAVY DUTY, (NOT
TO BE USED FOR NEW DESIGN)

HOSE, SILICONE (VMQ) RUBBER, REINFORCED - VACUUM
COLLAPSE RESISTANT, MEDIUM TEMPERATURE
RESISTANT, RECYCLING SYMBOL: >VMQ< (NOT TO BE
USED FOR NEW DESIGN)

TUBE, EPICHLOROHYDRIN (ECO) RUBBER - FUEL AND OIL RESISTANT,

TUBE, EPICHLOROHYDRIN (ECO) RUBBER, FUEL, OIL AND
ACIDIC AQUEOUS CONDENSATE RESISTANT, (SHOWN ON
WSD-M96D9-A)

HOSE, ETHYLENE/ACRYLIC (AEM) RUBBER, REINFORCED -
AUTOMATIC TRANSMISSION FLUID AND, ENGINE OIL
RESISTANT,

HOSE, EPDM RUBBER - PARA-ARAMID FIBERS REINFORCED -,
ENGINE COOLANT AND STEAM RESISTANT,

HOSE, EPDM RUBBER - META-ARAMID FIBERS REINFORCED -,
ENGINE COOLANT AND STEAM RESISTANT, RECYCLING
SYMBOL: >EPDM<

HOSE, EPDM RUBBER - RAYON OR POLYESTER REINFORCED,
ENGINE COOLANT RESISTANT, LOW COMPRESSION SET,
RECYCLING SYMBOL: >EPDM<

HOSE, EPDM RUBBER-RAYON OR POLYESTER REINFORCED,
ENGINE COOLANT RESSISTANT, LOW COMPRESION SET,
LOW EXTRACTABLE ZINC,

DRIVE BELT, TOOTHED-HYDROGENATED NITRILE RUBBER
(HNBR) GLASS TENSION CORDS-, EXTENDED
LIFE-SINGLE FACING FABRIC, RECYCLING

SYMBOL: >HNBR<

DRIVE BELT, TOOTHED - HYDROGENATED NITRILE RUBBER
(HSN) - GLASS TENSION CORDS, EXTENDED LIFE -
DOUBLE FACING FABRIC, RECYCLING SYMBOL: >HNBR<

DRIVE BELT, TOOTHED, HYDROGENATED NITRILE RUBBER
(HNBR), 80 IRHD, GLASS TENSION CORDS, EXTENDED
LIFE, DOUBLE FACING FABRIC, RECYCLING

SYMBOL: >HNBR<

DRIVE BELT, TOOTHED, HYDROGENATED NITRILE, RUBBER
(HNBR), 80 IRHD, GLASS TENSION, CORDS, EXTENDED
LIFE, DOUBLE FACING FABRIC, HYDROLYSIS

RESISTANT,

DRIVE BELT, TOOTHED, HYDROGENATED NITRILE RUBBER
(HNBR), GLASS TENSION CORDS, SINGLE FACING
FABRIC,

DRIVE BELT, TOOTHED - POLYCHLOROPRENE RUBBER (CR) -
PARA-ARAMID TENSION CORDS, SINGLE FACING FABRIC

HOSE, REINFORCED RUBBER, FUEL RESISTANT,

TUBE, PVC/NITRILE (PVC/NBR) RUBBER, UNREINFORCED,
OXYGENATED FUEL RESISTANT, RECYCLING
SYMBOL: >PVC+NBR<

WEATHERSTRIP, ETHYLENE/PROPYLENE (EPDM) RUBBER,
THERMOPLASTIC POLYOLEFIN (TPO) CO-EXTRUDED
SLIDING-COAT, RECYCLING SYMBOL: >PP+EPDM<

WEATHERSTRIP, ETHYLENE/PROPYLENE (EPDM) RUBBER, SHORT
FIBRE FLOCK COATED, RECYCLING SYMBOL: >EPDM<
(SHOWN ON WSD-M96D21-A1)

WEATHERSTRIP/WINDLACE CO-EXTRUSTION, ETHYLENE
PROPYLENE (EPDM) FOAM/ETHYLENE-PROPYLENE RUBBER
(EPDM),

1994 12 07

1991 09 30

1991 09 30

2000 03 27
2000 03 27

2000 05 30

1989 07 12

1989 07 12

1991 05 01

2000 02 15

1999 04 16

1988 02 09

2000 07 25

2000 07 25

2000 04 05

1988 02 08

1994 02 01

1994 03 31

1988 10 14

1988 10 14

1993 02 23
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WSD-M96D21-A4  WEATHERSTRIPWINDLACE CO-EXTRUSION, ETHYLENE 1993 02 23| A

WSD-M96D23-A1

WSD-M96D24-A

WSH-M96D25-A2

WSS-M96D25-A3 HOSE, AIR CONDITIONING REFRIGERANT (NYLON 6 BARRIER), 2000 04 25 F
RESISTANT, MEDIUM PRESSURE,

WSA-M96D26-A HOSE, REINFORCED RUBBER, AUTOMATIC TRANSMISSION - FLUID RESISTANT, 1997 10 28| A

WSS-M96D26-A2 HOSE, REINFORCED RUBBER, AUTOMATIC TRANSMISSION FLUID RESISTANCE, 1995 06 27| A p

WSD-M96D27-A

WSK-M96D28-A LAMINATE, POLYURETHANE (PUR) FOAM/POLYVINYL CHLORIDE 1989 04 07| A
(PVC) FILM, RECYCLING SYMBOL: >PUR,PVC<
WSK-M96D28-A2  LAMINATE, POLYURETHANE (PUR) FOAM, PE-EXPANDED 1991 05 02| A

WSD-M96D30-A

WSS-M96D30-A2

WSD-M96D32-A HOSE, NITRILE (NBR) OR PVC/NITRILE (PVC/NBR) RUBBER 1997 12 01| A
EXTERNALLY REINFORCED, OXYGENATED, FUEL
RESISTANT,

WSL-M96D33-A HOSE, REINFORCED RUBBER, FUEL RESISTANT, STATIC CONDUCTIVE, 1990 10 22| A

WSA-M96D33-A2 HOSE/REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT, 1993 04 14| A
NON-CONDUCTIVE, LOW PERMEATING,

WSL-M96D33-A3 HOSE, NON-REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT, 1995 02 28| A

WSL-M96D33-A4

WSL-M96D33-A5 HOSE, NON-REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT, 1995 02 28| A
CONDUCTING, LOW PERMEATING,

WSS-M96D33-A6 HOSE, REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT, 1996 03 26| A
CONDUCTIVE, LOW PERMEATING,

WSS-M96D33-A7 HOSE, REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT,, LOW 2000 07 20| A
PERMEATING, VAPOR ONLY,

WSS-M96D33-A8 REINFORCED RUBBER, REFORMULATED FUEL RESISTANT, 1998 04 03| A

WSS-M96D33-A9

WSS-M96D33-A10

PROPYLENE (EPDM) FOAM/POLYVINYL CHLORIDE (PVC),
(SHOWN ON WSD-M96D21-A3)

HOSE, REINFORCED SILICONE (MQ) RUBBER, HIGH
TEMPERATURE, COOLANT RESISTANT, RECYCLING
SYMBOL: >MQ<

TUBE, ETHYLENE/PROPYLENE (EPDM) RUBBER, HEAT
RESISTANT, RECYCLING SYMBOL: >EPDM<

HOSE, AIR CONDITIONING REFRIGERANT (NYLON BARRIER)
RESISTANT, MEDIUM PRESSURE,

TUBE, CHLOROSULPHONATED POLYETHYLENE (CSM) RUBBER,
MODERATE OIL RESISTANCE, RECYCLING SYMBOL: >CSM<

SHEETING, RECYCLING SYMBOL: >PUR,PE<

HOSE, ETHYLENE/ACRYLIC (AEM) RUBBER REINFORCED, LOW
PRESSURE, ENGINE OIL RESISTANT - 75 IRHD,
RECYCLING SYMBOL: >AEM<

HOSE, ETHYLENE/ACRYLIC (AEM) RUBBER REINFORCED, LOW
PRESSURE, ENGINE OIL RESISTANT, 65 IRHD, (SHOWN
ON WSD-M96D30-A)

CONDUCTIVE, LOW PERMEATING,

HOSE, NON-REINFORCED RUBBER, FUEL/ALCOHOL RESISTANT,
CONDUCTIVE, LOW PERMEATING, RECYCLING
SYMBOL: >TBD,ECO<

CONDUCTIVE, LOW PERMEATING, HOSE,

HOSE, NON-REINFORCED RUBBER, FUEL RESISTANT,
CONDUCTIVE, LOW PERMEATING (NBR/THV/NBR/CSM),
RECYCLING SYMBOL: >NBR,THV,CSM<

HOSE, REINFORCED RUBBER, FUEL RESISTANT, CONDUCTIVE,
LOW PERMEATING (NBR/THV/NBR/CSM), RECYCLING
SYMBOL: >NBR, THV, CSM< (SHOWN ON WSS-M96D33-A9)

1991 03 28|A e

1991 11 29| A

2000 04 25 F

1989 11 17|A e f

1996 05 13|A e

1996 05 13|A o

1995 0228/A e g

1999 06 25|A e

1999 06 25| A g

WSS-M96D33-A11 HOSE, NON-REINFORCED RUBBER, FUEL RESISTANT, 1999 06 25| A
CONDUCTIVE, LOW PERMEATING (NBR/THV/NBR/CM),
RECYCLING SYMBOL: >NBR, THV, CM< (SHOWN ON
WSS-M96D33-A9)
Materials Engineering Testing & Standards 2002-02-01
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:28:14 2016
Full document details: FORD EEMS INDEX VOL 7H 2002


http://www.avadocuments.com/doc/ford-eems-index-vol-7h-2002
http://www.avadocuments.com/doc/ford-eems-index-vol-7h-2002

Gord Yetor Gomprany,

Worldwide & European Product Engineering Material Specifications

VOLUME 7H
PAGE 3

A
C
T

SPECIFICATION
NUMBER

SPECIFICATION TITLE

SPEC
REVISED
DATE

RESPONSIBLE/USING

ACTIVITIES

AEFGJ

PRSUZ

WSS-M96D33-A12

WSS-M96D33-B1

WSE-M96D34-A1

WSE-M96D34-A2

WSE-M96D34-A3

WSE-M96D34-A4

WSL-M96D35-A
WSA-M96D36-A1
WSL-M96D37-A

WSE-M96D38-A1

WSE-M96D38-A2

WSE-M96D38-A3

WSE-M96D38-A4

WSE-M96D39-A

WSS-M96D39-A2
WSD-M96D40-A1

WSD-M96D40-A2

WSS-M96D42-A

WSS-M96D44-A

WSS-M96D45-A

HOSE, REINFORCED RUBBER, FUEL RESISTANT, CONDUCTIVE,
LOW PERMEATING (NBR/THV/NBR/CM), RECYCLING
SYMBOL: >NBR, THV, CM< (SHOWN ON WSS-M96D33-A9)

HOSE, REINFORCED RUBBER, DIESEL FUEL RESISTANT,
CONDUCTIVE, RECYCLING SYMBOL: >NBR/CPE/CSM<

HOSE, EPDM RUBBER, PARA-ARAMID FIBERS REINFORCED,
ENGINE COOLANT AND ELECTROCHEMICAL DEGRADATION
RESISTANT, HIGH ELONGATION, LOW MODULUS,
RECYCLING SYMBOL: >EPDM<

HOSE, EPDM RUBBER, META-ARAMID FIBERS REINFORCED,
ENGINE COOLANT AND ELECTROCHEMICAL DEGRADATION
RESISTANT, HIGH ELONGATION, LOW MODULUS,
RECYCLING SYMBOL: >EPDM< (SHOWN ON
WSE-M96D34-A1)

HOSE, EPDM RUBBER - RAYON FIBER REINFORCED, ENGINE
COOLANT & ELECTROCHEMICAL DEGRADATION RESISTANT
HIGH ELONGATION, LOW MODULUS, OR A COPOLYMER
PARA-ARAMID, RECYCLING SYMBOL: >EPDM<

HOSE, EPDM RUBBER, MODIFIED PARA-ARAMID FIBERS
REINFORCED, ENGINE COOLANT AND ELECTROCHEMICAL
DEGRADATION RESISTANT, HIGH ELONGATION, LOW
MODULUS, RECYCLING SYMBOL: >EPDM< (SHOWN ON
WSE-M96D34-A1)

ENERGY ABSORBING COMPOSITE, HOLLOW CERAMIC SPHERES WITH BINDER,
HOSE, HIGH PRESSURE, HIGH TEMPERATURE RESISTANT, POWER STEERING,

HOSE, POLYTETRAFLUOROETHYLENE (PTFE), CONTINUOUS
FILAMENT GLASS BRAID REINFORCED, FUEL RESISTANT
RECYCLING SYMBOL: >PTFE<

HOSE, EPDM RUBBER, BRANCHED TRUNK, PARA-ARAMID,
FIBERS REINFORCED, ENGINE COOLANT AND,
ELECTROCHEMICAL DEGRADATION RESISTANT,
RECYCLING SYMBOL: >EPDM<

HOSE, EPDM RUBBER, META-ARAMID FIBER REINFORCED,
ENGINE COOLANT AND ELECTROCHEMICAL DEGRADATION
RESISTANT, HEATER AND BYPASS, RECYCLING

SYMBOL: >EPDM<

HOSE, EPDM RUBBER, RAYON FIBER REINFORCED, ENGINE
COOLANT AND ELECTROCHEMICAL DEGRADATION
RESISTANT, LOWER RADIATOR, RECYCLING

SYMBOL: >EPDM<

HOSE, EPDM RUBBER, PARA-ARAMID, COPOLYMER OR MODIFIED
FIBER REINFORCED,, ENGINE COOLANT AND
ELECTROCHEMICAL DEGRADATION RESISTANT, HEATER

AND BYPASS, RECYCLING SYMBOL: ~EPDM<

HOSE, SILICONE (VMQ), HIGH TEMPERATURE, OIL RESISTANT
RECYCLING SYMBOL: >VMQ<

SILICONE HOSE (VMQ), HIGH TEMPERATURE, SOUND

TUBE, EPDM RUBBER, ENGINE COOLANT, LOW COMPRESSION
SET, RECYCLING SYMBOL: >EPDM<

TUBE, EPDM RUBBER-ENGINE COOLANT, LOW COMPRESSION SET
LOW EXTRACTABLE ZINC, RECYCLING SYMBOL: >EPDM<«
(SHOWN ON WSD-M96D40-A1)

HOSE, LOW PRESSURE CLUTCH FEED, RUBBER, REINFORCED,
BRAKE FLUID DOT 4 AND SUPER DOT 4 (SAE
J1704/1SO 4925) RESISTANT,

HOSE, LOW PRESSURE ENGINE OIL COOLER, HYPALON/HYPALON
POLYESTER RE-INFORCED, UNDER DEVELOPMENT,
RECYCLING SYMBOL: >CSM<

HOSE, LOW PRESSURE, POWER STEERING RETURN, STEERING UNIT,

1999 06 25

2001 07 19

2001 07 02

2001 07 02

2001 07 02

2001 07 02

1991 09 10
1993 03 15

1998 06 02

2000 08 22

2000 08 22

2000 08 22

2000 08 22

1994 10 20

1995 09 08

1996 06 24

1996 06 24

2001 06 25

1998 06 22

1999 03 25
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