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199902

LIGHT CURTAINS AND PRESENCE-SENSING DEVICES EL4
FOR MACHINE SAFEGUARDING

1. GENERAL:

PURPOSE: To provide functional, performance, and installation
requirements for Light Curtains / Presence-Sensing Devices (PSD)
used for machine safeguarding and as Presence Sensing Device
Initiation (PSDI) to start a machine cycle.

EXCEPTION: PSDI shall not be used on mechanical or hydraulic
power presses.

All PSDI applications shall be approved by Ford Division and
Corporate Safety. (See Figure 5, available as a WORD processing
version.)

SCOPE: This Standard describes electronic control devices actuated
by sensing presence. This Standard includes use of such a device
either to stop the machine or to start the machine cycle
automatically when the operator and/or other persons have left the
protected area and the machine cycle can be started safely.

Light curtains should not be confused with simple photo-electric
devices which are designed for different application(s) and can be
affected by work environment. Light curtains are built with on-board
electronics for as close to a "fail-safe" operation as achievable.
This means that (per ANSI B11.19 item 5.5.1),

"When required by the performance requirements of safeguarding, the
device, system, or interface shall be designed, constructed, and
installed such that a single component failure within the device,
interface, or system shall not prevent normal stopping action from
talking place but shall prevent a successive machine cycle. This
requirement does not apply to those components whose function does
not affect the safe operation of the machine tool."

NOTE: Selection and application of the safeguarding system

is provided in the appropriate ANSI Bll Safety Standard for the
particular machine tool and shall take precedence over this
standard.

DEFINITIONS:

LIGHT CURTAIN / PRESENCE-SENSING DEVICE: See ANST B11.19
(2.39). Safety Distance: See ANSI 11.19 (2.47 & 4.4.3.3).
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1.3.2 PSDI: Presence-Sensing Device Initiation. An operation mode
of indirect manual initiation of a single stroke by a presence
sensing device when it senses that work motions of a operator,
related to feeding and/or removing parts are complete and all
parts of the operator's body or hand tools are safely clear of
the point of operation.

1.3.3. The word "shall" 1s understood as a mandatory requirement; the
word "should" as a recommendation.

2. REFERENCE STANDARDS: Whenever a specific standard is mentioned in this
Standard, it is understood it will be the latest revision thereof unless
otherwise specified.

2.1 Ford Motor Company - Manufacturing Standards EX1, EL3X, and ELX.
2.2 INDUSTRY STANDARDS:
2.2.1 Code of Federal Regulations, Department of Labor, Occupational

Safety and Health Administration, 29 CFR 1910, (OSHA),
particularly Sections:

1910.211 (62) for Definitions,

1910.212 (a) (1) for machine guarding

1910.212 (a) (3) for point of operation guarding

1910.212 (a) (3) (ii) for General Requirements for All
Machines

1910.217 (b) (13) for Control Reliability
1910.217 (h) (6) (xvii) for controls with internally stored

programs
1910.217 (h) (9) (iv) for Minimum Cbject Sensitivity
1910.217 (h) (9) (v) for Safety Distance

2.2.2 American National Standards Institute (ANSI) B.11.19

"Safeguarding when Referenced by Other Bll Machine Tool Safety
Standards, " particularly, but not limited to Sections:

1.1, 1.2, 1.3.1 & 1.3.2 for Scope, Purpose, and Applications.
2.1.5, 2.3.9, 2.4.6 for Definitions of Device, PSD,
Safeguarding.

for Responsibility

3.1

4.2.3 in its entirety as described below:

4.2.3.1 for Applications of the PSD
4.2.3.2 for Design and Construction
4.2.3.3 for Operation

4.2.3.5 for Safety Distance

5.5

for Control Reliability.

ANST C37.90a, "Surge Withstand Capability"

Engineering Standards & Frinfed oopies are unooriolied,
Systems Engineering (ESSE) Page 2 of 14
Documents

Copyright by the Ford Motor Company Document Sharing Hub

Fri Aug 26 13:29:52 2016
Full document details: FORD EL4 1999


http://www.avadocuments.com/doc/ford-el4-1999
http://www.avadocuments.com/doc/ford-el4-1999

Manufacturing Standards
Ford Motor Company

199902 LIGHT CURTAINS AND PRESENCE-SENSING DEVICES EL4
FOR MACHINE SAFEGUARDING

2.2.3 Underwriters Laboratories (U.L.) 491, "Power Operated Machine
Controls and Systems", proposed First Edition, November, 1991.
UL 508, "Industrial Control Equipment". UL 991, "Tests for

Safety-Related Controls Employing Solid-State Devices."

2.2.4 National Electrical Manufacturers Association (NEMA)
ICS 1-109.60 through 1-109.66, "Electrical Noise Test".
NEMA ICS 2-229, "Proximity Switches".
NEMA ICS 3-304 06.01(b), "Unusual Service and Installation
Conditions."

2.2.5 Canadian Standards Association (CSA) 22.2 No. 0.8-M198¢,
"Safety Functions Incorporating Electronic Technology, (CSA)
C22.2 No.14-M91, "Industrial Control Equipment™ and (CSA)
C22.10, "Canadian Electrical Code, Part 1" and supplements
issued by Ontario Hydro.

2.2.6 International Electrotechnical Commission (IEC), Publications
801-1 through 801-4 (inclusive), "Electromagnetic Compatibility
for Electrical and Electronic Equipment™.

2.2.7 European Committee for Electrotechnical Standardization
(CENELEC), pr EN 50 100, "Particular Requirements for Active
Opto-Electronic Protective Devices", draft, 1992.

2.3 CONFORMANCE :

2.3.1 SUPPLIER'S RESPONSIBILITY: All materials and components
supplied to this Standard shall be equivalent in all respects
to material upon which approval was originally granted. Any
deviations from this Standard, without written notice and
subsequent review and re—-approval by the Ford Manufacturing
Standards - Electrical Subcommittee, shall be sufficient cause
for removal from the Ford Manufacturing Standards - Approved
Source List (ASL).

2.3.2 APPROVALS: All products submitted for evaluation shall be
"off the shelf" catalog items produced with normal production
procedures and quality control. Prototype units shall not be
tested. Approval shall be made based on conformance to this
Standard as certified by the Supplier in writing, required
Agency approvals, as well as laboratory and performance test
where necessary. All subject to the review of the Ford
Manufacturing Standards - Electrical Subcommittee. All units
shall be UL Listed for use in USA and/or CSA Certified for use
in Canada and shall bear the mark(s) of these agencies.
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2.3.3 Suppliers shall submit an itemized DATA SHEET, correspondingly
numbered with this Standard, stating their compliance with each
provision of this Standard. The DATA SHEET or letter
accompanying the DATA SHEET shall be signed by the Vice
President of engineering or higher officer of the company.

3. TECHNICAL REQUIREMENTS FOR PRESENCE SENSING DEVICE:
3.1 ENCLOSURE:
3.1.1 Enclosure shall meet regquirements of EX1 Section 7 and shall

be strong enough to withstand the compression and deflection
performance tests, per UL 508.

3.2 OPERATION (OF THE DEVICE) :

3.2.1 The units shall not be affected by ambient or light from other
sources such as flood lights, fluorescent lights, sun rays
(i.e. through windows or cracks in the roofs, etc.), strobe
lights, weld flash, photo-electric devices, other PSDs in the
vicinity, or any other type of light sources.

3.2.2 The light curtain and PSD shall not fail to sense and respond
to any part of the operator's, or any person's, body due to the
presence of shiny materials, such as parts being processed or
parts of the machine (fixture, ram, etc.). The unit shall avoid
an "Optical Short Circuit" due to reflection.

3.2.3 The Angle of Divergence and Acceptance shall not be greater
than +/- 2 degrees as defined for a type 4 device by CENELEC
per EN 50 100.

3.2.4 The unit shall incorporate a removable / replaceable lens
protection method, to facilitate reasonable maintenance for
damages suffered in the field from welding sparks, scratches,

etc.

3.2.5 Minimum Object Sensitivity shall be 1-1/4 inches (31.75mm)or
less.
EXCEPTION: Units which are "Blanked" shall not be used in PSDI
operation (due to minimum object sensitivity requirement). See

Section 3.4.6.

3.2.6 Control Reliability: The unit shall meet the requirements
stated in ANSI B11.19 Section 5.5.1.

3.2.7 The unit shall be qualified to be used in P.S.D.I.
applications per 29 CFR 1910.217 (OSHA).
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3.3. ELECTRICAL:

3.3.1 ENVIRONMENTAL: Units shall operate properly in compliance
with this Standard over a supply voltage range of 85 to 110
percent of the nominal 120 VAC supply at 50/60 Hz, (or the
same percentage variations from a nominal 24 VDC for DC
operated units). Voltage variations may be the result of
gradual and/or instantanecus supply variations. Additionally,
the units shall be capable of operating in a temperature range
of 0 deg C (32 F) to 60 deg C (143 F), and in a humidity range
of 5 to 95 percent (non-condensing) per NEMA ICS 3-304.06.01
(b) . Units shall operate in both ungrounded and grounded
control circuits (120 VAC or 24 VDC as provided) without

modification.

3.3.2 OUTPUT RELAYS: Relays shall have direct-drive, captive
contacts to meet ANSI B11.19, Section 5.5, "Control
Reliability." "Off-the-shelf" relays are preferred for ease of

replacement, if the design permits replacement. Two redundant
output relays shall be reguired.

Contact Life and Bounce: Units shall have a minimum contact
life of 10 million operations under stated full rated load.
Units shall be tested for contact bounce both before and after
completion of all other tests required in this Standard. The
units shall pass the contact bounce tests in Ford Standard EC2,
section 8.4.

3.3.3 VIBRATION TEST: Units shall pass a vibration test as
stipulated in Ford Standards EAl, item 8.3.1; EC2, section 4;
and ES2, item 7.5.

3.3.4 IMMUNITY TO INTERFERENCE AND ENVIRONMENTAL CONDITIONS: Units
shall not be affected by any of the following:
(1) Radio Frequency Interference (RFI) - Units shall pass test

in Ford Standard ES2, Section 6.

(2) Electromagnetic Interference (EMI) - per NEMA ICS Standards
listed in section 2.2.4 above.

(3) Weld Fields — Refer to Ford Standard ES2.

(4) Power Line Noise Interference, Voltage Variations,
Transients.

(5) Electrostatic Discharge - in accordance with IEC
Publication 801-2 at 2kV, 4kV, 8kV, and 15kV levels.

(6) Strobe, Fluorescent, Sunlight, or Ambient Light
Interference.

(7) Application and Removal of Power, Ford Standard ES2Z2,
section 6.7.
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