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ESA-M4D187-A  STEEL, SPRING, SHOCK ABSORBER VALVES, 1980 05 01]A
ESE-M1A23-A PISTON RING, GRAY IRON (V ALLOY), 2000 05 30 E
ESB-M1A26-A STEEL WIRE, SPRING, GENERAL PURPOSE FASTENERS, 1978 11 10|A j
WSE-M1A32-B1 GREY CAST IRON - METALLURGICAL STRUCTURE OF CYLINDER BLOCKS AND HEADS, 2000 05 23 E
WSE-M1A32-B2 GREY CAST IRON - METALLURGICAL STRUCTURE OF CYLINDER 2000 05 23 E
BLOCKS AND HEADS, (SHOWN ON WSE-M1A32-B1)
ESA-M1A33-C STEEL, SHEET & PLATE 32,000 PSI (221 MPA) YIELD STRENGTH, 1979 01 10|A r
ESB-M1A34-A STEEL, LOW CARBON GALVANIZED, STAPLING WIRE, 1978 04 25|A
ESA-M1A35-C  STEEL, SHEET & PLATE 36,000 PSI (248 MPA) YIELD STRENGTH, 1979 01 10| A
ESA-M1A43-B  GRAY CAST IRON, PASSENGER CAR BRAKE DRUM, 1992 09 01| A
ESA-M1A64-A  STEEL, STAINLESS (TITANIUM STABILIZED) MODIFIED, 1984 03 23|a E f r
ESB-M1A67-A STEEL, RUSTLESS, DECORATIVE AND FINISHED PRODUCTS, 1978 11 10| A
ESB-M1A70-A STEEL, RUSTLESS, DECORATIVE AND FINISHED PRODUCTS, 1978 11 10|A
IMPROVED CORROSION RESISTANCE,
ESB-M1A71-A STEEL, STAINLESS, EXTERIOR SCREWS, 1978 04 25|A e
WSD-M1A82-B STEEL, RETAINING AND SNAP RINGS, 2002 01 24(A e p
ESF-M1A91-A GRAY CAST IRON, GRADE EA, 1985 09 27 E
ESB-M1A93-A SPRING FASTENERS, HEAT TREATED, 1978 04 28| A f
ESB-M1A94-A  SPRING FASTENERS, HEAT TREATED, (SHOWN ON ESB-M1A93-A) 1978 04 28|A |
ESB-M1A95-A  SPRING FASTENERS, HEAT TREATED, (SHOWN ON ESB-M1A93-A) 1978 04 28| A f p
ESB-M1A110-A  STEEL WIRE, #18 GA HARD DRAWN - ROUND OR SHAPED (HIGH TENSILE), 1978 04 25|A  f
ESB-M1A112-A STEEL WIRE, #18 GA HARD DRAWN - ROUND OR SHAPED, (SHOWN ON ESB-M1A110-A) 1978 04 25| A f
ESW-M1A125-B STEEL, 130000 PS| (896 MPA) YIELD STRENGTH - SAE 4140, 1979 01 10|A
ESW-M1A130-B STEEL BALLS, CHROME ALLOY, VACUUM PROCESSED, 1978 10 04| a P
ESB-M1A132-A STEEL, HIGH STRENGTH LOW ALLOY, 55,000 PSI (379 MPA) YIELD STRENGTH, 2000 07 31|A
N ESEN-M1A135-A STEEL, SNAP RING MATERIAL, (NOT TO BE USED FOR NEW 1978 08 04 S
DESIGN, USE WSD-M1A283-B50, WSD-M1A283-B51,
WSD-M1A283-B52)
ESB-M1A138-A  STEEL WIRE, HARD DRAWN LOW TENSILE QUALITY, 1978 11 10| A
ESW-M1A150-AA STEEL, BOLTS LOW CARBON, 1982 1129|a F
ESW-M1A150-GA STEEL, BOLTS MEDIUM CARBON ALLOY, QUENCHED AND TEMPERED, 2002 01 24|a E
EST-M1A154-A STEEL, 110,000 PSI (758 MPA) YIELD STRENGTH - HEAT TREATABLE, 1978 11 10| A
WSE-M1A156-B GREY CAST IRON-HARDENABLE ALLOY, 1988 02 29 E
WSE-M1A172-B1 NODULAR IRON CRANKSHAFTS, 1994 06 22 E
WSE-M1A172-B2 NODULAR IRON, CRANKSHAFTS, (SHOWN ON WSE-M1A172-B1) 1994 06 22 E
WSE-M1A172-B3 NODULAR IRON, CRANKSHAFTS, (SHOWN ON WSE-M1A172-B1) 1994 06 22 E
WSE-M1A172-B4 NODULAR IRON, CRANKSHAFTS, (SHOWN ON WSE-M1A172-B1) 1994 06 22 E
ESA-M1A176-B GRAY IRON FOR WHEEL HUBS, MEDIUM STRENGTH STRUCTURAL, 1992 07 13|A r
WSS-M1A183-D  STEEL, HIGH STRENGTH, MARTENSITIC, SHEET, 1998 09 02|A  f
ESA-M1A191-C  STEEL, TERNE COATED, 11.5% TIN MINIMUM, 1979 03 02| A
ESA-M1A191-D  STEEL, TERNE COATED, 8.0% TIN MINIMUM, (SHOWN ON ESA-M1A191-C) 1979 03 02| A
ESA-M1A193-A STEEL TUBING, TERNE COATED, 1979 01 10|A
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ESF-M1A202-A  STEEL, LOW CARBON - ALUMINUM KILLED, 1991 04 18 F |
WSB-M1A215-E1 STEEL, SHEEET, HOT ROLLED HSLA, FULLY KILLED, 2000 09 21|A e f j r
WSB-M1A215-F1 STEEL, SHEET, COLD ROLLED HSLA, FULLY KILLED, (SHOWN ON WSB-M1A215-E1) 2000 09 21| A f j
ESL-M1A246-A STEEL SHEET, ALUMINUM-ZINC-SILICON ALLOY COATED, 1979 11 07(A
ESH-M1A251-A STEEL, HIGH CARBON, FLAPPER VALVE, 1979 11 14 F
WSD-M1A260-B1 STEEL WIRE, VALVE SPRING, CHROMIUM VANADIUM ALLOQY, 1991 12 12|A
WSD-M1A260-B2 STEEL WIRE, VALVE SPRING, CHROMIUM VANADIUM ALLOQY, 1991 12 12|A
DRESSED SURFACE, (SHOWN ON WSD-M1A260-B1)
ESL-M1A261-A  STEEL (HSS), LOW SULFUR HSLA - 60 KSI (414 MPA) YIELD, 1981 10 26| A
ESA-M1A270-A  STEEL TUBING, ZINC/ALUMINUM COATED, 1987 02 26| A p
WSS-M1A271-B  STEEL, COIL AND LEAF SPRINGS, 1998 09 23|A  f
WSS-M1A272-B STEEL, SUSPENSION STABILIZER BAR, 1993 09 23| A
WSD-M1A276-A GRAY CAST IRON, CHILLED FACE TAPPET - HARDENED AND TEMPERED, 1991 07 16|A
WSD-M1A276-A2 GREY IRON, CHILLED FACE TAPPET, AS CAST, (SHOWN ON WSD-M1A276-A) 1991 07 16|A
ESE-M1A279-A STEEL, CARBON TUBE, 1991 01 29 E
ESE-M1A280-A1 STEEL, MEDIUM CARBON, 1991 01 29 E
ESE-M1A280-A2 STEEL, MEDIUM CARBON, (SHOWN ON ESE-M1A280-A1) 1991 01 29 E
ESE-M1A280-A3 STEEL, MEDIUM CARBON, (SHOWN ON ESE-M1A280-A1) 1991 01 29 E
WSD-M1A283-B1 STEEL, CROSS REFERENCE FOR STANDARD PARTS, 1992 07 06|A e
WSD-M1A283-B2 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e f |
WSD-M1A283-B3 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06(A e f ilp
WSD-M1A283-B4 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e j
WSD-M1A283-B5 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e j
WSD-M1A283-B6 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A ]
WSD-M1A283-B7 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B8 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A f
WSD-M1A283-B9 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A f
WSD-M1A283-B10 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A  f
WSD-M1A283-B11 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A p
WSD-M1A283-B12 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B13 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B14 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B15 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B16 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B17 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B18 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B19 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B20 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B21 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B22 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
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WSD-M1A283-B23 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B24 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e
WSD-M1A283-B25 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B26 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B27 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B28 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B29 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B30 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B31 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B32 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B33 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B34 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B35 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B36 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B37 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06(A e f
WSD-M1A283-B38 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06(A e f p
WSD-M1A283-B39 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06(A e f p
WSD-M1A283-B40 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e
WSD-M1A283-B41 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B42 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B43 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B44 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B45 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B46 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B47 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B48 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B49 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B50 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e f p
WSD-M1A283-B51 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06|A e f
WSD-M1A283-B52 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B53 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B54 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A p
WSD-M1A283-B55 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B56 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A283-B57 STEEL, CROSS REFERENCE FOR STANDARD PARTS, (SHOWN ON WSD-M1A283-B1) 1992 07 06| A
WSD-M1A284-B STEEL, SCREWS AND BOLTS, SURFACE HARDENED 1000 N/MM2 1989 02 28| A
TENSILE STRENGTH, FOR SCREWS AND BOLTS WITH
TRILOBULAR PREVAILING TORQUE FEATURES,
WSD-M1A286-A1 STEEL SHEET, TERNE COATED (TERNE PLATE), 1986 11 05| A g
WSD-M1A286-A2 STEEL SHEET, TERNE COATED (TERNE PLATE), (SHOWN ON WSD-M1A286-A1) 1986 11 05| A
WSD-M1A286-A3 STEEL SHEET, TERNE COATED (TERNE PLATE), (SHOWN ON WSD-M1A286-A1) 1986 11 05| A
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