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ESB-M1G3-A BINDING, VINYL PLASTIC. 2000 09 29| A
ESB-M1G6-A VINYL TRIM WELTS AND MOLDINGS, EXTRUDED, 2000 09 12(A r
ESB-M1G6-A2 TRIM WELTS AND MOLDINGS, VINYL - EXTRUDED, (SHOWN ON ESB-M1G6-A) 2000 09 12(A
ESB-M1G6-B VINYL TRIM WELTS AND MOLDINGS, EXTRUDED, (SHOWN ON ESB-M1G6-A) 2000 09 12(A
ESB-M1G6-B2 TRIM WELTS, VINYL - POLYETHYLENE CORED - EXTRUDED, (SHOWN ON ESB-M1G6-A) 2000 09 12|A
ESB-M1G110-A LAMINATE, VINYL MOLDING-METALLIZED POLYESTER FILM, VINYL COVERED, 1978 12 11|A
V ESB-M1G110-B LAMINATE, VINYL MOLDING-METALLIZED POLYESTER FILM, 1978 12 11|A
VINYL COVERED, (SHOWN ON ESB-M1G110-A)
WSB-M1G150-C  WINDLACE, VINYL PINCHWELD, 1991 05 14| A
ESB-M1G154-A  VINYL, RIGID EXTRUSION GRADE, 1978 04 26| A
ESB-M1G158-B  FABRIC, VINYL COATED, CARPET BINDING, 1979 07 11| A r
ESB-M1G200-B LAMINATE, METALLIZED POLYESTER FILM/VINYL CORE 2002 01 30| A
BONDING GRADE, (NOT TO BE USED FOR NEW DESIGN,
USE WSS-M15P34-B1, WSS-M15P34-B2)
ESB-M1G200-C LAMINATE, POLYESTER FILM METALLIZED VINYL CORE, MOLDING, 1978 07 14|A
ESB-M1G201-A WELT,EXTRUDED-CELLULAR POLYETHYLENE, 2600 DENIER POLYESTER REINFORCED, 1978 06 20| A
ESB-M2G21-A ADHESIVE, RUBBER BASE - FAST TACK - SOLVENT RELEASE, 1978 05 26| A
WSB-M2G33-B ADHESIVE, WATERPROOF LATEX, DIELECTRIC HEAT SEALING, 1992 06 08| A
ESF-M2G49-A ADHESIVE, WATER DISPERSED SYNTHETIC RUBBER BASE - SOLVENT RESISTANT, 1978 06 12 F
WSB-M2G55-C  ADHESIVE, SYNTHETIC RUBBER, WATER DISPERSION, FAST TACK, 2000 09 26| A
WSB-M2G57-C  ADHESIVE, WATER EMULSION, LATEX BASE, 1991 03 15|A p
N ESB-M2G59-A ADHESIVE, POLYVINYL BUTYRAL PLASTIC SHEET, (NOT TO BE 1978 05 22| A
USED FOR NEW DESIGN)
ESB-M2G112-A ADHESIVE, NITRILE BASE - FAST TACK - SOLVENT RELEASE 1978 05 05| A f
TYPE - MED. VISCOSITY,
WSB-M2G112-A2 ADHESIVE, NITRILE BASE, FAST TACK, SOLVENT RELEASE TYPE, 1994 04 18| A
ESB-M2G113-A ADHESIVE, NITRILE BASE - FAST TACK - SOLVENT RELEASE 1978 05 05| A
TYPE - LOW VISCOSITY, (SHOWN ON ESB-M2G112-A)
ESB-M2G114-A ADHESIVE, NITRILE BASE - FAST TACK - SOLVENT RELEASE 1978 05 05| A g
TYPE - HIGH VISCOSITY, (SHOWN ON ESB-M2G112-A)
ESB-M2G138-B  PRIMER, ADHESION, FOR SILICONE ADHESIVE, 1978 12 08| A
ESB-M2G139-B  ADHESIVE, SILICONE RUBBER - ROOM TEMPERATURE CURE, 1981 03 23| A
ESW-M2G142-A1 ADHESIVE, THERMOSETTING, FOR FRICTION MATERIALS, 1978 11 15 P
ESW-M2G142-A2 ADHESIVE, THERMOSETTING, FOR FICTION MATERIALS, (SHOWN ON ESW-M2G142-A1) 1978 11 15 P
ESW-M2G142-A3 ADHESIVE, THERMOSETTING, FOR FRICTION MATERIALS, 1978 11 15 P
(SHOWN ON ESW-M2G142-A1)
ESA-M2G146-A ADHESIVE, THERMOSETTING, FOR FRICTION MATERIALS, 1979 01 10|A
ESA-M2G146-B ADHESIVE, THERMOSETTING, FOR FRICTION MATERIALS, 1982 02 17|A
ESB-M2G149-A ADHESIVE, SYNTHETIC RUBBER - SOLVENT TYPE - NONSTAINING, 1978 09 01|A f
ESH-M2G150-B ADHESIVE, SEALER - SYNTHETIC RUBBER BASE - WITH BIOCIDE, 1980 05 27 F
ESB-M2G155-A  ADHESIVE, HEAT CURING, GLASS CHANNEL GLAZING COMPOUND, 1978 04 28| A
ESF-M2G156-A2 ADHESIVE, EPOXY, ONE PART, THIXOTROPIC, 1990 07 11 F
V  ESB-M2G157-AD PRIMER, ADHESION - ELASTOMERIC BONDING TAPE - FAST DRYING, 2000 05 30(A
ESW-M2G159-A PRIMER, FOR ANAEROBIC ADHESIVES, 1980 03 21 E
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V  ESB-M2G171-AB PRIMER, ADHESION, ELASTOMERIC BONDING TAPE, 1978 12 08| A
ESB-M2G173-A ADHESIVE, POLYCHLOROPRENE RUBBER BASE, SEALER, 1978 04 25|A
ESB-M2G176-A ADHESIVE, STRUCTURAL - FAST CURING - AIR DRY, 1978 04 28| A r
ESB-M2G183-A  ADHESIVE, VINYL ACETATE - HOT MELT - PRESSURE SENSITIVE TYPE, 1978 04 28| A
ESB-M2G189-A ADHESIVE, URETHANE - TWO COMPONENT - ROOM TEMPERATURE 1982 05 01]|A
CURING - STRUCTURAL,
ESB-M2G190-A PRIMER, ADHESION, URETHANE STRUCTURAL ADHESIVE, 1982 05 01|A
ESB-M2G197-A PRIMER, ADHESION, FOR URETHANE STRUCTURAL ADHESIVE (METAL TO FRP), 1982 05 01]|A
ESA-M2G200-A  ADHESIVE, EPOXY - MICROENCAPSULATED, 1979 01 10| A
ESB-M2G200-B  ADHESIVE, EPOXY - MICROENCAPSULATED - IMPROVED HEAT RESISTANCE, 2000 09 20| A
ESF-M2G203-A  ADHESIVE, HOT MELT, 19800515 F
ESB-M2G218-A ADHESIVE, EPOXY - FLEXIBLE - STRUCTURAL - TWO COMPONENT, 1978 10 04| A
ESA-M2G221-A  ADHESIVE - POLYESTER, EPOXY MODIFIED, 1979 06 20| A
ESB-M2G222-A ADHESIVE, URETHANE - ONE COMPONENT, 1978 05 05| A
ESB-M2G224-A PRIMER, GLASS, FOR ONE COMPONENT URETHANE ADHESIVE, 1981 02 14| A
N ESB-M2G224-B ADHESION PRIMER, FOR ONE COMPONENT URETHANE ADHESIVE, 1981 02 14|A
(SHOWN ON ESB-M2G224-A)(NOT TO BE USED FOR NEW
DESIGN)
V  ESB-M2G234-A ADHESION PRIMER, PAINTED METAL, FOR ONE COMPONENT URETHANE ADHESIVE, 1981 02 14|A
N  ESB-M2G234-B  PRIMER, ADHESION - PAINTED METAL, FOR ONE COMPONENT 1981 02 14|A
URETHANE ADHESIVE, (SHOWN ON ESB-M2G234-A)(NOT
TO BE USED FOR NEW DESIGN)
V  WSB-M2G234-C PRIMER, METAL, FOR ONE COMPONENT FASTER MOISTURE 2001 09 19(A
CURING URETHANE ADHESIVE,
WSB-M2G234-C2 PRIMER, METAL, FOR ONE COMPONENT FASTER MOISTURE 2001 09 19(A
CURING URETHANE ADHESIVE - SILANE BASED,
CLEARCOAT CHEMISTRIES ONLY, (SHOWN ON
WSB-M2G234-C)
WSB-M2G234-C3 PRIMER, METAL, FOR ONE COMPONENT FASTER, (SHOWN ON WSB-M2G234-C) 2001 09 19(A
EST-M2G235-A ADHESIVE, SYNTHETIC RUBBER - OIL RESISTANT, 1980 07 09| A
N ESB-M2G237-A ADHESIVE, HOT MELT - SYNTHETIC RESIN, (NOT TO BE USED FOR NEW DESIGN) 1980 11 26(|A f p
WSK-M2G237-B2 ADHESIVE, HOT MELT, SYNTHETIC RESIN, HOT APPLIED, 170 - 190 C, 1992 02 03|A  f
ESB-M2G239-A  ADHESIVE - VINYL BASED, LOW AND HIGH TEMPERATURE CURE, SEMI-STRUCTURAL, 1980 05 02| A
ESB-M2G250-A ADHESIVE, HOT MELT - COPOLYMER FILM OF ETHYLENE AND ACRYLIC ACID, 1981 10 14|A
ESH-M2G251-A  ADHESIVE, EPOXY - ONE PART - ETHYLENE GLYCOL RESISTANT, 1984 04 26 F
N ESE-M2G260-A1 ADHESIVE, PREAPPLIED - HIGH STRENGTH, (NOT TO BE USED 2001 07 02 E
FOR NEW DESIGN, USE WSK-M2G354-A2)
N ESE-M2G260-A2 ADHESIVE, PREAPPLIED - HIGH HOT STRENGTH, (SHOWN ON 2001 07 02 E
ESE-M2G260-A1) (NOT TO BE USED FOR NEW DESIGN,
USE WSK-M2G354-A2, WSK-M2Gi354-A3, WSK-M2G354-A4
WSK-M2G354-A5)
N ESE-M2G260-A3 ADHESIVE, PREAPPLIED - MEDIUM STRENGTH, (SHOWN ON 2001 07 02 E
ESE-M2G260-A1) (NOT TO BE USED FOR NEW DESIGN,
USE WSK-M2G354-A4)
N  ESE-M2G260-A4 ADHESIVE, PREAPPLIED - MILD STRENGTH, (SHOWN ON 2001 07 02| a E
ESE-M2G260-A1) (NOT TO BE USED FOR NEW DESIGN,
USE WSK-M2G354-A5)
ESP-M2G261-A  ADHESIVE, POLYAMIDE - HOT MELT - LOW FLOW, 1983 03 22 P
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WSK-M2G264-B2 ADHESIVE PRIMER, ACRYLATE BASED, FOR ADHESIVE TAPE, 1991 01 02| A
ESL-M2G266-A ADHESIVE, HOT MELT, GENERAL PURPOSE, 1994 02 24| A
WSK-M2G270-B ADHESIVE, POLYAMIDE, HOT APPLIED 170 - 180 C, 1991 02 01]|A
ESH-M2G271-A  ADHESIVE, EPOXY - ONE COMPONENT - POURABLE, 1988 02 11 F
WSB-M2G279-B  ADHESIVE, HOT MELT, POLYESTER BASE, POWDER FORM, 1994 01 12| A
WSB-M2G279-B2 ADHESIVE, HOT MELT, POLYESTER BASE, WEB FORM, (SHOWN ON WSB-M2G279-B) 1994 01 12|A
WSK-M2G280-B ADHESION PROMOTOR, SILANE, 1993 04 01]|A
ESB-M2G281-A  ADHESIVE, HEAT CURING - EPOXY/GLASS FIBER LAMINATE - 1984 08 11| A
METAL REINFORCEMENT,

ESB-M2G281-C  ADHESIVE, HEAT CURING - EPOXY/GLASS FIBER LAMINATE 1987 06 02| A
FOR METAL REINFORCEMENT -, LOW BAKE,

WSB-M2G281-D2 ADHESIVE, HEAT CURING, EXPANDABLE - EPOXY/GLASS FIBER 1995 05 16| A j
LAMINATE -, METAL REINFORCEMENT,

WSB-M2G281-D3 ADHESIVE, HEAT CURING, EXPANDABLE - EPOXY/GLASS FIBER 2000 07 24| A
LAMINATE -, METAL REINFORCEMENT,

ESB-M2G281-E = ADHESIVE, MAGNETIC, HEATCURING, EPOXY/GLASS FIBER 1991 07 17| A
LAMINATE, METAL REINFORCEMENT,

WSK-M2G281-F  ADHESIVE, HEAT CURING, EPOXY/GLASS FIBER LAMINATE FOR 1993 05 03| A
METAL REINFORCEMENT, LOW BAKE,
WSK-M2G288-B1 ADHESIVE, POLYURETHANE - TWO COMPONENT, SOLVENT FREE - METAL TO GLASS, 1990 12 03|A
ESB-M2G291-A  PRIMER ADHESION, ACRYLIC, FOR POLYVINYL CHLORIDE WEATHERSTRIPS, 1986 08 29| A
ESF-M2G295-A  ADHESIVE, EPOXY - ONE COMPONENT - HEAT CURING - STRUCTURAL, 20001109 F
ESH-M2G297-A  ADHESIVE, SYNTHETIC RESIN BASE WITH BIOCIDE, 19851024 F
WSK-M2G299-B1 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED 60 - 70 C, HEAT CURING, 1993 03 01| A
WSK-M2G299-B2 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED, 120 1993 03 01|A
- 130 C, NON-REACTIVE,

WSK-M2G299-B3 ADHESIVE, SEALER, SYNTHETIC RUBBER, HOT APPLIED, 70 - 1993 03 01|A
80 C, HEAT CURING, (SHOWN ON WSK-M2G299-B1)

WSK-M2G299-B4 ADHESIVE, SEALER, SYNTHETIC RUBBER, WARM APPLIED 1993 03 01| A
30-60 C, HEAT CURING, (SHOWN ON WSK-M2G299-B1)

WSS-M2G300-A2 ADHESIVE, EPOXY, ONE COMPONENT, INDUCTION HEAT 1996 02 09| A
RESPONSIVE, STRUCTURAL, SPACING BEADS,

ESK-M2G305-A3 ADHESIVE, HOT MELT, POLYURETHANE, MOISTURE CURING, 2000 07 31|A

WSK-M2G308-B  ADHESIVE, POLYACRYLIC ESTER; METALMETAL AIRLESS, EC 1992 07 01|A
COATABLE, CLINCH FLANGE,

WSK-M2G308-B2 ADHESIVE, POLYACRYLIC ESTER, METAL/METAL ADFOSY, 1992 07 01]|A

WSK-M2G309-B  ADHESIVE, POLYURETHANE, ONE COMPONENT, 1992 08 03| A

WSB-M2G314-B  PRIMER, GLASS, MOISTURE CURE, 1990 02 08| A

WSB-M2G316-B  ADHESIVE, FAST MOISTURE CURING URETHANE, ONE COMPONENT, HIGH VISCOSITY, 2001 02 16(A
WSS-M2G316-B2 ADHESIVE, MOISTURE CURING URETHANE, ONE COMPONENT, 2000 08 17|A

PRIMERLESS TO CLEARCOAT PAINT,
ESF-M2G317-A  ADHESIVE, TWO PART - NO MIX, 1990 07 11

ESH-M2G320-A  ADHESIVE, EPOXY, ONE PART, ETHYLENE GLYCOL RESISTANT, 1990 07 30
ESF-M2G321-A  ADHESIVE, ONE PART UV CURABLE, 20000925 F

WSK-M2G322-B1 ADHESIVE, POLYURETHANE, TWO COMPONENT, SOLVENT BORNE, BASE MATERIAL, 1990 09 03| A
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