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ESB-M4G300-A  SEALER, INJECTION MOLDED POLYOLEFIN - HEAT EXPANDING 2000 09 20| A
-, HIGH TEMPERATURE CURE,
ESB-M4G300-B SEALER, INJECTION MOLDED, EXTRUDED POLYOLEFIN - HEAT 2001 07 02| A
EXPANDING - HIGH TEMPERATURE, CURE - LOW
EXPANSION,
ESB-M4G300-C SEALER, INJECTION MOLDED OR EXTRUDED POLYOLEFIN, HEAT 1993 07 01]|A
EXPANDING, FAST CURE,
ESB-M4G301-A SEALER, ELASTOMER BASED - HOT MELT EXTRUDED - HEAT 1988 08 25| A
CURING - HIGH FLOW - HIGH TENSILE,
WSK-M4G303-B1 SEALER, METHACRYLATE, ONE PACK - THERMOSET VACUUM IMPREGNATION, 1999 08 10| A j
ESB-M4G304-A  SEALER, RUBBER BASED, HOT MELT EXTRUDED, HEAT CURING, 1988 10 12| A
MEDIUM FLOW, NON TACK,
ESB-M4G305-A  SEALER, ELASTOMER - WELDABLE - HOT APPLIED - NONEXPANDABLE, 1988 08 25| A
N  ESB-M4G308-A SEALER, PUMPABLE, WARM APPLIED, HEAT EXPANDABLE - 1989 02 20| A
WELDABLE - ELASTOMERIC, COWL AREA SEALER, (NOT
TO BE USED FOR NEW DESIGN, USE WSB-M4G60-B4)
ESB-M4G310-A  SEALER, TAPE - BUTYL COVERED - CLOSED CELL, 1989 09 11]|A
ESB-M4G311-A  SEALER-ELASTOMERIC TAPE FORM, HEAT EXPANDING, MAGNETIC, 1990 02 14|A
ESB-M4G312-A  SEALANT PAD, PRESSURE SENSITIVE - PVC EXTERIOR, 1990 06 28| A
ESF-M4G313-A SEALER, SILICONE RUBBER, TWO COMPONENT - FORM IN PLACE, 1990 07 11 F
ESB-M4G314-A SEALER, RUBBER BASED - EXPANDING - HEAT CURING - 1989 10 20| A
WELDABLE - FLOW WASH RESISTANT,
ESB-M4G316-A1 SEALER, REPAIR, TWO COMPONENT - EPOXY BASE - HIGH FLOW, 1989 10 31| A
ESB-M4G316-A2 SEALER, REPAIR, TWO COMPONENT - EPOXY BASE - LOW FLOW 1989 10 31| A
(SHOWN ON ESB-M4G316-A1)
ESB-M4G317-A  SEALER, REPAIR, CHIP RESISTANT - SPRAYABLE, TOPCOAT OVEN BAKE CYCLE, 1990 03 12| A
ESB-M4G319-A SEALER, RUBBER BASED - NON-EXPANDING - HEAT CURING - 1989 10 20| A
WELDABLE - FLOW WASH RESISTANT,
WSK-M4G320-A SEALER, RTV SILICONE RUBBER, 1989 11 07|A f pr
WSS-M4G320-A4 SEALER, SILICONE RUBBER, OXIME CURED, LOW VISCOSITY, 1997 10 13 F
ESF-M4G321-A  SEALANT, URETHANE, TWO COMPONENT, ROOM TEMPERATURE CURING, 1990 07 11 F
ESB-M4G322-A SEALER, HOT MELT, PREFORMED, MAGNETIC, PAINTABLE, 1990 09 17|A
WSE-M4G323-A1 SEALANT, SILICONE RUBBER, ACETOXY CURED, LOW VISCOSITY, 1998 05 12
WSE-M4G323-A2 SEALANT, SILICONE RUBBER, ACETOXY CURED, MEDIUM 1998 05 12| E f
VISCOSITY, (SHOWN ON WSE-M4G323-A1)
WSE-M4G323-A3 SEALANT, SILICONE RUBBER, ACETOXY CURED, HIGH 1998 05 12
VISCOSITY, (SHOWN ON WSE-M4G323-A1)
WSE-M4G323-A4 SEALANT, SILICONE RUBBER, OXIME CURED, MEDIUM 1998 05 12 r
VISCOSITY, (SHOWN ON WSE-M4G323-A1)
WSE-M4G323-A5 SEALANT, SILICONE RUBBER, OXIME CURED, HIGH VISCOSITY 1998 05 12
(SHOWN ON WSE-M4G323-A1)
WSE-M4G323-A6 SEALANT, SILICONE RUBBER, OXIME CURED, VERY HIGH 1998 05 12 p
VISCOSITY, (SHOWN ON WSE-M4G323-A1)
WSS-M4G323-A7 SEALANT, SILICONE RUBBER, OXIME CURED, LOW VISCOSITY, 1998 05 12|A
(SHOWN ON WSE-M4G323-A1)
WSS-M4G323-A8 SEALANT, SILICONE RUBBER, OXIME CURED, HIGH VISCOSITY, 1998 05 12| A
WSS-M4G323-A9 SEALANT, SILICONE RUBBER, OXIME CURED, HIGH VISCOSITY, 2000 07 24| A
WSS-M4G323-A10 SEALANT, SILICONE RUBBER, ALKOXY CURED, HIGH VISCOSITY, 2002 01 24(A
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WSK-M4G324-A1 SEALER, VINYL, HEAT CURING, SOLVENT RELEASE, ENGINE HOOD, 1992 05 01| A
WSK-M4G324-A2 SEALER, VINYL, HEAT CURING, SOLVENT RELEASE, CLINCH 1992 05 01|A
FLANGE, (SHOWN ON WSK-M4G324-A1)
WSK-M4G324-A3 SEALER, VINYL, HEAT CURING, SOLVENT RELEASE, AIRLESS 1992 05 01|A
SPRAY, INTERIOR JOINTS, (SHOWN ON
WSK-M4G324-A1)
WSK-M4G324-A4 SEALER, VINYL, HEAT CURING, SOLVENT RELEASE, EXTERIOR 1992 05 01|A
JOINTS, (SHOWN ON WSK-M4G324-A1)
WSK-M4G324-A5 SEALER, VINYL, HEAT CURING, SOLVENT RELEASE, AIRLESS 1992 05 01|A
SPRAY, INTERIOR JOINTS, (SHOWN ON
WSK-M4G324-A1)
WSK-M4G325-A1 SEALER, HEAT CURING, TAPE, SPOT WELDABLE, EXPANDING, 1993 08 02| A
WSK-M4G325-A2 SEALER, HEAT CURING, PUMPABLE, SPOT WELDABLE, 1993 08 02| A
EXPANDING, (SHOWN ON WSK-M4G325-A1)
WSK-M4G325-A3 SEALER, HEAT CURING, PUMPABLE, SPOT WELDABLE, 1993 08 02|A
EXPANDING, (SHOWN ON WSK-M4G325-A1)
WSK-M4G326-A1 SEALANT, FLANGE, ANAEROBIC, FOR SCREEN PRINTING, 1990 02 01|A
WSK-M4G328-A1 SEALANT, PREAPPLIED, THREAD NON-CURING, 1990 08 01|A
WSK-M4G328-A2 SEALANT, PREAPPLIED, THREAD NON-CURING, (SHOWN ON WSK-M4G328-A1) 1990 08 01|A e
WSK-M4G328-A3 SEALANT, PREAPPLIED, THREAD NON-CURING, (SHOWN ON WSK-M4G328-A1) 1990 08 01|A g
WSK-M4G328-A4 SEALANT, PREAPPLIED, THREAD NON-CURING, (SHOWN ON WSK-M4G328-A1) 1990 08 01|A f p
WSK-M4G328-A5 SEALANT, PREAPPLIED, THREAD NON-CURING, (SHOWN ON WSK-M4G328-A1) 1990 08 01|A e f
WSK-M4G328-A6 SEALANT, PRE-APPLIED, THREAD NON-CURING, (SHOWN ON WSK-M4G328-A1) 1990 08 01| A
WSK-M4G329-A  SEALER, CAULKING COMPOUND, SOLVENT FREE, 1998 11 05| A
WSK-M4G329-B3 SEALER CAULKING COMPOUND, SOLVENT FREE, (SHOWN ON WSK-M4G329-A) 1998 11 05(A
ESF-M4G330-A SEALER, SILICONE RUBBER, TWO COMPONENT, 1990 07 11 F
ESB-M4G331-A SEALER, POLYOLEFIN, HOT MELT, EXTRUDED, NON-FLOW, 1990 10 19|A
WSK-M4G332-A SEALER, VINYL, BODY FILLER, GRINDABLE, HEAT CURING, 1991 10 01|A
WSK-M4G333-A SEALER, WELDABLE, SOLVENT FREE, NON-FLAMMABLE, 1991 07 O1|A
WSK-M4G334-A SEALER, UNDERBODY COATING, PRIMER - OVEN CURING, 1991 04 02(|A
WSK-M4G334-A2 SEALER, VINYL, HEAT CURING, AIRLESS SPRAYABLE, 1998 03 24|A
SOLVENT RELEASE, PRIMER OVEN CURING,
WSK-M4G334-A3 SEALER, VINYL, HEAT CURING, AIRLESS SPRAYABLE, 1998 03 24|A
SOLVENT RELEASE, PRIMER OVEN CURING, (SHOWN ON
WSK-M4G334-A2)
WSK-M4G335-A SEALER, FOR WINDSHIELD AND BACKLITES, SOLVENT RELEASE, 1990 08 01|A
WSK-M4G336-A SEALER, SOLVENT RELEASE, SYNTHETIC RUBBER BASE, 2000 07 31|A
WSB-M4G337-A SEALER, POLYURETHANE FOAM, NON-RESIN SATURATED, EXTERIOR, 1990 12 19|A
WSK-M4G338-A SEALER, POLYURETHANE, ONE COMPONENT, HEAT CURING, 1992 02 03|A
WSK-M4G339-A SEALING STRIP, SELF ADHESIVE, INTERIOR, 1991 10 01|A
WSB-M4G340-A SEALER, URETHANE BASED, HEAT CURING, PAINTABLE, ANTI-CRACKING, 1991 07 30(|A
WSB-M4G341-A  SEALER, TAPE, BUTYL, 1991 06 28| A
WSK-M4G342-A1 SEALER, SOLVENT RELEASE, NON SETTING, 1992 02 03| A
WSK-M4G342-A2 SEALER, SOLVENT RELEASE, NON-SETTING, (SHOWN ON WSK-M4G342-A1) 1992 02 03| A r
WSB-M4G344-A SEALER, BUTYL, HIGH VISCOSITY, EXTRUDABLE, 1993 08 11|A
NON-SOLVENT TYPE, DISPERSIBLE CARRIER,
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WSB-M4G345-A  SEALER, BUTYL COVERED EPDM, HOLLOW CORE, 1993 01 28] A
WSP-M4G347-A1 SEALER, POLYACRYLATE LATEX BASE, RADIAL OIL SEALS, 1992 11 16 P
WSP-M4G347-A2 SEALER, POLYACRYLATE LATEX BASE, RADIAL OIL SEALS, 1992 11 16 P
(SHOWN ON WSP-M4G347-A1)
WSB-M4G348-A  SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, 35 - 55 A HARDNESS, 1996 06 20| A
N WSB-M4G348-A2 SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, 55 - 75 A 1996 06 20| A
HARDNESS, (NOT TO BE USED FOR NEW DESIGN)
WSS-M4G348-A3 SEALER, EXPANDING, PUMPABLE, ANTI-FLUTTER, 10 - 20 A 1996 06 20| A
HARDNESS, (SHOWN ON WSB-M4G348-A)
WSL-M4G349-A  SEALANT, SILICONE RUBBER, ULTRA VIOLET/METHOXY CURE, 1999 01 07|A
WSF-M4G351-A  SEALANT, SILICONE RUBBER, ULTRAVIOLET AND MOISTURE CURED, 1995 08 14|a F g
WSF-M4G351-A2 SEALANT, SILICONE REBBER, ULTRAVIOLET AND MOISTURE CURED, 1998 06 01
WSB-M4G352-A SEALER, ELASTOMER, FLEXIBLE ENCAPSULANT, HOT APPLIED, 1994 11 10| A
WSF-M4G353-A1 SEALANT, SILICONE RUBBER, ONE COMPONENT, MEHOXY CURED, BLACK, 1995 07 14| a F
WSS-M4G353-A2 SEALANT, SILICONE RUBBER, ONE COMPONENT, METHOXY 1995 07 14 F
CURED, BLUE, (SHOWN ON WSF-M4G353-A1)
WSS-M4G353-A3 SEALANT, SILCONE RUBBER, ONE COMPONENT, METHOXY CURED 1995 07 14 F
WHITE, (SHOWN ON WSF-M4G353-A1)
WSB-M4G354-A  SEALER, FOAM IN PLACE, HOT MELT, PRESSURE SENSITIVE, 1996 09 05| A
WSB-M4G355-A1 SEALER, TAPE FORM, EPDM BASE (TACKY SIDE) AND EVA 1994 10 15|A
FILM (NON-TACKY SIDE), HEAT EXPANDABLE,
WELDABLE,
WSB-M4G355-A2 SEALER, TAPE FORM, COEXTRUDED EPDM BASE, TACKY ONE 1994 10 15| A
SIDE, SEMI-TACKY ONE SIDE, HEAT EXPANDABLE,
WELDABLE, (SHOWN ON WSB-M4G355-A1)
WSB-M4G355-A3 SEALER, TAPE FORM, EPDM BASE, TACKY BOTH SIDES, HEAT 1994 10 15| A
EXPANDABLE, WELDABLE, (SHOWN ON WSB-M4G355-A1)
WSF-M4G356-A  SEALANT, SILICONE RUBBER, TWO COMPONENT, LOW VISCOSITY, FORM IN PLACE, 1994 06 30 F
WSS-M4G356-A2 SEALANT, THIXOTROPIC TWO COMPONENT SILICONE RUBBER, 2001 02 16 F
DISPENSED FOAM GASKET IN PLACE,
WSB-M4G357-A  SEALER/GASKET, POLYURETHANE FOAM, FOAM-IN-PLACE, INTEGRAL SKIN, 1994 11 02|A
WSS-M4G359-A  SEALER, VINYL BASED, NON-YELLOWING, PUMPABLE, HEAT 1995 07 13|A
CURING, PAINTABLE, INTERIOR AND EXTERIOR,
WSS-M4G362-A  SEALER/TAPE, DUAL LAYER, HEAT CURING, PAINTABLE, 1998 05 11| A
WSS-M4G363-A  SEALER, SILICONE RUBBER, TWO COMPONENT, FORM IN PLACE, 1995 09 14 F
WSS-M4G364-A  SEALER, SM-POLYMER, ONE COMPONENT, MOISTURE CURING, 1999 10 06| A
MEDIUM STRENGTH, COLOR AS REQUIRED, EXTERIOR,
WSS-M4G365-A  SEALER, UNDERHEAD FASTENER SYSTEM, DRY FILM, 2000 09 08| A
WSS-M4G365-A2 SEALER, UNDERHEAD FASTENER SYSTEM, DRY FILM, (SHOWN ON WSS-M4G365-A) 2000 09 08| A
ESB-M5G19-C1 DEADENER, FLOOR PAN, MASTIC, 1978 09 20| A
ESB-M5G19-C2 DEADENER, FLOOR PAN, MASTIC, (SHOWN ON ESB-M5G19-C1) 1978 09 20| A
\% ESB-M5G19-F1 DEADENER, FLOOR PAN, MASTIC, (SHOWN ON ESB-M5G19-C1) 1978 09 20| A
ESB-M5G25-A  DEADENER, MASTIC - CORROSION RESISTANT - EXEMPT SOLVENT, 1978 11 10| A
V ESB-M5G26-B  BARRIER, ETHYLENE VINYL ACETATE-MOLDABLE (SPECIFIC 1986 02 23| A
GRAVITY 2.1), (NOT TO BE USED FOR NEW DESIGN,
USE ESB-M5G52-A)
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