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ESB-M9H1-A FABRIC, WOVEN BACKING FOR VINYL COATING - DRILL, 1978 11 22| A
N ESB-M9H2-A FABRIC, WOVEN BACKING FOR VINYL COATING - SHEETING, 1978 11 22(A
(SHOWN ON ESB-M9H1-A)(NOT TO BE USED FOR NEW
DESIGN)
ESB-M9H3-A FABRIC, WOVEN BACKING FOR VINYL COATING - OSNABURG, 1978 11 22(A
(SHOWN ON ESB-M9H1-A)
N ESB-M9H4-A FABRIC, WOVEN BACKING FOR VINYL COATING - NAPPED 1978 11 22(|A
BROKEN TWILL, (SHOWN ON ESB-M9H1-A)(NOT TO BE
USED FOR NEW DESIGN)
N ESB-M9H5-A FABRIC, WOVEN BACKING FOR VINYL COATING - 1978 11 22(|A
COTTON/NYLON CHAFER DUCK, (SHOWN ON
ESB-MOH1-A)(NOT TO BE USED FOR NEW DESIGN)
ESB-M9H18-A  FABRIC, COTTON, MATTRESS TICKING, 1978 09 19|A
V  ESB-M9H18-B  FABRIC, COTTON, MATTRESS TICKING, (SHOWN ON 1978 09 19|A
ESB-M9H18-A)(NOT TO BE USED FOR NEW DESIGN)
ESB-M9H34-A FABRIC, OSNABURG - DYED AND SIZED, 1978 10 06| A
v ESB-M9H34-B FABRIC, OSNABURG DYED AND SIZED, (SHOWN ON ESB-M9H34-A) 1978 10 06| A
ESB-M9H41-A SHEETING, COTTON - VINYL/POLYAMIDE/ACRYLIC COATED, 1978 04 21|A
v ESB-M9H45-B PAPER, KNITTED KRAFT, (SHOWN ON ESB-M9H45-A) 2000 11 30| A
ESB-M9H53-A BACKING FABRIC, KNIT - 2.0 OZ/SQ YD (68 G/SQ M), 1978 04 20| A
ESB-M9H65-A SCRIM, POLYESTER NETTING - 3.0 OZ/SQ YD (0.102 KG/SQ M), 1978 11 08| A
ESB-MOH65-B  SCRIM, POLYESTER NETTING - 2.0 0Z/SQ YD (68 G/SQ M), 1978 11 08| A
(SHOWN ON ESB-M9H65-A)
ESB-M9H65-C  SCRIM, POLYESTER NETTING, 1.5 OZ/SQ YD (51 G/SQ M), 1978 10 06| A
ESB-M9H72-A FABRIC, NONWOVEN - SPUN BONDED POLYPROPYLENE - 90 G/M2, 2000 09 29| A
ESB-M9H72-A2 FABRIC, NONWOVEN - SPUNBONDED POLYPROPYLENE - 61 G/SQ M, 1984 12 15(A
ESB-M9H73-A FABRIC, BACKING, MULTIFILAMENT NYLON KNIT, 1995 03 10|A
ESB-M9H73-B FABRIC, NYLON KNIT SLIP SHEETING, 1991 08 04| A
ESB-M9H77-A2 PROTECTIVE FABRIC, RAYON - NONWOVEN, 1979 10 16{A
ESB-M9H78-B SHEETING, WOVEN POLYESTER - DYED 32X26/IN (126X102/100 MM) COUNT, 1979 12 21|A
ESB-M9H78-C SHEETING, WOVEN POLYESTER 32X26/IN (126X102/100 MM) 1979 12 21|A
COUNT, (SHOWN ON ESB-M9H78-B)
V  ESB-M9HB1-A  SHEETING, WOVEN POLYESTER - DYED, 44X40/IN (17X16/10 MM), 1978 10 06| A
ESB-M9HB4-A  FABRIC, BACKING - NYLON STITCH BONDED POLYESTER FIBER 1978 04 07| A
BATT, 6 OZ/SQ YD (0.203 KG/SQ M),
v ESB-M9H86-A SHEETING, SPUN BONDED POLYPROPYLENE 0.4 OZ/SQ YD (14 1978 10 06| A
N ESB-M9H89-A1 NETTING, BONDED POLYPROPYLENE, (NOT TO BE USED FOR NEW DESIGN) 1978 10 26| A
ESB-M9H89-A2 NETTING, BONDED POLYPROPYLENE, (SHOWN ON ESB-M9H89-A1) 1978 10 26(|A
ESB-M9H89-A3 NETTING, BONDED POLYPROPYLENE - 2 X 2/25.4 MM, 1991 10 28(A
ESB-M9H95-A FABRIC, BACKING - NON-WOVEN POLYESTER FIBER/URETHANE FOAM, 2000 09 29| A
ESB-M9H97-A FABRIC, NYLON-NONWOVEN-0.5 OZ/SQ YD (17 G/SQ M), 2000 09 29| A
ESH-M9H98-A  SCREEN, POLYESTER - MONOFILAMENT, 2000 09 25
ESH-M9H99-A1  SCREEN, NYLON, MONOFILAMENT, 275 MICROMETRE MESH OPENING, 1991 01 24
ESH-M9H99-A2  SCREEN, NYLON, MONOFILAMENT, 350 MICROMETRE MESH 1991 01 24 F
OPENING, (SHOWN ON ESH-M9H99-A1)
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ESH-M9H99-A3  SCREEN, NYLON, MONOFILAMENT, 355 MICROMETRE MESH 1991 01 24 F
OPENING, (SHOWN ON ESH-M9H99-A1)
ESH-M9H99-A4 SCREEN, NYLON, MONOFILAMENT, 132 MICROMETRE MESH 1991 01 24 F
OPENING, (SHOWN ON ESH-M9H99-A1)
ESB-M9H101-A FABRIC, BACKING - NON-WOVEN POLYESTER FIBER/URETHANE FOAM, 2000 09 29(A
ESB-M9H105-A FABRIC, BACKING - NONWOVEN POLYESTER HEAT SET, 1994 10 06| A
ESB-M9H107-A1 FABRIC, NON WOVEN - SPUN BONDED POLYESTER - 1.5 0Z/SQ 1982 02 03| A
YD (0.050 KG/SQ M),
ESB-M9H107-A2 FABRIC, NONWOVEN - SPUN BONDED POLYESTER 3.0 OZ/SQ YD (0.102 G/SQ M), 1982 02 03|A
ESB-M9H108-A  SHEETING, WOVEN POLYESTER - HEAT SET - 25 X 14/IN (98 1995 03 27| A
X 55/00 MM) COUNT,
ESB-M9H109-A1 SHEETING, WOVEN POLYESTER - DYED BLACK - 44 X 30/IN (17 X 12/10 MM), 1995 05 25|A  f
ESB-M9H109-A2 SHEETING, WOVEN POLYESTER - DYED GRAY - 44 X 30/IN 1995 05 25| A
(17 X 12/10 MM), (SHOWN ON ESB-M9H109-A1)
ESB-M9H109-A3 SHEETING, WOVEN POLYESTER - DYED, GRAY - EXTRA STIFF, 1995 05 25| A
(SHOWN ON ESB-M9H109-A1)
WSD-M9H111-B FABRIC, BACKING, POLYESTER, KNITTED, 65 G/M2, 1993 08 02| A
ESB-M9H112-A FABRIC, PROTECTIVE - ARAMID - NONWOVEN, 1983 11 14|A
ESB-M9H113-A SHEETING, POLYESTER/RAYON - NONWOVEN, 1985 01 28| A
WSD-M9H114-C FABRIC, POLYPROPYLENE (PP), SPUNBONDED/FILM LAMINATE, 1992 06 08| A
ESB-M9H116-A  SHEETING, NON-WOVEN SPUN BONDED POLYESTER - 122 G/M SQ, 2000 09 29| A
ESB-M9H117-A  FABRIC, TEXTURED POLYESTER BACKING - 3.8 OZ LOCK STITCHED, 1986 04 23| A
WSB-MOH117-B  FABRIC, TEXTURED POLYESTER BACKING, 130 GM2 LOCK STITCHED, 1991 12 05| A
ESB-M9H118-A FABRIC, NONWOVEN - RAYON/POLYESTER - 50 G/M2, 1985 08 29| A
ESB-M9H119-A SHEETING, POLYESTER - NONWOVEN - WITH HOT MELT ADHESIVE, 1986 01 20| A
ESB-M9H123-A1 FABRIC, POLYESTER - NON-WOVEN - 50G/SQ.M, 2000 09 29| A
ESB-M9H123-A2 FABRIC, POLYESTER - NON-WOVEN - 68G/SQ.M, (SHOWN ON ESB-M9H123-A1) 2000 09 29(A
WSD-M9H125-B FABRIC, POLYAMIDE (PA), KNITTED, 65 G/M2, 1992 03 26| A
WSD-M9H125-B2 FABRIC, BACKING, POLYAMIDE, KNITTED, 50 G/M2, (SHOWN ON WSD-M9H125-B) 1992 03 26| A
ESP-M9H126-A  SCREEN, POLYESTER, 1988 03 23 P
ESB-M9H129-A  SHEETING, NON-WOVEN - NEEDLED POLYPROPYLENE - 140 2000 09 29| A
G/M2, LISTINGS & TIEDOWNS,
ESB-M9H132-A SHEETING, BACKING, KNIT NYLON SCRIM, 1990 08 06(A
WSD-M9H133-A1 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 45 G/M2, 1992 06 08| A
WSD-M9H133-A2 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 55 1992 06 08| A
G/M2, (SHOWN ON WSD-M9H133-A1)
WSD-M9H133-A3 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 70 1992 06 08| A
G/M2, (SHOWN ON WSD-M9H133-A1)
WSD-M9H133-A4 FABRIC, POLYPROPYLENE, SPUN BONDED, NON-WOVEN, 920 1992 06 08| A
G/M2, (SHOWN ON WSD-M9H133-A1)
WSD-M9H134-B FABRIC, BACKING, POLYESTER KNITTED, 70 GM/M2, 1993 08 02| A
WSD-MOH136-A  FABRIC, KNITTED, 1993 08 02| A
WSP-MOH137-A  SCREEN, POLYESTER, MONOFILAMENT, 120 MICROMETER MESH OPENING, 1993 12 16 P
WSB-MOH138-A  FABRIC, WOVEN, CONVERTIBLE BOW LISTING, 1994 04 19| A
WSB-M9H139-A BACKING FABRIC, NYLON KNIT, CONVERTIBLE BOOT COVER, 1993 06 14|A
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