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ESA-M1J53-A  ENAMEL, SYNTHETIC - BLACK - AIR DRY, 1979 01 10| A
ESF-M1.J55-A ENAMEL, AIR DRY - RED - (LIGHT VISCOSITY), ELECTRICAL, 1978 06 12 F
ESE-M1J61-C ENAMEL, AIR DRY - ENGINE - EXEMPT SOLVENTS, 1982 02 10
WSB-M1J62-C ENAMEL, AIR DRY REPAIR, POLYURETHANE, NON-SKIN PANEL 1993 01 23|A
SURFACES, EXTERIOR,
ESB-M1J70-A ENAMEL, AIR DRY, CHROMIUM PLATED SUBSTRATES - INTERIOR OR EXTERIOR, 1978 10 13|A f
ESB-M1J72-D ENAMEL, AIR DRY, ACRYLONITRILE - BUTADIENE - STYRENE PLASTIC (ABS), 2000 11 30(A
ESB-M1J80-A ENAMEL, STRIPPING (GASOLINE RESISTANT) - EXTERIOR, STRIPING, 1987 07 07|A
WSK-M1J206-A  PAINT, ENGINE, AIR DRYING, 1990 02 01| A
WSK-M1J207-A  PAINT, ENGINE - CLEAR LACQUER, AIR DRYING, 1990 03 01| A
WSK-M1J208-A1 LACQUER, CLEAR, EDGE CORROSION PROTECTION, BRUSH APPLICATION, 2000 09 08| A
WSK-M1J208-A2 LACQUER, CLEAR, EDGE CORROSION PROTECTION, SPRAY 2000 09 08| A
APPLICATION, (SHOWN ON WSK-M1J208-A1)
WSK-M1J209-A PAINT, AIR DRYING, BLACK, 1991 03 01(A o f
WSB-M1J210-A ENAMEL, STRIPING, GASOLINE RESISTANT, EXTERIOR, 1991 02 22| A
WSK-M1J211-A LACQUER, CLEAR, CORROSION PROTECTION, ENGINE COMPARTMENT, 1991 04 01]|A
WSB-M1J214-A1 ENAMEL, AIR DRY REPAIR, BASECOAT, NON-SKIN PANEL SURFACES, EXTERIOR, 1993 01 23|A
WSB-M1J214-A2 ENAMEL, AIR DRY REPAIR, CLEARCOAT, NON-SKIN PANEL 1993 01 23|A
SURFACES, EXTERIOR, (SHOWN ON WSB-M1J214-A1)
WSS-M1J215-A  ENAMEL, AIR DRY, WATER REDUCIBLE, LOW GLOSS BLACKOUT, LOW VOC, 1997 02 27| A
WSS-M1J216-A  PAINT, AIR OR FORCED DRYING, FUEL TANKS, 1997 10 28| A
WSS-M1J217-A1 ENAMEL, AIR DRY, CHASSIS, 1998 11 17|A
WSS-M1J217-A2 ENAMEL, AIR DRY, CHASSIS, (SHOWN ON WSS-M1J217-A1) 1998 11 17|A
ESE-M2J60-B ENAMEL, BAKING, VALVE ROCKER ARM COVER, 1978 07 19
ESE-M2J66-A ENAMEL, BLACK BAKING, FLEXIBLE FAN, 1978 07 19
ESB-M2J103-B ENAMEL, BLACK BAKING, UNDERBODY, 1978 10 06| A
ESB-M2J112-A ENAMEL, BAKING, ALUMINUM - EXTERIOR, 1978 05 12|A
ESB-M2J113-A ENAMEL, BAKING, CHROMIUM PLATED SUBSTRATES - EXTERIOR, 1978 09 01|A
ESB-M2J121-A  ENAMEL, ELASTOMERIC, EXTERIOR, 1978 12 08| A r
ESB-M2J121-B  ENAMEL, ELASTOMERIC, EXTERIOR, 1985 11 12|A r
ESE-M2J216-A ENAMEL, BAKING - WRINKLE TEXTURE, 1981 12 01
ESB-M2J217-A ENAMEL, BAKING - ONE COAT - LOW & MEDIUM GLOSS - 1983 04 19|A
ESB-M2J218-A1 ENAMEL, ELASTOMERIC BASECOAT FOR BASECQOAT/CLEARCOAT 1985 05 09(A f r
WET ON WET PROCESS, EXTERIOR HIGH VISIBILITY,
ESB-M2J218-A2 ENAMEL, ELASTOMERIC CLEARCOAT FOR BASECOAT/CLEARCOAT 1985 05 09(A f r
WET ON WET PROCESS, EXTERIOR HIGH VISIBILITY,
(SHOWN ON ESB-M2J218-A1)
WSK-M2J223-A PAINT, TWO PACK, SUEDE COATING, INTERIOR, 1991 06 03|A
WSB-M4J58-B  LACQUER, CONDUCTIVE SILVER COATING, SERVICE REPAIR, 1992 07 21| A
ESB-M4J104-A  LACQUER, CLEAR, POLYCARBONATE PLASTIC - EXTERIOR, 1995 02 16| A
ESB-M4J105-A  LACQUER, ELASTOMERIC - LOW BAKE, EXTERIOR, 1990 01 04| A
ESB-M4J106-A LACQUER, DECORATIVE STRIPING - OVER PRIMED 1978 12 08| A
ELASTOMERIC SUBSTRATES, EXTERIOR,
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WSK-M4J209-A  PAINT, NITROCELLULOSE, AIR DRYING REPAIR, INTERIOR, 1990 03 01| A
WSK-M4J210-A PAINT, METALLIC BASECOAT IN BASECOAT/CLEARCOAT SYSTEM 1990 02 01|A
AIR DRYING REPAIR, INTERIOR,
WSK-M4J211-A PAINT, CLEARCOAT IN BASECOAT/CLEARCOAT SYSTEM, AIR 1990 02 01|A
DRYING REPAIR, INTERIOR,
ESA-M6J27-C PRIMER, EXEMPT SOLVENT - BLACK, 1979 06 28| A
ESB-M6J60-A PRIMER, PLASTISOL, ADHESIVE, 1983 06 07|A
ESB-M6J72-A PRIMER, BLACK SYNTHETIC, DIPPING, 1978 06 07|A
ESB-M6J74-A PRIMER, WELDING - ZINC RICH, SOFT SETTLING TYPE - 1978 11 03|A
SPRAY - NON-EXEMPT SOLVENT,
ESB-M6J75-A  PRIMER, WELDING - ZINC RICH, SOFT SETTLING TYPE - 1978 11 03| A
BRUSH - NON-EXEMPT SOLVENT, (SHOWN ON
ESB-M6J74-A)
ESB-M6J93-A PRIMER, WASH - CORROSION INHIBITING, 1978 10 27|A
ESB-M6J97-B PRIMER SURFACER, LOW BAKE, ZINC DIE CASTINGS, 1978 06 07|A
ESB-M6J106-A PRIMER SURFACER, LOW GLOSS, FIBERGLASS REINFORCED POLYESTER PLASTICS, 1992 12 16|A
ESB-M6J106-B PRIMER SURFACER, HIGH GLOSS, FIBERGLASS REINFORCED 1992 12 16|A
POLYESTER PLASTICS, (SHOWN ON ESB-M6J106-A)
ESB-M6J106-C1 PRIMER SURFACER, CONDUCTIVE HIGH GLOSS, FIBER 1993 08 26| A
REINFORCED POLYESTER PLASTICS,
ESB-M6J107-A PRIMER, WELDING - ZINC RICH, SOFT SETTLING TYPE - 1978 11 03|A
SPRAY - EXEMPT SOLVENT, (SHOWN ON ESB-M6J74-A)
ESB-M6J108-A  PRIMER, WELDING - ZINC RICH, SOFT SETTLING TYPE - 1978 11 03| A
BRUSH - EXEMPT SOLVENT, (SHOWN ON ESB-M6J74-A)
ESB-M6J119-B PRIMER SURFACER, TAUPE - EPOXY - LOW BAKE, 1978 11 17|A r
ESB-M6J120-B PRIMER SURFACER, TAUPE - EPOXY - LOW BAKE - EXEMPT 1978 11 17|A
SOLVENT (20% REACTIVE SOLVENTS), (SHOWN ON
ESB-M6J119-B)
ESB-M6J120-C PRIMER SURFACER, LOW BAKE EPOXY - EXEMPT SOLVENT - 1978 12 11|A
TAUPE (10% REACTIVE SOLVENTS),
ESB-M6J120-D PRIMER SURFACER, LOW BAKE EPOXY - HIGH SOLIDS - TAUPE 1978 10 27|A
- EXEMPT SOLVENT (10% REACTIVE),
ESB-M6J120-E PRIMER SURFACER, LOW BAKE EPOXY - EXEMPT SOLVENT - 1984 03 05(A
TAUPE (10% REACTIVE SOLVENTS),
ESB-M6J121-A  PRIMER, FLASH - POLYPROPYLENE PLASTIC, INTERIOR-AIR 1978 06 07| A r
DRY OR BAKING COLOR COAT,
ESB-M6.J123-B1 PRIMER SURFACER, FOR MOLDED URETHANE ELASTOMERS, 2000 11 21|A
ESB-M6J123-B2 PRIMER SURFACER, ACID CATALYZED, FOR MOLDED URETHANE 2000 11 21|A
ESB-M6J123-C PRIMER SURFACER, MICROCELLULAR URETHANE ELASTOMER, 1986 05 30|A f r
ESB-M6J124-A PRIMER, LOW TEMPERATURE BAKE, CHROMIUM PLATING RESIST - ABS PLASTIC, 1978 09 01|A f r
ESB-M6J125-A PRIMER SEALER, ACRYLONITRILE - BUTADIENE - STYRENE (ABS) SURFACES, 1978 05 12|A
ESB-M6J127-A PRIMER SURFACER, CONDUCTIVE LOW GLOSS, THERMOPLASTICS 1979 03 09| A g r
SUBSTRATES - EXTERIOR,
ESB-M6J127-B  PRIMER SURFACER, CONDUCTIVE HIGH GLOSS, THERMOPLASTIC 1979 03 09| A
SUBSTRATES - EXTERIOR, (SHOWN ON ESB-M6J127-A)
ESB-M6J128-A2 PRIMER SURFACER, POLYETHER POLYURETHANE - ETHYLENE 2000 11 30| A
PROPYLENE DIENE RUBBER (EPDM),
ESR-M6J130-A PAINT, PRIMER, AIR DRY - POLYPROPYLENE INTERIOR, 1983 02 18 R
Materials Engineering Testing & Standards
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:31:52 2016

Full document details: FORD EMS INDEX VOL 15 2002


http://www.avadocuments.com/doc/ford-ems-index-vol-15-2002
http://www.avadocuments.com/doc/ford-ems-index-vol-15-2002

