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ESF-M7J35-A  VARNISH, MODIFIED POLYESTER “CLASS F” - HI BOND, ELECTRICAL INSULATING, 1991 01 31 F
ESF-M7J40-A VARNISH, HIGH TEMPERATURE POLYESTER RESIN, HIGH 1991 09 03 F
SOLIDS, 2 PARTS, ELECTRICAL INSULATING,
ESF-M7J40-A2 VARNISH, HIGH TEMPERATURE POLYESTER RESIN, HIGH 1991 09 03 F
SOLIDS 2 PARTS, ELECTRICAL INSULATING, (SHOWN
ON ESF-M7J40-A)
ESF-M7J40-A3 VARNISH, HIGH TEMPERATURE POLYESTER RESIN, HIGH 1991 09 03 F
SOLIDS 2 PARTS, ELECTRICAL INSULATING, (SHOWN
ON ESF-M7J40-A)
WSG-M7J40-A4 VARNISH, 1994 10 31
WSS-M7J40-B  VARNISH, HIGH TEMPERATURE POLYESTER RESIN, HIGH 1996 12 19
SOLIDS 2 PARTS, ELECTRICAL INSULATING,
WSS-M7J40-B2  VARNISH, HIGH TEMPERATURE POLYESTER RESIN, HIGH 2000 02 28
SOLIDS 2 PARTS, ELECTRICAL INSULATING,

ESF-M7J41-A COATING, UV CURABLE, 1988 09 15 F
WSS-M7J42-A VARNISH,, EPOXY RESIN, HIGH SOLIDS, 2 PARTS, ELECTRICAL INSULATING, 2000 06 23 F
WSK-M14J228-B BUTYL ACETATE, 1990 11 02|A
WSK-M14J239-A XYLENE, 1990 11 02|A
WSK-M14J240-A BUTYL GLYCOL, 1990 11 02| A
WSK-M14J241-A ETHYL GLYCOL, 1990 11 02|A
WSK-M14J243-A THINNER, 1990 11 02|A
WSK-M14J246-A THINNER, SUEDE COATING, 1993 01 04| A
WSK-M14J246-A2 THINNER, SUEDE COATING, (SHOWN ON WSK-M14J246-A) 1993 01 04| A
WSK-M14J247-A SOLVENT, NITROCELLULOSE THINNER, 1997 10 13|A
WSK-M14J248-A SOLVENT, NITROCELLULOSE THINNER, 1990 02 01]|A
WSK-M14J251-A SOLVENT, ISOPROPYL ALCOHOL, 1996 10 24| A
WSK-M14J262-A THINNER, GENERAL, FOR USE WITH AUTOMOTIVE REFINISH PRODUCTS, 1993 12 10|A
WSK-M14J263-A THINNER, GENERAL, FOR USE WITH AUTOMOTIVE REFINISH PRODUCTS, 1993 12 10|A
WSB-M14J264-A (OXO HEXYL ACETATE, 1995 10 13|A
WSS-M14J513-A RETARDER SOLVENT, 1997 10 13|A
WSS-M14J514-A  SOLVENT, AROMATIC HYDROCARBON, THINNER, 1997 10 30
WSS-M14J517-A  SOLVENT, WATERBORN BASECOAT PURGE MATERIAL, 1997 12 17
WSS-M14J518-A SOLVENT, PURGE MATERIAL FOR SOLVENTBORNE ENAMELS, 1998 02 17
WSS-M14J519-A FADE OUT THINNER, 1998 04 29| A
WSS-M14J520-A RETARDER THINNER, 1998 07 14|A
WSS-M14J521-A1 PRIMER THINNER, 1998 09 28| A
WSS-M14J521-A2 PURGE THINNER, (SHOWN ON WSS-M14J521-A1) 1998 09 28| A
WSK-M15J2-A PAINT, ONE PACK, PLASTIC SUBSTRATES, INTERIOR, 1990 11 02| A
WSK-M15J3-A PAINT, TWO PACK, HIGH FLEXIBLE PLASTIC SUBSTRATES, INTERIOR, 1990 11 02|A
WSK-M15J4-A  PAINT, TWO PACK, PLASTIC SUBSTRATES, INTERIOR, 1990 11 02|A  f
WSK-M15J5-A  PAINT, TEXTURED, TWO PACK, PLASTIC SUBSTRATES, INTERIOR, 1990 11 02| A
WSB-M15J8-A1  CLEAR TOPCOAT, ABRASION RESISTANT, ANTI-STATIC, 1993 07 29| A
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WSB-M15J8-A2  CLEAR TOPCOAT, ABRASION RESISTANT, TRANSPARENT 1993 07 29| A
PLASTIC PARTS, (SHOWN ON WSB-M15J8-A1)
WSK-M15J11-A1 PAINT, TWO PACK, WATERBASED, SOFT COATING EFFECT, 2001 07 10| A f
PLASTIC SUBSTRATES, INTERIOR,
WSS-M15J13-A PAINT, TWO COMPONENT COLOR COAT FOR PLASTIC, INTERIOR, 1997 1001|A o f
ESA-M16J2-A PAINT, COLOR COAT FOR MINERAL OR MINERAL/GLASS 1987 06 30| A
REINFORCED NYLON, FIRST SURFACE EXTERIOR,
WSK-M16J3-B PAINT, TWO PACK, HIGH FLEXIBLE, PLASTIC PARTS, EXTERIOR, 1990 08 01|A
WSK-M16J4-B PAINT, CLEARCOAT, TWO PACK, HIGH FLEXIBLE, PLASTIC PARTS, EXTERIOR, 2001 05 11|A
ESB-M16J6-A  PAINT, COLOR COAT FOR THERMOPLASTIC, IMPACT RESISTANT - EXTERIOR, 1990 09 07|A
ESB-M16J8-A  CLEAR TOPCOAT, ABRASION RESISTANT, TRANSPARANT PLASTIC PARTS, 1990 01 03| A
ESA-M16J9-A1  PAINT, TWO COMPONENT, COLOR AND CLEAR COAT, FOR 1992 02 18| A r
PLASTIC SUBSTRATES, FIRST SURFACE EXTERIOR,
WSK-M16J10-A PAINT, TEXTURED, TWO PACK, HIGH FLEXIBLE, PLASTIC PARTS, EXTERIOR, 1990 08 01|A
WSK-M16J11-A PAINT, CLEARCOAT, TWO PACK, PLASTIC SUBSTRATES, EXTERIOR, 1990 08 01|A
WSK-M16J12-A PAINT, TWO PACK, PLASTIC SUBSTRATES, EXTERIOR, 1990 08 01|A
WSK-M16J13-A PAINT, TEXTURED, TWO PACK, FLEXIBLE, PLASTIC SUBSTRATES, EXTERIOR, 1990 08 01|A
ESB-M16J14-A ENAMEL, THERMOSET 2-COMPONENT COLOR COAT, EXTERIOR, HIGH GLOSS, 1993 11 11|A f
ESB-M16J14-A2 ENAMEL, THERMOSET 2 COMPONENT COLOR COAT, EXTERIOR, 1993 11 11|A f
HIGH GLOSS, POLISH RESISTANT, (SHOWN ON
ESB-M16J14-A)
WSB-M16J16-A  PAINT, WATERBORNE, 2 COMPONENT, COMPLIANCE VOC, PLASTICS, EXTERIOR, 1996 05 08| A
WSS-M16J18-A  CLEAR TOPCOAT, THERMALLY CURED SILICATE, ABRASION 1995 12 07| A
RESISTANT, TRANSPARANT PLASTIC PARTS,
ESB-M26J200-A ENAMEL, VINYL BAKING, INTERIOR QUALITY, 1978 12 08| A
ESB-M26J200-B ENAMEL, VINYL BAKING -INTERIOR QUALITY - EXEMPT 1978 12 08| A
SOLVENT, (SHOWN ON ESB-M26J200-A)
ESB-M26J201-A ENAMEL, VINYL BAKING - INTERIOR ABRASION RESISTANT, 1978 12 08| A
(SHOWN ON ESB-M26J200-A)
ESB-M26J202-A ENAMEL, MODIFIED VINYL POLYESTER BAKING, INTERIOR ABRASION RESISTANT, 1984 07 03|A
ESB-M32J101-B ENAMEL, ACRYLIC - POLISH RESISTANT - SYNTHETIC BAKING 1978 11 17|A
- LOW AND MEDIUM GLOSS, EXTERIOR,
ESB-M32J101-C  ENAMEL, ACRYLIC - POLISH RESISTANT - SYNTHETIC BAKING 1978 11 17|A
EXTERIOR LOW AND MEDIUM GLOSS - EXEMPT SOLVENT
(SHOWN ON ESB-M32J101-B)
ESB-M32J106-A ENAMEL, ACRYLIC BAKING, POLISH RESISTANT, 1996 07 22(A
INTERMEDIATE HIGH SOLIDS, EXTERIOR LOW AND
ESB-M32J120-A1 ENAMEL, MODIFIED POLYESTER BASECQOAT FOR 1996 07 22(A
BASECOAT/CLEARCOAT WET-ON-WET PROCESS, EXTERIOR
QUALITY,
ESB-M32J120-A2 ENAMEL, THERMOSET ACRYLIC CLEARCOAT FOR 1996 07 22|A
BASECOAT/CLEARCOAT WET-ON-WET PROCESS, EXTERIOR
QUALITY, (SHOWN ON ESB-M32J120-A1)
ESB-M32J121-A1 ENAMEL, INTERMEDIATE V.0O.C., MODIFIED POLYESTER 1986 05 19(A
BASECOAT FOR BASECOAT/CLEARCOAT WET ON WET
PROCESS, EXTERIOR QUALITY,
ESB-M32J121-A2 ENAMEL, INTERMEDIATE V.O.C., THERMOSET ACRYLIC 1986 05 19| A
CLEARCOAT FOR BASECOAT/CLEARCOAT WET ON WET
PROCESS, EXTERIOR QUALITY, (SHOWN ON
ESB-M32J121-A1)
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WSK-M32J124-A

WSK-M32J125-A

ESB-M32J126-A

WSS-M32J126-B
ESB-M33J3-A1

ESB-M33J3-A2

ESB-M33J3-A3

ESB-M33J3-A4

ESB-M33J3-A5

ESB-M33J3-B1

ESB-M33J3-B2

ESB-M33J3-B3

ESB-M33J3-B4

ESB-M33J3-B5

ESB-M33J3-C1

ESB-M33J3-C2

ESB-M33J3-C3

ESB-M33J43-C4

PAINT, METALLIC BASECOAT IN BASECOAT/CLEARCOAT SYSTEM
BAKING, EXTERIOR TOP COAT,

PAINT, CLEARCOAT IN BASECOAT/CLEARCOAT SYSTEM, BAKING
EXTERIOR TOP COAT,

ENAMEL, ACRYLIC BAKING, POLISH RESISTANT, HIGH SOLIDS
EXTERIOR, LOW AND MEDIUM GLOSS,

ENAMEL, BAKING, HIGH SOLIDS, EXTERIOR LOW AND MEDIUM GLOSS,

ENAMEL, COMPLIANCE VOC - THERMOSET BASECOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS -
EXTERIOR,

ENAMEL, COMPLIANCE VOC - THERMOSET CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS -
EXTERIOR, (SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC - THERMOSET CLEARCOAT, WET ON
WET WITH ESB-M36J-A1 AND ESB-M36J1-A2, (SHOWN
ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET BASECOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS, REDUCED
VISCOSITY, EXTERIOR, (SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS, REDUCED
VISCOSITY, EXTERIOR, (SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-A1, ETCH RESISTANT, EXTERIOR, (SHOWN
ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET BASECOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-B3, ETCH RESISTANT, EXTERIOR, (SHOWN
ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-B2, ETCH RESISTANT, EXTERIOR, (SHOWN
ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE YOC, THERMOSET BASECOAT,
BASECOAT/CLEARCOAT WET-ON-WET WITH ESB-M33J3-B5
ETCH RESISTANT, REDUCED VISCOSITY, EXTERIOR,
(SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET CLEARCOAT,
BASECOAT/CLEARCOAT PROCESS WET-ON-WET WITH
ESB-M33J3-B4, ETCH RESISTANT, REDUCED VISCOSITY
EXTERIOR, (SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET TINTED CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-A1, EXTERIOR, (SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET TINTED CLEARCOAT,
ESB-M33J3-A1 & ESB-M36J1-C1, (SHOWN ON
ESB-M33J3-A1)

ENAMEL, COMPLIANCE YOC, THERMOSET TINTED CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-A4, REDUCED VISCOSITY, EXTERIOR,

(SHOWN ON ESB-M33J3-A1)

ENAMEL, COMPLIANCE VOC, THERMOSET TINTED CLEARCOAT,
BASECOAT/CLEARCOAT WET ON WET PROCESS WITH
ESB-M33J3-A1 ETCH RESISTANT, EXTERIOR, (SHOWN

ON ESB-M33J3-A1)

1990 02 01

1990 02 01

1991 08 15

1998 08 12

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

1996 07 22

A

A
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