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ESF-M70J1-A  PAINT, POWDERED - THERMOSETTING EPOXY, 1978 06 12|a e F p
ESF-M70J3-A VINYL POWDER, FLUIDIZED BED TYPE, 1979 07 19 F
ESB-M70J4-A PAINT, POWDERED - THERMOSETTING EPOXY, 1981 0319|A e f g
ESB-M70J5-A PAINT, POWDERED - THERMOSETTING POLYESTER, 1981 03 19|A ] r
ESB-M70J6-A PAINT, POWDERED - THERMOPLASTIC NYLON (TYPE 11), 1982 12 23| A
WSK-M70J8-A PAINT, POWDER - THERMOSETTING POLYESTER, EXTERIOR, 1990 03 01|A r
WSA-M70J9-A PAINT, POWDERED, THERMOSETTING POLYESTER, 1992 12 10|A
WSF-M70J10-A PAINT, POWDERED, THERMOSETTING EPOXY, 1998 02 17 F
WSS-M70J11-A  PAINT, POWDER COAT, THERMOSETTING, EPOXY MODIFIED POLYESTER, 1995 11 02|A  f
ESB-M80J2-A  TOPCOAT, CLEAR, ABRASION RESISTANT, UV CURABLE, 1990 07 03| A
TRANSPARENT PLASTIC PARTS,
ESB-M80J4-A CLEAR TOPCOAT, UV CURABLE, ABRASION RESISTANT, 1991 02 05| A
TRANSPARENT ACRYLIC PARTS,
WSS-M80.J6-A CLEAR TOPCOAT, UV CURABLE, ABRASION RESISTANT, 1995 12 07| A f
TRANSPARENT PLASTIC PARTS,
ESF-M91J3-A PAINT, ALUMINUM HEAT RESISTANT, 1985 06 14 E
ESEN-M91J7-A PAINT, ALUMINUM HEAT RESISTANT, TRACTOR, 1978 11 21]a S
WSB-M91J9-A COATING, HEAT RESISTANT, BLACK, 1993 07 29|A f
ESB-M99J26-A GLAZING PASTE, FILLER - SOLDER PITS, 1978 10 06| A
ESB-M99J55-A  GLAZING PASTE, GRAY VINYL, 2000 11 21|A
ESF-M99J135-A LABEL, PRESSURE SENSITIVE, PAPER, 1978 06 12|la F
ESB-M99J210-A FILM, VINYL TRANSFER - PRESSURE SENSITIVE, INTERIOR, 1978 09 01|A
ESB-M99J215-A INK, VINYL MARKING, 1978 08 30| A
ESB-M99J221-A FILM, PAPER, PRESSURE SENSITIVE, INTERIOR USE, 1978 04 28| A
ESB-M99J228-C CATALYST, ACID, ACRYLIC REPAIR ENAMELS (50/50 1995 03 01]|A
BLEND-MONOBUTYL MALEATE/MONOBUTYL PHOSPHATE),
ESF-M99J237-A LABEL, APPLIQUE - PRESSURE SENSITIVE, PLASTIC, 1991 10 28 F
ESB-M99J239-A FANEL, METAL, PRINTED AND ENGRAVED, 1978 10 26| A
ESB-M99J249-A PAINT, COLOR COAT, ACRYLIC PLASTIC - FIRST SURFACE INTERIOR, 1978 11 17|A
ESB-M99J250-A PAINT, COLOR COAT, ACRYLIC PLASTIC - FIRST SURFACE EXTERIOR, 1978 11 17| A
ESB-M99J250-B PAINT, COLOR COAT, ACRYLIC OR POLYCARBONATE PLASTIC - 1978 11 17|A  f
FIRST SURFACE EXTERIOR, (SHOWN ON
ESB-M99J250-A)
ESB-M99J251-A PAINT, ACRYLIC PLASTIC, SECOND SURFACE - INTERIOR AND EXTERIOR, 2000 11 21|A
ESB-M99J251-A2 PAINT, POLYCARBONATE PLASTIC - SECOND SURFACE - 2000 11 21|A
INTERIOR AND EXTERIOR, (SHOWN ON ESB-M99J251-A)
ESE-M99J252-A COATING, BLACK RUBBER RESIN BASE - BAKE OR AIR DRY, 1978 08 02 E
ESB-M99J254-B LAMINATE, VINYL - PRESSURE SENSITIVE - DECORATIVE - 1978 11 13|A
REFLECTIVE & NON-REFLECTIVE, EXTERIOR,
ESF-M99J258-A LABEL, PRESSURE SENSITIVE PAPER - POLYESTER OVERLAY, 1978 09 25| A g
ESF-M99J258-A2 LABEL, PRESSURE SENSITIVE, POLYPROPYLENE, BIAXIALLY ORIENTED FILM, 1996 03 15 F
EST-M99J259-A DECAL, PRESSURE SENSITIVE ADHESIVE, 1978 08 30|A e
ESB-M99J262-A PAINT, SILK SCREEN PASTE - VINYL TAPE, 1978 11 03|A  f
ESB-M99J264-A PAINT, COLOR COAT POLYPROPYLENE - AIR DRY, INTERIOR, 1978 10 06| A
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ESB-M99J265-A PAINT, COLOR COAT POLYPROPYLENE - BAKING, INTERIOR, 1978 10 06| A

(SHOWN ON ESB-M89J264-A)
ESB-M99J267-B LABEL, CERTIFICATION - DOUBLE DESTRUCT SYSTEM - PRESSURE SENSITIVE, 1978 09 01|A f
ESB-M99J269-B LABEL, OVERLAY - TRANSPARENT - DOUBLE DESTRUCT SYSTEM 1978 09 O1]|A f
- PRESSURE SENSITIVE, (SHOWN ON ESB-M99J267-B)
ESE-M99J273-A LABEL, PRESSURE SENSITIVE, EMISSION CERTIFICATION, 1993 0809|a E f g
ESB-M99J274-B PAINT, HOT STAMP TRANSFER, PAINTED EXTERIOR, 1979 04 20| A
ESB-M99J275-B PAINT, HOT STAMP TRANSFER, FIRST SURFACE EXTERIOR 1979 04 20| A
ACRYLIC PLASTIC, (SHOWN ON ESB-M99J274-B)
ESE-M99J276-A LABEL, EMISSION CERTIFICATION - INTERIOR QUALITY, 1978 07 17| E
ESR-M99J278-A PAINT, INTERIOR TRIM RECOLOR, 2000 11 21 R
ESF-M99J288-A LABEL, PRESSURE SENSITIVE, SEVERE DUTY, 1993 0430|a & F
ESE-M99J289-A LABEL, PRESSURE SENSITIVE VINYL, 2000 11 21|A e
ESE-M99J290-A LABEL, POLYESTER - PRESSURE SENSITIVE, ENGINE CODE, 1982 02 20 E g
ESB-M99J291-A TAPE, URETHANE - PRESSURE SENSITIVE - CHIP RESISTANT, 1985 01 10| A
EXTERIOR, 0.36 MM (14 MIL) NOMINAL THICKNESS,
ESB-M99J291-A2 TAPE, URETHANE, PRESSURE SENSITIVE, CHIP RESISTANT, 1985 01 10| A r
EXTERIOR, 0.20 MM (8 MIL) NOMINAL THICKNESS,
(SHOWN ON ESB-M99J291-A)
ESB-M99J291-A3 TAPE, URETHANE, PRESSURE SENSITIVE, CHIP RESISTANT, 1985 01 10|A
NON-VISIBLE APPLICATIONS, 0.36 MM (14 MIL)
NOMINAL THICKNESS, (SHOWN ON ESB-M99J291-A)
ESB-M99J291-A4 TAPE, URETHANE, PRESSURE SENSITIVE, CHIP RESISTANT, 1985 01 10| A
NON-VISIBLE APPLICATIONS, 0.20 MM (8 MIL)
NOMINAL THICKNESS, (SHOWN ON ESB-M99J291-A)
ESB-M99J291-A5 TAPE WITH CLEARCOAT, URETHANE, PRESSURE SENSITIVE, 1993 02 09| A
CHIP RESISTANT, EXTERIOR, 0.43 MM NOMINAL
THICKNESS, 0.13 MM ADHESIVE THICKNESS,
WSS-M99J292-A2 LABEL, ALUMINUM FOIL, PRESSURE SENSITIVE, BAR CODE, 1995 12 19|a E
ESF-M99J293-A SILICONE COATING, CONFORMAL, 1991 11 22 F
ESF-M99J293-B  SILICONE COATING, CONFORMAL - LOW VISCOSITY, (SHOWN ON ESF-M99J293-A), 1991 11 22 F
ESE-M99J293-C SILICONE COATING, CONFORMAL, 2000 11 21
ESE-M99J293-C2 SILICONE COATING, CONFORMAL, (SHOWN ON ESE-M99J293-C) 2000 11 21
ESF-M99J293-D  SILICONE COATING, CONFORMAL, MEDIUM VISCOSITY, (SHOWN 1991 11 22 F
ON ESF-M99.J293-A),
ESB-M99.J299-A CATALYST, ACCELERATOR-ELASTOMERIC REPAIR ENAMELS 2000 11 30(A
(DIBUTYL TIN DILAURATE),

V  ESB-M99J301-A LABEL, CERTIFICATION - BACK PRINTABLE - 1978 10 25|A
ESF-M99J302-A ACRYLIC COATING, CONFORMAL, 1979 09 11 F
ESP-M99J303-A LABEL, TRANSAXLE - PRESSURE SENSITIVE, 1980 03 25 P
ESE-M99J305-A LABEL, POLYESTER - COMPUTER PRINTABLE - PRESSURE SENSITIVE, 2000 11 22 E
ESE-M99J305-A2 LABEL, POLYESTER - COMPUTER PRINTABLE - PRESSURE 2000 1122(a E

SENSITIVE, TEXTURED PAINTED SURFACES, (SHOWN ON
ESE-M99J305-A)
ESB-M99J307-A CATALYST, ACID, ELASTOMERIC PRIMERS, 1982 08 13| A
ESB-M99J309-A MOLDED COATING, FOR COMPRESSION MOLDED FRP - RESIN PORTION, 1983 01 28| A
ESB-M99J310-A MOLDED COATING, FOR COMPRESSION MOLDED FRP - HARDENER 1983 01 28| A
PORTION, (SHOWN ON ESB-M99J309-A)
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