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Product Material Specifications and Standards 2002-02-01 PAGE 1
A SPEC | RESPONSIBLE/USING
c SPECIFICATION SPECIFICATION TITLE REVISED ACTIVITIES
T DATE [AEFGJ[PRSUZ
ESB-M1P1-A  PLATING, CADMIUM AND ZINC, 1978 10 06|A  f
ESE-M1P2-A PLATING, COPPER, 1978 08 03(a E f
N ESF-M1P3-A PLATING, CADMIUM AND ZINC, 96 HOUR SALT SPRAY, (NOT 1991 1122|lae F g j r
TO BE USED FOR NEW DESIGN, USE WSD-M1P85-A3)
N ESF-M1P4-A PLATING, CADMIUM AND ZINC - 48 HOUR SALT SPRAY, 1991 1122|la F g
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A2)
N ESF-M1P5-A PLATING, CADMIUM AND ZINC - 24 HOUR SALT SPRAY, 1991 1122|a e F pr
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A1)
N  ESF-MIP6-A  PLATING, CADMIUM AND ZINC - 32 HOUR SALT SPRAY, 1991 1122|]a F
(SHOWN ON ESF-M1P3-A) (NOT TO BE USED FOR NEW
DESIGN, USE WSD-M1P85-A1, WSD-M1P85-A2)

ESE-M1P7-A  PLATING, CHROMIUM -, MOVING PARTS, 1978 1128 E
WSB-M1P9-B PLATING, TIN-HOT DIP OVER FERROUS, COPPER OR COPPER ALLOY, 1987 08 03(A e f g
WSB-M1P10-B PLATING, TIN-ELECTRODEPOSITED ON FERROUS, COPPER OR 1987 08 03[A f g

COPPER ALLOY SURFACES, (SHOWN ON WSB-M1P9-B)
wWSB-M1P11-B PLATING, TIN-ELECTRODEPOSITED ON FERROUS, COPPER OR 1987 08 03(|A  f
COPPER ALLOY SURFACES, (SHOWN ON WSB-M1P9-B)
ESF-M1P12-A PLATING, SILVER, 1978 11 03| A
ESF-M1P13-A PLATING, SILVER, 1978 06 12|a F
N ESE-M1P14-A PLATING, HARD CHROMIUM, (NOT TO BE USED FOR NEW DESIGN, USE WSE-M1P14-B) 1978 07 18| E
WSE-M1P14-B  PLATING, HARD CHROMIUM, 1990 09 28|a E
ESB-M1P15-A  PLATING, NICKEL CHROME-, RUSTLESS STEEL SCREWS, 1978 11 14|A
V  ESB-M1P17-A PLATING, CHROMIUM - DECORATIVE INTERIOR - COPPER - NICKEL - STEEL, 1995 03 31|A p
ESB-M1P18-A PLATING, CHROMIUM - DECORATIVE EXTERIOR - COPPER - 1995 0331(A e f g r
DUAL NICKEL - STEEL, (SHOWN ON ESB-M1P17-A)
N ESB-M1P20-A PLATING, BRIGHT DECORATIVE, BRASS, INTERIOR, (NOT TO 1978 10 06| A
BE USED FOR NEW DESIGN)
N ESB-M1P21-A PLATING, BRIGHT DECORATIVE,BRASS, EXTERIOR, (SHOWN ON 1978 10 06| A
ESB-M1P20-A)(NOT TO BE USED FOR NEW DESIGN)
V  ESB-M1P22-A PLATING, BRIGHT OR LOW GLOSS DECORATIVE, ZINC ALLOY-, 1979 09 28|A
INTERIOR, (NOT TO BE USED FOR NEW DESIGN, USE
ESB-M1P77-A1)
N  ESB-M1P23-A  PLATING, BRIGHT OR LOW GLOSS DECORATIVE, ZINC ALLOY-, 1979 09 28| A r
EXTERIOR, (SHOWN ON ESB-M1P22-A) (NOT TO BE
USED FOR NEW DESIGN, USE ESB-M1P77-A2)
N ESB-M1P23-B PLATING, CHROMIUM - BRIGHT OR LOW GLOSS - 1979 09 28| A r
DISCONTINUQUS - MICROPOROUS - ZINC ALLOY,
ESB-M1P77-A2)
N ESB-M1P24-A PLATING, BRIGHT OR LOW GLOSS DECORATIVE, ZINC ALLOY-, 1979 09 28| A
SPECIAL EXTERIOR, (SHOWN ON ESB-M1P22-A) (NOT
TO BE USED FOR NEW DESIGN, USE ESB-M1P77-A2)
V  ESB-M1P25-A PLATING, BRIGHT OR LOW GLOSS DECORATIVE, STAINLESS 1978 11 27|A
STEEL, (NOT TO BE USED FOR NEW DESIGN)

WSB-M1P25-B PLATING, BRIGHT OR LOW GLOSS DECORATIVE - STAINLESS STEEL, 1988 04 20|A f
ESE-M1P28-A1  PLATING, IMMERSION TIN, 2000 11 28 il or
ESE-M1P28-A2  PLATING, FLOW-COAT TIN, (SHOWN ON ESE-M1P28-A1) 2000 11 28
ESE-M1P29-A  PLATING, LEAD - TIN ALLOY OR TIN, BEARING, 1978 07 18| E
ESF-M1P30-A PLATING, COPPER, 1978 06 12|a F
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ESE-M1P31-A  COATING, ALUMINIZED, INTAKE VALVES, 1978 11 28] E
ESE-M1P32-A COATING, ALUMINIZED, EXHAUST VALVES, 1978 11 28 E
ESE-M1P34-A FACING, HARD MOLYBDENUM, 1978 11 28 E
ESF-M1P41-A PLATING, ZINC, SUPPLEMENTARY CHROMATE TREATMENT, 1978 08 30| A
ESW-M1P42-A PLATING, LEAD - TIN ALLOY, 1978 06 12 P
ESF-M1P43-A PLATING, BRIGHT DECORATIVE-STEEL-EXTERIOR, 1978 08 30| A
ESS-M1P45-A PLATING, ZINC AND CHROMATE - S36, 1978 08 22| a p S
V  ESB-M1P46-A PLATING, BRIGHT OR LOW GLOSS DECORATIVE-ABS PLASTIC, 1978 10 06| A
INTERIOR, (NOT TO BE USED FOR NEW DESIGN)
N  ESB-M1P47-C1  ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1980 12 06| A
ABS OR PPO PLASTIC, EXTERIOR, (NOT TO BE USED
FOR NEW DESIGN)
N ESB-M1P47-C2 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1980 12 06| A
ABS OR PPO PLASTIC, SPECIAL EXTERIOR, (SHOWN ON
ESB-M1P47-C1)(NOT TO BE USED FOR NEW DESIGN)
ESA-M1P47-D BRIGHT DECORATIVE ELECTROPLATING, OVER ABS, PPO, OR 1981 11 06| A r
MINERAL FILLED NYLON, EXTERIOR,
ESN-M1P50-A PLATING, ZINC - NICKEL, 1991 02 20 f S
V  ESB-M1P54-A PLATING, BLACK OR LOW GLOSS BLACK DECORATIVE-, ZINC 1978 11 14|A
DIE CASTING - INTERIOR, (NOT TO BE USED FOR NEW
DESIGN)
N  ESB-M1P55-A  PLATING, BLACK OR LOW GLOSS BLACK DECORATIVE-, ZINC 1978 11 14|A
DIE CASTING - EXTERIOR, (SHOWN ON
ESB-M1P54-A)(NOT TO BE USED FOR NEW DESIGN)
N  ESB-M1P56-A  PLATING, BLACK OR LOW GLOSS BLACK DECORATIVE-, ZINC 1978 11 14|A
DIE CASTING - SPECIAL EXTERIOR, (SHOWN ON
ESB-M1P54-A)(NOT TO BE USED FOR NEW DESIGN)
N ESB-M1P58-A PLATING, BLACK OR LOW GLOSS BLACK DECORATIVE, STEEL, 1978 10 06| A
EXTERIOR, (SHOWN ON ESB-M1P57-A)(NOT TO BE USED
FOR NEW DESIGN)

N ESW-M1P65-A PLATING, ELECTROLESS NICKEL, (NOT TO BE USED FOR NEW DESIGN) 1983 05 03| a P
WSD-M1P65-B1 PLATING, ELECTROLESS NICKEL, HEAT TREATED, 1987 12 11|A e
WSD-M1P65-B2 PLATING, ELECTROLESS NICKEL AS DEPOSITED, (SHOWN ON WSD-M1P65-B1) 1987 12 11|A g

ESF-M1P67-A  PLATING, MECHANICAL-ZINC, 1979 04 12|a F
ESF-M1P68-A  PLATING, MECHANICAL-(TIN/CADMIUM), (SHOWN ON ESF-M1P67-A) 1979 04 12
ESF-M1P69-A  PLATING, MECHANICAL-CADMIUM, (SHOWN ON ESF-M1P67-A) 1979 04 12
ESE-M1P71-A MOLYBDENUM & NICKEL, CHROMIUM ALLOY FACING - CO-DEPOSITED, 1991 03 04 E ]
ESA-M1P72-A PLATING, CADMIUM-TIN -, CARBON STEEL COMPONENTS, 1979 01 10|A
N ESB-M1P73-A PLATING, CHROMIUM - COPPER - NICKEL, DECORATIVE 2000 11 28(A
EXTERIOR - ALUMINUM, (NOT TO BE USED FOR NEW
DESIGN)
WSB-M1P73-B PLATING, CHROMIUM - COPPER - NICKEL - DECORATIVE EXTERIOR - ALUMINUM, 1988 04 20| A
WSB-M1P73-B2 PLATING, CHROMIUM, COPPER, NICKEL, DECORATIVE EXTERIOR, ALUMINUM, 1992 10 19|A r
ESB-M1P74-A PLATING, MECHANICAL - CADMIUM/ZINC, 1982 04 05| A
N  ESB-M1P77-A1  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1984 04 19| A
ALLOY, INTERIOR, (NOT TO BE USED FOR NEW
DESIGN)
N  ESB-M1P77-A2  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1984 04 19| A
ALLOY, GENERAL EXTERIOR, (SHOWN ON
ESB-M1P77-A1)(NOT TO BE USED FOR NEW DESIGN)
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N  ESB-M1P77-A3  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1984 04 19| A
ALLOY, SPECIAL EXTERIOR, (SHOWN ON
ESB-M1P77-A1)(NOT TO BE USED FOR NEW DESIGN)
WSB-M1P77-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC ALLOY, INTERIOR, 1988 04 20| A
WSB-M1P77-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20| A
ALLOY, GENERAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
WSB-M1P77-B3 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20| A
ALLOY, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
WSB-M1P77-B4 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER ZINC 1988 04 20(A
ALLOY, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P77-B1)
N  ESB-M1P78-A1  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1984 04 19| A
SURFACES, INTERIOR, (NOT TO BE USED FOR NEW
DESIGN)
N ESB-M1P78-A2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1984 04 19(|A
SURFACES, GENERAL EXTERIOR, (SHOWN ON
ESB-M1P78-A1)(NOT TO BE USED FOR NEW DESIGN)
N ESB-M1P78-A3 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1984 04 19|A
SURFACES, SPECIAL EXTERIOR, (SHOWN ON
ESB-M1P78-A1)(NOT TO BE USED FOR NEW DESIGN)
WSB-M1P78-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31|A
SURFACES, INTERIOR,
WSB-M1P78-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31|A f r
SURFACES, GENERAL EXTERIOR, (SHOWN ON
WSB-M1P78-B1)
WSB-M1P78-B3  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31|A r
SURFACES, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P78-B1)
WSB-M1P78-B4 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER FERROUS 1990 05 31|A r
SURFACES, SPECIAL EXTERIOR, (SHOWN ON
WSB-M1P78-B1)
WSD-M1P79-B1 COATINGS, TIN/TIN-LEAD, 1987 11 30|A e
WSD-M1P79-B2 COATINGS, TIN/TIN-LEAD, (SHOWN ON WSD-M1P79-B1) 1987 11 30(A
WSD-M1P79-B3 COATINGS, TIN/TIN-LEAD, (SHOWN ON WSD-M1P79-B1) 1987 11 30(|A
N ESB-M1P80-A1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPPER 1984 04 19(|A
OR COPPER ALLOY, INTERIOR, (NOT TO BE USED FOR
NEW DESIGN)
N  ESB-M1P80-A2  PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPPER 1984 04 19| A
OR COPPER ALLOY, EXTERIOR, (SHOWN ON
ESB-M1P80-A1)(NOT TO BE USED FOR NEW DESIGN)
WSB-M1P80-B1 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPPER 1988 04 20| A
WSB-M1P80-B2 PLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER COPPER 1988 04 20| A
OR COPPER ALLOY, EXTERIOR, (SHOWN ON
WSB-M1P80-B1)
WSB-M1P83-B1 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20| A f jilp
ABS, PPO OR MINERAL FILLED NYLON, INTERIOR,
WSB-M1P83-B2 ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20|A e f r
ABS, PPO PLASTIC, EXTERIOR, (SHOWN ON
WSB-M1P83-B1)
WSB-M1P83-B3  ELECTROPLATING, BRIGHT OR LOW GLOSS DECORATIVE OVER 1988 04 20| A
MINERAL FILLED NYLON, EXTERIOR, (SHOWN ON
WSB-M1P83-B1)
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