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WSK-M3P1-C PHOSPHATE COATING, ZINC, 199505 17|A f  j|
WSS-M3P1-D PERFORMANCE, PHOSPHATE COATING, ZINC, 1996 10 10| A
ESB-M3P2-A PHOSPHATE COATING, IRON - LIGHT, 1978 10 06| A
ESF-M3P3-A PHOSPHATE COATING, IRON (20 MG), 1978 06 12 F
ESB-M3P4-A PHOSPHATE COATING PLUS OIL, 72 HOURS, 2000 11 09|A e f Jlp
ESB-M3P5-A PHOSPHATE COATING PLUS OIL, 96 HOURS, (SHOWN ON ESB-M3P4-A) 2000 11 09[A e f g j
ESF-M3P6-A PHOSPHATE COATING, IRON OR STEEL-, OILED, 1978 08 22| a F p
ESF-M3P7-A PHOSPHATE COATING, IRON OR STEEL, PAINTED, (SHOWN ON ESF-M3P6-A) 1978 08 22| a F
ESF-M3P8-A PHOSPHATE COATING, IRON OR STEEL, WAXED, (SHOWN ON ESF-M3P6-A) 1978 0822|a F
ESF-M3P9-A PHOSPHATE COATING, IRON OR STEEL, PLAIN, (SHOWN ON ESF-M3P6-A) 1978 0822|a F
ESF-M3P10-A  PHOSPHATE COATING, ZINC, 48 HOUR SALT SPRAY, 1978 06 12|a F
ESF-M3P11-A PHOSPHATE COATING, MANGANESE IRON, WEAR RESISTANCE, 2001 05 11 e P
ESE-M3P12-A PHOSPHATE COATING, ZINC, 1978 11 28 E
ESE-M3P13-A PHOSPHATE COATING, ZINC-MICRO-CRYSTALLINE, 1978 11 28 E
ESB-M3P17-A PHOSPHATE COATING PLUS OIL, 120 HOURS, (SHOWN ON ESB-M3P4-A) 2000 11 09| A
ESS-M3P20-A PHOSPHATE AND LUBRICANT FINISH - S2, 1979 01 10|A e p
ESA-M3P22-A PHOSPHATE AND LUBRICANT FINISH -, COLOR CODED FASTENERS, 1979 01 10|A
ESW-M3P26-A  PHOSPHATE COATING, TIN MODIFIED IRON OR STEEL, 1980 02 07| A
ESB-M3P27-A  PHOSPHATE BASE, BONDED PTFE RESIN COLORED COATING, STEEL, 1978 06 21| A
ESA-M3P28-B  PHOSPHATE COATING, PLUS WAX AND OIL - 168 HOURS SALT SPRAY, 1982 04 05| A
ESL-M3P30-A PHOSPHATE BASE, BONDED PTFE RESIN COATING, STEEL, 1983 01 25|A
WSS-M3P30-A2 PHOSPHATE BASE, BONDED PTFE RESIN, MOLYBDENUM DISULFIDE COATING, 1996 11 15|A
ESA-M3P31-A PHOSPHATE COATING, MANGANESE IRON, MICROCRYSTALLINE, 1982 12 08| A
WSD-M3P33-A1 PHOSPHATE COATING, ZINC, MICRO CRYSTALLINE, 2001 06 11|A e
WSD-M3P33-A2 PHOSPHATE COATING, MANGANESE IRON, MICRO CRYSTALLINE, 2001 06 11{A e p
(SHOWN ON WSD-M3P33-A1)
ESE-M3P34-A PHOSPHATE CALCIUM/ZINC MODIFIED COATING PLUS OIL, 2000 11 09 E
WSD-M3P35-A1  PHOSPHATE COATING, ZINC IRON, AS COATED, 1992 0130|A f |
WSD-M3P35-A2  PHOSPHATE COATING, MANGANESE IRON, AS COATED, (SHOWN ON WSD-M3P35-A1) 1992 01 30| A
WSD-M3P35-A3 PHOSPHATE COATING, ZINC IRON, OILED, (SHOWN ON WSD-M3P35-A1) 1992 01 30|A
WSD-M3P35-A4 PHOSPHATE COATING, MANGANESE IRON, OILED, (SHOWN ON WSD-M3P35-A1) 1992 01 30|A e j
N ESB-M4P1-A FINISH, ANODIZED, FOR INTERIOR ALUMINUM PARTS, (NOT 1979 09 11 F
TO BE USED FOR NEW DESIGN, USE WSB-M4P9-B1)
ESB-M4P4-A ANODIZE, ALUMINUM, APPLIQUE, 1978 05 26| A
ESW-M4P5-A ANODIZE, ALUMINUM - SULPHURIC ACID TYPE, 1978 06 12 P
ESA-M4P8-C HARDCOAT ANODIZE, FINISH FOR ALUMINUM - UNSEALED, 1979 08 17|A
WSB-M4P9-B1 ANODIZING, BRIGHT OVER ALUMINUM OR ALUMINUM ALLOY INTERIOR, 1987 12 14|A
WSB-M4P9-B2  ANODIZING, BRIGHT OVER ALUMINUM OR ALUMINUM ALLOY 1987 12 14|A
EXTERIOR, (SHOWN ON WSB-M4Pg-B1)
WSB-M4P10-B1  ANODIZING, ORGANICALLY COLORED OVER ALUMINUM OR 1987 12 14|A
ALUMINUM ALLOY INTERIOR, (SHOWN ON WSB-M4P9-B1)
Materials Engineering Testing & Standards
Documents

Copyright by the Ford Motor Company

Fri Aug 26 13:32:15 2016

Full document details: FORD EMS INDEX VOL 19A 2002


http://www.avadocuments.com/doc/ford-ems-index-vol-19a-2002
http://www.avadocuments.com/doc/ford-ems-index-vol-19a-2002

VOLUME 19A
Product Material Specifications and Standards 2002-02-01 PAGE 2
A SPEC | RESPONSIBLE/USING
c SPECIFICATION SPECIFICATION TITLE REVISED ACTIVITIES
T DATE [AEFGJ|PRSUZ
WSB-M4P11-B1  ANODIZING, ELECTROLYTICALLY COLORED OVER ALUMINUM OR 1987 12 14|A 1
ALUMINUM ALLOY, EXTERIOR OR INTERIOR, (SHOWN ON
WSB-M4P9-B1)
ESF-M5P1-A METALLIZE, PLASTIC PARTS (FIRST SURFACE), 1978 11 07| a F
ESF-M5P2-A METALLIZE, PLASTIC PARTS “3 DIMENSIONAL” ORNAMENTATION (3 COAT SYSTEM), 1983 02 10|A
ESB-M5P4-A METALLIZE, PLASTIC PARTS -SECOND SURFACE, 1978 10 06| A
ESB-M5P6-A METALLIZE, SECOND SURFACE DECORATIVE, EXTERIOR, 1978 10 06| A
ESA-M5P7-A METALLIZE, SECOND SURFACE DECORATIVE, EXTERIOR, 1983 02 10|A
ESB-M5P8-A METALLIZE, PLASTIC PARTS, REFLECTORS, 2000 05 18| A f
ESB-M5P9-A METALLIZE, PLASTIC PARTS, FIRST SURFACE, INTERIOR, 2000 11 29| A
ESB-M5P10-A  METALLIZE, PLASTIC PARTS, FIRST SURFACE, INTERIOR OR EXTERIOR, 1990 08 01| A
ESB-M5P11-A  METALLIZE PLASTIC PARTS, REFLECTORS, 1991 04 18|A f
ESE-M6P1-A OXIDE COATING, 1978 07 18 E
WSE-M6P1-B OXIDE COATING, 1987 08 03 E
ESB-M6P2-A OXIDE COATING, CHROMIUM FOR ALUMINUM, 1978 10 06| A
WSK-M6P2-B OXIDE COATING, CHROMIUM FOR ALUMINUM, 1990 02 01|A
ESF-M6P3-A OXIDE COATING, SURFACE, (BLUE-BLACK FINISH), 1978 06 12 e F
\% ESB-M6P4-A OXIDE COATING, BLACK, STAINLESS STEEL, 1978 04 28| A f g
ESB-M7P1-A GALVANIZED COATING, 1983 01 25|A
N  ESB-M8P2-A CARPET, (NOT TO BE USED FOR NEW DESIGN) 1981 06 12| A r
WSS-M8P3-D1  PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR QUALITY, UNLAMINATED, 1996 12 10|A  f |
WSS-M8P3-D2 PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR 1996 12 10(A f ]
QUALITY, TRILAMINATE, (SHOWN ON WSS-M8P3-D1)
WSS-M8P3-D3 PERFORMANCE, FLEXIBLE POLYMERIC FILM, INTERIOR 1996 12 10|A f ]
QUALITY, BILAMINATE, (SHOWN ON WSS-M8P3-D1)
ESB-M8P4-A PLASTIC TRIM, INTERIOR, 1978 11 08| A
WSD-M8P5-B THREAD, SEWING, 1992 09 30(A f j r
ESB-M8P9-A FLOCKED INTERIOR COMPONENTS, 1982 04 29(A
N  ESB-M8P10-A  CARPET ASSEMBLY, FLOOR COVERING, (NOT TO BE USED FOR 1982 02 11|A
NEW DESIGN, USE ESB-M8P10-B)
V  ESB-M8P14-A  SHEETING, SEAT COVER ASSEMBLY AID, 1985 09 09| A
N ESB-M8P15-A FLOOR CARPET ASSEMBLY WITH ACOUSTICAL BARRIER, (NOT 1987 03 06| A
TO BE USED FOR NEW DESIGN, USE ESB-M8P15-B)
WSS-M8P16-A PERFORMANCE, CARPET, FLOOR AND TRIM, 1996 06 17|A f j r
WSB-M8P17-A LEATHER, FOAM LAMINATE, SEATING QUALITY, 2000 11 09| A
WSS-M8P18-A1 PERFORMANCE, FABRIC, SEAT AND TRIM, UNLAMINATED, 1998 06 29(A j
WSS-M8P18-A2 PERFORMANCE, FABRIC FOAM TRILAMINATE, (SHOWN ON WSS-M8P18-A1) 1998 06 29| A ]
WSS-M8P18-A3 PERFORMANCE, FABRIC FOAM BILAMINATE, (SHOWN ON WSS-M8P18-A1) 1998 06 29| A j
WSS-M8P18-A4 PERFORMANCE, FABRIC LAMINATE, HF WELDABLE, (SHOWN ON WSS-M8P18-A1) 1998 06 29(A j
N  ESB-M9P1-A RUBBER, OZONE RESISTANCE - “0” RATING, (REPLACED BY 1978 10 06| A
FLTM BP 101-01), (NOT TO BE USED FOR NEW
DESIGN)
N  ESB-M9P2-A RUBBER, OZONE RESISTANCE - “1” RATING, (REPLACED BY 1978 10 06| A
FLTM BP 101-01), (SHOWN ON ESB-M9P1-A)(NOT TO
BE USED FOR NEW DESIGN)
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