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c SPECIFICATION SPECIFICATION TITLE REVISED ACTIVITIES
5 DATE (AEFGJ[PRSUZ
ESR-M14P3-A  CLEANER, RECONDITIONING - ENGINE EXTERIOR AND ENGINE COMPARTMENT, 1978 12 08 R
ESR-M14P4-A CLEANER, RECONDITIONING - MULTI-PURPOSE AUTOMOTIVE, 1978 12 08 R
ESR-M14P5-A CLEANER, GLASS, 1978 12 08 R
ESR-M14P7-A CLEANER, RADIATOR FLUSH - NON-ACID, 1978 11 17 R
ESR-M14P9-A CLEANER, CARBURETOR AND COMBUSTION CHAMBER, 1978 11 17 R
ESR-M14P10-A CLEANER, AUTOMATIC CHOKE AND CARBURETOR LINKAGE, 1978 11 17 R
WSS-M14P10-B CLEANER, AUTOMATIC CHOKE AND CARBURETOR LINKAGE, PERFORMANCE, 1998 01 16|A
ESR-M14P12-A CLEANER, WASH AND WAX CONCENTRATE, 1978 12 08 R
ESE-M14P14-B  POLISHING FINISH, ABRASIVE SLURRY SPIN CLEANING, 1985 11 26
ESR-M14P15-A  CLEANER, WHITE WALL TIRE, 1980 08 01 R
ESE-M14P16-A  ADDITIVE, GASOLINE, ELECTRONIC FUEL INJECTOR, 1985 04 30 r
COMBUSTION CHAMBER & INDUCTION SYSTEM CLEANER,
ESE-M14P17-A CLEANER, PRESSURIZED, ELECTRONIC FUEL INJECTOR, 1990 08 22
COMBUSTION CHAMBER, INTAKE VALVE & INDUCTION
SYSTEM,
WSS-M14P18-A PERFORMANCE, CLEANER, BODY SHEET METAL, 1997 08 27| A
WSS-M15P2-C PERFORMANCE, SEAT TRIM COVER ASSEMBLY, 1998 10 20| A j r
WSB-M15P4-D INTERIOR TRIM, ASSEMBLY PERFORMANCE SPECIFICATION, 1991 04 29| A f r
(NOT TO BE USED FOR NEW DESIGN, USE
WSS-M15P4-E)
WSS-M15P4-E  INTERIOR TRIM, ASSEMBLY PERFORMANCE SPECIFICATION, 1996 0219|Ae f j|pr
WSS-M15P6-D  PERFORMANCE REQUIREMENTS, PACKAGE TRAY ASSEMBLY, 1996 06 17| A
ESB-M15P11-A TRIM ASSEMBLY, SEMI-RIGID FOAM BACKED CARPET, 1978 10 23|A
ESB-M15P16-A CUSHION MATERIALS, INFLATABLE RESTRAINT, 1980 01 31|A
WSB-M15P22-B PERFORMANCE, INSTRUMENT PANEL COVER AND POLYURETHANE 1999 11 22| A
FOAM ASSEMBLY, (NOT TO BE USED FOR NEW DESIGN,
USE WSS-M15P45-A)
ESB-M15P23-A1 COEXTRUDED MOLDINGS, VINYL/ALUMINUM, EXTERIOR - MECHANICALLY ATTACHED, 1985 01 14|A
ESB-M15P23-A2 COEXTRUDED MOLDINGS, VINYL/BI-METAL, EXTERIOR - 1985 01 14|A
MECHANICALLY ATTACHED, (SHOWN ON ESB-M15P23-A1)
ESB-M15P23-A3 COEXTRUDED MOLDINGS, VINYL/STAINLESS STEEL EXTERIOR - 1985 01 14| A
MECHANICALLY ATTACHED, (SHOWN ON ESB-M15P23-A1)
ESB-M15P24-A  TRIM ASSEMBLY, DOOR PANEL INSERT ASSEMBLY - BONDED, 1985 04 08| A
WSB-M15P26-C ARMREST, UNITIZED, FORMED, PERFORMANCE, 1995 01 04|A
WSD-M15P27-C PERFORMANCE, HEADLINING, FORMED, (NOT TO BE USED FOR 1992 04 30| A
WSS-M15P27-D PERFORMANCE, HEADLINING, FORMED, 1998 09 29| A f r
ESB-M15P30-A ORNAMENT ASSEMBLY, EXTERIOR, ADHESIVE BONDED, 2000 11 29(A
ESB-M15P31-A ACOUSTICAL LAMINATED STEEL PERFORMANCE, 1988 06 23| A
WSS-M15P32-C TRIM ASSEMBLY, ENCLOSED LUGGAGE COMPARTMENT COVERING, 1996 06 17|A
WSS-M15P34-B1 PERFORMANCE, INTERIOR TRIM APPLIQUES, HIGH WEAR, 1997 01 10|A p
WSS-M15P34-B2 PERFORMANCE, INTERIOR TRIM APPLIQUES, LOW WEAR, (SHOWN ON WSS-M15P34-B1)  [1997 01 10[A
WSB-M15P35-A1 PERFORMANCE REQUIREMENTS, THERMOPLASTIC POSITIVE 1990 09 11| A
LOCKING TRIM FASTENER, TYPE |,
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WSB-M15P35-A2 PERFORMANCE REQUIREMENTS, THERMOPLASTIC POSITIVE 1990 09 11[A
LOCKING TRIM FASTENER, TYPE II, (SHOWN ON
WSB-M15P35-A1)
WSB-M15P35-A3 PERFORMANCE REQUIREMENTS, THERMOPLASTIC POSITIVE 1990 09 11]|A
LOCKING TRIM FASTENER, TYPE IlI, (SHOWN ON
WSB-M15P35-A1)
WSB-M15P35-A4 PERFORMANCE REQUIREMENTS, THERMOPLASTIC POSITIVE 1990 09 11]|A
LOCKING TRIM FASTENER, TYPE IV, (SHOWN ON
WSB-M15P35-A1)
WSB-M15P36-A PERFORMANCE, INNER DOOR WATERSHIELD WITH PRESSURE SENSITIVE ADHESIVE, 1990 09 27| A
WSS-M15P36-A2 PERFORMANCE, INNER DOOR WATERSHIELD WITH PRESSURE SENSITIVE ADHESIVE, 2001 12 14]|A ]
WSD-M15P37-A  PERFORMANCE, HEEL PROTECTION PAD, (NOT TO BE USED FOR 1991 01 16|A
NEW DESIGN, USE WSS-M15P37-B)
WSS-M15P37-B  PERFORMANCE, HEEL PROTECTION PAD, 1996 06 17|A
WSB-M15P38-A  HEADLINER, INTEGRAL AIR DUCT, 1994 08 16(|A  f r
WSD-M15P39-A  PERFORMANCE, FABRIC COVERED MOULDED PARTS, 1992 10 22| A
WSB-M15P40-A PERFORMANCE, NETTING ASSEMBLY, INTERIOR, MULTIPURPOSE, 1992 03 16|A r
WSB-M15P41-A  PERFORMANCE REQUIREMENTS, HOOD ASSEMBLY, CONVERTIBLE TOP DUST COVER, 1993 06 15|A
WSB-M15P42-A  PERFORMANCE, CHILD SEAT LINER, FABRIC - FOAM 1994 11 10|A
LAMINATED COMPOSITE WITH HOT STAM, LABEL,
WSB-M15P43-A  PERFORMANCE, HEADREST, BLOW MOLDED, FOAM INJECTED, 2000 01 18(A
WSS-M15P44-A  THROW IN MAT ASSEMBLIES, CARPETED, 2001 06 11|A
WSS-M15P45-A  PERFORMANCE, INSTRUMENT PANEL ASSEMBLY, FLEXIBLE COVER SKIN MATERIAL, 1999 12 10| A
ESR-M17P2-A  ANTIFREEZE ADDITIVE, FUEL SYSTEMS, 1978 11 17 R
ESR-M17P3-A STARTING FLUID, AUTOMOTIVE ENGINE LOW TEMPERATURE, 1978 12 08 R
ESR-M17P5-A ANTIFREEZE SOLUTION, WINDSHIELD WASHER, 1978 11 17 R
ESR-M18P2-A SEALER, ENGINE AND CHASSIS, 1978 12 08 R
ESB-M18P4-A FRP FILLER, REPAIR KIT, PERFORMANCE, 1978 12 01| A
ESB-M18P6-A FRP FILLER, PRODUCTION REPAIR, PERFORMANCE, 1978 12 01| A r
ESR-M18P7-A SEALING COMPOUND - PIPE, 1978 09 04 R
ESB-M18P11-A  SEALER, HIGH HEAT EXPANSION, PERFORMANCE REQUIREMENTS, 1988 12 09| A i
WSB-M18P11-A2 SEALER, LOW TEMPERATURE EXPANDING, PERFORMANCE REQUIREMENTS, 1993 02 17|A
WSS-M18P12-A  SEALANT, THREAD, DRY FILM, 2000 02 11| e f s
WSB-M18P14-A  SEALER, WINDOW MODULES, PERFORMANCE REQUIREMENTS, 1995 03 24| A
WSB-M18P15-A  SEALING REQUIREMENTS, NON DRYING MASTIC, SEALED LAMP SOCKETS, 1993 10 01]|A
WSB-M18P16-A  SEALING REQUIREMENTS, ANTI-FLUTTER, FOR ISOLATION OF FRF/FRP PANELS, 1995 03 01]|A
WSS-M18P17-A  COATING, ALUMINUM, WATER SHEDDING, HYDROPHILIC, 1999 02 12 F
ESB-M21P1-A CORROSION PROTECTIVE COATING-, ZINC PHOSPHATE-CHROMIC ACID SEALED, 1980 10 14]A e ]
ESA-M21P2-A1 CORROSION PROTECTIVE COATING, ZINC/CHROMATE/ORGANIC TYPE - 144H, 1983 03 28| A
ESA-M21P2-A2 CORROSION PROTECTIVE COATING, ZINC/CHROMATE/ORGANIC 1983 03 28| A
TYPE - 240H, (SHOWN ON ESA-M21P2-A1)
ESA-M21P2-A3  CORROSION PROTECTIVE COATING, ZINC/CHROMATE/ORGANIC 1983 03 28| A
TYPE - 336H, (SHOWN ON ESA-M21P2-A1)
ESA-M21P2-A4  CORROSION PROTECTIVE COATING, ZINC/CHROMATE/ORGANIC 1983 0328|A  f
WITH AQUEOUS TOPCOAT SEALER, 400 H, (SHOWN ON
ESA-M21P2-A1)
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SPECIFICATION
NUMBER

SPECIFICATION TITLE

SPEC
REVISED
DATE

RESPONSIBLE/USING
ACTIVITIES

AEFGJ/IPRSUZ

ESB-M21P4-A1

ESB-M21P4-A2

ESB-M21P4-A4

ESB-M21P4-A6

ESB-M21P4-A7

ESA-M21P5-A

ESF-M21P6-A

ESA-M21P8-A
EST-M21P9-A1

EST-M21P9-A2

EST-M21P9-A3

EST-M21P9-A4

EST-M21P9-A5

EST-M21P9-A6

EST-M21P9-A7

EST-M21P9-A8

EST-M21P9-A9

EST-M21P9-A10

EST-M21P9-A11

EST-M21P9-A12

EST-M21P9-A13

CORROSION PROTECTIVE COATING, ZINC, CHROMATE, ORGANIC
240 H SALT SPRAY, BAKED FINISH,

CORROSION PROTECTIVE COATING, ZINC, CHROMATE, ORGANIC
336 H SALT SPRAY, BAKED FINISH, (SHOWN ON
ESB-M21P4-A1)

CORROSION PROTECTIVE COATING, CADMIUM, CHROMATE,
ORGANIC, 375 H SALT SPRAY, BAKED FINISH, (SHOWN
ON ESB-M21P4-A1)

CORROSION PROTECTIVE COATING, CADMIUM, CHROMATE,
ORGANIC, 600 H SALT SPRAY, UV STABILIZED,

VISIBLE EXTERIOR - BAKED FINISH, (SHOWN ON
ESB-M21P4-A1)

CORROSION PROTECTIVE COATING, ZINC, CHROMATE, ORGANIC
500 H SALT SPRAY, BAKED FINISH, (SHOWN ON
ESB-M21P4-A1)

CORROSION PROTECTIVE COATING, ZINC PHOSPHATE/ZINC ORGANIC (EPOXY),
CORROSION PROTECTIVE COATING, ZINC PHOSPHATE - CHROMIC ACID SEALED,
CORROSION PROTECTIVE COATING, RESIN BONDED FLUOROCARBON,

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT,

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATING, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATING, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

CORROSION PROTECTIVE COATINGS, ALUMINUM BASECOAT,
ORGANIC OR INORGANIC TOPCOAT, (SHOWN ON
EST-M21P9-A1)

1993 10 18

1993 10 18

1993 10 18

1993 10 18

1993

1983

1983

2000

1992

1992

1992

1992

1992

1992

1992

1992

1992

1992

1992

1992

1992

10 18

03 28

04 12

1129

1019

1019

1019

10 19

1019

1019

1019

10 19

1019

1019

1019

1019

10 19

A

A

A

A

A

A
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