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ESF-M1C7-A  GREASE, WINDSHIELD WIPER GEAR, 20000731la F g
ESF-M1C26-A GREASE, LOW TEMPERATURE, 1978 06 12|a F
N ESB-M1C31-A GREASE, HIGH TEMPERATURE - WATERPROOF WITH FILLER, 1978 11 10|A
(NOT TO BE USED FOR NEW DESIGN, USE
ESB-M1C31-B)
ESB-M1C31-B GREASE, HIGH TEMPERATURE - WATERPROOF WITH FILLER - NLGI #1, 1985 10 09| A
N ESB-M1C35-B GREASE, HIGH TEMPERATURE RESISTANT - ANTI-SQUEAK, 1978 05 26| A
(NOT TO BE USED FOR NEW DESIGN, USE
ESB-M1C35-C)
ESB-M1C35-C GREASE, CALCIUM COMPLEX, HIGH TEMPERATURE RESISTANT - 1985 10 09| A
ANTISQUEAK - NLGI #2,
N  ESB-M1C41-A  GREASE, WHITE - WATERPROOF, (NOT TO BE USED FOR NEW 1978 05 26| A
DESIGN, USE ESB-M1C41-B)
ESB-M1C4H-B  GREASE, LITHIUM SOAP BASE - NLGI #2, 1985 10 09| A
ESF-M1C43-A GREASE, SILICONE - LIGHT CONSISTENCY, 1989 08 22 Fg
ESF-M1C43-A2 GREASE, SILICONE - MEDIUM CONSISTENCY, (SHOWN ON M1C43-A) 1989 08 22 F
ESA-M1C45-A GREASE, HIGH TEMPERATURE - WATERPROOF WITH FILLER, 1979 01 10|A f
N ESA-M1C47-A GREASE, LONG LIFE, GENERAL CHASSIS, (NOT TO BE USED 1982 08 27| a P
FOR NEW DESIGN, USE ESA-M1C75-B)
ESA-M1C75-B GREASE, GENERAL CHASSIS, LONG LIFE LUBRICATION 1983 09 01(A e f r
(POLYETHYLENE AND MOLYBDENUM DISULFIDE
ADDITIVES),
ESA-M1C79-A  GREASE, TETRAFLUOROETHYLENE PLUS ORGANIC PHOSPHATE ADDITIVES, 1989 10 25|A
ESA-M1C92-A  GREASE, GENERAL CHASSIS, LIFETIME LUBRICATION, 1980 11 17|A  f
N ESB-M1C93-A GREASE, POLYETHYLENE, (NOT TO BE USED FOR NEW DESIGN, USE ESB-M1C93-B) 1979 01 17|A p
ESB-M1C93-B GREASE, LITHIUM BASE - POLYETHYLENE ADDITIVE - NLGI #2, 1985 10 09| A
ESB-M1C99-A PETROLATUM, PALE YELLOW, 1978 05 26| A
ESA-M1C100-A  GREASE, MOLYBDENUM DISULFIDE ADDED, AUTOMATIC BRAKE ADJUSTING SCREW, 1980 04 15|A
ESE-M1C104-A GREASE, NLGI NO.2 - HIGH TEMPERATURE, (BRAZIL ONLY), 1978 07 19|a E
ESB-M1C105-A  GREASE, REDUCED POLYETHYLENE, 1978 04 25|A
ESB-M1C106-A GREASE, REDUCED POLYETHYLENE 1-3, 1978 04 25|A
N  ESB-M1C111-A  GREASE, 15% TEFLON, (NOT TO BE USED FOR NEW DESIGN, USE ESB-M1C111-B) 1978 04 25| A
ESB-M1C111-B  GREASE, LITHIUM SOAP BASE, ZINC OXIDE FILLER, 15% 1985 10 09| A
PTFE ADDITIVE, NLGI #1,
N ESB-M1C112-A  GREASE, 8% MOLYBDENUM DISULFIDE ADDITIVE, (NOT TO BE 1978 04 28| A
USED FOR NEW DESIGN, USE ESB-M1C112-B)
ESB-M1C112-B  GREASE, CALCIUM COMPLEX - 8% MOLYBDENUM DISULFIDE ADDITIVE, 1985 10 09| A
ESW-M1C115-A  PETROLATUM, NLGI NO. 5 GRADE, 1978 06 12 P
ESE-M1C117-A  GREASE, WATER PUMP LUBRICANT, 1978 07 19| E
N ESB-M1C119-A  GREASE, LONG LIFE - LOW TEMPERATURE PERFORMANCE, (NOT 1978 05 26(|A  f
TO BE USED FOR NEW DESIGN, USE ESB-M1C119-B)
ESB-M1C119-B  GREASE, LITHIUM BASE - LONG LIFE - LOW TEMPERATURE 1985 10 09(|A  f
PERFORMANCE - NLGI #1,
ESF-M1C134-A  GREASE, SILICONE DAMPING, 1978 06 12 F
ESW-M1C142-A  GREASE, AIR PUMP BALL BEARING, 1978 06 12a
ESF-M1C142-B  GREASE, ALTERNATOR BEARINGS, 1986 08 22
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ESF-M1C142-B2 GREASE, ALTERNATOR BEARINGS, 1987 12 01 F
ESF-M1C142-B3 GREASE, SYNTHETIC, ALTERNATOR BEARINGS, 1990 07 11 F
ESF-M1C142-B4 GREASE, SYNTHETIC, ALTERNATOR BEARINGS, 1990 07 11 F
ESW-M1C144-A GREASE, NEEDLE BEARING, 1978 06 12 P
WSS-M1C147-B GREASE, UNIVERSAL JOINT, 1999 11 22 P
ESF-M1C148-A1 GREASE, LITHIUM SOAP, SILICONE, 1994 08 31 F
ESA-M1C150-A GREASE, FOR ELECTRICAL SWITCHES, 1979 01 10|A
ESA-M1C152-A GREASE, SYNTHETIC LUBRICANT, 1980 07 10|A f
ESA-M1C156-A  GREASE, BENTONE/LITHIUM SOAP BASE, 1979 01 10| A
ESR-M1C159-A  GREASE, GENERAL PURPOSE BODY, 1978 11 17 R
ESF-M1C160-A  GREASE, LITHIUM SOAP - NLGI #1, 1978 03 09 F
WSA-M1C160-D GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2, 1993 10 27|A
WSB-M1C160-D2 GREASE, LITHIUM SOAP, EXTREME PRESSURE, NLGI 2, (SHOWN ON WSA-M1C160-D) 1993 10 27|A
ESB-M1C161-B GREASE, SYNTHETIC - HIGH TEMPERATURE, 1985 10 09| A
ESB-M1C162-A PETROLATUM, ANTI-SQUEAK COMPQUND, 1983 09 22| A
N ESB-M1C163-A GREASE, LOW TEMPERATURE, (CALCIUM 12 HYDROXY 1978 05 26| A f p
STEARATE), (NOT TO BE USED FOR NEW DESIGN, USE
ESB-M1C163-B)
N  ESB-M1C163-B GREASE, CALCIUM 12 HYDROXY STEARATE - LOW TEMPERATURE 1985 10 09| A
- NLGI #2, (NOT TO BE USED FOR NEW DESIGN, USE
ESB-M1C163-C)
ESB-M1C163-C  GREASE, CALCIUM 12 HYDROXY STEARATE, LOW TEMPERATURE, NLGI 2, 1991 09 04|A  f p
WSB-M1C163-D GREASE, CALCIUM 12 HYDROXY STEARATE, LOW TEMPERATURE, NLGI 2, 1993 05 25| A g p
ESA-M1C165-A GREASE, HIGH TEMPERATURE, ANTI-FRICTION, LITHIUM HYDROXY TYPE, 1991 12 06|a E
ESW-M1C168-A GREASE, INORGANIC, HIGH MELTING POINT - NLGI #2, 1978 10 04 P
ESA-M1C170-A GREASE, FOR ELECTRICAL SWITCHES - SYNTHETIC, 1979 01 10|A
ESE-M1C171-A GREASE - SILICONE, 1995 12 15(a E f r
ESE-M1C171-A2 GREASE, SILICONE - CONTAINS FLUORESCENT DYE, (SHOWN ON ESE-M1C171-A) 1995 12 15 E
WSS-M1C171-A3  GREASE, SILICONE, NLGI GRADE 2, 2000 01 14|A
ESA-M1C172-A  GREASE, CORROSION CONTROL LUBRICANT, 1979 01 10| A
ESL-M1C173-A  GREASE, HIGH TEMPERATURE - NLGI NO. 2, 1979 09 12| A
ESH-M1C176-A GREASE, SYNTHETIC, SEMI-FLUID, 1979 08 16 F
ESA-M1C178-A GREASE, LITHIUM BASE - MINERAL OIL, 1979 01 10|A p
WSE-M1C180-B GREASE, POLYUREA, NLGI GRADE 2, 1999 08 09 E
ESA-M1C181-A SILICONE GREASE, 1980 05 16(A
ESB-M1C185-B GREASE, CALCIUM COMPLEX - POLYMER ADDITIVE - HIGH 1985 10 09| A
TEMPERATURE - NLGI #1,
ESP-M1C187-A GREASE, LONG LIFE LUBRICATION - MOLYBDENUM DISULFIDE 1984 01 04| a P
ADDITIVE - CONSTANT VELOCITY JOIN,
N ESB-M1C188-A GREASE, LOW TEMPERATURE LITHIUM BASE, (NOT TO BE USED 1980 12 11| A
FOR NEW DESIGN, USE ESB-M1C188-B)
ESB-M1C188-B  GREASE, LITHIUM BASE - LOW TEMPERATURE, 1985 10 09| A
ESL-M1C193-A GREASE, ALUMINUM COMPLEX - LOW TEMPERATURE, 1982 07 13|A
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ESA-M1C194-A  GREASE, POLYMER THICKENED - MOLYBDENUM DISULFIDE ADDED, 1982 08 06| A
ESA-M1C196-A2 GREASE, CALCIUM SOAP - LOW TEMPERATURE TORQUE, (SHOWN ON ESA-M1C196-A1) 2000 11 28| A
ESA-M1C198-A GREASE, LITHIUM COMPLEX SOAP - LUBED-FOR-LIFE WHEEL BEARINGS, 1982 11 19(A
ESB-M1C199-A GREASE, LITHIUM BASE - POLYETHYLENE ADDITIVE - NLGI 1982 07 10|A
NO. 2 - SOLVENT REDUCED,
ESA-M1C200-A GREASE, SILICONE, PTFE ADDITIVE, 1998 03 20| A f
ESA-M1C200-A2 GREASE, SILICONE, PTFE ADDITIVE, 1998 03 20| A
ESB-M1C203-A GREASE, INORGANIC GEL - SYNTHETIC HYDROCARBON OIL - NLGI #1, 1984 03 07|A g
ESP-M1C204-B  GREASE, SYNTHETIC - POLYESTER BASE - INORGANIC THICKENER, 1984 06 19| a P
ESE-M1C206-A GREASE, SYNTHETIC HYDROCARBON FLUID - NON SOAP BASE, 1984 09 11| a
ESP-M1C207-A  GREASE, LONG LIFE LUBRICATION - HIGH TEMPERATURE 1985 0424|a | Pr
RESISTANCE, CONSTANT VELOCITY JOINT,
WSB-M1C208-A1 GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE - HIGH 1984 04 03|A
TEMPERATURE - NLGI #1,
WSB-M1C208-A2 GREASE, LITHIUM COMPLEX - POLYMER ADDITIVE - HIGH 1984 04 03|A
TEMPERATURE - NLGI #2, (SHOWN ON WSB-M1C208-A1)
ESA-M1C212-A GREASE, SYNTHETIC, ELECTRICAL, 1990 02 23|A
ESA-M1C213-A GREASE, LITHIUM 12 HYDROXYSTEARATE - POLYMER ADDITIVE 1987 09 18(A
- EXTREME PRESSURE - NLGI #1,
ESF-M1C214-A GREASE, LOW OIL SEPARATION, 1987 12 01 F
ESP-M1C215-A  GREASE, CALCIUM COMPLEX - LONG LIFE LUBRICATION, 1987 02 18 P
CONSTANT VELOCITY JOINT,
ESP-M1C216-A  GREASE, LITHIUM COMPLEX - LONG LIFE LUBRICATION - 1987 05 14 P
MOLYBDENUM DISULFIDE ADDITIVE, CONSTANT
VELOCITY JOINT,
ESP-M1C216-A2 GREASE, LITHIUM COMPLEX-LONG LIFE 1987 05 14 P
LUBRICATION-MOLYBDENUM DISULFIDE ADDITIVE,
CONSTANT VELOCITY JOINT, (SHOWN ON
ESP-M1C216-A)

N ESF-M1C218-A GREASE, PTFE, LIGHT CONSISTENCY, (NOT TO BE USED FOR NEW DESIGN) 1991 04 18 Fg
WSF-M1C218-B GREASE, PFTE, LIGHT CONSISTENCY, 1993 05 28 F
WSG-M1C218-B2 GREASE, PFTE, LIGHT CONSISTENCY, 1994 06 30 G
ESA-M1C221-A  GREASE, MULTIPLE FLUID BASED - ORGANIC THICKENER, 1988 06 17|A

ESP-M1C224-A  GREASE, SEAL PRELUBE, MOLYBDENUM DISULFIDE ADDITIVES, 1989 06 28 P
WSD-M1C226-A INDUSTRIAL PETROLATUM, 1992 10 30(A p
WSD-M1C227-A GREASE, LONG LIFE, NLGI 2, 1992 10 30(|A f pr
WSD-M1C228-A GREASE, LITHIUM COMPLEX, NLGI 2, 1992 10 30(A p

ESF-M1C229-A GREASE, FLUORINATED LUBRICANT, 1993 10 29| a Fg
WSS-M1C229-A2 GREASE, FLUORINATED LUBRICANT, 1997 03 10
WSD-M1C230-A GREASE, MOLYBDENUM DISULFIDE, CV JOINTS, 1992 10 26|A pr
WSH-M1C231-B LUBRICANT, POLYALKYLENE GLYCOL, 1997 11 21| a F r
WST-M1C231-B2 LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON WSH-M1C231-B) 1997 11 21|A
WSS-M1C231-B3  LUBRICANT, POLYALKYLENE GLYCOL, (SHOWN ON WSH-M1C231-B) 1997 11 21 F
ESA-M1C232-A  GREASE, LITHIUM BASE, SYNTHETIC OIL, LOW TEMPERATURE, 1990 09 20|A  f
WSB-M1C233-A GREASE, ZINC OXIDE FILLED, LITHIUM SOAP, POLYMER 1991 02 14|A

ADDITIVE, ELECTRICAL, NLGI 1.5,
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