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T DATE [AEFGJ|PRSUZ
ESE-M2D8-B SILICONE RUBBER, HIGH TEAR-HIGH TEMPERATURE, RECYCLING SYMBOL: >VMQ< 1995 11 03] E
WSS-M2D8-B2 SILICONE RUBBER, HIGH TEAR-HIGH TEMPERATURE, RECYCLING SYMBOL: >VMQ< 1996 03 25 E
ESA-M2D17-B HOSE, HIGH EXPANSION, POWER STEERING PRESSURE, RECYCLING SYMBOL: >CR< 1986 12 19(A
WSB-M2D49-A2 COATING, WEATHERSTRIP, 1906 12 02|A ]
ESA-M2D50-A HOSE, REINFORCED RUBBER, FUEL LINE, RECYCLING SYMBOL: >NBR< 1979 01 10|A
ESA-M2D50-B TUBE, UNREINFORCED RUBBER, FUEL LINE, RECYCLING SYMBOL: >NBR< 1979 01 10|A e
ESA-M2D52-A HOSE, HIGH TEMPERATURE - LOW PRESSURE - OIL RESISTANT 1979 12 17|A
RECYCLING SYMBOL: >NBR<
ESE-M2D53-A2 FLUOROELASTOMER, OIL SEAL - VALVE STEM - HIGH HEAT - 1983 0509| E
ABRASION RESISTANT, RECYCLING SYMBOL: >FPM<
WSE-M2D53-A4 FLUOROELASTOMER (FKM), VALVE STEM SEAL, RECYCLING SYMBOL: >FKM< 1993 11 16| E
WSS-M2D53-B3 FLUOROELASTOMER, OIL SEAL, VALVE STEM-HIGH 1998 03 16| A
HEAT-IMPROVED OIL AND ABRASION RESISTANCE,
RECYCLING SYMBOL: >FKM<
ESB-M2D67-A NEOPRENE, LATEX, DIP COATING, RECYCLING SYMBOL: >CR< 1978 04 28| A
ESA-M2D69-A RUBBER, NEOPRENE LATEX - COATING - OIL RESISTANT, RECYCLING SYMBOL: >CR< 1979 01 10|A f
ESF-M2D74-A NITRILE BUTADIENE RUBBER, HARD CELLULAR COMPOUND - 1983 12 13|a E
FUEL RESISTANT, RECYCLING SYMBOL: >NBR<
EST-M2D81-A HOSE, MEDIUM PRESSURE, HIGH TEMPERATURE OIL RESISTANT 1978 08 30| A
ONE WIRE BRAID, RECYCLING SYMBOL: >CR<
ESF-M2D93-A  FLUOROCARBON ELASTOMER, RECYCLING SYMBOL: >FPM< 1978 11 15| E
ESP-M2D96-C  OIL SEAL, SILICONE RUBBER - INCREASED TEAR STRENGTH - 1981 03 02 P
IMPROVED REVERSION RESISTANCE, RECYCLING
SYMBOL: >VMQ<
ESW-M2D100-A OIL SEAL, NITRILE BUTADIENE RUBBER, AUTOMOTIVE 1980 11 03| a F
TRANSMISSION, HIGH TEMPERATURE SERVICE,
RECYCLING SYMBOL: >NBR<
ESA-M2D110-B RUBBER, BOOT - SEVERE COLD SERVICE, 1979 06 11|A
ESA-M2D110-C RUBBER, BOOT - SEVERE COLD SERVICE, 1979 01 10|A
ESB-M2D114-A RUBBER, SCRAP TIRE CASING, 1978 10 06|A e
ESA-M2D119-A RUBBER, TIRE CASING - MASTICATED, (NOT TO BE USED FOR 1996 11 12|A
NEW DESIGN, USE WSS-M2D492-A1)
ESA-M2D122-A  HOSE, LOW PRESSURE, POWER STEERING, RECYCLING SYMBOL: >NBR.CR< 1979 01 10| A
ESF-M2D129-A FLOUROSILICONE RUBBER, 50 DUROMETER “A” HARDNESS, 1978 1115|a e F g
RECYCLING SYMBOL: >FMQ<
ESP-M2D130-A2 ETHYLENE ACRYLIC RUBBER, LOW TEMPERATURE RESISTANT - 1985 10 22 P
TEAR RESISTANT, OIL SEAL,
ESA-M2D130-A3 ETHYLENE ACRYLIC RUBBER, OIL SEAL, RECYCLING 1984 07 17|A
SYMBOL: >EAM< (NOT TO BE USED FOR NEW DESIGN)
ESE-M2D147-A HOSE, RUBBER - OZONE RESISTANT COVER, RECYCLING SYMBOL: >NBR,CR< 1978 07 14 E
ESB-M2D155-A RUBBER SPONGE, SHEET, CLOSED CELL RECLAIMED, RECYCLING SYMBOL: >CR< 1989 11 08|A
ESE-M2D158-A TUBING, CHLOROSULFONATED POLYETHYLENE, RUBBER, RECYCLING SYMBOL: >CSM< 1978 07 14| a E
ESE-M2D158-B RUBBER, CHLOROSULFONATED POLYETHYLENE - LOW 1978 11 08 E f
EXTRACTABLES, RECYCLING SYMBOL: >CSM<
ESE-M2D164-A  HOSE, EPDM RUBBER, RECYCLING SYMBOL: >EPDM< 1980 07 28| E
ESE-M2D165-B  RUBBER GROMMETS, EMISSION VALVE - OIL, HEAT AND OZONE RESISTANT, 1978 07 14| E
ESP-M2D166-A2 ACRYLONITRILE RUBBER, DUST SEAL, RECYCLING SYMBOL: >NBR< 1988 03 01 P
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ESB-M2D175-A  TUBING, UNREINFORCED EPDM, VACUUM LINE, RECYCLING SYMBOL: >EPDM< 1978 09 25[ A
ESA-M2D183-B NEOPRENE, VACUUM FITTING - MOLDED, RECYCLING SYMBOL: >CR< 1979 01 10|A
WSB-M2D189-A2 WEATHERSTRIP, EXPANDED EPDM, CLOSED CELL, 1998 12 02| A j
ESE-M2D190-A SEAL, RADIATOR CAP - NBR, RECYCLING SYMBOL: >NBR<« 1979 01 23 F
ESH-M2D190-B1 SEAL, RADIATOR CAP - NBR - ETHYLENE GLYCOL RESISTANT, 1991 02 20 F
LATHE CUT, RECYCLING SYMBOL: >NBR<
ESH-M2D190-B2 SEAL, RADIATOR CAP - NBR - ETHYLENE GLYCOL RESISTANT, 1991 02 20 F
MOLDED, RECYCLING SYMBOL: >NBR< (SHOWN ON
ESH-M2D190-B1)
ESH-M2D190-B3 SEAL, RADIATOR CAP - NBR - ETHYLENE GLYCOL RESISTANT, 1991 02 20 F
DIE CUT, RECYCLING SYMBOL: >NBR< (SHOWN ON
ESH-M2D190-B1)
ESA-M2D191-B  HOSE, EPDM, HEATER, RECYCLING SYMBOL: >EPDM< (NOT TO 1982 04 19 F
BE USED FOR NEW DESIGN)
ESA-M2D197-A1 THERMOPLASTIC POLYURETHANE ELASTOMER, 80 DUROMETER A 1987 12 16| A
HARDNESS, RECYCLING SYMBOL: >TPUR<
ESA-M2D198-A THERMOPLASTIC POLYURETHANE ELASTOMER, 55 DUROMETER D 1987 12 16|A
HARDNESS, RECYCLING SYMBOL: >TPUR< (SHOWN ON
ESA-M2D197-A1)
WSB-M2D203-A2 POLYURETHANE FOAM (PUR), INTEGRAL SKIN PAINTED FORMED 1993 11 10|A
ASSEMBLY, NON-CRITICAL AREAS, FUNCTIONAL PARTS,
RECYCLING SYMBOL: >PUR<
ESA-M2D213-A POLYURETHANE MOLDING COMPOUND, ETHER BASED, RECYCLING SYMBOL: >PUR< 1993 02 02|A
ESF-M2D218-A  EPICHLOROHYDRIN RUBBER, FUEL RESISTANT, RECYCLING SYMBOL: >ECO< 1980 04 08| E
ESB-M2D221-A  POLYURETHANE FOAM, HIGH RESILIENCE - 38 KG/M3, RECYCLING SYMBOL: >PUR< 1981 03 16| A
ESB-M2D221-B POLYURETHANE FOAM, HIGH RESILIENCE - 34 KG/CU M, 1981 03 16| A
RECYCLING SYMBOL: >PUR< (SHOWN ON ESB-M2D221-A)
ESB-M2D221-C POLYURETHANE FOAM, HIGH RESILIENCE - 27 KG/CU M, 1981 03 16|A
RECYCLING SYMBOL: »PUR< (SHOWN ON ESB-M2D221-A)
ESB-M2D221-D POLYURETHANE FOAM, HIGH LOAD BEARING - 42 KG/CU M, 1984 08 29| A
RECYCLING SYMBOL: >PUR<
ESA-M2D223-A RUBBER, ENGINE MOUNTS - INSULATOR, 1979 01 10|A
ESE-M2D224-A POLYURETHANE FOAM, OPEN CELL - RETICULATED, RECYCLING SYMBOL: >PUR< 1990 09 12 E g
WSS-M2D224-B1 POLYRURETHANE FOAM, OPEN CELL-RETICULATED, FILTER, 1999 12 09 F
ESB-M2D226-A1 EPDM RUBBER, EXTERIOR - COLOR PIGMENTED, RECYCLING SYMBOL: >EPDM< 1979 09 19| A
ESF-M2D228-A  SILICONE ELASTOMER, VERY LOW STRENGTH, RECYCLING SYMBOL: >VMQ< 1991 04 15| A g
ESW-M2D230-A1 ELASTOMER, POLYESTER, MOLDING COMPOUND, RECYCLING SYMBOL: >TEEE< 1993 11 10| A f
ESW-M2D230-A2 ELASTOMER, POLYESTER, MOLDING COMPOUND, RECYCLING 1993 11 10|A p
ESW-M2D230-A3 ELASTOMER, POLYESTER, MOLDING COMPOUND, RECYCLING 1993 11 10|A
SYMBOL: >TEEE< (SHOWN ON ESW-M2D230-A1)
ESW-M2D230-A4 ELASTOMER, POLYESTER, MOLDING COMPOUND, RECYCLING 1993 11 10|A
SYMBOL: >TEEE< (SHOWN ON ESW-M2D230-A1)
ESH-M2D230-A5 ELASTOMER, POLYESTER - EXTRUSION GRADE, RECYCLING SYMBOL: >TEEE< 1981 01 08| a F
ESA-M2D230-A7 ELASTOMER, POLYESTER - BLOW MOLDING COMPOUND, RECYCLING SYMBOL: sTEEE<  [1982 02 12[A
ESE-M2D232-A  EPICHLOROHYDRIN RUBBER, 70 DUROMETER “A” HARDNESS, 1978 07 17| E
RECYCLING SYMBOL: >ECO<
ESW-M2D234-A  POLYURETHANE MOLDING COMPOUND, MODIFIED-POLYETHER 1982 02 03| A
BASED, RECYCLING SYMBOL: >PUR<
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