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A SPEC | RESPONSIBLE/USING
c SPECIFICATION SPECIFICATION TITLE REVISED ACTIVITIES
T DATE (AEFGJ[PRSUZ
WSB-M4D831-A  THERMOPLASTIC POLYURETHANE ELASTOMER (TPUR), 65 1991 09 20| A
DUROMETER HARDNESS MOLDING COMPOUND, RECYCLING
SYMBOL: >TPUR<
WSH-M4D832-A POLYPROPYLENE (PP) HOMOPOLYMER, 10% WOLLASTONITE 1993 03 19
FILLED MOLDING COMPOUND, RECYCLING
SYMBOL: >PP-M10<
WSB-M4D833-A ACRYLONITRILE STYRENE ACRYLATE (ASA), MEDIUM HEAT 1999 03 19|A
RESISTANT MOLDING COMPOUND, EXTERIOR, RECYCLING
SYMBOL: >ASA<
WSB-M4D834-A POLYPROPYLENE (PP), 15% GLASS SPHERE REINFORCED, HEAT 1991 11 14|A
STABILIZED MOLDING COMPOUND, RECYCLING
SYMBOL: >PP-GB15<
WSB-M4D835-A  POLYARYLSULFONE (PAS) MOLDING COMPOUND, RECYCLING SYMBOL: >PAS< 1992 02 03| A
WSK-M4D836-A  ABS, HIGH HEAT, ELECTROPLATING GRADE MOLDING COMPOUND 1992 04 01| A
RECYCLING SYMBOL: >ABS<
WSK-M4D837-A POLYBUTYLENE TEREPHTHALATE (PBT), 20% GLASS SPHERE 1992 03 02| A
FILLED MOLDING COMPOUND, RECYCLING
SYMBOL: >PBT-GB20<
WSK-M4D838-A POLYETHERETHERKETONE (PEEK), SELFEXTINGUISHING (SE) 1995 05 02| A
MOLDING COMPOUND, RECYCLING SYMBOL: >PEEK<
WSK-M4D839-A  ACETAL (POM) COPOLYMER, ELASTOMER MODIFIED MOLDING 1994 12 01]|A
COMPOUND, EXTERIOR, RECYCLING SYMBOL: >POM<
WSK-M4D840-A1 ACETAL (POM) COPOLYMER, MELT FLOW RATE 5 - 11, 1995 06 01|A r
INTERIOR, RECYCLING SYMBOL: >POM<
WSK-M4DB40-A2 ACETAL (POM) COPOLYMER, MELT FLOW RATE 11 - 16, 1995 06 01| A
INTERIOR, RECYCLING SYMBOL: >POM< (SHOWN ON
WSK-M4D840-A1)
WSK-M4D840-A3 POLYMER, MELT FLOW RATE 29 - 35, INTERIOR, RECYCLING 1995 06 01| A
SYMBOL: >POM< (SHOWN ON WSK-M4D840-A1)
WSB-M4D840-A4 ACETAL (POM) COPOLYMER, MELT FLOW RATE 1.8 - 4.0, 1995 06 12| A
INTERIOR, RECYCLING SYMBOL: >POM<
WSB-M4D841-A POLYPROPYLENE (PP) COPOLYMER, 15% MINERAL FILLED, 1992 03 17| A
COLOR PIGMENTED, INTERIOR, RECYCLING
SYMBOL: >PP-TD15<
WSB-M4D841-A2 POLYPROPYLENE (PP) COPOLYMER, 16% MINERAL FILLED 1992 07 09|A
MOLDING COMPOUND, RECYCLING SYMBOL: >PP-TD16<
WSB-M4D841-A3 POLYPROPYLENE (PP) COPOLYMER, 13% MINERAL FILLED, 1994 11 02|A
COLOR PIGMENTED, INTERIOR, RECYCLING
SYMBOL: >PP-TD13<
WSS-M4D841-A4 POLYPROPYLENE (PP) COPOLYMER, 11-17% MINERAL FILLED, 1997 12 01| A
HIGH MELT FLOW MOLDING COMPOUND, INTERIOR DOOR
TRIM, RECYCLING SYMBOL: >PP+TD15<
WSS-M4D841-A5 POLYPROPYLENE (PP) COPOLYMER, 11-17% MINERAL FILLED, 1999 07 06| A
PCR,
WSB-M4D842-A POLYPROPYLENE (PP) COPOLYMER, 26% MINERAL FILLED, 1992 03 17| A
COLOR PIGMENTED, INTERIOR, RECYCLING
SYMBOL: >PP-TD26<
WSP-M4D843-A POLYPHTHALAMIDE (PPA), 33% GLASS FIBER REINFORCED 1993 01 27| a P
MOLDING COMPOUND, RECYCLING SYMBOL: >PPA-GF34<
WSK-M4D843-A2 POLYPHTHALAMIDE (PPA), IMPACT MODIFIED, 34% GLASS 1994 09 01]|A
FIBER REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PPA-GF34<
WSB-M4D844-A1  POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS), 1994 11 17|A
MOLDING COMPOUND, GENERAL PURPOSE GRADE,
RECYCLING SYMBOL: >PPE+PS<
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é SPECIFICATION
¢ NUMBER

SPECIFICATION TITLE

SPEC
REVISED

RESPONSIBLE/USING

ACTIVITIES

DATE

AEFGJ/IPRSUZ

WSB-M4D844-A2

WSB-M4D844-A3

WSB-M4D844-A4

WSB-M4D844-A5

WSB-M4D844-A6

WSK-M4D844-A7

WSB-M4D844-A8

WSK-M4D844-A9

WSB-M4D844-A10

WSB-M4D844-A11

WSB-M4D845-A

WSF-M4D846-A

WSB-M4D847-A

WSK-M4D848-A

WSK-M4D849-A

WSK-M4D850-A

WSK-M4D851-A
WSS-M4D851-A2

WSK-M4D852-A

WSB-M4D853-A

WSB-M4D854-A1

WSB-M4D854-A2

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<
(SHOWN ON WSB-M4D844-A1)

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS)
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<
(SHOWN ON WSB-M4D844-A1)

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS)
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<
(SHOWN ON WSB-M4D844-A1)

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS)
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<
(SHOWN ON WSB-M4D844-A1)

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS)
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<
(SHOWN ON WSB-M4D844-A1)

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
HIGH HEAT MOLDING COMPOUND, RECYCLING
SYMBOL: >PPE+PS<

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
IMPACT RESISTANT MOLDING COMPOUND, RECYCLING
SYMBOL: >PPE+PS<

POLYPHENYLENE ETHER+POLYSTYRENE (PPE+PS), BLOW
MOLDING COMPOUND, RECYCLING SYMBOL: >PPE+PS<

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
MOLDING COMPUND, RECYCLING SYMBOL: >PPE+PS<

THERMOPLASTIC POLYOLEFIN ELASTOMER (TEO), 5% MINERAL
FILLED MOLDING COMPOUND, INTERIOR, RECYCLING
SYMBOL: >PP+EPDM<

POLYAMIDE 46 (PA46), HEAT STABILIZED, 40% GLASS
FIBER REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PA46-GF40<

POLYVINYL BUTYRAL (PVB) FILM, BONDING, REFRIGERATED,
RECYCLING SYMBOL: >PVB<

POLYCARBONATE+POLYBUTYLENE TEREPHTHALATE BLEND
(PC+PBT) SHEET, 30% LONG GLASS FIBER
REINFORCED, RECYCLING SYMBOL: >PC+PBT-GF30<

POLYAMIDE 6 (PA6), 30% MINERAL REINFORCED MOLDING
COMPOUND, RECYCLING SYMBOL: >PA6-M30<

POLYAMIDE 66 (PA66), 60% GLASS FIBER REINFORCED
MOLDING COMPOUND, RECYCLING SYMBOL: >PA66-GF60<

POLYPROPYLENE (PP) FOAM, CLOSED CELL, 55 KG/M3
DENSITY, RECYCLING SYMBOL: >PP<

POLYPROPYLENE (PP) FOAM, PHYSICALLY CROSSLINKED,
CLOSED CELL, 40 KG/M3, RECYCLING SYMBOL: >PP<

ACETAL (POM) COPOLYMER, MOLYBDENUM DISULPHIDE FILLED
MOLDING COMPOUND, RECYCLING SYMBOL: >POM<

THERMOPLASTIC POLYURETHANE ELASTOMER (TPUR), IMPACT
MODIFIED, 20% MINERAL FILLED MOLDING COMPOUND,

POLYPROPYLENE (PP), 30% GLASS FIBER REINFORCED
REMANUFACTURED COMPOUND, RECYCLING
SYMBOL: >PP-GF30<

POLYPROPYLENE (PP), 40% GLASS FIBER REINFORCED
REMANUFACTURED COMPOUND, RECYCLING
SYMBOL: >PP-GF40<

1994 11 17

1994 11 17

1994 11 17

1994 11 17

1994 11 17

1992 12 01

1993 03 27

2001 06 22

1997 09 24

1994 11 17

1992 05 04

1992 04 16

1992 05 01

1992 05 01

1992 09 01

1992 08 03

1992 10 01

1996 05 31

1992 10 01

1992 10 10

1995 05 03

1993 08 02

A

Materials Engineering Testing & Standards

Documents
Copyright by the Ford Motor Company

Fri Aug 26 13:30:56 2016
Full document details: FORD EMS INDEX VOL 7E 2002


http://www.avadocuments.com/doc/ford-ems-index-vol-7e-2002
http://www.avadocuments.com/doc/ford-ems-index-vol-7e-2002

Product Material Specifications and Standards

2002-02-01

VOLUME 7E
PAGE 3

é SPECIFICATION
¢ NUMBER

SPECIFICATION TITLE

SPEC
REVISED

RESPONSIBLE/USING

ACTIVITIES

DATE

AEFGJ/IPRSUZ

WSS-M4D854-A4

WSK-M4D855-A

WSK-M4D855-A2

WSK-M4D856-A1

WSK-M4D857-A

WSB-M4D857-A2

WSS-M4D857-A3

WSK-M4D858-A

WSK-M4D858-A2

WSB-M4D860-A

WSB-M4D861-A

WSK-M4D861-A2

WSB-M4D862-A

WSK-M4D864-A3

WSB-M4D865-A

WSB-M4D865-A2

WSB-M4D866-A1

WSB-M4D866-A2

WSB-M4D867-A

WSB-M4D868-A

POLYPROPYLENE (PP), 30% GLASS FIBER REINFORCED
MOLDING COMPOUND, 25% MINIMUM RECYCLED CONTENT
RECYCLING SYMBOL: >PP-GF30<

POLYPROPYLENE (PP) HOMOPOLYMER, 20% MINERAL/GLASS
FIBER FILLED/REINFORCED MOLDING COMPOUND,
RECYCLING SYMBOL: >PP-(K+GF)20<

POLYPROPYLENE (PP) HOMOPOLYMER, 20% MINERAL/GLASS
FIBER REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PP-(K+GF)20<

POLYPHENYLENE ETHER+POLYSTYRENE BLEND (PPE+PS),
BLOW MOLDING COMPOUND, PAINTABLE, RECYCLING
SYMBOL: >PPE+PS<

STYRENE MALEIC ANHYDRIDE (SMA) COPOLYMER, RUBBER
MODIFIED, 15% GLASS FIBER REINFORCED MOLDING
COMPOUND, RECYCLING SYMBOL: >SMA+GF15<

STYRENE MALEIC ANHYDRIDE COPOLYMER (SMA), RUBBER
MODIFIED, 16% GLASS FIBER REINFORCED MOLDING
COMPOUND, RECYCLING SYMBOL: >SMA-GF16<

STYRENE MALEIC ANHYDRIDE COPOLYMER (SMA), RUBBER
MODIFIED, 16% GLASS FIBER REINFORCED MOLDING
COMPOUND, RECYCLING SYMBOL: >SMA-GF16<

POLYCARBONATE+POLYBUTYLENE TEREPHTHALATE BLEND
(PC+PBT), MODIFIED MOLDING COMPOUND, RECYCLATE,
RECYCLING SYMBOL: >PC+PBT<

POLYCARBONATE+POLYBUTYLENE TEREPHTHALATE BLEND
(PC+PBT), MODIFIED MOLDING COMPOUND, RECYCLATE,
UV STABILIZED, EXTERIOR, RECYCLING

SYMBOL: >PC+PBT<

ACETAL (POM) COPOLYMER, 25% MINERAL FILLED MOLDING
COMPOUND, RECYCLING SYMBOL: >POM-K25<

POLYPHTHALAMIDE (PPA), 45% GLASS FIBER REINFORCED
HEAT STABILIZED MOLDING COMPOUND, RECYCLING
SYMBOL: >PPA-GF45<

POLYPHTHALAMIDE (PPA), IMPACT MODIFIED, 45% GLASS
FIBER REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PPA-GF45<

THERMOPLASTIC POLYURETHANE ELASTOMER (TPUR), 60 D
HARDNESS, 15% GLASS FIBER REINFORCED MOLDING
COMPOUND, RECYCLING SYMBOL: >TPUR-GF15<

ABS, GENERAL PURPOSE, RECOMPOUNDED MOLDING COMPOUND,
RECYCLING SYMBOL: >ABS<

POLYPROPYLENE (PP) HOMOPOLYMER, 40% LONG GLASS FIBER
REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >PP-GF40<

POLYPROPYLENE (PP) HOMOPOLYMER, 50% LONG GLASS FIBER
SYMBOL: >PP<

ABS+POLYCARBONATE (ABS+PC) MOLDING COMPOUND,
RECYCLING SYMBOL: >ABS+PC<

ABS+POLYCARBONATE (ABS+PC) MOLDING COMPOUND,
RECYCLING SYMBOL: >ABS+PC< (SHOWN ON
WSB-M4D866-A1)

ABS+POLYCARBONATE (ABS+PC), 10% GLASS FIBER
REINFORCED MOLDING COMPOUND, RECYCLING
SYMBOL: >ABS+PC-GF10<

POLYETHYLENE TEREPHTHALATE (PET), 37% GLASS FIBER
REINFORCED MOLDING COMPOUND, PAINTABLE,
RECYCLING SYMBOL: >PET-GF37<

1998 12 14

1996 10 18

1993 07 01

1993 04 01

1993 08 02

2001 04 27

2001 04 27

1993 03 01

1993 11 02

1992 11 21

1992 11 05

1994 09 01

1992 12 01

1999 10 22

1995 02 15

1994 10 25

1992 12 16

1992 12 16

1993 01 04

1993 01 05

A
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