ENGINEERING MATERTIAL SPECIFICATION

Material Name

GREASE, TETRA-FLUORCETHYLENE PLUS

Specification Number

ORGANIC PHOSPHATE ADDITIVES

1. SCOPE

ESA-M1C79-A

The material defined by this specification is a grease consisting of a
uniform blend of refined minerzl oil, bentonite thickener, zinc oxide,

tetra-fluoroethylene, and organic phosphate additives.

This grease shall

be a homogeneous product, free from oil separation, abrasive fillers, and
nen-corrosive to the lubricated parts in service.

2.  APPLICATION

This specification was released originally for grease used as a lubricant

between the rod and seal

3. REQUIREMENTS

of the power steering cylinder.

3.1 MOISTURE, max 0.25 &
(ASTM D 95)

3.2 ADDITIVES, max 45.0 %
(ASTM D 128)
3.2.1 Bentonite 5-8%
3.2.2 Zinc Oxides 1-3%
3.2.3 Tetra-Fluoroethylene Powder 14 - 16 %

(7 micron average)

3.2.4 Organic Phosphate Ester, max 2.0 %

calculated

as phosphorous

Shall consist of a long chain alcohol ester of which 90 &
shall be the caprylic alcohol ester.

3.3 DROPPING POINT, min

(ASTM D 566)

3.4 MINERAL OIL REQUIREMENTS (PLUS PHOSPHATE ESTER)

3.4.1 Viscosity at 37.8 C, min

(ASTM D 445 & D 446)

3.4.2 Pour Point,
(ASTM D 97)

max -

253 C

64.6 mm2/s

5 ¢
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3.5 SUPPLIER'S RESPONSIBILITY

All materials supplied to this specification must be equivalent in
all characteristics to the material upon which approval was
originally granted.

Prior to making any change in the properties, composition,
construction, color, processing or labeling of the material
originally approved under this specification, whether or not such
changes affect the material's ability to meet the specification
requirements, the Supplier shall notify Purchasing, Toxicology and
the affected Materials Engineering activity of the proposed changes
and obtain the written approval of the Materials Engineering
activity. Test data, test samples and 2 new code identification
are to be submitted with the request.

Substance restrictions imposed by law, regulatioms or Ford, apply
to the materials addressed by this document. The restrictions are
defined in Engineering Material Specification W5S-M99P9999-41,
unless a different suffix (e.g., A2 or A3) is specified on the
engineering document for the application.

3.6  STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.7 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermograms established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditioms.

4.  APFROVAL OF MATERIALS

Materials defined by this specification must have prior approval by the
responsible Materials Engineering activity. Suppliers desiring approval
of their materials shall first cbtain an expression of interest from the
affected Purchasing, Design and Materials Engineering activity. Upon
request, the Supplier shall submit to the affected Materials Engineering
activity its own laboratory report to the specification (test results,
not nominal values), the material designation and code number, and test
specimens for Ford evaluation. Upon approval, the material will be added
to the Engineering Material Approved Source List.
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