@ Engineering Material Specification

Material Name Specification Number
POLYURETHANE, CAST - 52 DUROMETER "D" HARDNESS ESA-M4D182-A
1. SCOPE

The material defined by this specification is a medium tensile strength, 52 durometer poly-
urethane.

2. APPLICATION

This specification was released originally for material used for seals and vibration insulators
for chassis applications.

3. REQUIREMENTS

3.1 ORIGINAL PROPERTIES
(slab stoek) @

3.1.1 Tensile Strength, min 4800 psi (33.1 MPa)
(ASTM D 412, 2 in (50 mm)/min rate)

3.1.2 Elongation, min 400%
(ASTM D 412, 2 in (50 mm)/min rate)

3.1.3 Tensile Set - 50% Elongation, max 10%
(ASTM D 412, 2 in (50 mm)/min rate,
except hold elongation for 3 min, release;
then measure set after 3 min rest.)

3.1.4 Hardness - Durometer "D" 49 - 55
(ASTM D 2240)
3.1.5 Tensile Stress, min
(ASTM D 412, 2 in (50 mm)/min rate)
At 100% Elongation 1400 psi (9.6 MPa)
At 300% Elongation 3000 psi (20.7 MPa)

3.1.6 Tear Strength, min 500 1b/in (88 kN/m)
(ASTM D 624, Die "C") .

3.2 PROPERTIES AFTER AGING o
(ASTM D573, 70 hat 102 +3°C)

3.2.1 Tensile Strength, decrease, max 10%
3.2.2 Elongation, decrease, max 7.5%
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3.2.3 Hardness - Durometer "D", change +3
3.24 Tensile Set -~ 50% Elongation, max 8.5%
3.3 PROPERTIES AFTER LIQUI]%IMMERSION
(ASTM D 471, 70 h at 102 + 3°C, ASTM No. 1 oil)
3.3.1 Tensile Strength, decrease, max 15%
3.3.2 Elongation, decrease, max 10%
3.3.3 Hardness -~ Durometer "D", change +4
3.3.4 Volume Change + 5%
3.4 PROPERTIES AFTER LIQUI]%IMMERSION
(ASTM D 471, 70 h at 102 + 3"C, ASTM No. 3 oil)
3.4.1 Tensile Strength, decrease, max 15%
3.4.2 Elongation, decrease, max 10%
3.4.3 Hardness - Durometer "D", change +5
3.4.4 Volume Change +10%
3.5  OZONE RATING 0
(FLTM BP 1-1)
3.6 COMPRESSION SET, max 15%
(ASTM D 395, Metrbod nA" 1500 1b (6.7 kN)
load, 22 hat 70 +1°C)
3.7  COLD TEST AT -40°C No cracks
(FLTM BP 6-3, 5 h immersion)
Condition following samples prior to testing:
. Original (as received)
. After oven aging per para. 3.2
. After ASTM No. 3 oil aging per para. 3.4
3.8 SUPPLIER'S RESPONSIBILITY
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Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior

approval as described in Supplier Procedure I-A.
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