Engineering Material Specification

Material Name Specification Number

THERMOPLASTIC POLYURETHANE (TPU) ESA-M4D568-A
MOLDING COMPOUND, 40 % LONG
GLASS FIBER FILLED

1. SCOPE

The material defined by this specification is an injection moldable, long
glass fiber reinforced thermoplastic polyurethane molding compound, which
exhibits high impact resistance and high flexural properties.

2. APPLICATION

This specification was released originally for material used for parking
brake foot control release handles.

3.  REQUIREMENTS
3.1 STATISTICAL PROCESS

Suppliers must conform to the requirements of Ford Quality System
Standard Q-101. A mutually acceptable Control Plan as described
therein is required for material/source approval. Appropriate
statistical tools must be used to analyze process/product data so
that variation in the final product is continuously reduced.

3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS

Ford Motor Company, at its option, may conduct infrared and/or
thermal analysis of material/parts supplied to this specification.
The IR spectra and thermogram established for initial approval
shall constitute the reference standard and shall be kept on file
at the designated material laboratory. All samples shall produce
IR spectra and thermograms that correspond to the reference
standard when tested under the same conditions.

3.3 CONDITIONING AND TEST CONDITIONS

All test values indicated herein are based on material conditioned
in a controlled atmosphere of 23 +/- 2 C and 50 +/- 5 % relative
humidity for not less than 24 h prior to testing and tested under
the same conditions unless otherwise specified.
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3.4 MOLDING COMPOUND

3.4.1 Glass Fiber Content 38-42 %
(ASTM D 2584, 2 h at 540 C) -

3.5 MOLDED TEST SPECIMEN

3.5.1 Preparation of Test Specimens

Unless otherwise specified all tests shall be carried out
on injection molded test specimens. The specimens shall be
prepared according to ASTM D 1897. No annealing allowed.

3.5.2 Density

1.47-1.57 g/cm3

(ASTM D 792, Method Al)

3.5.3 Tensile Strength, min 140 MPa
(ASTM D 638, Type I specimen,
5 mm/min test speed)

3.5.4 Tensile Modulus, min 9.0 GPa
(Test Method according to 3.5.3)

3.5.5 Flexural Modulus, min 9.4 GPa
(ASTM D 790, Method I,
Procedure A, 127 x 12.7 x 3.2 mm

specimen)

3.5.6 Flexural Strength, min 250 MPa
(Test Method according to 3.5.5)

3.5.7 Impact Strength, Izéd, min
(ASTM D 256, Method A,
63.5 x 12.7 x 3.2 mm specimen)

At 23 +/- 2 C 290 J/m
At -40 C 235 J/m
3.5.8 Heat Deflection Temperature, min 93 C

(ASTM D 648, 127 x 12.7 x 3.2 mm
specimen, at 1.82 MPa)

3.5.9 Compressive Strength, min 100 MPa
(ASTM D 695, 12.7 x 12.7 x 25 mm
specimen, 2.5 mm/min test speed)

3.5.10 Color
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