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ENGINEERING MATERIAL SPECIFICATION

Material Name

Specification Number

TUBING, POLYOLEFIN, HEAT SHRINKABLE, DUAL WALL, ESA-M99D56-A3
ADHESIVE LINED, SEMI-RIGID

1. SCOPE

The material defined by this specification is a selectively crosslinked dual wall polyolefin tubing
whose diameter shall reduce to a predetermined size upon application of heat in excess of 75 °C.
The tubing shall be fabricated from an irradiated, thermally stabilized, modified polyolefin
composition, and shall be lined with a thermoplastic adhesive.

2. APPLICATION

This specification was released originally for material used as a barrier coating for protecting brake
tubes from environmental and mechanical damage.

3. REQUIREMENTS

Material specification requirements are to be used for initial qualification of materials.

3.1 QUALITY SYSTEM REQUIREMENTS
Material suppliers and part producers must conform to the Company's Quality System
Requirements.
3.2 INFRARED SPECTROPHOTOMETRY AND/OR THERMAL ANALYSIS
IR spectra and thermograms established for initial approval shall constitute the reference
standard and shall be kept on file at the designated material laboratory. All samples shall
produce IR spectra and thermograms that correspond to the reference standard when
tested under the same conditions.
3.3 CONDITIONING AND TEST CONDITIONS
All test values indicated herein are based on material conditioned in a controlled
atmosphere of 23 +/- 2 °C and 50 +/- 5 % relative humidity for not less than 24 h prior to
testing and tested under the same conditions unless otherwise specified.
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FORMED PARTS

The tubing shall be fabricated from thermally stabilized, modified polyolefin and shall be
crosslinked by irradiation. It shall be homogeneous and essentially free from flaws,
defects, pinholes, bubbles, seams, cracks, and inclusions.

3.4.1 Dimensions As specified on
(ASTM D 2671) engineering drawing.
(Shall be specified
before and after shrink).

342 Longitudinal Change, max +-5%
(100 mm sample as supplied, immerse in
125 +/- 2 °C glycol bath for 1 minute,
cool and measure length.)

TENSILE STRENGTH AT MAXIMUM LOAD, min 11 MPa
(ASTM D 638, 20 mm benchmarks, 200 mm
specimen length, 200 +/- 20 mm/min test speed)

ELONGATION AT BREAK, min 300 %
(Test per paragraph 3.5)

HEAT AGED
(ASTM D 3045, 24 h at 120 +/- 2 °C)

3.71 Tensile Strength at Maximum Load, min 11 MPa
(Test per paragraph 3.5)

3.72 Elongation at Break, min 270 %
(Test per paragraph 3.5)

LOW TEMPERATURE FLEXIBILITY AT -30 °C No cracking
(ASTM D 746, 32 +/- 6 mm, specimen

length, width 6.3 +/- 0.5 mm, wall thickness
1.9 +/- 0.25 mm)
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