Engineering Material Specification

Material Name

Specification Number

ADHESION REQUIREMENTS, PRESSURE SENSITIVE ADHESIVE - SPONGE ESB-M11P8-A
RUBBER

1. SCOPE

This specification defines the bond requirements for pressure sensitive adhesive coated
sponge rubber.

2.  APPLICATION

This specification was released originally for assemblies consisting of pressure sensitive,
closed cell sponge rubber, bonded to chromium plated substrates. The pressure sensitive

adhesive is intended as an assembly aid. Consequently, it should be used only where the
sponge rubber is mechanically retained in final assemlby.

3. REQUIREMENTS

3.1 ADHESION
(ASTM D 903)

3.1.1 As Received, min 60 oz/in (0.66 N/mm) of width
3.1.2 Aged, min

3.1.2.1 Heat Aged 20 oz/in (0.22 N/mm) of width

Test Method: Condition the specimens ofor 14 days in a
mechanical convection oven at 88 + 1°C. Allow a 4 h

recovery at 23 + 2°C and 50 + 5% relative humidity before
checking adhesion.

3.1.2.2 Humidity Aged 40 oz/in (0.44 N/mm) of width

Test Method: Condition the specironens for 14 days at 95 -
100% relative humidity and 37 + 1°C. Allow a 4 h recovery

at 23 + 2°C and 50 + 5% relative humidity before checking
adhesion.

3.2 QUALITY

The release film shall readily be removed from the pressure sensitive adhesive so as
not to interfere with normal production processing. The bonded sponge rubber shall
be securely retained and shall not fall off in normal shipping and handling.

3.3 SPONGE RUBBER As specified on the engineering

drawing.
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- 3.4 SUPPLIER'S RESPONSIBILITY

Material supplied to this specification must be equivalent to that originally
approved. Changes in formulation or processing shall not be made without prior
approval as described in Supplier Procedure I-A.

4. APPROVAL OF SUPPLIERS
Suppliers to this specification must be approved by the affected product engineering office.
Procedure for gaining approvel of a specific material to a new/existing ES-M specification is

contained in Supplier Procedure I-A. Approved new suppliers will be added to the
Engineering Materials Approved Source List.

S GENERAL INFORMATION .
This information is for direction of the user and is not a requirement for the supplier.

5.1 TEST SAMPLES

When the production parts does not lend itself to testing, suitable test specimens
shall be prepared from typical production slab stock material.
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